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Foreword 

This Technical Specification has been produced by the 3 rd Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

x the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 

The definition of the Conformance Tests for UE in E-UTRAN will be a complex task as the complete test suite covers 
RF, EMC and Protocol aspects of the UE. 

Each test requires a Test Environment to be defined in which the UE has to operate to defined standards, constraints and 
performance. The overall task can be simplified if there are a number of well defined and agreed Common Test 
Environments where every one can be used for a number of tests. Hence the present document defines testing 
conditions that are common to several tests avoiding the need to duplicate the same information for every single test. 

The present document defines default values for a variety of common areas. Where values are not specified in test 
cases, the defaults in the present document will apply. If specified, the test case values will take precedence. 
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1 Scope 

The present document contains definitions of reference conditions and test signals, default parameters, reference radio 
bearer configurations used in radio bearer interoperability testing, common radio bearer configurations for other test 
purposes, common requirements for test equipment and generic set-up procedures for use in conformance tests for the 
3 rd Generation E-UTRAN User Equipment (UE). 



2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 
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[3] 3GPP TS 23.122: "Non-Access-Stratum functions related to Mobile Station (MS) in idle mode". 
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[5] 3GPP TS 34.108: "Common Test Environments for User Equipment (UE); Conformance testing". 

[6] 3GPP TS 34.109: "Terminal logical test interface; Special conformance testing functions". 
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conformance statement (ICS) specification". 
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[10] 3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal 

Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2". 

[II] 3GPP TS 36.302: "Evolved Universal Terrestrial Radio Access (E-UTRA); Services provided by 
the physical layer". 

[12] 3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

procedures in idle mode". 

[13] 3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

radio access capabilities". 

[14] 3GPP TS 36.321: "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access 

Control (MAC) protocol specification". 

[15] 3GPP TS 36.322: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Link Control 

(RLC) protocol specification". 
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Convergence Protocol (PDCP) specification". 

[17] 3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource 

Control (RRC); Protocol Specification". 

[18] 3GPP TS 36. 523- 1 : "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet 

Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance 
specification". 

[19] 3GPP TS 36.523-2: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet 

Core (EPC); User Equipment (UE) conformance specification; Part 2: Implementation 
Conformance Statement (ICS) proforma specification". 

[20] 3GPP TS 36.523-3: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet 

Core (EPC); User Equipment (UE) conformance specification; Part 3: Abstract Test Suites 
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[21] 3GPP TS 36.521-1: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment 

(UE) conformance specification; Radio transmission and reception; Part 1: conformance testing". 

[22] 3GPP TS 36.521-2: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment 

(UE) conformance specification; Radio transmission and reception; Part 2: Implementation 
Conformance Statement (ICS)". 

[23] 3GPP TR 24.801: "3GPP System Architecture Evolution; CT WG1 aspects". 

[24] 3GPP TS 23.401 : "General Packet Radio Service(GPRS) enhancements for Evolved Universal 

Terrestrial Access Network (E-UTRAN) access". 

[25] 3GPP TS 51.010-1: "Mobile Station (MS) conformance specification; Part 1: Conformance 

specification ". 

[26] ISO/IEC 9646 (all parts): "Information technology - Open Systems Interconnection - Conformance 

testing methodology and framework". 

[27] 3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

radio transmission and reception". 

[28] 3GPP TS 24.301 : "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 

3". 

[29] 3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer 

procedures". 

[30] 3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) 

radio transmission and reception". 

[31] 3GPP TS 33.401: "3GPP System Architecture Evolution (SAE); Security architecture". 

[32] 3GPP TS 31.101: "UlCC-terminal interface; Physical and logical characteristics". 

[33] 3GPP TS 31.102: "Characteristics of the Universal Subscriber Identity Module (USIM) 

application". 

[34] 3GPP TS 36.521-3: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment 

(UE) conformance specification; Radio transmission and reception; Part 3: Radio Resource 
Management conformance testing". 

[35] 3GPP TS 36.21 1 : "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and 

modulation". 

[36] 3GPP2 TSG-C C.S0038-A v2.0: "Signalling Conformance Specification for High Rate Packet 

Data Air Interface". 
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[37] 3GPP2 TSG-C C.S0043-0 vl .0: "Signalling Conformance Test Specification for cdma2000 

Spread Spectrum Systems". 
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[41] 3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses" 
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Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) 
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reception (FDD);Part 1: Conformance specification ". 

[51] 3GPP TS 34.122: "Terminal conformance specification; Radio transmission and reception 

(TDD)". 



3 Definitions, symbols and abbreviations 

3.1 Definitions 

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] apply, unless specified 
below: 

B: a value followed by "B" is a binary value. 

H: a value followed by "H" is a hexadecimal value. 

3.2 Symbols 

For the purposes of the present document, the following symbols apply: 
N DL Downlink EARFCN 

N RB Transmission bandwidth configuration, expressed in units of resource blocks 
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NRB_a gg Aggregated Transmission Bandwidth Configuration. The number of the aggregated RBs within the 

fully allocated Aggregated Channel bandwidth. 
N UL Uplink EARFCN 

3.3 Abbreviations 



For the purposes of the present document, the abbreviations specified in TR 21.905 [1] apply, with any additional 
abbreviations specified below: 



lxRTT 


lx Radio Transmission Technology 


CA 


Carrier Aggregation 


CC 


Component Carrier 


DRB 


(user) Data Radio Bearer 


EARFCN 


E-UTRA Absolute Radio Frequency Channel Number 


ECM 


EPS Connection Management 


EMM 


EPS Mobility Management 


ENB 


Evolved Node B 


EPRE 


Energy Per Resource Element 


ESM 


EPS Session Management 


HRPD 


High Rate Packet Data 


MAC 


Media Access Control 


OFDM 


Orthogonal Frequency Division Multiplexing 


RBs 


Resource Blocks 


ROHC 


Robust Header Compression 


ss 


System Simulator 


TH 


Temperature High 


TL 


Temperature Low 


VH 


Higher extreme Voltage 


VL 


Lower extreme Voltage 


xCH_RA 


xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing RS 


xCH_RB 


xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing RS 



4 Common test environment 
4.1 Environmental conditions 

The requirements in this clause apply to all types of UE(s). 

4.1.1 Temperature 

The UE shall fulfil all the requirements in the full temperature range of: 



Table 4.1.1-1 : Temperature Test Environment 



+15°C to +35°C 


for normal conditions (with relative humidity up to 75 %) 


-10°C to +55°C 


for extreme conditions (see IEC publications 68-2-1 and 68-2-2) 



Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. 
In no case shall the UE exceed the transmitted levels as defined in TS 36.101 [27] for extreme operation. 

The normative reference for this requirement is TS 36.101 [27] Annex E.l. 

Some tests are performed also in extreme temperature conditions. These test conditions are denoted as TL (temperature 

o o 

low, -10 C) and TH (temperature high, +55 C). 
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4.1.2 Voltage 

The UE shall fulfil all the requirements in the full voltage range, i.e. the voltage range between the extreme voltages. 

The manufacturer shall declare the lower and higher extreme voltages and the approximate shutdown voltage. For the 
equipment that can be operated from one or more of the power sources listed below, the lower extreme voltage shall not 
be higher, and the higher extreme voltage shall not be lower than that specified below. 



Table 4.1.2-1 : Voltage Test Environment 



Power source 


Lower extreme 


Higher extreme 


Normal conditions 




voltage 


voltage 


voltage 


AC mains 


0,9 * nominal 


1 ,1 * nominal 


nominal 


Regulated lead acid battery 


0,9 * nominal 


1 ,3 * nominal 


1 ,1 * nominal 


Non regulated batteries: 
Leclanche 


0,85 * nominal 


Nominal 


Nominal 


Lithium 


0,95 * nominal 


1 ,1 * Nominal 


1 ,1 * Nominal 


Mercury/nickel & cadmium 


0,90 * nominal 




Nominal 



Outside this voltage range the UE if powered on, shall not make ineffective use of the radio frequency spectrum. In no 
case shall the UE exceed the transmitted levels as defined in TS 36.101 [27] for extreme operation. In particular, the UE 
shall inhibit all RF transmissions when the power supply voltage is below the manufacturer declared shutdown voltage. 

The normative reference for this requirement is TS 36.101 [27] Annex E.2. 

Some tests are performed also in extreme voltage conditions. These test conditions are denoted as VL (lower extreme 
voltage) and VH (higher extreme voltage). 

4.2 Common requirements of test equipment 

Mobile conformance testing can be categorized into 3 distinct areas: 

• RF Conformance Testing. 

• EMC Conformance Testing. 

• Signalling Conformance Testing. 

The test equipment required for each category of testing may or not be different, depending on the supplier of the test 
equipment. However, there will be some generic requirements of the test equipment that are essential for all three 
categories of test, and these are specified in this clause. 

In addition, there will be requirements to test operation in multi-system configurations (e.g. EUTRAN plus UTRAN). 
However, these would not form a common test equipment requirement for the three test areas and are not considered in 
the present document. 

The test equipment shall use the same number of Tx antennas for all parts of the tests, Initial condition and Test 
procedure, as specified in the minimum requirement. 

4.2.1 General functional requirements 

NOTE: This clause has been written such that it does not constrain the implementation of different architectures 
and designs of test equipment. 

All test equipment used to perform conformance testing on a UE shall provide a platform suitable for testing UE's that 
are either: 

a) FDD Mode; or 

b) TDD Mode; or 

c) both FDD/TDD Modes. 
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All test equipment shall provide (for the mode(s) supported) the following minimum functionality. 

- The capability of emulating a single E-UTRA cell with the appropriate channels to allow the UE to register on 
the cell. 

- The capability to allow the UE to set up an RRC connection with the system simulator, and to maintain the 
connection for the duration of the test. 

The capability (for the specific test): 

- to select and support an appropriate radio bearer for the downlink; 

- to set the appropriate downlink power levels; 

- to set up and support the appropriate radio bearer for the uplink; 

- to set and control the uplink power levels. 

4.2.2 Minimum functional requirements 
4.2.2.1 Supported Cell Configuration 

The System Simulator shall provide the capability to simulate a minimum number of cells (of the appropriate E-UTRA 
Mode) whose number and capabilities are governed by the test cases that need to be performed (test cases are defined in 
3GPP TS 36.523-1 [^(Signalling), 3GPP TS 36.521-1 [21] (RF) and 3GPP TS 36.521-3 [34] (RRM). For this 
purpose test cases can be split into two different categories: Tests that require only one cell and Tests that require 
several cells. 

To perform test cases requiring one cell, the system simulator must provide a cell offering the capabilities to perform all 
the test cases in this category. 

To perform test cases requiring several cells, additional cells must be provided by the system simulator. The additional 
cells, however, need only provide a minimum set of capabilities so as to support the first cell in carrying out the 
multi-cell test cases. 

The type and number of channels (especially physical channels) constitute an important set of capabilities for a cell. The 
following clauses list possible channels that may be supported by the SS. Each channel type, however, and the 
minimum number of channels needed are only mandatory if specific test cases require them. 

The mapping between Logical and Transport channels is as described in 3GPP TS 36.321 [14]. Similarly the mapping 
between Transport channels and Physical channels is as described in 3GPP TS 36.211, TS 36.302 and TS 36.212. The 
reference measurement channels (mapping between Transport channels and Physical channels for PDSCH/PDCCH) are 
defined in 3GPP TS 36.521-1 [21] annex A 

4.2.2. 1 . 1 Supported Channels 

4.2.2.1.1.1 Logical channels 



Logical channel 


Minimum number 


Comments 


BCCH 


1 




CCCH 


1 




DCCH 


2 




PCCH 


1 




DTCH 


n <FFS> 


Depending on SS's support for RB service testing 
(See clause 1 2 of 3GPP TS 36.523-1 [?] 



4.2.2.1.1.2 Transport channels 



Transport channel 


Minimum number 


Comments 


BCH 


1 




PCH 


1 




RACH 


1 





ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



22 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



DL-SCH 


n <FFS> 




UL-SCH 


n <FFS> 





4.2.2.1.1.3 Physical channels 



Physical channel 


Minimum number 


Comments 


PBCH 


1 


Physical Broadcast Channel 


rUrlL/M 


4 
\ 


The physical control format indicator channel carries information about the 

iiuiiiucm ui wruiv oyiiiuuio Ubcu iui iicuioiiiiooiuii ui ruuono ill ct oUUiidiiic; 


PDCCH 


1 


The physical downlink control channel carries scheduling assignments and 

UulfcJi OUMIIUI II HUll lldLIUl 1. 


PDSCH 


1 


Physical Downlink Shared Channel 


nu If^ui 

rnlOn 


M 1 
PJ 


i ne rniun carries me nyDria-An(j AOrvNArs. 


PUCCH 


1 


The physical uplink control channel carries uplink control information 


rllbOH 


1 


rhysical Uplink bhared Channel 


PRACH 


1 


Physical Random Access Channel 


L2.2.1 .1 .4 


Physical signals 




Physical signal 


Minimum number 


Comments 


Demodulation 
reference signal 


NA 


UL 


Sounding 
Reference signal 


NA 


UL TBD, if applicable 


Cell-specific 
Reference Signal 


NA 


DL 


UE-specific 
reference signal 


NA 


DL 


Primary 

synchronisation 
signal 


NA 


DL 


Secondary 

synchronisation 

signal 


NA 


DL 



4.2.2.2 Support of T ce n timing offset 

The timing offset in terms of frame start timing between any pair of TDD cells shall be < [3us]. For FDD cells there is 
no such restriction. 

4.3 Reference test conditions 

This clause contains the reference test conditions, which apply to all test cases unless otherwise specified. 

4.3.1 Test frequencies 

The test frequencies are based on the E-UTRA frequency bands defined in the core specifications. 
The raster spacing is 100 KHz. 

E-UTRA/FDD is designed to operate in paired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF 
and Signalling test environment for each of the operating bands are defined in sub clause 4.3.1.1. 

E-UTRA/TDD is designed to operate in unpaired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the 
RF and Signalling test environment for each of the operating bands are defined in sub clause 4.3.1.2. 

For non-CA Signalling testing, E-UTRA frequency to be tested is mid range and E-UTRA channel bandwidth to be 
tested is 5MHz for all operating bands for all test cases as the default configuration unless specific channel bandwidth is 
specified for the operating band below: 
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For Band 11, 13, 18 and 20, channel bandwidth to be tested is 10 MHz as the default configuration. 

For Band 38, 39, 40 and 41, channel bandwidth to be tested is 20 MHz as the default configuration. 

For CA Signalling testing with two component carriers, E-UTRA frequencies to be tested are according to sub clause 
6.2.3.2 and the E-UTRA channel bandwidth combination is according to Table 4.3.1-1. 



Table 4.3.1-1 : Default E-UTRA channel bandwidth combinations for CA Signalling testing with two 

component carriers 



CA configuration 

(Band(s),BW Class,BW 
Combination Set) 


CA Channel Bandwidth 
combination 
carrier 1 + carrier 2 
[MHz + MHz] 


Comment 


Intra-band contiguous and 
Bandwidth Class C 


20+20 


This channel bandwidth combination is 
used for all Intra-band contiguous CA 
configurations using Bandwidth Class C 
unless specific channel bandwidth 
combination is specified for a CA 
configuration or CA Bandwidth 
Combination Set by specific entries in 
this table below. 


Inter-band CA and CA 
Bandwidth Class Combination 
A-A 


10 + 10 


This channel bandwidth combination is 
used for all Inter-band contiguous CA 
configurations using Bandwidth Class 
Combination A-A unless specific 
channel bandwidth combination is 
specified for a CA configuration or CA 
Bandwidth Combination Set by specific 
entries in this table below. 



For RF testing, E-UTRA frequencies to be tested are low range, mid range and high range for all supported operating 
bands by default. E-UTRA channel bandwidths to be tested are lowest bandwidth, 5MHz bandwidth and highest 
bandwidth for all supported operating bands by default. Actual test configurations are specified case by case and stated 
in test case itself as the initial conditions. 

The lowest bandwidth, 5MHz bandwidth and highest bandwidth are selected from the combined table which includes 
nominal and additional channel bandwidth. 

In the case 5MHz bandwidth is not supported by the UE, E-UTRA channel bandwidth to be tested is only lowest 
bandwidth and highest bandwidth. 

If channel bandwidth to be tested is equal to the lowest or highest channel bandwidth, then the same channel bandwidth 
is not required to be tested twice. 

In addition to the default channel bandwidths to be tested specified above, for Bands 4, 18, 19, 20 and 25, an industry 
requirement of testing in 10MHz channel bandwidth is allowed for test cases in chapters 6 and 7 in TS 36.521-1 [21]. 

Editor's note: For RF testing, an industry requirement of testing in 10MHz channel bandwidth is requested for Bands 4, 
18, 19, 20 and 25 for test cases in chapters 6 and 7 in TS 36.521-1 [21], changing the existing test points to address this 
is being discussed in RAN5 and will be considered pending technical justification. 

For A-GNSS testing in TS 37.571-1, the E-UTRA frequency and channel bandwidth to be tested follow the same rules 
as for Signalling testing above. 
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4.3.1 .1 FDD Mode Test frequencies 

4.3.1 .1 .1 FDD reference test frequencies for operating band 1 



Table 4.3.1.1.1-1 : Test frequencies for E-UTRA channel bandwidth for operating band 1 



Test Frequency ID 


Bandwidth 
[MHz] 


N UL 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


18025 


1922.5 


25 


2112.5 


10 


18050 


1925 


50 


2115 


15 


18075 


1927.5 


75 


2117.5 


20 


18100 


1930 


100 


2120 


Mid Range 


5/10/15/20 


18300 


1950 


300 


2140 


High Range 


5 


18575 


1977.5 


575 


2167.5 


10 


18550 


1975 


550 


2165 


15 


18525 


1972.5 


525 


2162.5 


20 


18500 


1970 


500 


2160 



4.3.1 .1 .1 A FDD reference test frequencies for CA in operating band 1 



Table 4.3.1 .1 .1 A-1 : Test frequencies for CA_1 C 



Test Frequency 


CC Combination 

/ Nrb aqq 


CC Nrb 


Nul 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


75 + 75 


PCC 75 


18075 


1927.5 


75 


2117.5 


SCC 75 


18225 


1942.5 


225 


2132.5 


100 + 100 


PCC 100 


18100 


1930 


100 


2120 


SCC 100 


18298 


1949.8 


298 


2139.8 


Mid Range 


75 + 75 


PCC 75 


18225 


1942.5 


225 


2132.5 


SCC 75 


18375 


1957.5 


375 


2147.5 


100 + 100 


PCC 100 


18200 


1940 


200 


2130 


SCC 100 


18398 


1959.8 


398 


2149.8 


High Range 


75 + 75 


PCC 75 


18375 


1957.5 


375 


2147.5 


SCC 75 


18525 


1972.5 


525 


2162.5 


100 + 100 


PCC 100 


18302 


1950.2 


302 


2140.2 


SCC 100 


18500 


1970 


500 


2160 



4.3.1 .1 .2 FDD reference test frequencies for operating band 2 



Table 4.3.1.1.2-1 : Test frequencies for E-UTRA channel bandwidth for operating band 2 



Test Frequency 
ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink 
[MHz] 


Low Range 


1.4 


18607 


1850.7 


607 


1930.7 


3 


18615 


1851.5 


615 


1931.5 


5 


18625 


1852.5 


625 


1932.5 


10 


18650 


1855 


650 


1935 


15 111 


18675 


1857.5 


675 


1937.5 


20 111 


18700 


1860 


700 


1940 


Mid Range 


1 .4/3/5/1 
15 [1l /20 111 


18900 


1880 


900 


1960 


High Range 


1.4 


19193 


1909.3 


1193 


1989.3 


3 


19185 


1908.5 


1185 


1988.5 


5 


19175 


1907.5 


1175 


1987.5 


10 


19150 


1905 


1150 


1985 


15 111 


19125 


1902.5 


1125 


1982.5 


20 111 


19100 


1900 


1100 


1980 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



25 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .3 FDD reference test frequencies for operating band 3 



Table 4.3.1.1.3-1 : Test frequencies for E-UTRA channel bandwidth for operating band 3 



Test Frequency 
ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


1.4 


19207 


1710.7 


1207 


1805.7 


3 


19215 


1711.5 


1215 


1806.5 


5 


19225 


1712.5 


1225 


1807.5 


10 


19250 


1715 


1250 


1810 


15 llJ 


19275 


1717.5 


1275 


1812.5 


20 l1J 


19300 


1720 


1300 


1815 


Mid Range 


1 .4/3/5/1 
15 [1l /20 111 


19575 


1747.5 


1575 


1842.5 


High Range 


1.4 


19943 


1784.3 


1943 


1879.3 


3 


19935 


1783.5 


1935 


1878.5 


5 


19925 


1782.5 


1925 


1877.5 


10 


19900 


1780 


1900 


1875 


15 llJ 


19875 


1777.5 


1875 


1872.5 


20 l1J 


19850 


1775 


1850 


1870 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .4 FDD reference test frequencies for operating band 4 



Table 4.3.1.1.4-1 : Test frequencies for E-UTRA channel bandwidth for operating band 4 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 




1.4 


19957 


1710.7 


1957 


2110.7 




3 


19965 


1711.5 


1965 


2111.5 


Low Range 


5 


19975 


1712.5 


1975 


2112.5 


10 


20000 


1715 


2000 


2115 




15 


20025 


1717.5 


2025 


2117.5 




20 


20050 


1720 


2050 


2120 


Mid Range 


1.4/3/5/10/15/20 


20175 


1732.5 


2175 


2132.5 




1.4 


20393 


1754.3 


2393 


2154.3 




3 


20385 


1753.5 


2385 


2153.5 


High Range 


5 


20375 


1752.5 


2375 


2152.5 


10 


20350 


1750 


2350 


2150 




15 


20325 


1747.5 


2325 


2147.5 




20 


20300 


1745 


2300 


2145 
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4.3.1 .1 .5 FDD reference test frequencies for operating band 5 



Table 4.3.1.1.5-1 : Test frequencies for E-UTRA channel bandwidth for operating band 5 



Test Frequency ID 


Bandwidth 

ri\Ai-i-»i 

LMnzj 


Nul 


Frequency of 
uplink [Mnzj 


N DL 


Frequency of 
Downlink 
[ivinzj 


Low Range 


1.4 


20407 


824.7 


2407 


869.7 


3 


20415 


825.5 


2415 


870.5 


5 


20425 


826.5 


2425 


871.5 


10 llJ 


20450 


829 


2450 


874 


Mid Range 


1 .4/3/5 
10 [1] 


20525 


836.5 


2525 


881.5 


High Range 


1.4 


20643 


848.3 


2643 


893.3 


3 


20635 


847.5 


2635 


892.5 


5 


20625 


846.5 


2625 


891.5 


10 l1J 


20600 


844 


2600 


889 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.1 01 [27] Clause 7.3) is allowed. 



4.3.1 .1 .6 FDD reference test frequencies for operating band 6 



Table 4.3.1.1.6-1 : Test frequencies for E-UTRA channel bandwidth for operating band 6 



Test Frequency ID 


Bandwidth 
[MHz] 


N UL 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink 
[MHz] 


Low Range 


5 


20675 


832.5 


2675 


877.5 




10 111 


20700 


835 


2700 


880 


Mid Range 


5 

10 111 


20700 


835 


2700 


880 


High Range 


5 


20725 


837.5 


2725 


882.5 




10 llJ 


20700 


835 


2700 


880 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



NOTE: For Band VI testing, the Mobile Country Code shall be set to (MCC = '442/443'). 

4.3.1 .1 .7 FDD reference test frequencies for operating band 7 



Table 4.3.1.1.7-1 : Test frequencies for E-UTRA channel bandwidth for operating band 7 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 


Low Range 


5 


20775 


2502.5 


2775 


2622.5 


10 


20800 


2505 


2800 


2625 


15 


20825 


2507.5 


2825 


2627.5 


20 111 


20850 


2510 


2850 


2630 


Mid Range 


5/10/15 
20 111 


21100 


2535 


3100 


2655 


High Range 


5 


21425 


2567.5 


3425 


2687.5 


10 


21400 


2565 


3400 


2685 


15 


21375 


2562.5 


3375 


2682.5 


20 LU 


21350 


2560 


3350 


2680 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 
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4.3.1 .1 .8 FDD reference test frequencies for operating band 8 



Table 4.3.1.1.8-1 : Test frequencies for E-UTRA channel bandwidth for operating band 8 



Test Frequency ID 


Bandwidth 
[MHZ J 


Nul 


Frequency of 
uplinK |Mlizj 


N DL 


Frequency of 
Downlink 
[ivinzj 


Low Range 


1.4 


21457 


880.7 


3457 


925.7 


3 


21465 


881.5 


3465 


926.5 


5 


21475 


882.5 


3475 


927.5 


10 llJ 


21500 


885 


3500 


930 


Mid Range 


1 .4/3/5 
10 [1] 


21625 


897.5 


3625 


942.5 


High Range 


1.4 


21793 


914.3 


3793 


959.3 


3 


21785 


913.5 


3785 


958.5 


5 


21775 


912.5 


3775 


957.5 


10 l1J 


21750 


910 


3750 


955 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .9 FDD reference test frequencies for operating band 9 



Table 4.3.1.1.9-1 : Test frequencies for E-UTRA channel bandwidth for operating band 9 



Test Frequency ID 


Bandwidth 
[MHz] 


N UL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 


Low Range 


5 


21825 


1752.4 


3825 


1847.4 


10 


21850 


1754.9 


3850 


1849.9 


15 l1J 


21875 


1757.4 


3875 


1852.4 


20 Li] 


21900 


1759.9 


3900 


1854.9 


Mid Range 


5/10 
15 [1l /20 [1] 


21975 


1767.4 


3975 


1862.4 


High Range 


5 


22125 


1782.4 


4125 


1877.4 


10 


22100 


1779.9 


4100 


1874.9 


15 llJ 


22075 


1777.4 


4075 


1872.4 


20 l1J 


22050 


1774.9 


4050 


1869.9 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1.1.10 FDD reference test frequencies for operating band 1 



Table 4.3.1.1.10-1 : Test frequencies for E-UTRA channel bandwidth for operating band 10 



Test Frequency 
ID 


Bandwidth 
[MHz] 


N UL 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


22175 


1712.5 


4175 


2112.5 


10 


22200 


1715 


4200 


2115 


15 


22225 


1717.5 


4225 


2117.5 


20 


22250 


1720 


4250 


2120 


Mid Range 


5/10/15/20 


22450 


1740 


4450 


2140 


High Range 


5 


22725 


1767.5 


4725 


2167.5 


10 


22700 


1765 


4700 


2165 


15 


22675 


1762.5 


4675 


2162.5 


20 


22650 


1760 


4650 


2160 
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4.3.1 .1 .1 1 FDD reference test frequencies for operating band 1 1 



Table 4.3.1.1.11-1 : Test frequencies for E-UTRA channel bandwidth for operating band 11 



Test Frequency 
ID 


Bandwidth 
[MHz] 


N UL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


22775 


1430.4 


4775 


1478.4 


10 l1J 


22800 


1432.9 


4800 


1480.9 


Mid Range 


5/ 10 111 


22850 


1437.9 


4850 


1485.9 


High Range 


5 


22925 


1445.4 


4925 


1493.4 


10 l1J 


22900 


1442.9 


4900 


1490.9 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1.1.12 FDD reference test frequencies for operating band 1 2 



Table 4.3.1.1.12-1 : Test frequencies for E-UTRA channel bandwidth for operating band 12 



Test Frequency ID 


Bandwidth 
[MHz] 


N UL 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


1.4 


23017 


699.7 


5017 


729.7 


3 


23025 


700.5 


5025 


730.5 


5 111 


23035 


701.5 


5035 


731.5 


10 l1J 


23060 


704 


5060 


734 


Mid Range 


1.4/3 
5 [1] /10 [1] 


23095 


707.5 


5095 


737.5 


High Range 


1.4 


23173 


715.3 


5173 


745.3 


3 


23165 


714.5 


5165 


744.5 


5 l1J 


23155 


713.5 


5155 


743.5 


10 llJ 


23130 


711 


5130 


741 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1.1.13 FDD reference test frequencies for operating band 1 3 



Table 4.3.1.1.13-1 : Test frequencies for E-UTRA channel bandwidth for operating band 13 



Test Frequency ID 


Bandwidth 
[MHz] 


N UL 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 111 


23205 


779.5 


5205 


748.5 


10 l1J 


23230 


782 


5230 


751 


Mid Range 


5 llJ /10 llJ 


23230 


782 


5230 


751 


High Range 


5 111 


23255 


784.5 


5255 


753.5 


10 l1J 


23230 


782 


5230 


751 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 
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4.3.1.1.14 FDD reference test frequencies for operating band 1 4 



Table 4.3.1.1.14-1 : Test frequencies for E-UTRA channel bandwidth for operating band 14 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 L1J 


23305 


790.5 


5305 


760.5 


10 111 


23330 


793 


5330 


763 


Mid Range 


5 m /10 m 


23330 


793 


5330 


763 


High Range 


5 llJ 


23355 


795.5 


5355 


765.5 


10 111 


23330 


793 


5330 


763 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1.1.15 FDD reference test frequencies for operating band 1 5 

[FFS; not yet specified in TS 36.101] 

4.3.1.1.16 FDD reference test frequencies for operating band 1 6 

[FFS; not yet specified in TS 36.101] 

4.3.1.1.17 FDD reference test frequencies for operating band 1 7 



Table 4.3.1.1.17-1 : Test frequencies for E-UTRA channel bandwidth for operating band 17 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 111 


23755 


706.5 


5755 


736.5 


10 l1J 


23780 


709 


5780 


739 


Mid Range 


5 L1J /10 L1J 


23790 


710 


5790 


740 


High Range 


5 111 


23825 


713.5 


5825 


743.5 


10 llJ 


23800 


711 


5800 


741 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1.1.18 FDD reference test frequencies for operating band 1 8 



Table 4.3.1.1.18-1 : Test frequencies for E-UTRA channel bandwidth for operating band 18 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


23875 


817.5 


5875 


862.5 


10 llJ 


23900 


820 


5900 


865 J 


15 llJ 


23925 


822.5 


5925 


867.5 


Mid Range 


5/10 l1J /15 l1J 


23925 


822.5 


5925 


867.5 


High range 


5 


23975 


827.5 


5975 


872.5 


10 llJ 


23950 


825 


5950 


870 


15 llJ 


23925 


822.5 


5925 


867.5 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1.1.19 FDD reference test frequencies for operating band 1 9 



Table 4.3.1.1.19-1 : Test frequencies for E-UTRA channel bandwidth for operating band 19 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


24025 


832.5 


6025 


877.5 
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10 111 


24050 


835 


6050 


880 


15 llJ 


24075 


837.5 


6075 


882.5 


Mid Range 


5/10 l1J /15 l1J 


24075 


837.5 


6075 


882.5 


High range 


5 


24125 


842.5 


6125 


887.5 


10 L1J 


24100 


840 


6100 


885 


15 llJ 


24075 


837.5 


6075 


882.5 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .20 FDD reference test frequencies for operating band 20 



Table 4.3.1.1.19-1 : Test frequencies for E-UTRA channel bandwidth for operating band 20 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


24175 


834.5 


6175 


793.5 


10 l1J 


24200 


837 


6200 


796 


15 1 ' 1 


24225 


839.5 


6225 


798.5 


20 iu 


24250 


842 


6250 


801 


Mid Range 


5/10 llJ /15 Lll /20 m 


24300 


847 


6300 


806 


High range 


5 


24425 


859.5 


6425 


818.5 


10 1 ' 1 


24400 


857 


6400 


816 


15 m 


24375 


854.5 


6375 


813.5 


20 iu 


24350 


852 


6350 


811 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .21 FDD reference test frequencies for operating band 21 



Table 4.3.1.1.21-1 : Test frequencies for E-UTRA channel bandwidth for operating band 21 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


24475 


1450.4 


6475 


1498.4 


10 111 


24500 


1452.9 


6500 


1500.9 


15 L1J 


24525 


1455.4 


6525 


1503.4 


Mid Range 


5/10 llJ /15 llJ 


24525 


1455.4 


6525 


1503.4 


High range 


5 


24575 


1460.4 


6575 


1508.4 


10 111 


24550 


1457.9 


6550 


1505.9 J 


15 L1J 


24525 


1455.4 


6525 


1503.4 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .22 FDD reference test frequencies for operating band 22 



Table 4.3.1.1.22-1 : Test frequencies for E-UTRA channel bandwidth for operating band 22 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


24625 


3412.5 


6625 


3512.5 


10 


24650 


3415 


6650 


3515 


15 


24675 


3417.5 


6675 


3517.5 


20 


24700 


3420 


6700 


3520 


Mid Range 


5/10/15/20 


25000 


3450 


7000 


3550 


High Range 


5 


25375 


3487.5 


7375 


3587.5 


10 


25350 


3485 


7350 


3585 


15 


25325 


3482.5 


7325 


3582.5 


20 


25300 


3480 


7300 


3580 
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4.3.1 .1 .23 FDD reference test frequencies for operating band 23 



Table 4.3.1.1.23-1 : Test frequencies for E-UTRA channel bandwidth for operating band 23 



Test Frequency ID 


Bandwidth 

r « ■ II _ i 

[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink 
[ivinzj 


Low Range 


1.4 


25507 


2000.7 


7507 


2180.7 


3 


25515 


2001.5 


7515 


2181.5 


5 


25525 


2002.5 


7525 


2182.5 


10 


25550 


2005 


7550 


2185 


Mid Range 


1.4/3 
5/10 


25600 


2010 


7600 


2190 


High Range 


1.4 


25693 


2019.3 


7693 


2199.3 


3 


25685 


2018.5 


7685 


2198.5 


5 


25675 


2017.5 


7675 


2197.5 


10 


25650 


2015 


7650 


2195 



4.3.1 .1 .24 FDD reference test frequencies for operating band 24 



Table 4.3.1.1.24-1 : Test frequencies for E-UTRA channel bandwidth for operating band 24 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MHz] 


Low Range 


5 


25725 


1629 


7725 


1527.5 


10 


25750 


1631.5 


7750 


1530 


Mid Range 


5/10 


25870 


1643.5 


7870 


1542 


High Range 


5 


26015 


1658 


8015 


1556.5 


10 


25990 


1655.5 


7990 


1554 



4.3.1 .1 .25 FDD reference test frequencies for operating band 25 



Table 4.3.1.1.25-1 : Test frequencies for E-UTRA channel bandwidth for operating band 25 



Test Frequency 
ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink 
[MHz] 


Low Range 


1.4 


26047 


1850.7 


8047 


1930.7 


3 


26055 


1851.5 


8055 


1931.5 


5 


26065 


1852.5 


8065 


1932.5 


10 


26090 


1855 


8090 


1935 


15 111 


26115 


1857.5 


8115 


1937.5 


20 111 


26140 


1860 


8140 


1940 


Mid Range 


1 .4/3/5/1 
15 [1l /20 111 


26365 


1882,5 


8365 


1962.5 


High Range 


1.4 


26683 


1914.3 


8683 


1994.3 


3 


26675 


1913.5 


8675 


1993.5 


5 


26665 


1912.5 


8665 


1992.5 


10 


26640 


1910 


8640 


1990 


15 111 


26615 


1907.5 


8615 


1987.5 


20 LU 


26590 


1905 


8590 


1985 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 
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4.3.1 .1 .26 FDD reference test frequencies for operating band 26 



Table 4.3.1.1.26-1 : Test frequencies for E-UTRA channel bandwidth for operating band 26 



Test Frequency 
ID 


Bandwidth 

r « ■ II _ i 

[MHzJ 


Nul 


Frequency of 
Uplink [MHz J 


N DL 


Frequency of 
Downlink 
[ivinzj 


Low Range 


1 A 
1 .4 


OCCQ7 


Q 1 A 1 
014./ 


oby / 


tsoy . / 


o 
o 


£O/U0 


o\ 0.0 


o/UO 


obU.o 


5 


26715 


816.5 


8715 


861.5 


10 llJ 


26750 


820 


8750 


865 


15 111 


26775 


822.5 


8775 


867.5 


Mid Range 


1. 4/3/5/1 m 
15 111 


26865 


831.5 


8865 


876.5 


High Range 


1.4 


27033 


848.3 


9033 


893.3 


3 


27025 


847.5 


9025 


892.5 


5 


27015 


846.5 


9015 


891.5 


10 l1J 


26990 


844 


8990 


889 


15 111 


26965 


841.5 


8965 


886.5 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .27 FDD reference test frequencies for operating band 27 



Table 4.3.1.1.27-1 : Test frequencies for E-UTRA channel bandwidth for operating band 27 



Test Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink 
[MHz] 


Low Range 


1.4 


27047 


807.7 


9047 


852.7 


3 


27055 


808.5 


9055 


853.5 


5 


27065 


809.5 


9065 


854.5 


10 l1J 


27090 


812 


9090 


857 


Mid Range 


1.4/3/5/10 llJ 


27125 


815.5 


9125 


860.5 


High Range 


1.4 


27203 


823.3 


9203 


868.3 


3 


27195 


822.5 


9195 


867.5 


5 


27185 


821.5 


9185 


866.5 


10 l1J 


27160 


819 


9160 


864 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 
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4.3.1 .1 .28 FDD reference test frequencies for operating band 28 

Table 4.3.1.1.28-1 : Test frequencies for E-UTRA channel bandwidth for operating band 28 at lower 

duplexer 



Test 
Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 




3 


27225 


704.5 


9225 


759.5 




5 


27235 


705.5 


9235 


760.5 


Low Range 


10 [11 


27260 


708 


9260 


763 




15 m 


27285 


710.5 


9285 


765.5 




20 m 


27310 


713 


9310 


768 


Mid Range 


3/5/1 [1l /15 [1l /20 m 


27360 


718 


9360 


773 




3 


27495 


731.5 


9495 


786.5 




5 


27485 


730.5 


9485 


785.5 


High Range 


10 [11 


27460 


728 


9460 


783 




15 [11 


27435 


725.5 


9435 


780.5 






27410 


723 


9410 


778 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



Table 4.3.1.1.28-2: Test frequencies for E-UTRA channel bandwidth for operating band 28 at upper 

duplexer 



Test 
Frequency ID 


Bandwidth 
[MHz] 


Nul 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 




3 


27375 


719.5 


9375 


774.5 




5 


27385 


720.5 


9385 


775.5 


Low Range 


10 [11 


27410 


723 


9410 


778 




15 [11 


27435 


725.5 


9435 


780.5 




20 m 


27460 


728 


9460 


783 


Mid Range 


3/5/1 [1l /15 [1l /20 m 


27510 


733 


9510 


788 




3 


27645 


746.5 


9645 


801.5 




5 


27635 


745.5 


9635 


800.5 


High Range 


10 m 


27610 


743 


9610 


798 




15 [11 


27585 


740.5 


9585 


795.5 




20 1U 


27560 


738 


9560 


793 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 
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4.3.1 .2 TDD Mode Test frequencies 

4.3.1 .2.1 TDD reference test frequencies for Operating Band 33 

Table 4.3.1.2.1-1 : Test frequencies for E-UTRA channel bandwidth for operating band 33 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 




5 


36025 


1902.5 


Low Range 


10 


36050 


1905 


L 15 


36075 


1907.5 




20 


36100 


1910 


Mid Range 


5/10/15/20 


36100 


1910 




5 


36175 


1917.5 


High Range 


10 


36150 


1915 


15 


36125 


1912.5 




20 


36100 


1910 



4.3.1 .2.2 TDD reference test frequencies for Operating Band 34 

Table 4.3.1.2.2-1 : Test frequencies for E-UTRA channel bandwidth for operating band 34 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 




5 


36225 


2012.5 


Low Range 


10 


36250 


2015 




15 


36275 


2017.5 


Mid Range 


5/10/15 


36275 


2017.5 




5 


36325 


2022.5 


High Range 


10 


36300 


2020 




15 


36275 


2017.5 



4.3.1 .2.3 TDD reference test frequencies for Operating Band 35 

Table 4.3.1.2.3-1 : Test frequencies for E-UTRA channel bandwidth for operating band 35 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 
[MHz] 


Frequency (UL and DL) 
[MHz] 


Low Range 


1.4 


36357 


1850.7 


3 


36365 


1851.5 


5 


36375 


1852.5 


10 


36400 


1855 


15 


36425 


1857.5 


20 


36450 


1860 


Mid Range 


1.4/3/5/10/15/20 


36650 


1880 


High Range 


1.4 


36943 


1909.3 


3 


36935 


1908.5 


5 


36925 


1907.5 


10 


36900 


1905 


15 


36875 


1902.5 


20 


36850 


1900 
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4.3.1 .2.4 TDD reference test frequencies for Operating Band 36 

Table 4.3.1.2.4-1 : Test frequencies for E-UTRA channel bandwidth for operating band 36 



Test Frequency ID 


tsanawiuin 

|_ivi ritj 


PAD CO M 

rMH7l 
|_ivi ritj 


C vr\ r*i i ia nAii /III *n n s*J 1 \ | \ 

rrequency (ul ana ulj 


Low Range 


I .H- 


OCQC7 


1 Q^n 7 

i you. / 


O 
O 




1 1 R 

i yo i .o 


c; 

■j 


0013 / O 


1 cn? R 

1 JOl.J 


10 


37000 


1935 


15 


37025 


1937.5 


20 


37050 


1940 


Mid Range 


1.4/3/5/10/15/20 


37250 


1960 


High Range 


1.4 


37543 


1989.3 


3 


37535 


1988.5 


5 


37525 


1987.5 


10 


37500 


1985 


15 


37475 


1982.5 


20 


37450 


1980 



4.3.1 .2.5 TDD reference test frequencies for Operating Band 37 

Table 4.3.1.2.5-1 : Test frequencies for E-UTRA channel bandwidth for operating band 37 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 
[MHz] 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


37575 


1912.5 


10 


37600 


1915 


15 


37625 


1917.5 


20 


37650 


1920 


Mid Range 


5/10/15/20 


37650 


1920 


High Range 


5 


37725 


1927.5 


10 


37700 


1925 


15 


37675 


1922.5 


20 


37650 


1920 



4.3.1 .2.6 TDD reference test frequencies for Operating Band 38 

Table 4.3.1.2.6-1 : Test frequencies for E-UTRA channel bandwidth for operating band 38 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


37775 


2572.5 


10 


37800 


2575 


15 


37825 


2577.5 


20 


37850 


2580 


Mid Range 


5/10/15/20 


38000 


2595 


High Range 


5 


38225 


2617.5 


10 


38200 


2615 


15 


38175 


2612.5 


20 


38150 


2610 
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4.3.1 .2. 6A TDD reference test frequencies for CA in operating band 38 



Table 4.3.1 .2.6A-1 : Test frequencies for CA_38C 



Test Frequency ID 


CC Combination 

1 l > lRB_agg 


UU Nrb 


PAD CO M 

t ArirolN 


rrequency (ul ana ulj 
riuiH7i 


Low Range 


75 + 75 




0700c 


£LO 1 1 .0 




^7Q7^ 




100 + 100 


PCC 100 


37850 


2580 


SCC 100 


38048 


2599.8 


Mid Range 


75 + 75 


PCC 75 


37925 


2587.5 


SCC 75 


38075 


2602.5 


100 + 100 


PCC 100 


37900 


2585 


SCC 100 


38098 


2604.8 


High Range 


75 + 75 


PCC 75 


38025 


2597.5 


SCC 75 


38175 


2612.5 


100 + 100 


PCC 100 


37952 


2590.2 


SCC 100 


38150 


2610 



4.3.1 .2.7 TDD reference test frequencies for Operating Band 39 

Table 4.3.1.2.7-1 : Test frequencies for E-UTRA channel bandwidth for operating band 39 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 




5 


38275 


1882.5 


Low Range 


10 


38300 


1885 


15 


38325 


1887.5 




20 


38350 


1890 


Mid Range 


5/10/15/20 


38450 


1900 




5 


38625 


1917.5 


High Range 


10 


38600 


1915 


15 


38575 


1912.5 




20 


38550 


1910 



4.3.1 .2.8 TDD reference test frequencies for Operating Band 40 

Table 4.3.1.2.8-1 : Test frequencies for E-UTRA channel bandwidth for operating band 40 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 


Low Range 


5 


38675 


2302.5 




10 


38700 


2305 




15 


38725 


2307.5 




20 


38750 


2310 


Mid Range 


5/10/15/20 


39150 


2350 


High Range 


5 


39625 


2397.5 




10 


39600 


2395 




15 


39575 


2392.5 




20 


39550 


2390 
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4.3.1 .2. 8A TDD reference test frequencies for CA in operating band 40 



Table 4.3.1 .2.8A-1 : Test frequencies for CA_40C 



Test Frequency ID 


CC Combination 

/ NRB_agg 


CC N RB 


EARFCN 


Frequency (UL and DL) 
[MHz] 


Low Range 


50 + 100 


PCC 100 


38750 


2310 


SCC 50 


38894 


2324.4 


50+ 100 


PCC 50 


38700 


2305 


SCC 100 


38844 


2319.4 


75 + 75 


PCC 


0070c 

OO / £LO 


C.OKJ 1 .0 




ooo / O 


OOOO r 


100 + 100 


pec 1 nn 

rOU I UU 


OQ7Cn 
OO / OU 


9^1 n 


ccc 1 nn 

OUU I uu 


OOcJh-O 


OOOQ Q 


Mid Range 


50+ 100 


pec 1 nn 


°.ch nn 
oy i uu 


i^O^fO 


qpp en 




corn 4 


50+ 100 


PCC 


OcJUOU 


9°. An 

ilO^fU 


ccc 1 nn 

OUU I uu 


on -j QA 

oy i y^f 


^lOO^f.^f 


75 + 75 


PCC 


OcJU / 


OO/IO c 
^lO^+fl.O 


QOO 75 


0%7£.£.0 


LJJ / .o 


100 + 100 


PCC 100 


39050 


2340 


SCC 100 


39248 


2359.8 


High Range 


50+ 100 


PCC 100 


39456 


2380.6 


SCC 50 


39600 


2395 


50+ 100 


PCC 50 


39406 


2375.6 


SCC 100 


39550 


2390 


75 + 75 


PCC 75 


39425 


2377.5 


SCC 75 


39575 


2392.5 


100 + 100 


PCC 100 


39352 


2370.2 


SCC 100 


39550 


2390 



4.3.1 .2.9 TDD reference test frequencies for Operating Band 41 

Table 4.3.1.2.9-1 : Test frequencies for E-UTRA channel bandwidth for operating band 41 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


39675 


2498.5 


10 


39700 


2501 


15 


39725 


2503.5 


20 


39750 


2506 


Mid Range 


5/10/15/20 


40620 


2593 


High Range 


5 


41565 


2687.5 


10 


41540 


2685 


15 


41515 


2682.5 


20 


41490 


2680 



4.3.1.2.10 TDD reference test frequencies for Operating Band 42 

Table 4.3.1.2.10-1 : Test frequencies for E-UTRA channel bandwidth for operating band 42 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


41615 


3402.5 




10 


41640 


3405 




15 


41665 


3407.5 




20 


41690 


3410 


Mid Range 


5/10/15/20 


42590 


3500 


High Range 


5 


43565 


3597.5 




10 


43540 


3595 
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15 


43515 


3592.5 


20 


43490 


3590 



4.3.1 .2.1 1 TDD reference test frequencies for Operating Band 43 

Table 4.3.1.2.11-1 : Test frequencies for E-UTRA channel bandwidth for operating band 43 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 


Low Range 


5 


43615 


3602.5 




10 


43640 


3605 




15 


43665 


3607.5 




20 


43690 


3610 


Mid Range 


5/10/15/20 


44590 


3700 


High Range 


5 


45565 


3797.5 




10 


45540 


3795 




15 


45515 


3792.5 




20 


45490 


3790 



4.3.1.3 HRPD Test frequencies 

4.3.1 .3.1 HRPD test frequencies for Band Class 



Table 4.3.1.3.1-1: Test frequencies for HRPD in Band Class 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


1013 


824.70 


869.70 


Mid Range 


1.23 


356 


835.68 


880.68 


High Range 


1.23 


779 


848.37 


893.37 



4.3.1 .3.2 HRPD test frequencies for Band Class 1 



Table 4.3.1.3.2-1 : Test frequencies for HRPD in Band Class 1 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


25 


1851.25 


1931.25 


Mid Range 


1.25 


600 


1880.00 


1960.00 


High Range 


1.25 


1175 


1908.75 


1988.75 



4.3.1 .3.3 HRPD test frequencies for Band Class 3 



Table 4.3.1.3.3-1 : Test frequencies for HRPD in Band Class 3 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


1120 


888.00 


833.00 


Mid Range 


1.25 


872 


898.90 


843.90 


High Range 


1.25 


76 


915.95 


860.95 
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4.3.1 .3.4 HRPD test frequencies for Band Class 4 



Table 4.3.1.3.4-1 : Test frequencies for HRPD in Band Class 4 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


100 


1755.00 


1845.00 


Mid Range 


1.25 


300 


1765.00 


1855.00 


High Range 


1.25 


525 


1776.25 


1866.25 



4.3.1 .3.5 HRPD test frequencies for Band Class 6 



Table 4.3.1.3.5-1 : Test frequencies for HRPD in Band Class 6 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


125 


1926.25 


2116.25 


Mid Range 


1.25 


200 


1930.00 


2120.00 


High Range 


1.25 


350 


1937.50 


2127.50 



4.3.1 .3.6 HRPD test frequencies for Band Class 1 



Table 4.3.1.3.6-1 : Test frequencies for HRPD in Band Class 10 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


100 


808.50 


853.50 


Mid Range 


1.25 


500 


821.00 


866.00 


High Range 


1.25 


820 


898.50 


937.50 



4.3.1 .3.7 HRPD test frequencies for Band Class 1 5 



Table 4.3.1.3.7-1 : Test frequencies for HRPD in Band Class 15 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.25 


75 


1713.75 


2113.75 


Mid Range 


1.25 


450 


1732.50 


2132.50 


High Range 


1.25 


800 


1750.00 


2150.00 



4.3.1 .4 1 xRTT Test frequencies 

4.3.1.4.1 1 xRTT test frequencies for Band Class 



Table 4.3.1.4.1-1 : Test frequencies for 1xRTT in Band Class 



Test Frequency ID 


Bandwidth 
[MHz] j 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


1013 


824.70 


869.70 


Mid Range 


1.23 


356 


835.68 


880.68 


High Range 


1.23 


779 


848.37 


893.37 
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4.3.1 .4.2 1xRTT test frequencies for Band Class 1 



Table 4.3.1.4.2-1 : Test frequencies for 1xRTT in Band Class 1 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


25 


1851.25 


1931.25 


Mid Range 


1.25 


600 


1880.00 


1960.00 


High Range 


1.25 


1175 


1908.75 


1988.75 



4.3.1.4.3 1 xRTT test frequencies for Band Class 3 



Table 4.3.1.4.3-1 : Test frequencies for 1xRTT in Band Class 3 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


1120 


888.00 


833.00 


Mid Range 


1.25 


872 


898.90 


843.90 


High Range 


1.25 


76 


915.95 


860.95 



4.3.1.4.4 1 xRTT test frequencies for Band Class 4 



Table 4.3.1.4.4-1 : Test frequencies for 1xRTT in Band Class 4 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


100 


1755.00 


1845.00 


Mid Range 


1.25 


300 


1765.00 


1855.00 


High Range 


1.25 


525 


1776.25 


1866.25 



4.3.1.4.5 1 xRTT test frequencies for Band Class 6 



Table 4.3.1.4.5-1 : Test frequencies for 1xRTT in Band Class 6 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.25 


225 


1931.25 


2121.25 


Mid Range 


1.25 


275 


1933.75 


2123.75 


High Range 


1.25 


375 


1938.75 


2128.75 



4.3.1.4.6 1 xRTT test frequencies for Band Class 1 



Table 4.3.1.4.6-1 : Test frequencies for 1xRTT in Band Class 10 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


100 


808.50 


853.50 


Mid Range 


1.25 


500 


821.00 


866.00 


High Range 


1.25 


820 


898.50 


937.50 



4.3.1.4.7 1 xRTT test frequencies for Band Class 1 5 



Table 4.3.1.4.7-1 : Test frequencies for 1xRTT in Band Class 15 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.25 


75 


1713.75 


2113.75 
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Mid Range 


1.25 


450 


1732.50 


2132.50 


High Range 


1.25 


800 


1750.00 


2150.00 



4.3.2 Radio conditions 

4.3.2.1 Normal propagation condition 

The downlink connection between the System Simulator and the UE is without Additive White Gaussian Noise, and has 
no fading or multipath effects. 

The uplink connection between the UE and System Simulator is without Additive White Gaussian Noise, and has no 
fading or multipath effects. 

4.3.3 Physical channel allocations 

4.3.3.1 Antennas 

If the UE has two Rx antennas, the same downlink signal is applied to each one. Both UE Rx antennas shall be 
connected unless otherwise stated in the test case. 

If the UE has one Rx antenna, the downlink signal is applied to it. 

4.3.3.2 Downlink physical channels and physical signals 

The Downlink Physical channels and Physical signals used and their relative powers are specified for single SS Tx 
antenna in table 4.3.3.2-1 and for two SS Tx antennas in table 4.3.3.2-2. The details of downlink power allocation for 
PDSCH channel are described in TS 36.213 [29] clause 5.2. 

Table 4.3.3.2-1 : Power allocation for OFDM symbols and reference signals, single SS Tx antenna 



Physical Channel 


EPRE Ratio 


PBCH 


PBCH RA = dB 


PBCH RB = dB 


PSS 


PSS RA = dB 


SSS 


SSS RA = dB 


PCFICH 


PCFICH RB = dB 


PDCCH 


PDCCH RA = dB 


PDCCH RB = dB 


PDSCH 


PDSCH RA = dB 


PDSCH RB = dB 


PHICH 


PHICH RB = dB 



Table 4.3.3.2-2: Power allocation for OFDM symbols and reference signals, two SS Tx antennas 



Physical Channel 


EPRE Ratio 


PBCH 


PBCH RA = dB 


PBCH RB = dB 


PSS 


PSS RA = dB 


sss 


SSS RA = dB 


PCFICH 


PCFICH RB = dB 


PDCCH 


PDCCH RA = dB 


PDCCH RB = dB 


PDSCH 


PDSCH RA = -3 dB 


PDSCH RB = -3 dB 


PHICH 


PHICH RB = dB 
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4.3.3.3 Mapping of downlink physical channels and signals to physical resources 

Parameters for mapping of downlink physical channels and signals are specified as follows. 
Normal Cyclic Prefix 

A^q 11 , Physical layer cell identity = is used as the default physical layer cell identity 

CF1 = 3 for 1 .4, 3 and 5 MHz system bandwidths 
= 2 for 10, 15 and 20 MHz system bandwidths 

- Ng =1 

- PHICH duration = Normal 



For Signalling testing, the default system bandwidth is 5/10/20 MHz and single SS Tx antenna is used unless specified 
otherwise in the test case. The mapping of downlink physical channels to physical resources for Single Tx Antenna is 
described in table 4.3.3.3-1 for 5/10MHz system bandwidth FDD and table 4.3.3.3-2 for 5/20MHz system bandwidth 
TDD. 

For PvF testing, the mapping of DL physical channels to resource element is defined TS 36.521-1 [21] Annex C.l. 
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Table 4.3.3.3-1 : Mapping of DL Physical Channels to Resource Elements for Single SS Tx Antenna 

and 5/10 MHz System Bandwidth (FDD) 



Physical 
channel 


Time Domain Location 


Frequency Domain Location 


Note 


PBCH 


Symbols to 3 of slot 1 of 
subframe of each radio frame 


Occupies 72 subcarriers 
centred on the DC subcarrier 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.6.4 


PSS 


Symbol 6 of slot and 10 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 10 subcarriers (5 on 
each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.11.1.2 


SSS 


Symbol 5 of slots and 1 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 10 subcarriers (5 on 
each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.11.2.2 


PCFICH 


Symbol of each subframe 


Maps into 4 REGs uniformly 
spread in the frequency domain 
over the whole system 
bandwidth. 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.7.4 

-CELL ID = 


PHICH 


Symbol of each subframe 


Each PHICH group maps into 3 
REGs in the frequency domain 
on the REGs not assigned to 
PCFICH over the whole system 
bandwidth, 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.9.3 

- CELLJD = 

- Number of PHICH groups = 
4(BW=5 MHz)/7(BW=10MHz) 


PDCCH 


Symbols 0, 1, 2 of each 
subframe (BW=5MHz) 


The remaining REGs not 
allocated to both PCFICH and 
PHICH are used for PDCCH 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.8.5 

- CFI = 3 (BW=5MHz) 




Symbols 0, 1 of each subframe 
(BW=10MHz) 




Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.8.5 

-CFI = 2(BW=10MHz) 








PDSCH 


All remaining OFDM symbols of 
each subframe not allocated to 
PDCCH 


For Subframe 0, 

REs not allocated to RS, PSS, 

SSS and PBCH is allocated to 

PDSCH 

For Subframe 5, 

REs not allocated to RS, PSS 

and SSS is allocated to 

PDSCH 

For other subframes, 
REs not allocated to RS is 
allocated to PDSCH 





NOTE: In case a single cell-specific RS is configured, cell-specific RS shall be assume to be present on antenna 
ports and 1 for the purpose of mapping a symbol-quadruplet to a REG (resource element group). (See 
TS 36.211 [35] sub clause 6.2.4) 
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Table 4.3.3.3-2: Mapping of DL Physical Channels to Resource Elements for Single SS Tx Antenna 

and 5/20 MHz System Bandwidth (TDD) 



Physical 
channel 


Time Domain Location 


Frequency Domain 
Location 


Note 


PBCH 


Symbols to 3 of slot 1 of 
subframe of each radio 
frame 


Occupies 72 subcarriers 
centred on the DC subcarrier 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.6.4 


PSS 


Symbol 2 of slot 2 and 12 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 10 subcarriers (5 
on each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.11.1.2 


SSS 


Symbol 6 of slots 1 and 1 1 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 10 subcarriers (5 
on each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.11.2.2 


PCFICH 


Symbol of each downlink 
subframe and Special 
subframe 


Maps into 4 REGs uniformly 
spread in the frequency 
domain over the whole 
system bandwidth. 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.7.4 

-CELL ID = 


PHICH 


Symbol of each downlink 
subframe and Special 
subframe 


Each PHICH group maps into 
3 REGs in the frequency 
domain on the REGs not 
assigned to PCFICH over the 
whole system bandwidth, 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.9.3 

- CELLJD = 

- Number of PHICH groups = 
4(BW=5MHz)/1 3(BW=20MHz) 


PDCCH 


Symbols 0, 1 of subframe 1 , 6 
and Symbols 0, 1 , 2 of other 
downlink subframes 
(BW=5MHz) 


The remaining REGs not 
allocated to both PCFICH and 
PHICH are used for PDCCH 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.8.5 

- CFI = 3 (BW=5MHz) 


Symbols 0, 1 of subframe 1 , 6 
and Symbols 0, 1 of other 
downlink subframes 
(BW=20MHz) 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.8.5 

- CFI = 2 (BW=20MHz) 


PDSCH 


All remaining OFDM symbols 
of each downlink subframe 
and DwPTS not allocated to 
PDCCH 


For Subframe 0, 

REs not allocated to RS, SSS 

and PBCH is allocated to 

PDSCH 

For Subframe 5, 

REs not allocated to RS and 

SSS is allocated to PDSCH 

For Subframe 1 and 6, 
REs not allocated to RS, 
PSS, GP and UpPTS is 
allocated to PDSCH 

For other downlink 
subframes, 

REs not allocated to RS is 
allocated to PDSCH 





NOTE 1 : In case a single cell-specific RS is configured, cell-specific RS shall be assume to be present on antenna 
ports and 1 for the purpose of mapping a symbol-quadruplet to a REG (resource element group). (See 
TS 36.211 [35] subclause 6.2.4) 

NOTE 2: In case the default TDD configuration for subframe assignment and special subframe patterns (see 
subclause 4.6.3) 
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4.3.3.4 Uplink physical channels and physical signals 

[FFS]. 

4.3.3.5 Mapping of uplink physical channels and signals to physical resources 

[FFS]. 

4.3.4 Signal levels 

4.3.4.1 Downlink signal levels 

The downlink power settings in table 4.3.4.1-1 are used unless otherwise specified in a test case. 



Table 4.3.4.1-1 : Default Downlink power levels 





Unit 


Channel bandwidth 






1.4 MHz 


3 MHz 


5 MHz 


10 MHz 


15 MHz 


20 MHz 


Number of RBs 




6 


15 


25 


50 


75 


100 


Channel BW Power 


dBm 


-66 


-62 


-60 


-57 


-55 


-54 


RS EPRE 


dBm/15kHz 


-85 


-85 


-85 


-85 


-85 


-85 


Note 1 : The channel bandwidth powers are informative, based on -85dBm/15kHz RS_EPRE, then 
scaled according to the number of RBs and rounded to the nearest integer dBm value. Full 
RE allocation with no boost or deboost is assumed. 

Note 2: The power level is specified at each UE Rx antenna. 



It is [FFS] whether there is a requirement to specify constant power throughout all OFDM symbols, and if so how 
unallocated Resource elements should be treated. 

The default signal level uncertainty is +/-3dB at each test port, for any level specified. If the uncertainty value is critical 
for the test purpose a tighter uncertainty is specified for the related test case in TS 36.521-1 [21] Annex F or in TS 
36.521-3 [34] Annex F 

4.3.4.2 Uplink signal levels 

[FFS] 

4.3.5 Standard test signals 

4.3.5.1 Downlink test signals 

[FFS] 

4.3.5.2 Uplink test signals 

[FFS] 
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4.3.6 Physical layer parameters 
4.3.6.1 Downlink physical layer parameters 
4.3.6.1 .1 Physical layer parameters for DCI format 

Default physical layer parameters for DCI format are specified in table 4.3.6.1.1-1. 



Table 4.3.6.1.1-1 : Physical layer parameters for DCI format 



Parameter 


Value 


Value in binary 


Flag for format 0/format 1 A differentiation 


format 


"0" 


Hopping flag 


w/o Hopping 


"0" 


Resource block assignment and hopping resource allocation 


Depending on test parameters 




Modulation and coding scheme and redundancy version 


Depending on test parameters 




New data indicator 


Set for every data 
u ansmission/reirans mission 
according to the rules specified 
in TS 36.321 




TPC command for scheduled PUSCH 


dB (accumulated TPC) 


"01" 


Cyclic shift for DM RS 





"000" 


UL index (TDD only) 


2 bits as defined in sections 
5.1.1.1 and 8 of TS 36.213. This 
field is present only for TDD 
configuration 




Downlink Assignment Index (TDD only) 


2 bits as defined in Table 7.3-X 
in TS 36.213. It represents the 
total number of PDSCH 
subframes with and without 
PDCCH and PDCCH indicating 
downlink SPS release in the 
window. This field is present 
only for TDD configuration 1 -6 




CQI request 


w/o aperiodic CQI 


"0" 
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4.3.6.1 .2 Physical layer parameters for DCI format 1 

Default physical layer parameters for DCI format 1 are specified in table 4.3.6.1.2-1. 



Table 4.3.6.1.2-1 : Physical layer parameters for DCI format 1 



Parameter 


Value 


Value in binary 


Resource allocation header 


Resource allocation type 


"0" 


Resource block assignment 


Depending on test parameters 




Modulation and coding scheme 


Depending on test parameters 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 




New data indicator 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version 


Depending on test parameters 


"00" 


TPC command for PUCCH 


dB (accumulated TPC) 


"01" 


Downlink Assignment Index (TDD only) 


2 bits as defined in Table 7.3-X 
in TS 36.213. It represents the 
number of PDSCH with PDCCH 
and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
configuration 1-6 





4.3.6.1 .3 Physical layer parameters for DCI format 1 A 

Default physical layer parameters for DCI format 1A are specified in table 4.3.6.1.3-1. 

Table 4.3.6.1.3-1 : Physical layer parameters for DCI format 1 A 



Parameter 


Value 


Value in binary 


Flag for format 0/format 1 A differentiation 


format 1 A 


"1" 


Localized/Distributed VRB assignment flag 


Localized VRB assignment 


"0" 


Resource block assignment 


Depending on test parameters 




Modulation and coding scheme 


Depending on test parameters 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 




New data indicator 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version 


Depending on test parameters 


"00" 


TPC command for PUCCH 


dB (accumulated TPC) 


"01" 


Downlink Assignment Index (TDD only) 


2 bits as defined in Table 7.3-X 
in TS 36.213. It represents the 
number of PDSCH with PDCCH 
and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
configuration 1-6 
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4.3.6.1 .3A Physical layer parameters for DCI format 1 B 

Default physical layer parameters for DCI format IB are specified in table 4. 3. 6. 1.3 A- 1. 



Table 4.3.6.1. 3A-1 : Physical layer parameters for DCI format 1B 



Parameter 


Value 


Value in binary 


Localized/Distributed VRB assignment flag 


Localized VRB assignment 


"0" 


Resource block assignment 


Depending on test parameters 


- 


Modulation and coding scheme 


Depending on test parameters 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 


- 


New data indicator 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




ricUUl lUdllOy VciolUM 


LJciptii lUli iy Oil Icbl pdidlllclufb 


"nn" 


TPC command for PUCCH 


dB (accumulated TPC) 


"01" 




2 bits as defined in Table 7.3-X 






in TS 36.213. It represents the 
number of PDSCH with PDCCH 




Downlink Assignment Index (TDD only) 


and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
configuration 1-6 


- 




Set for codebook index 




TPMI information for precoding 


according to TS 36.21 1 Table 
6.3.4.2.3-1 for 2 Tx antenna 
ports and Table 6.3.4.2.3-2 for 4 
Tx antenna ports corresponding 
to the single layer transmission 




PMI confirmation for precoding 


Set for every transmission, 1 for 
precoding according to the latest 
reported PMI on PUSCH.O for 
precoding according to the 
indicated TPMI in the TPMI 
information field 





4.3.6.1 .4 Physical layer parameters for DCI format 1C 

Default physical layer parameters for DCI format 1C are specified in table 4.3.6.1.4-1. 

Table 4.3.6.1.4-1 : Physical layer parameters for DCI format 1C 



Parameter 


Value 


Value in binary 


gap value (N_RB >= 50) 


gapl 


"0" 


Resource block assignment 


depending on test parameters 




Transport block size index 


depending on test parameters 
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4.3.6.1 .5 Physical layer parameters for DCI format 2 

Default physical layer parameters for DCI format 2 are specified in table 4.3.6.1.5-1. 



Table 4.3.6.1.5-1 : Physical layer parameters for DCI format 2 



Parameter 


Value 


Value in binary 


Resource allocation header 


Resource allocation type 


"0" 


Resource block assignment 


Depending on test parameters 


- 


TPC command for PUCCH 


dB (accumulated TPC) 


"01" 




2 bits as defined in Table 7.3-X 






in TS 36.213. It represents the 
number of PDSCH with PDCCH 




Downlink Assignment Index (TDD only) 


and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
annlip^ to unlink -downlink 
configuration 1-6 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 


- 


Transport block to codeword swap flag 


No swap 


"0" 


Modulation and coding scheme (transport block 1) 


Depending on test parameters 




New data indicator (transport block 1) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 


- 


Redundancy version (transport block 1) 


Depending on test parameters 




Modulation and coding scheme (transport block 2) 


Depending on test parameters 




New data indicator (transport block 2) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version (transport block 2) 


Depending on test parameters 






Set for every transmission 






according to 36.212 Table 




Precoding information 


5.3.3.1 .5-4 for 2 Tx antenna 
ports and Table 5.3.3.1 .5-5 for 4 
Tx antenna ports 
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4.3.6.1 .6 Physical layer parameters for DCI format 2A 

Default physical layer parameters for DCI format 2A are specified in table 4.3.6.1.6-1. 



Table 4.3.6.1.6-1 : Physical layer parameters for DCI format 2A 



Parameter 


Value 


Value in binary 


Resource allocation header 


Resource allocation type 


"0" 


Resource block assignment 


depending on test parameters 




TPC command for PUCCH 


dB (accumulated TPC) 


"01" 




2 bits as defined in Table 7.3-X 






in TS 36.213. It represents the 
number of PDSCH with PDCCH 




Downlink Assignment Index (TDD only) 


and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
ronfinurfltinn 1-6 


- 


HARQ process number 


depending on test parameters, 
3bits for FDD, and 4 bits for 
TDD. 




Transport block to codeword swap flag 


No swap 





Modulation and coding scheme (transport block 1) 


depending on test parameters 




New data indicator (transport block 1) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 


- 


Redundancy version (transport block 1) 


depending on test parameters 




Modulation and coding scheme (transport block 2) 


depending on test parameters 




New data indicator (transport block 2) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version (transport block 2) 


depending on test parameters 






N/A for 2 Tx antenna ports. For 4 




Precoding information 


Tx antenna ports, set for every 
transmission according to 
36.212 Table 5.3.3.1. 5A-2 





4.4 Reference system configurations 

The reference system configurations specified in this sub clause apply to all test cases unless otherwise specified. 

4.4.1 Simulated network scenarios 

The UE will eventually have to operate in either single mode networks (FDD or TDD), dual mode networks 
(FDD+TDD), or inter-RAT networks ((FDD or TDD) + (UTRA FDD, UTRA TDD, GSM, HRPD or lxRTT)). 

Simulated network scenarios to be tested are listed in this sub clause. 

NOTE 1 : The number of cells specified does not necessarily correspond to the maximum number of resources to be 
configured simultaneously in test equipment. Please refer to Table 6.1-1 for such information. 

NOTE 2: For NAS test cases see sub clause 6.3.2. 

4.4.1 .1 Single cell network scenarios 

For FDD and TDD basic single cell environment, Cell 1 is used. 
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4.4.1 .2 E-UTRA single mode multi cell network scenarios 

For FDD or TDD basic intra-frequency multi cell environment, Cell 1, Cell 2 and Cell 4 are used. 
For FDD or TDD basic inter-frequency multi cell environment, Cell 1, Cell 3 and Cell 6 are used. 
For FDD or TDD basic inter-band cell environment, Cell 1 and Cell 10 are used. 

For FDD or TDD multi tracking area intra-frequency multi cell environment, Cell 1 and Cell 1 1 are used. 
For FDD or TDD multi tracking area inter-frequency multi cell environment, Cell 1 and Cell 23 are used. 
For FDD or TDD multi PLMN inter-frequency multi cell environment, Cell 1, Cell 12, Cell 13 and Cell 14 are used. 

4.4.1 .3 E-UTRA dual mode multi cell network scenarios 

For FDD and TDD basic multi cell environment, Cell 1, Cell 10 and Cell 31 are used. 

For FDD and TDD multi PLMN multi cell environment, Cell 1, Cell 28, Cell 29 and Cell 30 are used. 

In addition, E-UTRA single mode multi cell network scenarios defined in clause 4.4. 1 .2 are combined with the dual 
mode scenarios defined in this clause when additional intra or inter-frequency cells are used. 

4.4.1 .4 3GPP Inter-RAT network scenarios 

For FDD and TDD basic inter-RAT cell environment with UTRA FDD or UTRA TDD, Cell 1 and Cell 5 are used. 

For FDD and TDD inter-RAT cell environment with multi UTRA FDD or UTRA TDD cells, Cell 1 and Cell 7, Cell 8 
and Cell 9 is used. 

For FDD and TDD inter-RAT cell environment with GERAN, Cell 1 and Cell 24 are used. 

For FDD and TDD inter-RAT cell environment with multi GERAN cells, Cell 1 and Cell 25, Cell 26 are used. 

For FDD and TDD inter-RAT cell environment with (UTRA FDD or UTRA TDD) and GERAN, Cell 1, Cell 5 and Cell 
24 are used. 

4.4.1 .5 3GPP2 Inter-RAT network scenarios 

For FDD and TDD inter-RAT cell environment with HRPD, Cell 1 and Cell 15 are used. 

For FDD and TDD inter-RAT cell environment with multi HRPD cells, Cell 1 and Cell 15, Cell 16 and Cell 17 are 
used. 

For FDD and TDD inter-RAT cell environment with lxRTT, Cell 1 and Cell 19 are used. 

For FDD and TDD inter-RAT cell environment with multi lxRTT cells, Cell 1 and Cell 19, Cell 20 and Cell 21 are 
used. 

4.4.1 .6 WLAN Inter-RAT network scenarios 

For FDD and TDD inter-RAT cell environment with WLAN, Cell 1 and Cell 27 are used. 

4.4.2 Simulated cells 

NOTE: For NAS test cases see subclause 6.3.2. 

NOTE: Test frequency and range defined in table 4.4.2-1 do not apply to 36.521-1 test cases. 

Test frequencies and simulated cells are defined in table 4.4.2-1. For E-UTRA cells, fl is the default test frequency. For 
UTRA cells, f8 is the default test frequency. For GERAN cells, fl 1 is the default test frequency. For CDMA2000 
HRPD cells, fl4 is the default test frequency. For CDMA 2000 lxRTT cells, fl7 is the default test frequency. For 
WLAN cells, f20 is the default test frequency. 
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Default parameters for simulated cells are specified in table 4.4.2-1 A and table 4.4.2-2. 
Common parameters for simulated cells are specified in subclauses 4.4.3 to 4.4. 6A. 
Other cell specific parameters are specified in subclause 4.4.7. 



Table 4.4.2-1 : Definition of test frequencies and simulated cells 



Test 
frequency 


RAT 


Operating band 


Range 


Simulated cells 


f1 


E-UTRA 


Operating band under test 


Mid 
(Note 1) 


Cell 1, Cell 2, Cell 4, Cell 11 
(Note 4) 


f2 


E-UTRA 


Operating band under test 


High 
(Note 1) 


Cell 3, Cell 12, Cell 23 


f3 


E-UTRA 


Operating band under test 


Low 
(Note 1) 


Cell 6, Cell 13 


f4 


E-UTRA 


Operating band under test 


(Note 1) 


Cell 14 


f5 


E-UTRA 


Operating band for inter-band cells 


Mid 
(Note 1) 


Cell 10, Cell 30, Cell 31 


f6 


E-UTRA 


Operating band for inter-band cells 


High 
(Note 1) 


Cell 28, Cell 29 


f7 


E-UTRA 


Operating band for inter-band cells 


Low 
(Note 1) 




f8 


UTRA 


Operating band for UTRA cells 


Mid 
(Note 2) 


Cell 5, Cell 7 


f9 


UTRA 


Operating band for UTRA cells 


High 
(Note 2) 


Cell 8 


no 


UTRA 


Operating band for UTRA cells 


Low 
(Note 2) 


Cell 9 


f11 


GERAN 


Operating band for GERAN cells 


Mid 
(Note 3) 


Cell 24 


f12 


GERAN 


Operating band for GERAN cells 


High 
(Note 3) 


Cell 25 


f13 


GERAN 


Operating band for GERAN cells 


Low 
(Note 3) 


Cell 26 


f14 


CDMA2000 
HRPD 


Operating band for CDMA2000 
HRPD cells 


Mid 


Cell 15, Cell 16 


f15 


CDMA2000 
HRPD 


Operating band for CDMA2000 
HRPD cells 


High 


Cell 17 


f16 


CDMA2000 
HRPD 


Operating band for CDMA2000 
HRPD cells 


Low 


Cell 18 


f17 


CDMA2000 
1xRTT 


Operating band for CDMA2000 
1xRTT cells 


Mid 


Cell 19, Cell 20 


f18 


CDMA2000 
1xRTT 


Operating band for CDMA2000 
1xRTT cells 


High 


Cell 21 


f19 


CDMA2000 
1xRTT 


Operating band for CDMA2000 
1xRTT cells 


Low 


Cell 22 


f20 


WLAN 


Operating band for WLAN cells 


FFS 


Cell 27 


Note 1 : For signalling test, see clause 6.2.3.1 . 
Note 2: See TS 34.108 [5] clause 5.1 . 






Note 3: For signalling test, see clause 6.3.1 .4. For RRM test, see clause 7.2.2.1 . 

Note 4: For signalling test, simultaneous co-existence of Cell 2 with Cell 1 1 is not allowed. 
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Table 4.4.2-1 A: Default E-UTRA parameters for simulated cells 



cell ID 


E-UTRAN Cell Identifier 


Physical 
layer cell 
identity 


rootSequencelndex 
FDD 


rootSequencelndex 
TDD 


eNB Identifier 


Cell Identity 








Cell 1 


iaaaa r\r\f\r\ a/"\aa aaaa 

0000 0000 0000 0000 
0001 'B 


IAAAA AAAAin 

0000 0000 B 





22 





Cell 2 


!(*|A A A AAAA AAAA A A AA 

0000 0000 0000 0000 
0001 'B 


• AAAA AAH A'D 

0000 001 B 


2 


86 


8 


Cell 3 


1 <™\ /™\ /"\AAA /"\ A /"\ A /"\AAA 

0000 0000 0000 0000 
001 0'B 


IAAAA AAH A in 

0000 001 1 B 


3 


22 





Cell 4 


0000 0000 0000 0000 
001 1'B 


IAAAA A -J Artin 

0000 0100 B 


4 


150 


16 


Cell 6 


• aaaa aaaa aaaa aaaa 

0000 0000 0000 0000 
0100'B 


• AAAA AH A A'D 

0000 01 1 B 


6 


22 





Cell 10 


1 A A A A /"\aaa r\/~\r\r\ aaaa 

0000 0000 0000 0000 
0101'B 


IAAAA A A -J Ain 

0000 101 OB 


10 


22 





Cell 1 1 


iaaaa r\r\/~\/~\ a a /"\ a aaaa 

0000 0000 0000 0000 
0110'B 


IAAAA A A -J A in 

0000 101 1 B 


11 


214 


24 


Cell 12 


• AAAA AAAA AAAA AAAA 

0000 0000 0000 0000 
001 0'B 


• AAAA H H AA'D 

0000 1 1 00 B 


12 


86 


8 


Cell 13 


1 a a a a /"\aaa aaaa aaaa 

0000 0000 0000 0000 
0100'B 


IAAAA A A A -J in 

0000 1 1 01 B 


13 


86 


8 


Cell 14 


lf\f\f\f\ AAAA AAAA AAAA 

0000 0000 0000 0000 
0111 'B 


IAAAA AAA A'D 

0000 1 1 1 B 


14 


22 





Cell 23 


'0000 0000 0000 0000 
011 0'B 


'0001 011 1'B 


23 


150 


16 


Cell 28 


'0000 0000 0000 0000 
001 0'B 


'0001 1100'B 


28 


86 


8 


Cell 29 


'0000 0000 0000 0000 
0100'B 


'0001 1 1 01 'B 


29 


86 


8 


Cell 30 


'0000 0000 0000 0000 
01 1 1'B 


'0001 1 1 1 0'B 


30 


22 





Cell 31 


'0000 0000 0000 0000 
011 0'B 


'0001 111 1'B 


31 


214 


24 



Table 4.4.2-2: Default NAS parameters for simulated cells 



cell ID 



Tracking Area 



TA# 



PLMN 



MCC MNC 



TAC 



TA# list 
(Notel) 



GUTI (Note 2) 



MME Identifier 



MME Group ID 



MME Code 



M-TMSI 



Cell 1 



Cell 2 



Cell 3 



Cell 4 



Cell 6 



Cell 10 



Cell 11 



Cell 23 



Cell 12, 
Cell 28 



Cell 13, 
Cell 29 



Cell 14, 
Cell 30 



Cell 31 



TAI-1 



(Note 3) 



TAI-1 



32769 



1 



TAI-1 



(Note 3) 



TAI-1 



32769 



TAI-1 



(Note 3) 



TAI-1 



32769 



TAI-1 



(Note 3) 



TAI-1 



32769 



TAI-1 



TAI-1 



(Note 3) 



TAI-1 



32769 



(Note 3) 



TAI-1 



32769 



Arbitrarily 
selected 
according to 
TS 23.003 
subclause 2.8 
[2]. 



TAI-2 



(Note 3) 



TAI-2 



32769 



TAI-2 



(Note 3) 



TAI-2 



32769 



TAI-3 



002 



TAI-4 



003 



TAI-5 



004 



11 



TAI-3 



32769 



21 



TAI-4 



32769 



31 



TAI-5 



32769 



TAI-2 



(Note 3) 



TAI-2 



32769 



1 



Note 1 : The value(s) in the column TA# list indicates TAI(s) included in the response messages of the 

registration procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE 

performs the registration procedure on a corresponding cell. 
Note 2: The value in the column GUTI indicates GUTI included in the response messages of the registration 

procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the 

registration procedure on a corresponding cell. 
Note 3: Set to the same Mobile Country Code and Mobile Network Code stored in EFimsi on the test USIM card 
(subclause 4.9.3). 
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Table 4.4.2-3: Default HRPD parameters for simulated cells 



ceil id 


SectorlD 


ColorCode 


n;i n i nil „ » 

Pilot pn Offset 


CountryCode 


Cell 15 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


50 


(Note 1) 


Cell 16 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


100 


(Note 1) 


Cell 17 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


150 


(Note 1) 


Cell 18 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


200 


(Note 1) 


Note 1 : Set to the same Mobile Country Code stored in EFIMSI on the test USIM card (subclause 4.9.3). 



Table 4.4.2-4: Default 1XRTT parameters for simulated cells 



Cell ID 


SID 


NID 


BASE ID 


Pilot PN Offset 


REG ZONE 


MCC 


IMSM1_12 


Cell 19 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


50 


1 


Note 
1 


Note 2 


Cell 20 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


100 


1 


Note 
1 


Note 2 


Cell 21 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


150 


2 


Note 
1 


Note 2 


Cell 22 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


200 


3 


Note 
1 


Note 2 


Note 1 : Set to the same Mobile Country Code stored in EFIMSI on the test USIM card (subclause 4.9.3). 
Note 2: Set to the same Mobile Network Code stored in EFIMSI on the test USIM card (subclause 4.9.3). 



Table 4.4.2-5: Neighbouring cell list for 1XRTT cells 



Cell ID 


Intra Frequency 


Inter Frequency Cells 


Cell 19 


cell 20 


Cell 21 


cell 22 


X 


Cell 20 


cell 19 


Cell 21 


cell 22 


X 


Cell 21 


X 


cell 19 


cell 20 


cell 22 


Cell 22 


X 


cell 19 


cell 20 


cell 21 



4.4.3 Common parameters for simulated E-UTRA cells 

The parameters specified in this sub clause apply to all simulated E-UTRA cells unless otherwise specified. 

4.4.3.1 Common configurations of system information blocks 
4.4.3.1 .1 Combinations of system information blocks 

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, 
the following combinations of system information blocks are defined. 

Combination 1 is the default combination which applies to the following test case scenarios: 

- E-UTRA FDD single cell scenario 

- E-UTRA TDD single cell scenario 

- E-UTRA FDD intra-frequency multi cell scenario 
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- E-UTRA TDD intra-frequency multi cell scenario 

- E-UTRA FDD and E-UTRA TDD dual mode multi cell roaming scenario 
Combination 2 applies to the following test case scenarios: 

- E-UTRA FDD intra-frequency multi cell scenario with neighbouring cell related information 

- E-UTRA TDD intra-frequency multi cell scenario with neighbouring cell related information 
Combination 3 applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency multi cell scenario 

- E-UTRA TDD inter-frequency multi cell scenario 

- E-UTRA FDD inter -band multi cell scenario 

- E-UTRA TDD inter-band multi cell scenario 

- E-UTRA FDD and E-UTRA TDD dual mode multi cell non-roaming scenario 

- E-UTRA FDD intra-band carrier aggregation component carriers cell scenario 

- E-UTRA FDD inter-band carrier aggregation component carriers cell scenario 

- E-UTRA TDD intra-band carrier aggregation component carriers cell scenario 
Combination 4 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + UTRA FDD multi cell scenario 
Combination 5 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + GERAN multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + GERAN multi cell scenario 
Combination 6 applies to the following test case scenarios: 

- 3GPP2 inter-RAT E-UTRA FDD + HRPD multi cell scenario 

- 3GPP2 inter-RAT E-UTRA TDD + HRPD multi cell scenario 

- 3GPP2 inter-RAT E-UTRA FDD + lxRTT multi ceU scenario 

- 3GPP2 inter-RAT E-UTRA TDD + lxRTT multi cell scenario 

Editor's note: 3GPP2 Inter-RAT multi cell scenarios with E-UTRA + HRPD + lxRTT are FFS. 
Combination 7 applies to the following test case scenarios: 

- E-UTRA FDD + home eNB multi cell scenario 

- E-UTRA TDD + home eNB multi cell scenario 
Combination 8 applies to the following test case scenarios: 

- E-UTRA FDD ETWS single cell scenario 

- E-UTRA TDD ETWS single cell scenario 
Combination 9 applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario 
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- E-UTRA TDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario 
Combination 10 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + GERAN multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + GERAN multi cell scenario. 
Combination 10a applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency + 3GPP inter-RAT E-UTRA FDD + UTRA FDD + GERAN multi cell scenario 

- E-UTRA TDD inter-frequency + 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + GERAN multi cell 

scenario 

Combination 1 1 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + home eNB multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + home eNB multi cell scenario 
Combination 12 applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency + GERAN cell scenario 

- E-UTRA TDD inter-frequency + GERAN cell scenario 
Combination 13 applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency + home eNB 

- E-UTRA TDD inter-frequency + home eNB 
Combination 14 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + GERAN + home eNB multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + GERAN + home eNB multi cell scenario 
Combination 15 applies to the following test case scenarios: 

- 3GPP E-UTRA FDD + MBMS 

- 3GPP E-UTRA TDD + MBMS 

Combination 16 applies to the following test case scenarios: 

- 3GPP E-UTRA FDD + MBMS 

- 3GPP E-UTRA TDD + MBMS 

Combination 17 applies to the following test case scenarios: 

- 3GPP E-UTRA FDD + CMAS single cell scenario 

- 3GPP E-UTRA TDD + CMAS single cell scenario 
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Table 4.4.3.1.1-1 : Combinations of system information blocks 







System information block type 


f*nm hi nation 

vUl 1 IUII 1 d L 1 \J 1 1 


SIB2 


OIDO 


OID4 


OIDO 


OIDO 


QIR7 


OIDO 


QIRQ 


OID I u 


OID I I 


OID I £. 


OID I O 


No. 


























-| 


x 


V 
/\ 






















2 


x 


Y 
/\ 


Y 
/\ 




















3 


x 


Y 
/\ 




Y 

/\ 


















4 


x 


Y 
/\ 






Y 
/\ 
















5 


x 


Y 
/\ 








Y 
/\ 














6 


x 


Y 
/\ 










Y 
/\ 












7 


x 


Y 
/\ 


Y 
/\ 










Y 
/\ 










8 


x 


Y 
/\ 














Y 
/\ 


Y 
/\ 






g 


x 


x 




x 


x 
















10 


X 


X 






X 


X 














10a 


X 


X 




X 


X 


X 














11 


X 


X 


X 




X 






X 










12 


X 


X 




X 




X 














13 


X 


X 


X 


X 








X 










14 


X 


X 


X 






X 




X 










15 


X 


X 






















16 


X 


X 


X 


















X 


17 


X 


X 


















X 





4.4.3.1 .2 Scheduling of system information blocks 

The scheduling configurations for combinations of system information blocks are defined in the following tables. 



Table 4.4.3.1 .2-1 : Scheduling for combination 1 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


Table 4.4.3.1.2-2: Scheduling for combination 2 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


Table 4.4.3.1.2-3: Scheduling for combination 3 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB5 


Table 4.4.3.1.2-4: Scheduling for combination 4 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB6 
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Table 4.4.3.1.2-5: Scheduling for combination 5 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB7 


Table 4.4.3.1.2-6: Scheduling for combination 6 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB8 


Table 4.4.3.1.2-7: Scheduling for combination 7 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB9 


Table 4.4.3.1.2-8: Scheduling for combination 8 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB11 


4 


See sub clause 4.4.3.4 


SIB10 


Table 4.4.3.1.2-9: Scheduling for combination 9 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


L 2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB5, SIB6 


Table 4.4.3.1.2-10: Scheduling for combination 10 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 J 


3 


See sub clause 4.4.3.4 


SIB6 


4 


See sub clause 4.4.3.4 


SIB7 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 59 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Table 4.4.3.1. 2-1 0a: Scheduling for combination 10a 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB5, SIB6 


4 


See sub clause 4.4.3.4 


SIB7 


Table 4.4.3.1.2-11: Scheduling for combination 11 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


L 1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB6 


5 


See sub clause 4.4.3.4 


SIB9 


Table 4.4.3.1.2-12: Scheduling for combination 12 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


l 3 


See sub clause 4.4.3.4 


SIB5 


4 


See sub clause 4.4.3.4 


SIB7 


Table 4.4.3.1.2-13: Scheduling for combination 13 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB5 


Table 4.4.3.1.2-14: Scheduling for combination 14 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB7 j 


5 


See sub clause 4.4.3.4 


SIB9 


Table 4.4.3.1.2-15: Scheduling for combination 15 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB13 
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Table 4.4.3.1.2-16: Scheduling for combination 16 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB13 


Table 4.4.3.1.2-17: Scheduling for combination 17 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


L 1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB12 



4.4.3.2 Common contents of system information messages 
MasterlnformationBlock 

The MasterlnformationBlock includes the system information transmitted on BCH. 



Table 4.4.3.2-1 : MasterlnformationBlock 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MasterlnformationBlock ::= SEQUENCE { 








dl-Bandwidth 


Downlink system 
bandwidth under test. 






phich-Config SEQUENCE {} 


PHICH-Config-DEFAULT 


See subclause 
4.6.3 




systemFrameNumber 


A valid value as defined 
in TS 36.331 [17] 






spare 


'0000 0000 00'B 






1 









System Information 

The Systemlnformation message is used to convey one or more System Information Blocks. All the SIBs included are 
transmitted with the same periodicity. 



Table 4.4.3.2-2: Systemlnformation 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Systemlnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








system Information-^ SEQUENCE { 








sib-TypeAndlnfo SEQUENCE (SIZE 
(L.maxSIB)) OF CHOICE {} 


See subclause 4.4.3.1 






criticalExtensionsFuture SEQUENCE {} 


Not present 






} 








} 








} 
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SystemlnformationBlockTypel 

SystemlnformationBlockTypel contains information relevant when evaluating if a UE is allowed to access a cell and 
defines the scheduling of other system information. 



Table 4.4.3.2-3: SystemlnformationBlockTypel 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel ::= 
SEQUENCE { 








cellAccessRelatedlnfo SEQUENCE { 








plmn-ldentityList SEQUENCE (SIZE (1..6)) 
OF SEQUENCE { 


1 entry 






plmn-ldentitym SEQUENCE { 








mcc SEQUENCE (SIZE (3)) OF MCC- 
NMC-Digit 


See table 4.4.2-2 


For NAS test cases, see table 
6.3.2.2-1. 




mnc SEQUENCE (SIZE (2..3)) OF 
MCC-NMC-Digit 


See table 4.4.2-2 


For NAS test cases, see table 
6.3.2.2-1. 




} 








cellReservedForOperatorUse[1 ] 


notReserved 






I 








trackingAreaCode 


See table 4.4.2-2 


For NAS test cases, see table 
6.3.2.2-1. 




cellldentity 


Cell ID for the 
simulated cell 






cellBarred 


notBarred 






intraFreqReselection 


notAllowed 






csg-lndication 


FALSE 






csg-ldentity 


Not present 






} 








cellSelectionlnfo SEQUENCE { 








q-RxLevMin 


-70 (-140 dBm) 


For RF/RRM test cases 




-106 dBm 


For signalling test cases 




q-RxLevMinOffset 


Not present 






1 








p-Max 


Not present 






freqBandlndicator 


Operating band 
under test. 






schedulinglnfoList SEQUENCE (SIZE 
(1 ..maxSI-Message)) OF SEQUENCE {} 


See subclause 
4.4.3.1 






tdd-Confiq SEQUENCE {} 


Not present 




FDD 


tdd-Config SEQUENCE {} 


TDD-Config- 
DE FAULT 


See subclause 4.6.3 


TDD 


si-WindowLength 


ms20 


To allow sufficient number of 
retransmissions. 




syste m I nf o Val u eTag 









nonCriticalExtension SEQUENCE { 








lateNonCriticalExtension 


Not present 






L nonCriticalExtension SEQUENCE { 








ims-EmergencySupport-r9 


True 


Support IMS emergency call in 
limited service mode. 




cellSelectionlnfo-v920 SEQUENCE {} 


Not present 






cellSelectionlnfo-v920 SEQUENCE { 






QBASED 


L q-QualMin-r9 


-20 (-20dB) 






q-QualMinOffset-r9 


Not present 






} 








nonCriticalExtension 


Not present 






1 








} 








} 









Condition | Explanation 
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FDD 


FDD cell environment 


TDD 


TDD cell environment 


QBASED 


This condition applies to Quality based cell (re)selection signalling test cases. 



4.4.3.3 Common contents of system information blocks 
System I information BlockType2 

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs. 



Table 4.4.3.3-1 : SystemlnformationBlockType2 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType2 ::= 
SEQUENCE { 








ac-Barringlnfo SEQUENCE {} 


Not present 






radioResourceConfigCommon SEQUENCE 

{} 


RadioResourceCo 
nfigCommonSIB- 
DE FAULT 


See subclause 4.6.3 




ue-TimersAndConstants SEQUENCE { 








t300 


rnslOOO 


Typical value in real network 




t301 


rnslOOO 


Typical value in real network 




t310 


rnslOOO 


Typical value in real network 




n310 


n1 






t.311 


mslOOOO 


Typical value in real network 




n311 


n1 






} 








freqlnfo SEQUENCE { 








ul-CarrierFreq 


Not present 


Default UL EARFCN applies 




ul-Bandwidth 


Not Present 






additionalSpectrumEmission 


1 (NS_01) 


A-MPR doesn't apply by 
default. 

See TS 36.101 table 6.2.4-1. 




1 








mbsfn-SubframeConfiguration 


Not present 






timeAlignmentTimerCommon 


sf750 


'sf750' is applicable to the 
widest range of mobility (up to 
about 360km/h). 




} 
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SystemlnformationBlockType3 

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter- 
frequency and/or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not 
necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related. 



Table 4.4.3.3-2: SystemlnformationBlockType3 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType3 ::= SEQUENCE { 








cellReselectionlnfoCommon SEQUENCE { 








q-Hyst 


dBO 


To reduce 
interference 
between intra- 
frequency multiple 
cells 




L speedStateReselectionPars SEQUENCE {} 


Not present 






} 








cellReselectionServingFreqlnfo SEQUENCE { 








s-NonlntraSearch 


Not present 






threshServingLow 


(0 dB) 


Typical value in 
real network 




cellReselectionPriority 


4 


A middle value in 
the range has 
been selected. 




} 








intraFreqCellReselectionlnfo SEQUENCE { 








q-RxLevMin 


-70 (-140 dBm) 


For RF/RRM test 
cases 




-106 dBm 


For signalling test 
cases 




p-Max 


Not present 






s-lntraSearch 


Not present 






allowedMeasBandwidth 


Not present 


The downlink 
bandwidth of the 
serving cell 
applies. 




presenceAntennaPortl 


FALSE 






neighCellConfig 


'01 'B (No MBSFN 
subframes are present in 
all neighbour cells) 


MBSFN doesn't 
apply by default. 




t-ReselectionEUTRA 





Typical value in 
real network 




t-ReselectionEUTRA-SF 


Not present 






1 








lateNonCriticalExtension { 








L s-lntraSearch-v920 SEQUENCE {} 


Not present 






s-NonlntraSearch-v920 SEQUENCE {} 


Not present 






q-QualMin-r9 


Not present 






-20 (-20dB) 




QBASED 


threshServing Lo wQ- r9 


Not present 






3 (3dB) 




QBASED 


} 








} 









Condition 


Explanation 


QBASED 


See the definition below table 4.4.3.2-3. 



SystemlnformationBlockType4 

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency 
cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells. 
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Table 4.4.3.3-3: SystemlnformationBlockType4 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType4 ::= SEQUENCE { 








IntraFreqNeighCellList SEQUENCE (SIZE 
(1..maxCelllntra)) OF SEQUENCE {} 


Not present 


Not required 
unless Qoffset 
configuration is 
tested. When 
Qoffset 

configuration is 
tested, see table 
6.3.1.1-1. 




intraFreqBlackCellList SEQUENCE (SIZE 
(1 ..maxCellBlack)) OF SEQUENCE {} 


Not present 


Not required 
unless Blacklisted 
cell list 

configuration is 
tested. When 
Blacklisted cell list 
configuration is 
tested, see table 
6.3.1.1-1. 




csg-PhysCellldRange SEQUENCE {} 


Not present 




NonCSG 


csg-PhysCellldRange SEQUENCE { 






CSG 


start 


Physical Cell ID of the 
cell on which this SIB is 
transmitted 






range 


Not present 


The UE shall 
apply value 1 in 
case the field is 
absent, in which 
case only the 
physical cell 
identity value 
indicated by start 
applies. 




1 








} 









Condition 


Explanation 


NonCSG 


SIB4 transmitted on a non-CSG cell 


CSG 


SIB4 transmitted on a CSG cell 



SystemlnformationBlockType5 

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. 
information about other E-UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The 
IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters. 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 65 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Table 4.4.3.3-4: SystemlnformationBlockType5 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType5 ::= SEQUENCE { 








interFreqCarrierFreqList SEQUENCE (SIZE 
(1 ..maxFreq)) OF SEQUENCE { 


The same number of 
entries as the configured 
inter-freq carriers. For 
Signalling test cases 
except NAS, see table 
6.3.1.2-1. 

For NAS test cases when 
cells are on same PLMN, 
see table 6.3.2.3.2-1 . 


n denotes the 
index of the entry 




dl-CarrierFreq[n] 


Downlink EARFCN under 
test 

For Signalling test cases 
except NAS, see table 
6.3.1.2-1. 

For NAS test cases when 
cells are on same PLMN, 
see table 6.3.2.3.2-1. 






q-RxLevMin[n] 


-65 (-130 dBm) 


For RF/RRM test 
cases 




-106 dBm 


For signalling test 
cases 




p-Max[n] 


Not present 






t-ReselectionEUTRA[n] 





Typical value in 
real network 




t-ReselectionEUTRA-SF[n] 


Not present 


Not required 
unless speed- 
dependent cell re- 
selection is tested. 




threshX-High[n] 


2 (4 dB) 


This value should 
be higher than 
threshServingLow 
of the serving cell 
to avoid ping-pong 
with lower priority 
cells. 




threshX-Low[n] 


1 (2 dB) 






allowedMeasBandwidth[n] 


See subclause 4.4.3.4 


Channel- 
bandwidth- 
dependent 
parameter 




presenceAntennaPortl [n] 


FALSE 






cellReselectionPriority[n] 


4 


The same priority 
as the one used 
for serving cell in 
SIB 3. 




neighCellConfig[n] 


'01'B (No MBSFN 
subframes are present in 
all neighbour cells) 


MBSFN doesn't 
apply by default. 




q-OffsetFreq[n] 


dBO 


Qoftset doesn't 
apply by default. 




interFreqNeighCellList[n] SEQUENCE (SIZE 
(1..maxCelllnter)) OF SEQUENCE {} 


Not present 


Not required 
unless Qoffset 
configuration is 
tested. 




interFreqBlackCellList[n] SEQUENCE (SIZE 
(1 ..maxCellBlack)) OF SEQUENCE {} 


Not present 


Not required 
unless Blacklisted 
cell list 

configuration is 
tested. 




q-QualMin-r9[n] 


Not present 






-20 (-20dB) 




QBASED 


threshX-Q-r9[n] SEQUENCE {} 


Not present 
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threshX-Q-r9[n] SEQUENCE { 






QBASED 


threshX-HighQ-r9 


5 (5dB) 






threshX-LowQ-r9 


5 (5dB) 






1 








1 








} 









Condition 


Explanation 


QBASED 


See the definition below table 4.4.3.2-3. 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



67 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



SystemlnformationBlockType6 

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. 
information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell 
re-selection parameters common for a frequency. 



Table 4.4.3.3-5: SystemlnformationBlockType6 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType6 ::= SEQUENCE { 








carrierFreqListUTRA-FDD SEQUENCE (SIZE 
(1..maxUTRA-FDD-Carrier)) OF SEQUENCE {} 


Not present 




UTRA-TDD 


carrierFreqListUTRA-FDD SEQUENCE (SIZE 
(1..maxUTRA-FDD-Carrier)) OF SEQUENCE { 


The same number of 
entries as the configured 
UTRA FDD carriers 
For Signalling test cases, 
see table 6.3.1.3-1 


n denotes the 
index of the entry 


UTRA-FDD 


carrierFreq[n] 


Downlink UARFCN under 
test 

For Signalling test cases, 
see table 6.3.1 .3-1 






cellReselectionPriority[n] 


3 






threshX-High[n] 


2 (4 dB) 






threshX-Low[n] 


1 (2 dB) 






q-Rxl_evMin[n] 


-40 (-79 dBm) 


Thp camp VallJP 

as defined in TS 
34.108 [5], table 
6.1.1. 




p-MaxUTRA[n] 


21 (21 dBm) 


The same value 
as defined in TS 
34.108 [5], table 
6.1.1. 




q-QualMin[n] 


-24 (-24 dB) 


The same value 
as defined in TS 
34.108 [5], table 
6.1.1. 




threshX-Q-r9[n] SEQUENCE {} 


Not present 






threshX-Q-r9[n] SEQUENCE { 






QBASED 


threshX-HighQ-r9 


9 (9dB) 






threshX-LowQ-r9 


9 (9dB) 






} 








1 








carrierFreqListUTRA-TDD SEQUENCE (SIZE 
(1..maxUTRA-TDD-Carrier)) OF SEQUENCE {} 


Not present 




UTRA-FDD 


carrierFreqListUTRA-TDD SEQUENCE (SIZE 
(1..maxUTRA-TDD-Carrier)) OF SEQUENCE { 


The same number of 
entries as the configured 
UTRA TDD carriers 
For Signalling test cases, 
see table 6.3.1.3-1 


n denotes the 
index of the entry 


UTRA-TDD 


carrierFreq[n] 


Downlink UARFCN under 
test 

For Signalling test cases, 
see table 6.3.1.3-1 






cellReselectionPriority[n] 


3 






threshX-High[n] 


2 (4 dB) 






threshX-Low[n] 


1 (2 dB) 






q-RxLevMin[n] 


-41 (-81 dBm) 


The same value 
as defined in TS 
34.108 [5], table 
6.1.6a 




p-MaxUTRA[n] 


21 (21 dBm) 


The same value 
as defined in TS 
34.108 [5], table 
6.1.6a 




} 
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t-ReselectionUTRA 





Typical value in 
real network 




t-ReselectionUTRA-SF 


Not present 






1 









Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 


QBASED 


See the definition below table 4.4.3.2-3. 



Editor's note: Need for condition ' UTRA -FDD- TDD ' where both UTRA FDD cell and UTRA TDD cell exist 
simultaneously is FFS. 

System I information BlockType7 

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. 
information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for 
each frequency. 
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Table 4.4.3.3-6: SystemlnformationBlockType7 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType7 ::= SEQUENCE { 








t-ReselectionGERAN 









t-ReselectionGERAN-SF 


Not present 






carrierFreqslnfoListSEQUENCE (SIZE 
(1 ..maxGNFG)) OF SEQUENCE { 


The same number of 

entries as the configured 

GERAN carriers 

For RRM test cases, see 

table 7.2.2.1-1 

For Signalling test cases, 

see table 6.3.1.4-1 


n denotes the 
index of the entry 




carrierFreqs [n] SEQUENCE { 








startingARFCN[n] 


Set the corresponding 
starting ARFCN of the 
GERAN cells under test. 
For RRM test cases, see 
table 7.2.2.1-1 
For Signalling test cases, 
see table 6.3.1.4-1 






bandlndicator[n] 


Set according to the 
band used for GERAN 
cells under test 






followingARFCNs[n] CHOICE { 








explicitl_istOfARFCNs[n] 


Set the corresponding 
ARFCN of GERAN cells 
under test 

For RRM test cases, see 
taoie i 

ror oignaiiing xesi cases, 

coo tahlo R ^ 1 A- 1 






1 








1 








commonlnfo[n] SEQUENCE { 








cellReselectionPriority[n] 


2 






ncc-Permitted[n] 


'01000000 






q-RxLevMin[n] 


2 






L p-MaxGERAN[n] 









threshX-High[n] 


2 






threshX-Low[n] 


2 






} 








} 








} 
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- SystemlnformationBlockType8 

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. 
information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE 
includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters. 



Table 4.4.3.3-7: SystemlnformationBlockType8 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType8 ::= SEQUENCE { 








systemTimelnfo SEQUENCE { 








cdma-EUTRA-Synchronisation 


TRUE 






cdma-SystemTime CHOICE { 








synchronousSystemTime 


A valid value as per TS 
36.331 and calculated by 
the SS 






1 








} 








searchWindowSize 


5 






parametersHRPD SEQUENCE {} 


Not present 




1XRTT 


parametersHRPD SEQUENCE { 






HRPD 


preRegistrationlnfoHRPD SEQUENCE { 








preRegistrationAllowed 


FALSE 






preRegistrationZoneld 


Not present 






secondaryPreRegistrationZoneldList 


Not present 






1 








cellReselectionParametersHRPD SEQUENCE { 








DanaoiassLisi ocuutNut (oiz.b 

m mavPRMA Rannrhccu of ipmpf / 
{ \ ..rnaxoiJiviA -DanaL»iaSSjj vjr otkjuti\ut ( 


1 entry 






Danauiass 


uperating oana ciass 

i inHnr \r\c\ 


tlNUMtnA 1 tU 

\UOU, UC I , UO£, 
hrT hcA hrR 

UW, Ut't, UOJ, 

bc6, bc7, bc8, 
bc9 bc10 bc11 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spare9, 
spare8, spare7, 
spare6, spare5, 
spare4, spare3, 
spare2, sparel , 
...} 




cellReselectionPriority 


1 






threshX-High 


30(-30) 


INTEGER (0..63) 




threshX-Low 


32(-32) 


INTEGER (0..63) 




} 








nGignOGMLIST obUUtNUt (olZb p..io)J Ur 


1 entry 






bandClass 


Operating band class 
under test 


ENUMERATED 

{bcO, bd , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bdO, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spare9, 
spare8, spare7, 
spare6, spare5, 
spare4, spare3, 
spare2, sparel , 
...} 




neighCellsPerFreqList SEQUENCE (SIZE 


The same number of 


n denotes the 
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(1 ..16)) OF SEQUENCE { 


entries as the configured 
CDMA2000 HRPD 
frequencies 

For Signalling test cases, 
see table 6.3.1.5-1 


index of the entry 




arfcn[n] 


ARFCN of the 
CDMA2000 HRPD 
frequency 

For Signalling test cases, 
see table 6.3.1.5-1 


INTEGER 
(0..2047) 




physCellldList[n] SEQUENCE (SIZE 
(1..16)) OF {INTEGER (CmaxPNOffset) } 


Physical Cell ID List of 
the CDMA2000 HRPD 
frequency 

For Signalling test cases, 
see tauie o.o.i .o-i 


INTEGER 
(CmaxPNOffset) 




I 








I 








t-rieS6IGCtl0nOL)MA^UUU 


u 


IMTL^LD /A "7\ 

IN I bbbn (U.. /) 




L t-ReselectionCDMA2000-SF 


Not Present 






} 








} 








parameterslXRTT SEQUENCE {} 


Not present 




HRPD 


parameterslXRTT SEQUENCE { 






1XRTT 


csfb-RegistrationParam1XRTT SEQUENCE { 








sid 


SID under test 

For Signalling test cases, 

see table 4.4.2-4 


BIT STRING 

(SIZE (15)) 




nid 


NID under test 

For Signalling test cases, 

see table 4.4.2-4 


□ IT CTniMP 

BIT STRING 
(SIZE (16)) 




mi i l+ii~J^ Q 1 n 

rnuiiipiGoiu 


rALot 


□nni cam 




multipleNID 


FALSE 


BOOLEAN 




homeReg 


Tni 1 r: 

1 riUb 


D/^t/^kl CAM 

BUULbAN 




foreignSIDReg 


TRUE 


BOOLEAN 




foreignNIDReg 


TRUE 


BOOLEAN 




parameterReg 


FALSE 


BOOLEAN 




powerUpReg 


TRUE 


BOOLEAN 




registrationPeriod 


'0000000' 


BIT STRING 
(SIZE (7)) 




registrationZone 


Registration zone under 
test 

For Signalling test cases, 
see table 4.4.2-4 


BIT STRING 
(SIZE (12)) 




totalZone 


'001 'B 


BIT STRING 
(SIZE (3)) 




zoneTimer 


'000'B or '001 'B 


BIT STRING 
(SIZE (3)) 




1 








longCodeStatelXRTT 


A valid value, calculated 
and updated by the SS 


BIT STRING 
(SIZE (42)) 
OPTIONAL 




cellReselectionParameterslXRTT SEQUENCE { 








bandClassList SEQUENCE (SIZE 
(1 ..maxCDMA -BandClass)) OF SEQUENCE { 


1 entry 






bandClass 


Operating band class 
under test 


ENUMERATED 

{bcO, bd , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
spare14, spare13, 
spare12, spare11, 
sparelO, spare9, 
spare8, spare7, 
spare6, spare5, 
spare4, spare3, 
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spare2, sparel , 




cellReselectionPriority 









threshX-High 


30(-30) 


INTEGER (0..63) 




threshX-Low 


32(-32) 


INTEGER (0..63) 




} 








neighCellList SEQUENCE (SIZE (1 ..16)) OF 
SEQUENCE { 


1 entry 






bandClass 


Operating band class 
under test 


ENUMERATED 

{bcO, bd , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spare9, 
spare8, spare7, 
spare6, spare5, 
spare4, spare3, 
spare2, sparel , 
■■•} 




neighCellsPerFreqList SEQUENCE (SIZE 
(1 ..16)) OF SEQUENCE { 


The same number of 
entries as the configured 
CDMA2000 1xRTT 
frequencies 

For Signalling test cases, 
see table 6.3.1.6-1 


n denotes the 
index of the entry 




arfcn[n] 


ARFCN of the 
CDMA2000 1xRTT 
frequency 

For Signalling test cases, 
see table 6.3.1.6-1 


INTEGER 
(0..2047) 




physCellldList[n] SEQUENCE (SIZE 
(1 ..16)) OF {INTEGER (CmaxPNOffset) } 


Physical Cell ID List of 
the CDMA2000 1xRTT 
frequency 

For Signalling test cases, 
see tauie d.o.i .o-\ 


INTEGER 
(0..maxPNOffset) 




i 

i 








) 








t-ReselectionCDMA2000 





INTEGER (0..7) 




t-ReselectionCDMA2000-SF 


Not Present 






} 








1 








} 









Condition 


Explanation 


HRPD 


CDMA2000 HRPD cell environment 


1XRTT 


CDMA2000 1XRTT cell environment 



Editor's note: Need for condition 'HRPD-1XRTT' where both CDMA2000 HRPD cell and CDMA2000 lxRTT cell 
exist simultaneously is FFS. 

System I information BlockType9 

The IE SystemInformationBlockType9 contains a home eNB name (HNB Name). 
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Table 4.4.3.3-8: SystemlnformationBlockType9 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType9 ::= SEQUENCE { 








hnb-Name 


"3gppTest" 






} 









SystemlnformationBlockType 1 

The IE SystemlnformationBlockType 10 contains an ETWS primary notification. 

Table 4.4.3.3-9: SystemlnformationBlockTypeW 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypelO ::= SEQUENCE { 








messageldentifier 


'0001 0001 0000 001 0'B 


ETWS message 
identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geographical Scope (2 bit) 


'001 1 0000 0000 OOOO'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- Message Code (10 bit) 


Octet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 OOOO'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningType 

- Warning Type Value (7 bit) 

- Emergency User Alert (1 bit) 

- Popup (1 bit) 

- Padding (7 bit) 


'0000 0101 1000 OOOO'B 
Octet 1 bit 7 ~ 1 

Octet 1 bit 

Octet 2 bit 7 
Octet 2 bit 6 ~ bit 


Earthquake and 

Tsunami; 

Activate 

emergency user 
alert; 

Activate Popup, 
[see TS 23.041] 
'000 OOOO'B 




warningSecuritylnfo 


Not present 






1 
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SystemlnformationBlockType 1 1 

The IE SystemlnformationBlockType! 1 contains an ETWS secondary notification. 



Table 4.4.3.3-10: SystemlnformationBlockType11 (1 Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType11 ::= SEQUENCE { 








[yiqcc onalHontifior 
IllcbbdyclUcllllllcl 


'nnm nnm nnnn nm rt'R 

UUU I UUU I uuuu UU I U D 


C 1 WO lllcbbdgc 

identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geographical Scope (2 bit) 


'001 1 0000 0000 0000'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- Message Code (10 bit) 


Octet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 0000'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningMessageSegmentType 


notLastSegment 






warningMessageSegmentNumber 









warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
[see TS 23.041] 




dataCodingScheme 


Bitstring (8) ID of the 
alphabet/coding and the 
applied language [see TS 
23.041] 






} 
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Table 4.4.3.3-11 : SystemlnformationBlockType11 (2 Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel 1 ::= SEQUENCE { 








messageldentifier 


'0001 0001 0000 001 0'B 


ETWS message 
identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geographical Scope (2 bit) 


'001 1 0000 0000 0000'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- Message Code (10 bit) 


Octet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 0000'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningMessageSegmentType 


notLastSegment 






warningMessageSegmentNumber 


1 






warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
[see TS 23.041] 




dataCodingScheme 


Not present 















Table 4.4.3.3-12: SystemlnformationBlockTypel 1 (3 rd Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel 1 ::= SEQUENCE { 








messageldentifier 


'0001 0001 0000 001 0'B 


ETWS message 
identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geographical Scope (2 bit) 


'0011 0000 0000 0000'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- Message Code (10 bit) 


Octet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 0000'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningMessageSegmentType 


lastSegment 






warningMessageSegmentNumber 


2 






warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
[see TS 23.041] 




dataCodingScheme 


Not present 






} 
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SystemlnformationBlockType 12 



The IE SystemlnformationBlockType 72contains an CMAS notification. 

Table 4.4.3.3-1 2a: SystemlnformationBlockType12 (1 st Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType11 ::= SEQUENCE { 








messageldentifier-r9 


'0001 0001 0001 001 0'B 


CMAS CBS 
Message Identifier 
tor CMAS 
Presidential Level 
Alerts (see TS 
23.041]) 




serialNumber-r9 


'0011 0000 0000 0000'B 






warningMessageSegmentType 


notLastSegment 






warningMessageSegmentNumber 









warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
(see TS 23.041) 




dataCodingScheme 


'0000 0001 'B 


English (See TS 
23.038) 




lateNonCriticalExtension 


Not present 






} 









Table 4.4.3.3-1 2b: SystemlnformationBlockType12 (2 Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel 1 ::= SEQUENCE { 








messageldentifier-r9 


'0001 0001 0001 001 0'B 


CMAS CBS 
Message Identifier 
for CMAS 
Presidential Level 
Alerts (see TS 
23.041) 




serialNumber-r9 


'001 1 0000 0000 0000'B 






warningMessageSegmentType 


notLastSegment 






warningMessageSegmentNumber 


1 






warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
(see TS 23.041) 




dataCodingScheme 


Not present 






lateNonCriticalExtension 


Not present 
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Table 4.4.3.3-1 2c: SystemlnformationBlockType12 (3 rd Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel 1 ::= SEQUENCE { 








messageldentifier-r9 


'0001 0001 0001 001 0'B 


CMAS CBS 
Message Identifier 
for CMAS 
Presidential Level 
Alerts (see I b 

cu.y4 1 ) 




serialNumber-r9 


'001 1 0000 0000 0000'B 






warningMessageSegmentType 


lastSegment 






warningMessageSegmentNumber 


2 






warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
(see TS 23.041) 




dataCodingScheme 


Not present 






lateNonCritical Extension 


Not present 






} 









SystemlnformationBlockTypel 3 

The IE SystemlnformationBlockTypel 3 contains the information required to acquire the MBMS control information 
associated with one or more MBSFN areas.. 

Table 4.4.3.3-13: SystemlnformationBlockTypel 3 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel 3 ::= SEQUENCE { 








MBSFN-Arealnfo-r9 SEQUENCE 
(SIZE(1 ..maxMBSFN-Area)) OF SEQUENCE { 








mbsfn-Areald-r9 









non-MBSFNregionLength 


1 






notification lndicator-r9 









mcch-Config-r9 SEQUENCE { 








mcch-RepetitionPeriod-r9 


rf32 






mcch-Offset-r9 









mcch-ModificationPeriod-r9 


rf512 






sf-Alloclnfo-r9 


'100000' 






L signallingMCS-r9 


n2 






} 








} 








} 









4.4.3.4 Channel-bandwidth-dependent parameters in system information blocks 

The default values of parameters in system information blocks which depend on the channel bandwidth are defined in 
table 4.4.3.4-1. 
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Table 4.4.3.4-1 : Channel-bandwidth-dependent parameters 



Information 


Channel bandwidth 


Comment 


Element 


1 .4 MHz 


3 MHz 


5 MHz 


10 MHz 


15 MHz 


20MHz 




SIB3 


64 


64 


32 


32 


32 


32 




periodicity 
















SIB4 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB5 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB6 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB7 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB8 


128 


128 


64 


64 


64 


64 




periodicity 
















measurement 


mbw6 


mbw15 


mbw25 


mbw50 


mbw75 


rnbwIOO 




Bandwidth in 
















O 1 DC 

blbo 
















SIB9 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB10 


64 


64 


32 


32 


32 


32 




periodicity 
















SIB11 


64 


64 


32 


32 


32 


32 




periodicity 
















SIB12 


64 


64 


32 


32 


32 


32 




periodicity 
















SIB13 


64 


64 


32 


32 


32 


32 




periodicity 

















4.4.4 Common parameters for simulated UTRA cells 

The parameters specified in this subclause apply to all simulated UTRA cells unless otherwise specified. 
Default UTRA parameters for simulated cells are specified in table 4.4.4-1 and table 4.4.4-2. 
Other parameters are specified in TS 34.108 [5]. 



Table 4.4.4-1 : Default parameters for simulated UTRA cells 



cell ID 


Primary scrambling 
code for FDD 


Cell parameters ID 
for TDD 


Cell 5 


100 





Cell 7 


150 


4 


Cell 8 


200 


8 


Cell 9 


250 


12 



Table 4.4.4-2: Default NAS parameters for simulated UTRA cells 





PLMN 


Location Area 


Routing Area 


TMSI 


P-TMSI signature 






Identification 


Identification 








MCC | MNC 


LA# 


LAC 


RA# 


RAC 






Cell 5 


(Note 1) 


LAI-1 


1 


RAI-1 


1 


Arbitrarily selected 


Arbitrarily selected 


Cell 7 


(Note 1) 


LAI-1 


1 


RAM 


1 


according to 


according to 


Cell 8 


(Note 1) 


LAI-1 


1 


RAI-1 


1 


TS 23.003 


TS 23.003 


Cell 9 


(Note 1) 


LAI-1 


1 


RAI-1 


1 


subclause 2.4 [2]. 


subclause 2.7 [2]. 



Note 1 : Set to the same Mobile Country Code and Mobile Network Code stored in EFimsi on the test USIM card 
(subclause 4.9.3). 
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4.4.4.1 Common contents of system information blocks for UTRA cells 
System Information Block type 19 

The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell. 



Table 4.4.4.1-1 : System Information Block type 19 



Derivation Path: 25.331 clause 1 1 .3 


Information Element 


Value/remark 


Comment 


Condition 


SyslnfoType19 ::= SEQUENCE { 








utra-PrioritylnfoList SEQUENCE { 








utra-ServingCell SEQUENCE { 








priority 


3 






s-PrioritySearch1 


(OdB) 






s-PrioritySearch2 


Not present 


default value is 




threshServingLow 


(OdB) 






} 








utran-FDD-FrequencyList SEQUENCE 
(SIZE(1 ..maxNumFDDFreqs)) OF SEQUENCE {} 


Not present 






utran-TDD-FrequencyList SEQUENCE 
(SIZE(1 ..maxNumTDDFreqs)) OF SEQUENCE {} 


Not present 






gsm-PrioritylnfoList SEQUENCE (SIZE 
(1 ..maxNumGSMCellGroup)) OF SEQUENCE {} 


Not present 






eutra-FrequencyAndPrioritylnfoList SEQUENCE 
(SIZE (1 ..maxNumEUTRAFreqs)) OF SEQUENCE 


The same number of 
entries as the configured 
eutra carriers 
For Signalling test cases, 
see table 6.3.1 .7-1 


n denotes the 
index of the entry 




earfcn[n] 


Downlink tAHrON under 
test 

rUI oiyildllllly Lcol Odbcb, 
c q q to KIq C O 1 7 1 






1 1 IccibU l cl 1 Itfl 1 LDdl IUWIUII l[/ /J 


Qqa o i iKr>loi icq A A A 
Dec bUUOIdUbc ^f.^f.O.'f 






priority[n] 


4 






nDvl owlWlinPI ITDATnl 

qnXLeviviincu i r\M[/7j 


■JO {- I UD dDim) 


Cr\y o in r\ o 1 1 ! f"/-\ <~» f - 

ror signalling lesi 

UdbtJb 






-7(1 f-1 AC\ HRrr^ 

/ U \ 1 H-U UDI 1 1^ 


Fnr RF/RRKTI tPQt 
rui ill/ n i \ i v i tcbi 




thrp^hXhinhTnl 

li ii coi i/\i 1 1 y i mi rj 


? (A HFtt 






thrp^hXInwrnl 

1 1 1 1 V^O 1 l/MU VV 1 / II 


1 (2 dB) 






pi itrp-hlapkl iQtprlf"^plll iQtTnl 

CUUCt LlldUf\l_IC3 LCU 1 l_IOl[/ /J 


Mnt nrpepnt 

IMUl \J\ CoCI 1 L 






pi itra DptpptinnTnl 

CUll aucicuilul l[i /J 


TRUE 






\ 
1 








v920NonCriticalExtensions SEQUENCE {} 


Not present 






v920NonCriticalExtensions SEQUENCE { 






QBASED 


syslnfoType19-v920ext SEQUENCE { 








utra-PrioritylnfoList-v920ext SEQUENCE { 








threshServingLow2 


7 (7dB) 


default value is 




1 








eutra-FrequencyAndPrioritylnfoList-v920ext 
(SIZE (1 ..maxNumEUTRAFreqs)) OF SEQUENCE { 








qQualMinEUTRA[n] 


-20 (-20dB) 






threshXhigh2[n] 


5 (5dB) 






threshXlow2[n] 


5 (5dB) 






} 








} 








nonCriticalExtensions SEQUENCE {} 


Not present 






1 








1 









Condition 


Explanation 


QBASED 


See the definition below table 4.4.3.2-3. 
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4.4.4.2 UTRA SIB scheduling for inter EUTRA - UTRA test 



Table 4.4.4.2-1 : UTRA SIB schedule 



Block 
Type 


MIB 


SB1 


SIB1 


SIB2 


SIB3 


SIB4 


SIB5/SIB5bis 


SIB6 


SIB7 


SIB11 


SIB12 


SIB18 


SIB19 


SIB REP 


8 


16 


64 


64 


64 


64 


64 


64 


16 


64 


64 


64 


64 


SEG 
COUNT 


1 


1 


1 


1 


1 


1 


4 


4 


1 


3 


1 


1 


2 



Table 4.4.4.2-2: UTRA SIB-repeat period 



Frame No/SIB_POS 





2 


4 


6 


8 


10 


12 


14 


Block Type 


MIB 


SB1 


SIB7 


SIB6 


MIB 


SIB6 


SIB6 


SIB6 




















Frame No/SIB_POS 


16 


18 


20 


22 


24 


26 


28 


30 


Block Type 


MIB 


SB1 


SIB7/SIB3 


SIB1/SIB2 


MIB 


SIB12 


SIB19 


SIB19 




















Frame No/SIB_POS 


32 


34 


36 


38 


40 


42 


44 


46 


Block Type 


MIB 


SB1 


SIB7/SIB18 


SIB5/ 
SIB5bis 


MIB 


SIB5/ 
SIB5bis 


SIB5/ 
SIB5bis 


SIB5/ 
SIB5bis 




















Frame No/SIB_POS 


48 


50 


52 


54 


56 


58 


60 


62 


Block Type 


MIB 


SB1 


SIB7/SIB4 




MIB 


SIB11 


SIB11 


SIB11 



4.4.4.3 UTRA SIB scheduling for inter EUTRA - UTRA - GERAN test 

Table 4.4.4.3-1 : UTRA SIB schedule 



Block 
Type 


MIB 


SB1 


SIB1 


SIB2 


SIB3 


SIB4 


SIB5/ 
SIB5bis 


SIB7 


SIB11 


SIB16 


SIB18 


SIB19 


SIB Rep 


8 


16 


128 


128 


64 


64 


128 


32 


128 


128 


128 


128 


Max. No of 
seg. 


1 


2 


1 


1 


1 


1 


4 


1 


3 


8 


1 


3 
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Table 4.4.4.3-2: UTRA SIB-repeat period 



Frame No / 
SIB POS 





2 


4 


6 


8 


10 


12 


14 


Block Type 


MIB 


SB1 


SB1 




MIB 


SIB1 


SIB18 


SIB2 




Frame No / 
SIB_POS 


16 


18 


20 


22 


24 


26 


28 


30 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB3 




SIB4 




Frame No / 
SIB_POS 


32 


34 


36 


38 


40 


42 


44 


46 


Block Type 


MIB 


SB1 


SB1 


SIB5/ 
SIB5bis 


MIB 


SIB5/ 
SIB5bis 


SIB5/ 
SIB5bis 


SIB5/ 
SIB5bis 




Frame No / 
SIB_POS 


48 


50 


52 


54 


56 


58 


60 


62 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB11 


SIB11 


SIB11 




Frame No / 
SIB POS 


64 


66 


68 


70 


72 


74 


76 


78 


Block Type 


MIB 


SB1 


SB1 


SIB16 


MIB 


SIB16 


SIB16 


SIB16 




Frame No / 
SIB_POS 


80 


82 


84 


86 


88 


90 


92 


94 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB3 


SIB19 


SIB4 




Frame No / 
SIB_POS 


96 


98 


100 


102 


104 


106 


108 


110 


Block Type 


MIB 


SB1 


SB1 


SIB16 


MIB 


SIB16 


SIB16 


SIB16 




Frame No / 
SIB POS 


112 


114 


116 


118 


120 


122 


124 


126 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB19 


SIB19 





4.4.5 Common parameters for simulated GERAN cells 

The parameters specified in this subclause apply to all simulated GERAN cells unless otherwise specified. 
See TS 51.010 [25]. 

The contents of SYSTEM INFORMATION TYPE 2 Quarter message specified below are identical for all GERAN 
cells. 
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Table 4.4.5-1 : System Information 2 Quater 



Derivation Path: 44.01 8 Table 1 0.5.2.33b. 1 


Information Element 


Value/remark 


Comment 


Condit 
ion 


— — — ; — — 

System information 2Quater 








L2 pseudo length 








rriU I UOUL UloOHIIVMNA I Un 


'Ai 1 /YD 




RR management 

r rOTOCOl 




^KIP INDICATOR 


'nnnn'R 






iv/lpqcAr^p TYPF 


'nnnnm 1 1 'R 

UUUUU MID 






^1 POI IATFR RF^T OPTFT9 
oi w <j f \ i l n r\Lo i uu i l i o 








RA InHiratnr 

DrA IIIUIL/dlUI 


n 
u 






RA Inrliratnr 

OVJJ LDr\ IIIUIUdLUI 


n 
u 






P O honnn Mori/' 
IVIr L/lldliyU IVIdlft 


n 
u 








n 
u 






OIlW UUUI 1 L 


n 

u 






Measurement_Parameters Description 





Not Present 




vjrno ncdl 1 llllc UN leicllOc UebOlipUON 


u 


Mi-\t Procont 




orno doio uescripnon 


u 


inoi rresenx 




GPRS_REPORT PRIORITY Description 





Not Present 




orrio_MLAoUnLMLiN i_rarameters Description 


U 


Not Present 




NC Measurement Parameters 





Not Present 




extension length 





Not Present 




3G Neighbour Cell Description 





Not Present 




3G Measurement Parameters Description 





Not Present 




CjrHb ofj MtAbUHtlvltN I Parameters 
Description 





Not Present 




Additions in release 5 


l_l 
n 






3G Additional Measurement Parameters 
uescripnon 


U 


— — — — 

Not Present 




3G ADDITIONAL MEASUREMENT Parameters 
Description 2 





Not Present 




Additions in release 6 


H 






3G_CCN_ACTIVE 









Additions in release 7 


H 






700 REPORTING OFFSET 





Not Present 




810 REPORTING OFFSET 





Not Present 




Additions in release 8 


H 






Priority and E-UTRAN Parameters Description 


1 


Present 




Serving Cell Priority Parameters Description 


1 


Present 

Note : Values as 
defined from TS 

h-O.UUO, ocCllUll lU.^f 

Tahlp T 
1 duitr o 




HFRAM PRIORITY 


o 






THRESH_Priority_Search 


1 5 (always) 






\ nricon ooivi low 


u 






H PRIO 









i neseieciion 


U 






3G Priority Parameters Description 


U 


— — — 

Not Present 




E-UTRAN Parameters Description 


1 


Present 




E-UTRAN CCN ACTIVE 





CCN not supported 




E-UTRAN_Start 


1 






t-U 1 KAN_btop 


1 






E-UTRAN Measurement Parameters 
Description 





Not Present 




GPRS E-UTRAN Measurement Parameters 
Description 





Not Present 




Repeated E-UTRAN Neighbour Cells 


1 


Present 




{ 








EARFCN 


Same as cell 1 


This field specifies the 
E-UTRA Absolute 
Radio Frequency 
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Channel Number as 
defined in 
3GPP TS 36.104. 




Measurement Bandwidth 


Set according to EUTRA 
band under test 






E-UTRAN_PRIORITY 


'100'B 


Same as cell 1 as 
defined in 

obPP I b 36.1 04. 




THRESH E-UTRAN high 


'00010'B 


Actual value =4 dB 




THRESH E-UTRAN low 


'00010'B 


Actual value =4 dB 




E-UTRANQRXLEVMIN 


17 (-106dBm) 


For signalling test 
cases 






(-140 dBm) 


For RF/RRM test 
cases 




}"0 




End of Repeated E- 
UTRAN Neighbour 
cells structure 

Note: When this 
message is used in 
Tics where more than 
one E-UTRA cells are 
active, this structure 
needs to be specified 
for each cell. 
EARFCN and 
EUTRANPRIORITY 
will then need to be 
configured to the 
corresponding 

PI ITRAM coll 
CU I nMIN cen 




Repeated E-UTRAN Not Allowed Cells 





Not Present 




Repeated E-UTRAN PCID to TA mapping 





Not Present 




3G CSG Description 









E-UTRAN CSG Description 









' Additions in release 9 


L 






spare padding 


spare padding 







4.4.6 Common parameters for simulated CDMA2000 cells 

The parameters specified in this subclause apply to all simulated HRPD or lxRTT cells unless otherwise specified. 
See C.S0038-A [36] for HRPD cells and C.S0043-0 [37] for lxRTT cells. 

4.4.7 Default parameters specific for simulated cells 

Default parameters specific for simulated cells are specified in this subclause. 

4.4.7.1 Common contents of HRPD Overhead messages 

QuickConfig 

The QuickConfig message is used to indicate a change in the overhead messages' contents and to provide frequently 
changing information. 
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Table 4.4.7.1-1 : QuickConfig 



Derivation Path: C.S0024-B clause 7.1 1 .6.2.1 


Information Element 


Value/remark 


Comment 


Condition 


MessagelD 


0x0 


0-255; 




ColorCode 


See table 4.4.2-3 


0-255 




SectorlD24 


Least significant 
24 bits of Sector 
ID given in table 
4.4.2-3 


24 bits 




SectorSignature 


A valid value and 
same as used for 
SectorParameters 


16 bits 




AccessSignature 


A valid value and 
same as used for 
AccessParameter 
s 


16 bits 




Redirect 


0X0 


0-1 




RPCCount63ToO 


A valid value 
corresponding to 
the value of 
px_MACIndex 


0-63 




ForwardTrafficValid63ToO 


A valid value 
corresponding to 
the value of 
px_MACIndex 


0-1 ; RPCCount63ToO 
occurrences 




RPCCountl 27To64lncluded 


A valid value 
corresponding to 
the value of 
px_MACIndex 


or 1 bits 




RPCCount127To64 


A valid value 
corresponding to 
the value of 
px_MACIndex 


or 6 bits 




ForwardTrafficValidl 27To64 


A valid value 
corresponding to 
the value of 
px_MACIndex 


or 1 bits;RPCCount127To64 
occurrences 




RPCCountl 30To383lncluded 


Not Present or a 
valid value 
corresponding to 
the value of 
pxMACIndex 


or 1 bits 




RPCCountl 30To383 


Not Present or a 
valid value 
corresponding to 
the value of 
px_MACIndex 


or 8 bits 




ForwardTrafficValidl 30To383 


Not Present or a 
valid value 
corresponding to 
the value of 
px MACIndex 


or 1 bits 




Reserved 


0X0 


0-7 bits as needed all set to 
zero 





SectorParameters 

The SectorParameters message is used to convey sector specific information to the access terminals. 
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Derivation Path: C.S0024-B clause 7.1 1 .6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MessagelD 


0x01 


0-255 




CountryCode 


See table 4.4.2-3 


- 999;Depends on test case 




bectoriu 


bee table 4 A. 2-3 


128 bit value 




SubnetMask 


UX4U 


8 bits 




SectorSignature 


Any valid value 


1 6 bits 




Latitude 


Any valid value 


22 bits 




Longitude 


Any valid value 


OO L^itn 

23 bits 




RouteUpdateRadiusOverhead 


0x0 


1 1 bits 




LeapSeconds 


'A valid value, 
calculated and 
updated by the 
bb 


8 bits 




LocalTimeOffset 


Any valid value 


1 1 bits 




ReverseLinkSilenceDuration 


0x1 or 0x0 


2 bits 




ReverseLinkSilencePeriod 


0x1 or 0x0 


2 bits 




ChannelCount 


0x1 or 0x0 


5 bits 




Channel 




24 bits; ChannelCount 
occurrences; 

Sub-clause 13.1 in 3GPP2 
C.S0024-B v3.0 




SystemType 


0x00 


8 bits 




BandClass 


Set according to 
PIXIT parameter 


5 bits; Depends on test case 




ChannelNumber 


Set according to 
PIXIT parameter 


1 1 bits; Depends on 
BandClass 




NeighborCount 


0x0 


5 bits 


No_NeighPN 
Inc 




16 




NeighPNInc 


NeighborPilotPN 


Not Present 




No_NeighPN 
Inc 




Pilots PN's of 
configured cells 
[FFS] 




NeighPNInc 


NeighborChannellncluded 


0x0 


1 bit; NeighbourCount 
occurrences 


k i„' u nMi — 

NeighPNInc 




Not Present 




No_NeighPN 
Inc 


NeighborChannel 


Not Present 


or 24 bits; NeighbourCount 
occurrences 




NeighborSearchWindowSizelncluded 


0x0 


1 bit 




NeighborSearchWindowSize 


Not Present 


or 4 bits; NeighbourCount 
occurrences 




NeighborSearchWindowOffsetlncluded 


0x0 


1 bit 




NeighborSearchWindowOffset 


Not Present 


or 3 bits; NeighbourCount 
occurrences 




ExtendedChannellncluded 


0x0 or Not 
Present 


or 1 bits; 

The number of cdma2000 high 
rate packet data extended 
channels available to the 
access terminal on this sector; 
Note 1 ; 




ExtendedChannelCount 


Not Present 


or 5 bits 




ExtendedChannel 


Not Present 


24 bits; or 

ExtendedChannelCount 
occurrences 




AccessHashingChannelMasklncluded 


0x0 or Not 
Present 


or 1 bits; 

AccessHashingChannelMaskL 
ength occurrences of this field 
and 

AccessHashingChannelMask 
if set as 

AccessHashingChannelMask; 
Note 1 ; 





ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



86 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



AccessHashingMaskLength 


Not Present 


or 4 bits; 

0<=AccessHashingChannelMa 
skLength<=(ChannelCount + 
ExtendedChannelCount), 




AccessHashingChannelMaskSameAsPrevious 


Not Present 


1 bit; 

AccessHashingChannelMaskL 
ength occurrences of this field 
and 

AccessHashingChannelMask 
if set as 

AccessHashingChannelMask 




AccessHashingChannelMask 


Not Present 


or 

AccessHashingMaskLength+1 




RouteUpdateTriggerCodelncluded 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




RouteUpdateTriggerCode 


Not Present 


or 1 2 bits 




RouteUpdateTriggerMaxAge 


Not Present 


or 4 bits 




PnorSessionGAUP 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




FPDCHSupportedlnclude 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




FPDCHSupported 


Not Present 


or 1 bits 




SecondaryColorCodelncluded 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




SecondaryColorCodeCount 


Not Present 


or 3 bits 




SecondaryColorCode 


Not Present 


8 bits 




PilotGrouplDLooplncluded 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




PilotGrouplDlncluded 


Not Present 


or 1 bits 




PilotGroupID 


Not Present 


or 3 bits 




IsSectorMultiCarrierCapable 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




ReverseBandClass 


Not Present 


or 5 bits 




ReverseChannelNumber 


Not Present 


or 1 1 bits 




Reserved 


0X0 


0-7 bits as needed all set to 
zero 




Note 1 : As no Non reserved fields following this are included, it can be Not Present; If not present, AT assumes as 
0x0. 



Condition 


Explanation 


No_NeighPNInc 


No neighbour Pilot PN included 


NeighPNInc 


Neighbor Pilot PN's included 



AccessParameters 

The AccessParameters message is used to convey Access Channel information to the access terminals. 
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Table 4.4.7.1-3: AccessParameters 



Derivation Path: C.S0024-B clause 9.4.6.2.6 


Information Element 


Value/remark 


Comment 


Condition 


MessagelD 


0x1 


0-255 




Access Cycle Duration 


1 6 slots or 64 
slots 


16,12,64,128 slots 




Access Signature 


Any valid value 


1 6 bits 
Notel . 




OpenLoopAdjust 


Set according to 
PIXIT parameter 
for default open 
loop aajusi 


8bits(-84 -1 15 dB); Actual 
value is -1 times 




Dr^l^a Initial A/Hil lot 
r lUUclllllldlMUJUbl 


UXU^U UDJ 


R hitc7 1 K 1 R rlW 
O Ullb^ ID — I O UUj 




ProbeNumStep 


0x5 


4bits(1 -15) 




PowerStep 


uxo(4 ab) 


4 DltS(U —i.O UB) 




PreambleLength 


0x2 


3bits(1 - 7) 




CapsuleLengthMax 


0x2 or 0x4 


4 bits 




APersistence 


0x0 or 0x1 


6 bits; 'NACMPAPersist = 4' 
occurrences 




APersistence 


0x0 or 0x1 


6 bits 




APersistence 


0x0 or 0x1 


6 bits 




APersistence 


0x0 or 0x1 


6 bits 




Reserved 


0X0 


0-7 bits as needed all set to 
zero 




Note 1 : The value specified is the value to be used when the AccessParameters is being sent first time. At every 


change of content of AccessParameters message it is incremented by 1 . 





Sync 

The access network broadcasts the Sync message to convey basic network and timing information 



Table 4.4.7.1-4: Sync 



Derivation Path: C.S0024-B clause 7.3.6.2.1 


Information Element 


Value/remark 


Comment 


Condition 


MessagelD 


0x0 


0-255 




MaximumRevision 


0x1 


8 bits ; Clause 1.15 of 3GPP2 
C.S0024-B v3.0 




MinimumRevision 


0x1 


8 bits; Clause 1.15 of 3GPP2 
C.S0024-B v3.0 




Pilot PN Offset 


See table 4.4.2-3 


0-511 




CDMA System Time 


A valid value, 
calculated and 
updated by the SS 


37 bits 





Editor's Note: This section is reserved for cell specific default parameters. 

4.4.7.2 Common contents of 1XRTT Overhead messages 
4.4.7.2.1 Configuration sequence number 

In general, a base station maintains a configuration sequence number CONFIG_SEQ for configuration messages 
transmitted on the Paging channel and increments by 1 modulo 64 whenever any of the following messages being 
transmitted are modified: 

System Parameters Message 

Neighbor List Message (Band Class only) 

CDMA Channel List Message 

Extended System Parameters Message 
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Extended Neighbor List Message (band classes other than Band Class 0). 

For simplicity resaons the System Simulator may use any value for this configuration sequence number CONFIG_SEQ. 

4.4.7.2.2 Over Head messages 

CDMA Channel List Message 



Table 4.4.7.2.2-1 : CDMA Channel List Message 



Derivation Path: C.S0005 clause 3.7.2.3.2.4 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits; 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits; 




CDMA_FREQ 


Set according to 
PIXIT parameter 
or as per clause 
4.3.1.4 


1 1 bits 
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System Parameters Message 



Table 4.4.7.2.2-2: System Parameters Message 



Derivation Path: C.S0005 clause 3.7.2.3.2.1 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits 




SID 


See table 4.4.2-4 


15 bits 




NID 


See table 4.4.2-4 


16 bits 




REG ZONE 


See table 4.4.2-4 


12 bits 




TOTAL ZONES 


1 


3 bits 




ZONE TIMER 


OoM 


3 bits; 1 or 2 minutes 




MULT_SIDS 


Oor 1 


1 bits; Mobile shall not or shall 
store SID NID List containing 
different SID's 




MULT_NIDS 


Oor 1 


1 bits; Mobile shall not or shall 
store SID NID List containing 
different NID's 




BASE ID 


See table 4.4.2-4 


1 6 bits 




BASE_CLASS 


1 


4 bits 


BandClassI 
4 









Not 

BandClassI 
4 


PAG EC HAN 


1 


3 bits; Number of Paging 
Channels 




MAX_SLOT_CYCLE_INDEX 


1 or 


3 bits; Maximum Slot Cycle 
index 




HOME_REG 




1 bits; Home registration 
enabled 




FOR_SID_REG 


1 


1 bits; SID roamer registration 
enabled 




FOR_NID_REG 


1 


1 bits; NID roamer registration 
enabled 




POWER_UP_REG 




1 bits; power-up registration 
enabled 




POWER_DOWN_REG 


Set according to 
PIXIT parameter 


1 bits; power-down registration 
enabled as per PIXIT 




PARAMETER_REG 


Oor 1 


1 bits; parameter change 
registration disabled or 
enabled 




REG_PRD 





7 bits; registration period; No 
timer Based Registration 




BASE LAT 


Any valid value 


22 bits; Base Station Latitude 




BASELONG 


Any valid value 


23 bits; Base Station 
Longitude 




REG_DIST 





1 1 bits; 

Distance based registration 
disabled 




SRCH_WIN_A 


8 


4 bits; Search Window size for 
Active Set; 60 PN Chips 




SRCH_WIN_N 


8 


4 bits; Search Window Size for 
the neighbor set; 60 PN Chips 




SRCH_WIN_R 


8 


4 bits; Search window size for 
the remaining set; 60 PN 
Chips 




NGHBR_MAX_AGE 





4 bits; Minimum Neighbour set 
age 




PWR_REP_THRESH 


0, 1 or 5 


5 bits; Power control reporting 
threshold 




PWR_REP_FRAMES 


0, 4 or 7 


4 bits; power control reporting 
frame count; 5 or 28 frames 
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m a / r~> ti inroi i i — k i a ni i — 

PWRTHRESHENABLE 





1 bits; threshold report mode 
disabled 




r~it a / r~i r~i i — i — \ ■ v-\ i— \ r — m > ni i — 

PWR_PERIOD_ENABLE 





1 bits; periodic report mode 
disabled 




PWR REP DELAY 


or 14 


5 bits; or 56 frames 




RESCAN 





1 bit; re-initialize and re- 
acquire the system 




TADD 


28 (-14 dB Ec/lo) 


6bits; Pilot detection threshold 
(-14 dB Ec/lo) 




T_DROP 


32 


6 bits; Pilot drop threshold (-16 
dB Ec/lo) 




T_COMP 


5 


4; Active set versus candidate 
set comparison threshold (2.5 
dB) 




T TDROP 


3 


4 bits; Drop timer value (4 sec) 




EXT_SYS_PARAMETER 


1 


1 bit; Extended System 
Parameters message present 




EXTNGHBRLST 


1 


1 bit; Extended neighbor list 
not present 


BandClassI 
3 4 









Not 

BandClassI 
3 4 


G E N_N G H B RLST 





1 bit; General neighbor list not 
sent 




GLOBALREDIRECT 





1 bit; Global service redirection 
message not transmitted 




PRI_NGHBR_LST 





1 bit; Private neighbor list 
message not transmitted 




USER_ZONE_ID 





1 bit; User zone Identification 
not transmitted 




EXTGLOBALREDIRECT 





1 bit; Extended global 
redirection not transmitted 




EXTCHANLST 





1 bit; Extended channel list not 
sent 





Condition 


Explanation 


BandClassI 4 


If Band Class is 1 or 4 


BandClassI 3 4 


If Band Class is 1 or 3 or 4 
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Access Parameters Message 



Table 4.4.7.2.2-3: Access Parameters message 



Derivation Path: C.S0005 clause 3.7.2.3.2.2 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits; 




ACC_MSG_SEQ 


0,1,2..63 


6 bits; Access Message 
Sequence; is used in initial 
transmission and incremented 
by 1 modulo 64 every time 
Access Parameters message 
is modified; 

for simplicity reasons any 
value may be used 




ACC_CHAN 





5 bits; Number of access 
channels -1 




NOM_PWR 





4 bits; Nominal transmit power 
offset in dB 




INIT PWR 





5 bits; Initial power offset in dB 




PWR STEP 


1 or 3 


3 bits; Power increment 




NUM_STEP 


Any valid value 


4 bits; 5 access probes/ 
sequence 




MAX_CAP_SZ 


2 or 7 


3 bits; Maximum Access 
channel message capsule size 
=2 or 7 +3 frames 




PAM_SZ 


Any valid value 


4 bits; Access Channel 
preamble length = 2+1 
frames 




PSIST(0-9) 





6 bits; Persistence value for 
access overload classes 0-9 




PSIST(10) 





3 bits; Persistence value for 
access overload classes 10 




PSIST(11) 





3 bits; Persistence value for 
access overload classes 1 1 
(emergency) 




PSIST(12) 





3 bits; Persistence value for 
access overload classes 12 




PSIST(13) 





3 bits; Persistence value for 
access overload classes 13 




PSIST(14) 





3 bits; Persistence value for 
access overload classes 14 




PSIST(15) 





3 bits; Persistence value for 
access overload classes 15 




MSG_PSIST 





3 bits; Persistence modifier for 
access channel attempts for 
message transmissions 




REG_PSIST 





3 bits; Persistence modifier for 
Access Channel attempts for 
registrations 




PROBE_PN_RAN 


4 or 


4 bits; Time Randomization for 
Access Channel probes= to 
15 PN chips 




ACC_TMO 


3, 4 or 5 


4 bits; Acknowledgement 
timeout = (value +2) * 80 ms 




PROBEBKOFF 


1 orO 


4 bits; Access Channel probe 
back off = no back off 




BKOFF 


1 orO 


4 bits; Access channel probe 
sequence backoff range =no 
back off 




MAXREQSEQ 


Any valid value 


4 bits; Max number of access 
probe sequences for an 
access channel request 




MAX_RSP_SEQ 


Any valid value 


4 bits; Max number of access 
probe sequences for an 
access channel response 




AUTH 





2 bits; No authentication data 
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in access channel messages 




RAND 


Not present 


or 32 bits 




NOM_PWR_EXT 





1 bits; Extended nominal 
transmit power 
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Extended System Parameters Message 



Table 4.4.7.2.2-4: Extended System Parameters Message 



Derivation Path: C.S0005 clause 3.7.2.3.2.13 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits 




DELETE FOR TMSI 





1 bits; Delete foreign TMSI 




USE TMSI 


or 1 


1 bits; Use TMSI indicator 




PREF_MSID_TYPE 


3 


2 bits; Preferred Access 

/~\ i i n ii <**» i r~v ~i~ 

Channel MSID Type 




MCC 


See table 4.4.2-4 


1 bits 




IMSI_11_12 


See table 4.4.2-4 


7 bits; 11th and 12th digits of 
the IMSI 




TMSI ZONE LEN 


1 or 


4 bits 




TMSI ZONE 


1 or Not present 


8 bits if present 




BCAST INDEX 





3 bits 




IMSI T SUPPORTED 





1 bits 




P REV 


6 


8 bits 




MIN P REV 


6 


8 bits 




SOFT SLOPE 





6 bits 




ADD INTERCEPT 





6 bits; dB 




DROP INTERCEPT 





6 bits; dB 




PACKET_ZONE_ID 





8 bits; Packet data service 
zone not supported 




MAX NUM ALT SO 





3 bits 




RESELECTJNCLUDED 





1 bits; System reselection 
parameters not included 




EC THRESH 


Not present 


or 5 bits 




EC 10 THRESH 


Not present 


or 5 bits 




PILOT_REPORT 


1 orO 


1 bits; Pilot Report indicator; 
the MS reports or does not 
report additional pilots which 
have strengths exceeding 
T ADD 




NGHBR SET ENTRY INFO 





1 bits 




A /~l /~l 1 — K IT I 1 y~\ S~\ 1 — \ |— \ 1 — 1 — \ 

ACC ENT HO ORDER 


Not present 


or 1 bits 




NGHBR SET ACCESS INFO 





1 bits 




ACCESS HO 


Not present 


or 1 bits 




ACCESS HO MSG RSP 


Not present 


or 1 bits 




ACCESS_PROBE_HO 


Not present 


or 1 bits 




ACC HO LIST UPD 


Not present 


or 1 bits 




ACC PROBE HO OTHER MSG 


Not present 


or 1 bits 




MAX NUM PROBE HO 


Not present 


or 3 bits 




NGHBR SET SIZE 


Not present 


or 6 bits 




ACCESS_ENTRY_HO 


Not present 


1 bits; Access Entry Handoff 
not permitted 




ACCESS HO ALLOWED 


Not present 


1 bits 




BROADCAST_GPS_ASST 





1 bits; Broad cast GPS not 
supported 




QPCH_SUPPORTED 





1 bits; Quick PCH not 
supported 




NUM QPCH 


Not present 


or 2 bits 




QPCH RATE 


Not present 


or 1 bits 




QPCH POWER LEVEL PAGE 


Not present 


or 3 bits 




QPCH CCI SUPPORTED 


Not present 


or 1 bits 




QPCH POWER LEVEL CONFIG 


Not present 


or 3 bits 




SDB_SUPPORTED 





1 bits; Short Data burst not 
supported 




RLGAIN_TRAFFIC_PILOT 





6 bits; dB Gain adjustment of 
Reverse traffic channel 
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REV PWR CNTL DELAY INCL 





1 bits 




REV PWR CNTL DELAY 


Not present 


or 2 bits 





Neighbor List Message 

Table 4.4.7.2.2-6: Neighbor List Message 



This message is sent when EXT_NGHBR_LST in Systems parameter message is set as '0'B i.e. the band class is 0; 



Derivation Path: C.S0005 clause 3.7.2.3.2.3 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits 




PILOTJNC 


10 or 1 


4 bits; Pilot PN Sequence 
offset index increment = n * 50 




NGHBR CONFIG(n) 


or Not present 






NGHBR_PN(n) 


See table 4.4.2-4 
or Not Present 


9 bits if present 




Note 1 : the elements with index n are repeated as per table 4.4.2-5 



Extended Neighbor List Message 

Table 4.4.7.2.2-7: Extended Neighbor List Message 



This message is sent when EXT_NGHBR_LST in Systems parameter message is set as T'B i.e. the band class is not 0; 



Derivation Path: C.S0005 clause 3.7.2.3.2.14 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits 




PILOTJNC 


10 or 1 


4 bits; Pilot PN Sequence 
offset index increment = n * 50 




NGHBRCONFIG(n) 


or Not present 


3 bits if present; 
Neighbor configuration where 
neighbor base station has 
same number of frequencies 
having paging channels as the 
current base station; 




NGHBR_PN(n) 


See table 4.4.2-4 
or Not present 


9 bits if present 




SEARCHPRIORITY(n) 


1 , 2 or Not 
present 


2 bits if present; Medium 
search priority 




FREQJNCL(n) 


1 


1 bit 


InterFreqCell 




or Not present 






NGHBR_BAND(n) 


Set according to 
PIXIT parameter 


or 5 bits 


InterFreqCell 




Not present 






NGHBR_FREQ(n) 


Set according to 
PIXIT parameter 


or 1 1 bits 


InterFreqCell 




Not Present 






Note 1 : The elements with index n are repeated as per table 4.4.2-5. The SS can transmit up to 7 neighbour intra 
frequency cell information. The parameters for the first cell should be set as per table 4.4.2-4. 



Condition | Explanation 
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InterFreqCell 



If the configured neighbour cell is on a different frequency compared to the cell in which 
Extended Neighbour list message is being transmitted 



Sync channel Messages 

Table 4.4.7.2.2-8: Sync Channel Message 



Derivation Path: C.S0005 clause 3.7.2.3.2.26 


Information Element 


Value/remark 


Comment 


Condition 


P REV 


6 


8 bits; Protocol revision level 




MINI D PC\/ 

Ml IN r ntv 


c 
D 


o Dits, Minimum proiocoi 
revision level 




SID 


See table 4.4.2-4 


15 bits 




Min 
NIL) 


bee table 4.4.^-4 


1 6 bits 




PILOT PN 


See table 4.4.2-4 


9 bits 




LCSTATE 


A valid value, 
calculated and 
updated by the SS 


42 bits; Long code State 




SYS_TIME 


A valid value, 
calculated and 
updated by the SS 


36 bits; System time 




LP_SEC 


A valid value, 
calculated and 
updated by the bb 


8 bits; The number of leap 
seconds 




LTMOFF 


A valid value, 
calculated and 
updated by the SS 


6 bits; Offset of local time from 
System time 




DAYLT 


A valid value, 
calculated and 
updated by the SS 


1 bits; Daylight savings 
indicator 




PRAT 





2 bits; Paging Channel Data 
rate=9600 bps 




CDMA_FREQ 


Set according to 
PIXIT parameter 
or as per clause 
4.3.1.4 


11 bits; Frequency assignment 




EXTCDMAFREQ 


Set according to 
PIXIT parameter 
or as per clause 
4.3.1.4 


1 1 bits; Extended frequency 
assignment 





4.5 Generic procedures 

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 
[21], TS 36.523-1 [18] and TS 36.523-3 [34] or other procedures defined in this specification. This section also defines 
a set of procedures to bring the UE into these states. 



4.5.1 UE test states 

NOTE: The need to have a procedure for the transition from State 4/State 3 to State 2 is for further study and it 
can added if the technical motivation for this procedure can be justified. 
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State 1 
Switched OFF 



I 



State 2 
Registered, 
Idle Mode 



I 




State 3 
Generic RB 
Established 



State 2A 
Registered, Idle Mode 
UE Test Mode 
Activated 





1 



State 2B 
Registered, Idle Mode, 
pre-registered on HRPD 



State 3A 
Generic RB Established 
UE Test Mode Activated 





State 2C 
Registered, Idle Mode, 
pre-registered on 1xRTT 



][ 

State 3B 
Generic RB 
Established, pre- 
registered on HRPD 




State 3C 
Generic RB Established, 
pre-registered on 1xRTT 



State 4 
Loopback 
Activated 



Figure 4.5.1-1 : E-UTRAN UE Test States for Basic Generic Procedures 



In order that the UE can set up a call or session in E-UTRAN, there are a number of procedures to be undertaken in a 
hierachical sequence to move between known states. The sequences are shown in figure 4.5.1-1 and the status of the 
relevant protocols in the UE in the different states are given in table 4.5.1-1. 
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Table 4.5.1-1 : The E-UTRAN UE states 





RRC 


ECM 


EMM 


ESM 


UE Test 
Moae 


State 1 


Switched OFF 












State 2 


Registered, 
Idle Mode 


RRCJDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Not active 


State 
2A 


Registered, 
Idle Mode, UE 
Test Mode 
Activated 


RRCJDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Active 


State 
2B 


Registered, 
Idle Mode, 
pre-registered 
on HRPD 


RRCJDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Active 


State 
2C 


Registered, 
Idle Mode, 
pre-registered 
on 1xRTT 


RRCJDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Active 


State 3 


Generic RB 
Established 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
< N < 7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Not active 


State 
3A 


Generic RB 
Established, 
UETest Mode 
Activated 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
< N < 7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Active 


State 
3B 


Generic RB 
Established, 
pre-registered 
on HRPD 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
< N < 7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Active 


State 
3C 


Generic RB 
Established, 
pre-registered 
on 1xRTT 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
< N < 7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Active 


State 4 


Loopback 
Activated 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
< N<7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Active 



NOTE: Refer to TS 24.301 [28] subclause 5.5.1.1 for more details on the ESM state. 
NOTE: Refer to TS 36.509 [38] for details regarding UE test mode and UE Loopback. 
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State 1 
Switched OFF 



State H2 
HRPD Registered, 
Dormant Mode 



State H3 
QoS Flow Established 
Connected Mode 




i 



State H2A 
HRPD Registered, 
Dormant Mode, 
re-registered on E-UTRAN, 




State H3A 
QoS Flow Established, 

Connected Mode 
re-registered on E-UTRAN/ 



Figure 4.5.1-2: HRPD UE Test States for Basic Generic Procedures 



In order for the UE to set up a session in an HRPD RAN, there is a number of procedures that need to be performed in 
a certain sequence to move between known UE states. These states and sequences are shown in figure 4.5.1-2. HRPD 
UE states are described in table 4.5.1-2. 



Table 4.5.1-2: Description of HRPD UE states 



State 


Description 


H2 


The UE is registered on the HRPD network, but has no active connection to the network. The Inter- 
RAT Idle State Protocol (IR-ISP) is in Monitor State. The UE should be ready to perform a non- 
optimised cell reselection to E-UTRAN (as per [41] cl. 8 and [42] cl. 14.1). 


H3 


The UE is registered on the HRPD network, and has an active network connection. The UE should be 
ready to perform a non-optimised handover to E-UTRAN (as per [41] cl. 8). 


H2A 


Same state as State H2, but the UE is also pre-registered in E-UTRAN. The UE should be ready to 
perform an optimised cell reselection to E-UTRAN (as per [41] cl. 9.6). 


H3A 


Same state as State H3, but the UE is also pre-registered in E-UTRAN. The UE should be ready to 
perform an optimised handover to E-UTRAN (as per [41] cl. 9.5). 



4.5.2 UE Registration (State 2) 

4.5.2.1 Initial conditions 

System Simulator: 

1 cell, default parameters. 

- The procedure shall be performed under ideal radio conditions as defined in clause 5 
User Equipment: 

- The Test USIM shall be inserted. 

4.5.2.2 Definition of system information messages 

The default system information messages are used. 
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4.5.2.3 Procedure 



Table 4.5.2.3-1 : UE registration procedure (state 1 to state 2) 



Step 


Procedure 


U-S 


Message Sequence 
Message 


1 




<— 


RRC: SYSTEM INFORMATION (BCCH) 


2 


UE transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


3 


SS transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and to initiate the 
Attach procedure by including the ATTACH 
REQUEST message. The PDN 
CONNECTIVITY REQUEST message is 
piggybacked in ATTACH REQUEST 


— > 


RRC: RRCConnectionSetupComplete 

NAS: ATTACH REQUEST 

NAS: PDN CONNECTIVITY REQUEST 


5 


The SS transmits an AUTHENTICATION 
REQUEST message to initiate the EPS 
authentication and AKA procedure. 


<-- 


RRC: DLInformationTransfer 

NAS: AUTHENTICATION REQUEST 


6 


The UE transmits an AUTHENTICATION 
RESPONSE message and establishes mutual 
authentication. 


— > 


RRC: ULInformationTransfer 

NAS: AUTHENTICATION RESPONSE 


7 


The SS transmits a NAS SECURITY MODE 
COMMAND message to activate NAS 
security. 


<-- 


RRC: DLInformationTransfer 

NAS: SECURITY MODE COMMAND 


8 


The UE transmits a NAS SECURITY MODE 
COMPLETE message and establishes the 
initial security configuration. 


— > 


RRC: ULInformationTransfer 

NAS: SECURITY MODE COMPLETE 


" 


EXCEPTION- Steps 9a1 to 9a2 describe 

behaviour that depends on UE configuration; 
the "lower case letter" identifies a step 
sequence that take place if the UE has ESM 
information which needs to be transferred. 


- 


- 


9a1 


IF the UE sets the ESM information transfer 
flag in the last PDN CONNECTIVITY 
REQUEST message THEN the SS transmits 
an ESM INFORMATION REQUEST message 
to initiate exchange of protocol configuration 
options and/or APN. 


<-- 


RRC: DLInformationTransfer 

NAS: ESM INFORMATION REQUEST 


9a2 


The UE transmits an ESM INFORMATION 
RESPONSE message to transfer protocol 
configuration options and/or APN. 


— > 


RRC: ULInformationTransfer 

NAS: ESM INFORMATION RESPONSE 


10 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<-- 


RRC: SecurityModeCommand 


11 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


12 


The SS transmits a UECapabilityEnquiry 
message to initiate the UE radio access 
capability transfer procedure. 


<-- 


RRC: UECapabilityEnquiry 


13 


The UE transmits a UECapabilitylnformation 
message to transfer UE radio access 
capability. 


— > 


RRC: UECapabilitylnformation 


14 


The SS transmits an 

RRCConnectionReconfiguration message to 
establish the default bearer with condition 
SRB2-DRB(1 , 0) according to 4.8.2.2.1 .1 . 
This message includes the ATTACH ACCEPT 
message. The ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST message is 
piggybacked in ATTACH ACCEPT. 


<-- 


RRC: RRCConnectionReconfiguration 
NAS: ATTACH ACCEPT 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST 


15 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of 


— > 


RRC: 

RRCConnectionReconfigurationComplete 
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default bearer. 








EXCEPTION: In parallel to the event 
described in step 16 below, if initiated by the 
UE the generic procedure for IP address 
allocation in the U-plane specified in TS 
36.508 subclause 4.5A.1 takes place 
performing IP address allocation in the U- 
plane. 






- 


EXCEPTION: In parallel to the event 
described in step 16 below the generic 
procedure for IMS signalling in the U-plane 
specified in TS 36.508 subclause 4.5A.3 
takes place if requested by the UE 






16 


This message includes the ATTACH 
COMPLETE message. The ACTIVATE 
DEFAULT EPS BEARER CONTEXT 
ACCEPT message is piggybacked in 
ATTACH COMPLETE. 


--> 


RRC: ULInformationTransfer 
NAS: ATTACH COMPLETE 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT ACCEPT 




EXCEPTION: Steps16a1 to 16a3 describe 
behaviour that depends on UE configuration; 
the "lower case letter" identifies a step 
sequence that takes place if IMS voice not 
supported and pc_voice_PS_1_CS_2, 
pc_attach and pc_TAU_connected are set to 
TRUE. (Note 1) 






16a1 


The UE transmits a TRACKING AREA 
UPDATE REQUEST message. 


--> 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
REQUEST 


16a2 


The SS transmits a TRACKING AREA 
UPDATE ACCEPT message. 


<-- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


16a3 


The UE transmits a TRACKING AREA 
UPDATE COMPLETE message. 


--> 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 




EXCEPTION: Steps16b1 to 16b6 describe 
behaviour that depends on UE configuration; 
the "lower case letter" identifies a step 
sequence that takes place if IMS voice not 
supported and pc_voice_PS_1_CS_2, 
pc_attach and pc_TAU_idle are set to TRUE. 
(Note 2) 






16b1 


The SS transmits an RRCConnectionRelease 
message to release the RRC connection. 


<-- 


RRC: RRCConnectionRelease 


16b2 


The UE transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


16b3 


The SS transmit an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


16b4 


The UE transmits an 

RRCConnectionSetupComplete m essag e 
including a TRACKING AREA UPDATE 
REQUEST message. 


--> 


RRC: RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 


16b5 


The SS transmits a TRACKING AREA 
UPDATE ACCEPT message. 


<-- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


16b6 


The UE transmits a TRACKING AREA 
UPDATE COMPLETE message. 


--> 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 


17 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRCJDLE (State 2). 


<— 


RRC: RRCConnectionRelease 


NOTE 1 : The procedure is used with specific message with no IMS voice network support. The UE is 

configured for voice domain preference IMS PS voice preferred, CS Voice as secondary and to 
initiate EPS attach. The UE implementation supports TAU in connected mode, 

NOTE 2: The procedure is used with specific message (no IMS voice). The UE is configured for voice 
domain preference IMS PS voice preferred, CS Voice as secondary and to initiate EPS attach. 
The UE implementation supports TAU in idle mode, 
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4.5.2.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below. 



Table 4.5.2.4-1 : RRCConnectionRequest (Step 2) 



Derivation Path: Table 4.6.1-16 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








ue-ldentity 


Any allowed value 






I 








I 








} 









Table 4.5.2.4-2: UECapabilitylnformation (Step 13) 



Derivation Path: Table 4.6.1-23 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE{ 








ueCapabilitylnformation-r8 


Any allowed value 






I 








} 








} 








Table 4.5.2.4-3: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (Step 14) 


Derivation Path: Table 4.7.3-6 


Information Element 


Value/remark 


Comment 


Condition 


PDN address 






IPv4_addres 
s_only 


Length of PDN address contents 


5 octets 






PDN type value 


'001 'B 


IPv4 




PDN address information 


IPv4 address 


The SS provides a 
valid IPv4 address 


NOT IPv4- 
DHCP 




0.0.0.0 


DHCPv4 is to be 
used to allocate 
the IPv4 address 


IPv4-DHCP 


ESM cause 


IF "PDN type" IE in step 
4is'IPv4v6' THEN 
'0011 001 0'B ELSE Not 
present 


"PDN type IPv4 
only allowed" 





NOTE: The default message contents specified in table 4.7.3-6 apply unless the condition IPv4_address_only in 
table 4.5.2.4-3 is true. 



Condition 


Explanation 


IPv4_address_only 


This condition applies if the test case preamble description indicates that the UE is 
allocated an IPv4 address. 


IPv4-DHCP 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the IE Protocol 
configuration options contains a configuration protocol option = '000B00H' ("IPv4 address 
allocation via DHCPv4", length of contents = 0). 

Note: This condition is used in conjunction with IPv4 or IPv4v6 as indicated in the "PDN 
address row" just above. 
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Table 4.5.2.4-4: TRACKING AREA UPDATE REQUEST (Steps 16a1 and 16b4) 



Derivation Path: 36.508 Table 4.7.2-27 with condition combined_TA_LA 

Table 4.5.2.4-5: TRACKING AREA UPDATE ACCEPT (Steps 16a2 and 16b5) 

Derivation Path: 36.508 Table 4.7.2-24 with condition combined TA LA 



4.5.2A UE Registration, UE Test Mode Activated (State 2A) 
4.5.2A.1 Initial conditions 

System Simulator: 

1 cell, default parameters. 

- The procedure shall be performed under ideal radio conditions as defined in clause 5 
User Equipment: 

- The Test USIM shall be inserted. 

4.5.2A.2 Definition of system information messages 

The default system information messages are used. 
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4.5.2A.3 Procedure 



Table 4.5.2A.3-1 : UE registration with test mode activation procedure (state 1 to state 2A) 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 to 

9a2 


Same procedure for steps 1 to 9a2 as 
specified in the procedure in clause 4.5.2.3 






10 


The SS transmits an ACTIVATE TEST MODE 
message to activate UE radio bearer test 
mode procedure. 


<-- 


RRC: DLInformationTransfer 
TC: ACTIVATE TEST MODE 


11 


The UE transmits an ACTIVATE TEST MODE 
COMPLETE message. 


— > 


RRC: ULInformationTransfer 

TC: ACTIVATE TEST MODE COMPLETE 


12 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<-- 


RRC: SecurityModeCommand 


13 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


14 


The SS transmits a UECapabilityEnquiry 
message to initiate the UE radio access 
capability transfer procedure. 


<-- 


RRC: UECapabilityEnquiry 


15 


The UE transmits a UECapabilitylnformation 
message to transfer UE radio access 
capability. 


— > 


RRC: UECapabilitylnformation 


16 


The SS transmits an 

RRCConnectionReconfiguration message to 
establish the default bearer with condition 
SRB2-DRB(1 , 0) according to 4.8.2.2.1 .1 . 
This message includes the ATTACH ACCEPT 
message. The ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST message is 
piggybacked in ATTACH ACCEPT. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: ATTACH ACCEPT 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST 


17 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of 
default bearer. 


--> 


RRC: 

RRCConnectionReconfigurationComplete 




EXCEPTION: In parallel to the event 
described in step 18 below the generic 
procedure for IP address allocation in the U- 
plane specified in TS 36.508 subclause 
4.5A.1 takes place performing IP address 
allocation in the U-plane if requested by the 
UE. 








EXCEPTION: In parallel to the event 
described in step 18 below the generic 
procedure for IMS signalling in the U-plane 
specified in TS 36.508 subclause 4.5A.3 
takes place if requested by the UE 






18 


This message includes the ATTACH 
COMPLETE message. The ACTIVATE 
DEFAULT EPS BEARER CONTEXT 
ACCEPT message is piggybacked in 
ATTACH COMPLETE. 


— > 


RRC: ULInformationTransfer 
NAS: ATTACH COMPLETE 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT ACCEPT 


- 


EXCEPTION: Steps18a1 to 18a3 describe 
behaviour that depends on UE configuration; 
the "lower case letter" identifies a step 
sequence that takes place if IMS voice not 
supported and pc_voice_PS_1_CS_2, 
pc attach and pc TAU connected are set to 
TRUE. (Note 1) 






18a1 


The UE transmits a TRACKING AREA 
UPDATE REQUEST message. 


--> 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
REQUEST 


18a2 


The SS transmits a TRACKING AREA 
UPDATE ACCEPT message. 


<-- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


18a3 


The UE transmits a TRACKING AREA 


— > 


RRC: ULInformationTransfer 
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UPDATE COMPLETE message. 




NAS: TRACKING AREA UPDATE 
COMPLETE 




EXCEPTION: Steps18b1 to 18b6 describe 
behaviour that depends on UE configuration; 
the "lower case letter" identifies a step 
sequence that takes place if IMS voice not 
supported and pc_voice_PS_1_CS_2, 
pc_attach and pc_TAU_idle are set to TRUE. 
(Note 2) 






18b1 


The SS transmits an RRCConnectionRelease 
message to release the RRC connection. 


<— 


RRC: RRCConnectionRelease 


18b2 


The UE transmits an RRCConnectionRequest 
message. 


— > 


RRC: RRCConnectionRequest 


18b3 


The SS transmit an RRCConnectionSetup 
message. 


<— 


RRC: RRCConnectionSetup 


18b4 


The UE transmits an 

RRCConnectionSetupComplete m essag e 
including a TRACKING AREA UPDATE 
REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 


18b5 


The SS transmits a TRACKING AREA 
UPDATE ACCEPT message. 


<-- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


18b6 


The UE transmits a TRACKING AREA 
UPDATE COMPLETE message. 


--> 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 


19 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRCJDLE (State 2A). 


<— 


RRC: RRCConnectionRelease 


NOTE 1 : The procedure is used with specific message with no IMS voice network support. The UE is 

configured for voice domain preference IMS PS voice preferred, CS Voice as secondary and to 
initiate EPS attach. The UE implementation supports TAU in connected mode, 

NOTE 2: The procedure is used with specific message with no IMS voice network support. The UE is 

configured for voice domain preference IMS PS voice preferred, CS Voice as secondary and to 
initiate EPS attach. The UE implementation supports TAU in idle mode, 



4.5.2A.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below. 



Table 4.5.2A.4-1 : RRCConnectionRequest (Step 2) 



Derivation Path: Table 4.6.1-16 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








ue-ldentity 


Any allowed value 






} 








} 








} 









Table 4.5.2 A.4-2: UECapability Information (Step 15) 



Derivation Path: Table 4.6.1-23 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE{ 








ueCapabilitylnformation-r8 


Any allowed value 






} 








I 








1 
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Table 4.5.2A.4-3: TRACKING AREA UPDATE REQUEST (Steps 18a1 and 18b4) 



Derivation Path: 36.508 Table 4.7.2-27 with condition combined_TA_LA 

Table 4.5.2A.4-4: TRACKING AREA UPDATE ACCEPT (Steps 18a2 and 18b5) 

Derivation Path: 36.508 Table 4.7.2-24 with condition combined_TA_LA 

4.5.2B UE Registration, pre-registration on HRPD (State 2B) 
4.5.2B.1 Initial conditions 

System Simulator: 

- Cell 1 

Cell 1 is transmitting SystemInformationBlockType8 
User Equipment: 

- The Test USIM shall be inserted. 

4.5.2B.2 Definition of system information messages 

Table 4.5.2B.2-1 : SystemlnformationBlockTypel for cell 1 (Steps 1-41, Table 4.5.2B.3-2) 



Derivation Path: 36.508 Table 4.4.3.2-3 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel ::= SEQUENCE { 








schedulinglnformation ::= SEQUENCE (SIZE 
(1 ..maxSI-Message)) OF SEQUENCE {} 


Combination 6 in TS 
36.508 section 4.4.3.1 


SIB2, SIB3 and 
SIB 8 are 
transmitted 




} 
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Table 4.5.2B.2-2: SystemlnformationBlockType8 for cell 1 (Steps 1-41, Table 4.5.2B.3-2) 



Derivation Path: 36.508 Table 4.4.3.3-7, condition HRPD 


I nf f\ Km o t i f\ti Plamanl 

iniurriidiiun cicrncnL 


VdlUc/lciTldrK 


r\m man f 


C*r\ nrl it i r\ n 

vsunuiuon 


oyoieiMinTorrTiciiionDiocK i ypeo ..= otzio<uiziNL*t { 








parameTersnnr u otkjuti\L*t ( 








preRegistrationlnfoHRPD SEQUENCE { 








preRegistrationAllowed 


TDI 1 C 
1 nUt 






preRegistrationZoneld 


ColorCode 






secondaryPreRegistrationZoneldList 
SEQUENCE (SIZE (1 ..2)) OF SEQUENCE { 


Not present 






PreRegistrationZoneldHRPD 


Not present 






} 








1 








cellReselectionParametersHRPD SEQUENCE { 








bandClassList SEQUENCE (SIZE 
(1 ..maxCDMA -BandClass)) OF SEQUENCE { 


1 entry 






bandClass 


Band Class of frequency 
under test 


ENUMERATED 

{bcO, bd , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spare9, 
spare8, spare7, 
spare6, spare5, 
spare4, spare3, 
spare2, sparel , 
...} 




cellReselectionPriority 


3 






threshX-High 


30(-30) 


INTEGER (0..63) 




threshX-Low 


32(-32) 


INTEGER (0..63) 




I 








neighCellList SEQUENCE (SIZE (1 ..16)) OF 
SEQUENCE { 


1 entry 






bandClass 


Band Class of frequency 
under test 


ENUMERATED 

{bcO, bd , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spare9, 
spare8, spare7, 
spareo, spareo, 
spare4, spare3, 
spare2, sparel , 
...} 




} 








) 








t-ReselectionCDMA2000 


3 


INTEGER (0..7) 




} 








} 








} 









4.5.2B.3 Procedure 

Table 4.5.2B.3-1 shows the cell power levels during the procedure. 
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Table 4.5.2B.3-1 : Time instances of cell power level and parameter changes 





Parameter 


Unit 


Cell 1 




Remark 


TO 


Cell-specific RS EPRE 


dBm/15kHz 


-75 
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Table 4.5.2B.3-2: UE registration with HRPD pre-registration procedure (state 1 to state 2B) 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 to 

16 


Same procedure for steps 1 to 16 as specified 
in the procedure in clause 4.5.2.3 






17 


The UE transmits an ULInformationTransfer 
containing a tunneled UATI Request message 
Cell 1. 


--> 


ULInformationTransfer 


18 


The SS transmits a DLInformationTransfer 
containing a tunneled UATIAssignment 
message on Cell 1 . 


<-- 


DLInformationTransfer 


19 


The UE transmits an ULInformationTransfer 
containing a tunneled UATIComplete 
message on Cell 1 . 


— > 


ULInformationTransfer 


20 


The UE transmits an ULInformationTransfer 
containing a tunneled 
AlternateLinkOpenReqmessage on Cell 1 . 


— > 


ULInformationTransfer 


21 


The SS transmits a DLInformationTransfer 
containing a tunneled 
AlternateLinkOpenConfmessage on Cell 1. 


<-- 


DLInformationTransfer 


22 


The UE transmits an ULInformationTransfer 
containing a tunneled 
AlternateLinkOpenCompleteon Cell 1 . 


— > 


ULInformationTransfer 


23 


The UE transmits an ULInformationTransfer 
containing a tunneled ConfigurationRequest 
message for SCP configuration on Cell 1. 


— > 


ULInformationTransfer 


24 


The SS transmits a DLInformationTransfer 
containing a tunneled ConfigurationResponse 
message for SCP configuration on Cell 1. 


<-- 


DLInformationTransfer 


25 


The UE transmits an ULInformationTransfer 
containing a tunneled ConfigurationRequest 
message for Stream protocol on Cell 1 . 


— > 


ULInformationTransfer 


26 


The SS transmits a DLInformationTransfer 
containing a tunneled ConfigurationResponse 
message for Stream protocol accepting 
EMPA bound to service network on Cell 1 . 


<-- 


DLInformationTransfer 


27 


The UE transmits an ULInformationTransfer 
containing a tunneled EMPA 
ConfigurationRequest message or MMPA 
ConfigurationRequest message on Cell 1 . 


— > 


ULInformationTransfer 


28 


The SS transmits a DLInformationTransfer 
containing a tunneled EMPA 
ConfigurationResponse message or MMPA 
ConfigurationResponse message on Cell 1 . 


<-- 


DLInformationTransfer 


29 


The UE transmits an ULInformationTransfer 
containing a tunneled ConfigurationComplete 
message on Cell 1 . 


— > 


ULInformationTransfer 


30 


The SS transmits a DLInformationTransfer 
containing a tunneled EMPA 
ConfigurationRequest message or MMPA 
ConfigurationRequest message on Cell 1 . 


<-- 


DLInformationTransfer 


30A 


The UE transmits an ULInformationTransfer 
containing a tunneled EMPA 
ConfigurationResponse message or MMPA 
ConfigurationResponse message on Cell 1 . 


--> 


ULInformationTransfer 


30B 


The SS transmits an DLInformationTransfer 
containing a tunneled 

SoilConfigurationComplete message on Cell 
1. 


<— 


DLInformationTransfer 


30C 


The UE transmits an ULInformationTransfer 
containing a tunneled AlternateLinkCloseReq 
message on Cell 1 . 


— > 


ULInformationTransfer 


30D 


The SS transmits a DLInformationTransfer 
containing a tunneled AlternateLinkCloseConf 
message on Cell 1 . 


<-- 


DLInformationTransfer 


31 


Optionally tunneled device level 


<— > 
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authentication may take place on Cell 1 . 






32 


Optionally tunneled Location Update 
procedure may take place if the SS is 
configured to support it. 


<— > 


- 


32A 


The UE transmits an ULInformationTransfer 
containing a tunneled AlternateLinkOpenReq 
message on Cell 1. 


— > 


ULInformationTransfer 


32B 


The SS transmits a DLInformationTransfer 
containing a tunneled AlternateLinkOpenConf 
message on Cell 1 . 


<— 


DLInformationTransfer 


32C 


The UE transmits an ULInformationTransfer 
containing a tunneled 

AlternateLinkOpenComplete message on Cell 
1. 


--> 


ULInformationTransfer 


33 


Tunneled PPP LCP negotiation is performed 
between the UE and the SS. EAP-AKA' is 
selected as the authentication protocol. 


<— > 




33A 


After entering PPP LCP Open State, 
optionally tunneled PPP Version Capability 
Indicaiton and/or Max PPP Inactivity Timer 
negotiation may take place. 


<-> 




34 


Tunneled EAP-AKA' is performed between 
the UE and the SS. 


<--> 




35 


The UE transmits an ULInformationTransfer 
containing a tunneled VSNCP Configure- 
Request message, including a PDN-ID, PDN 
Type, APN, PDN Address, Protocol 
Configuration Options, and Attach Type = 
"handover". 

The Address Allocation Preference option 
contained in the Protocol Configuration 
Options indicates whether the UE wants to 
perform the IP address allocation during the 
attach procedure or deferred IP address 
allocation. PDN Type indicates the UE's IP 
capability (IPv4, IPv6 or IPv4/v6) 


— > 


ULInformationTransfer 


36 


The SS transmits a DLInformationTransfer 
containing a tunneled VSNCP Configure-Ack 
message. 


<-- 


DLInformationTransfer 


37 


The SS transmits a DLInformationTransfer 
containing a tunneled VSNCP Configure- 
rs equ est message including the PDN-ID 
configuration option. 


<— 


DLInformationTransfer 


38 


The UE transmits an ULInformationTransfer 
containing a tunneled VSNCP Configure-Ack 
message. 


— > 


ULInformationTransfer 


39 


Optionally deferred IP address allocation 
using tunnelled IETF messages can take 
place depending on the Address Allocation 
Preference indicated by the UE at Step 35. 


<— > 




39A 


The UE transmits an ULInformationTransfer 
containing a tunneled AlternateLinkCloseReq 
message on Cell 1 . 


— > 


ULInformationTransfer 


39B 


The SS transmits a DLInformationTransfer 
containing a tunneled AlternateLinkCloseConf 
message on Cell 1 . 


<-- 


DLInformationTransfer 


40 


Void. 






41 


The SS transmits an RRCConnectionRelease 
message on Cell 1 . 


<-- 


RRCConnectionRelease 


Note 1 : The sequence in steps 17-40 lists important eHRPD procedures. More protocol negotiations can 

happen based on UE capability and SS emulation. 
Note 2: Message contents of tunnelled CDMA2000 messages (steps 1 7-40) are not checked in terms of 
conformance testing. 



NOTE: If step 3 1 is performed, an alternative link establishement procedure is also performed. 
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4.5.2B.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below. 



Table 4.5.2B.4-1 : RRCConnectionRequest (Step 2, Table 4.5.2B.3-2) 



Derivation Path: Table 4.6.1-16 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








ue-ldentity 


Any allowed value 






I 








I 








} 









Table 4.5.2B.4-2: UECapabilitylnformation (Step13, Table 4.5.2B.3-2) 



Derivation Path: Table 4.6.1-23 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE{ 








ueCapabilitylnformation-r8 


Any allowed value 






I 








} 








} 








Table 4.5.2B.4-3: UATI Request message (Step 17, Table 4.5.2B.3-2) 


Field 


Value/remark 


Comment 


Condition 


SAPState 


'0'B 


SAP Header 




SessionConfigurationToken 


16 bits, Set by UE 






ConnectionLayerFormat 


1 bit, Set by UE 






ATI Record 


34 bits, RATI set by UE 






Reserved 


'0000'B 






MessagelD 


'00000000'B 


UATI Request 




Transaction ID 


8 bits, Set by UE 






Table 4.5.2B.4-4: UATI Assignment message (Step 18, Table 4.5.2B.3-2) 


Field 


Value/remark 


Comment 


Condition 


SAPState 


TB 


SAP Header 




SessionConfigurationToken 


'0' 






ConnectionLayerFormat 


1 bit, Set by SS 






ATI Record 


34 bits, RATI set in UATI 
Request 






Reserved 


'0000'B 






MessagelD 


'00000001 'B 


UATI Assignment 




MessageSequence 


8 bits, Set by SS 






Reserved 1 


'0000000'B 






Subnetlncluded 


TB 






UATISubnetMask 


'1101000'B 






UAT1 104 


104 bits, Set by SS 






UATIColorCode 


8 bits, Set to ColorCode 






UATI024 


24 bits, Set by SS 






UpperOldUATILength 


'0000'B 






Reserved2 


'0000'B 
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4.5.2C UE Registration, pre-registration on 1xRTT (State 2C) 
4.5.2C.1 Initial conditions 

System Simulator: 

- Cell 1 

- Cell 1 is transmitting SystemInformationBlockType8 
User Equipment: 

- The Test USIM shall be inserted. 

- The UE is switched OFF. 

4.5.2C.2 Definition of system information messages 



Table 4.5.2C.2-1 : SystemlnformationBlockTypel for cell 1 (Steps 1-19, Table 4.5.2C.3-2) 



Derivation Path: 36.508 Table 4.4.3.2-3 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel ::= SEQUENCE { 








schedulinglnformation ::= SEQUENCE (SIZE 
(1 ..maxSI-Message)) OF SEQUENCE {} 


Combination 6 in TS 
36.508 section 4.4.3.1 


SIB2, SIB3 and 
SIB 8 are 
transmitted 




} 
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Table 4.5.2C.2-2: SystemlnformationBlockType8 for cell 1 (Steps 1-19, Table 4.5.2C.3-2) 



Derivation Path: 36.508 Table 4.4.3.3-7, condition 1XRTT 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType8 ::= SEQUENCE { 








parameters! XRTT SEQUENCE { 








r i i— * ■ ■ ■ i — \ j \/nn — i~ i — s~\ i ii — k i /~\ i — r 

csfb-RegistrationParam1XRTT SEQUENCE { 








O ; _j 

Sid 


SID under test 

For Signalling test cases, 

see table 4.4.2-4 


□ IT OTRIM/^ 

BIT STRING 

/o 17c /new 

(SIZE (15)) 




NIG 


NID under test 

For Signalling test cases, 

paa toKlo A A O A 


D IX CTD IMO 

bl I o I KINCji 

(SIZE (16)) 




multipleSID 


TRUE 


BOOLEAN 




multipleNID 


TRUE 


BOOLEAN 




homeReg 


TRUE 


BOOLEAN 




foreignSIDReg 


TRUE 


r— \ v s~\ 1 1 — A K 1 

BOOLEAN 




foreignNIDReg 


TRUE 


BOOLEAN 




parameterReg 


TRUE 


BOOLEAN 




powerUpReg 


TRUE 


BOOLEAN 




registrationPeriod 


'0000000' 


BIT STRING 

/ | — 7 r— / —r\\ 

(SIZE (7)) 




registrationZone 


Registration zone under 
test 

For Signalling test cases, 
see table 4.4.2-4 


BIT STRING 

(SIZE (12)) 




totalZone 


'001 'B 


BIT STRING 
(SIZE (3)) 




zoneTimer 


'000'B or '001'B 


BIT STRING 
(SIZE (3)) 




} 








longCodeStatelXRTT 


A valid value, calculated 
and updated by the SS 


BIT STRING 
(SIZE (42)) 
OPTIONAL 




cellReselectionParameterslXRTT SEQUENCE { 








bandClassList SEQUENCE (SIZE 
(1 ..maxCDMA -BandClass)) OF SEQUENCE { 


1 entry 






bandClass 


Band Class of frequency 
under test 


ENUMERATED 

{bcO, bd , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spare9, 
spare8, spare7, 
spare6, spare5, 
spare4, spare3, 
sparer, spare i , 




cell Reselection Priority 


3 






threshX-High 


30(-30) 


INTEGER (0..63) 




threshX-Low 


32(-32) 


INTEGER (0..63) 




} 








} 








csfb-RegistrationParam1XRTT-v920{ 








powerDownReg-r9 


TRUE 






) 








} 








} 
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4.5.2C.3 Procedure 

Table 4.5.2C.3-1 shows the cell power levels after the preamble. 



Table 4.5.2C.3-1 : Time instances of cell power level and parameter changes 





Parameter 


Unit 


Cell 1 




Remark 


TO 


Cell-specific RS EPRE 


dBm/15kHz 


-60 







Table 4.5.2C.3-2: UE registration with 1xRTT pre-registration procedure (state 1 to state 2C) 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 to 
16 


Same procedure for steps 1 to 16 as specified 
in the procedure in clause 4.5.2.3 






16A 


The UE transmits a 

CSFBParametersRequestCDMA2000 on Cell 
1? 


— > 


CSFBParametersRequestCDMA2000 


16B 


The SS transmits a 

CSFBParametersResponseCDMA2000or\ 
Cell 1. 


<-- 


CSFBParametersResponseCDMA2000 


17 


The UE transmits an ULInformationTransfer 
containing a 1xRTT GCSNA Encapsulated 
Registration message on Cell 1 . 


— > 


ULInformationTransfer 


17A 


The SS transmits a DLInformationTransfer 
containing a GCSNA Ack message on Cell 1 . 


<— 


DLInformationTransfer 


18 


The SS transmits a DLInformationTransfer 
containing a 1x RTT GCSNA Encapsulated 
Registration Accept Order on Cell 1 . 


<— 


DLInformationTransfer 


19 


The SS transmits an RRCConnectionRelease 
message on Cell 1. 


<-- 


RRCConnectionRelease 


Note: Message contents of tunnelled CDMA2000 messages (steps 17-18) are not checked in terms of 
conformance testing. 



Table 4.5.2C.3-3: Void 

4.5.2C.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below. 

Table 4.5.2C.4-1 : RRCConnectionRequest (Step 2, Table 4.5.2C.3-2) 



Derivation Path: Table 4.6.1-16 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








ue-ldentity 


Any allowed value 






1 








I 








} 
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Table 4.5.2C.4-2: UECapability Information (Step 13, Table 4.5.2C.3-2) 



Derivation Path: Table 4.6.1-23 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE{ 








ueCapabilitylnformation-r8 


Any allowed value 






I 








} 








} 









Table 4.5.2C.4-3: Void 
Table 4.5.2C.4-4: Void 
Table 4.5.2C.4-5: CSFBParametersResponseCDMA2000 (Step 16B, Table 4.5.2C.3-2) 



Derivation Path: 36.508 Table 4.6.1-2 


Information Element 


Value/remark 


Comment 


Condition 


CSFBParametersResponseCDMA2000 ::= 
SEQUENCE { 








criticalExtensions CHOICE { 








csfbParametersResponseCDMA2000-r8 
SEQUENCE { 








Rand 


Random Challenge Data 
set by SS 






mobilityParameters 


Set according to Table 
4.5.2C.4-6 






} 








1 








} 
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Table 4.5.2C.4-6: mobilityParameters (CDMA2000Parameters) (Step 16B, Table 4.5.2C.3-2) 



Information Elpmpnt 

II IIUI IIICIIIWI 1 llvl 11 


Valup/rpmark 

vaiu c / iciiiai i\ 


f!nmmpnt 

OUI III lldll 


PrjnHitirin 

\J \J 1 IUIIIUI 1 


RpnnrHTwnp 
ncUUlU I yUC 


'nnnnnnnn'R 






^IRInrli iHpH 
OIUII iuiuucu 


'1 'R 

I LJ 






Ol u 


Thp camp ac QIRft 
1 lie bdlllc do oiljo 






NlDlnrliidpfi 

1 N 1 LJ 1 1 IUIUUUU 


'1 'B 






NID 


Thp wmp a<5 ^IRft 
i lie odi i ic do o i do 






Rep. 70NFInHi irlprl 

l\ L^\J L. U N II IUI UUCU 


'1 'R 

1 LJ 






RFP 7PlNF 


Thp camp ac QIRft 
i i it; odi i ic do oiljo 






TPlTAI 7P)NF9lnHi irlprl 

1 \J 1 AAI— £_WINI^OII IOIUUOU 


'1 'R 

I LJ 






TOTAI 70NF9 


Thp camp ac ^IRft 
i lie odi i ic do oiuu 






70MF TIMFRInHi irlprl 
z_ w i n l i i ivir_ni i ioiuucu 


'1 'R 

I LJ 






7HMF TIMFR 

i—\J 1 N L 1 1 1 VI L l\ 


Tho camo ac QIRR 
i i ic odi i ic do oiljo 






PAPKFT 7DMF ininHiirlpH 

rnwi\L 1 i.UIML 1 L/ 1 1 IUI UUcU 


'D'R 

U LJ 






PAPKFT 7DMF ID 
rnur\L i n l i lj 


Mnt nrocont 

INUl \J\ CoCI IL 






P7 1 n HvctPa ra mptprcl ncli iHpH 
i i y o u cu cii i iclci on iui uucu 


'D'R 

U l—> 






P7 HY9T FMARI FD 

1 t— n I O 1 LINnDLLU 


Mnt nrocont 

INUl Ul CoCI IL 






P7 HY9T INFO INPI 
i t— n i o i HNr\_/ 1 1 n \j i— 


Mnt nrpcpnt 

INUL Ul CoCI IL 






P7 HY9T 1 I^T 1 FM 
i t— n T o i i—ioi i_l^i n 


Mnt nrocont 

INUL Ul CoCI IL 






P7 I-IY9T APT TIMFR 
i t— n i o i r\\j i i nvir_n 


Mnt nrpcont 

INUL Ul CoCI IL 






P7 HY9T TIMFR Mill 
i i— n i o i i 1 1 v 1 1 i i iviLJi— 


Mnt nrpcpnt 

INUL Ul COCI I L 






P7 UIY9T TIMFR FXP 


Mnt nrpcpnt 

INUL Ul CoCI IL 






P RFVInrh irlprl 

1 Pld V 1 1 IOIUUGU 


'1 'R 

1 LJ 






P RFV 


'nnnnoi 1 o'R 

UUUUU MUD 






MINI P RFVInrh irlprl 

IVIIIN 1 Pld V 1 1 IUIUUCU 


'1 'R 

1 LJ 






MIN P RFV 

IVIIIN I III V 


'nnnnoi 1 D'R 

UUUUU MUD 






'fl'R NFP 91 P)T PYPI F IMnFY 91 IPInrh irlprl 

U Lj 1 N CVJ OLU 1 UluLC 1 1 N u c/\ ourn IUIUUUU 








NFP CI OT PYPI F INnFX 91 IP 

IN^VJ Ol— W 1 \J T ULL IINLJ^/X OUT 


Mnt nrpcpnt 

INUL Ul CoCI IL 






FMPRYPT MDnFlnrh irlprl 
Li\un i r i i vi wlj 1 1 ioi uucu 


'O'R 

U LJ 






FMPRYPT MODF 


Mnt nrpcpnt 

INUL UI CoCI IL 






FNP, 91 IPPDRTFDInrli irlprl 
linu ourrun i i_ljii iuiuucu 


'fl'R 

U LJ 






FNP 91 IPPORTFD 


Mnt nrpcpnt 

INUl Ul CoCI IL 






9IP FNPRYPT 91 IPInrhirlprl 
o i \J Liioni r i ouriiiuiuucu 


'O'R 

U LJ 






9IP FNPRYPT 91 IP 


Mnt nrpcpnt 

INUL Ul CoCI I L 






M9P INTFPRITY 91 IPInrh irlprl 
iviovj iin i c \J n i i i our imuuucu 


'O'R 

U LJ 






M9P INTFRRITY 91 IP 
iv i ovj iin i i \j i 1 1 i i our 


Mnt nrpcpnt 

INUL Ul COCI I L 






9IP INTFPRITY 91 IP INPI InHi irlprl 

1 \J IIN 1 1 \J 1 1 1 1 I Ol_ '1 1 1 N WLI 1 IUI UUtJU 


U LJ 






9IP IMTFPRITY 91 IP INPI 
oivj iin i cuni i t our iinui— 


Mnt nrocont 

INUl Ul CoCI I L 






9IP IMTFPRITY 91 IPInrh irlprl 
oiu iin i [_ kj n i i t ourn iuiuuuu 


'O'R 

U LJ 






9IP IMTFPRITY 91 IP 
o i \J iin i cuni i i our 


Mnt nrpcpnt 

INUL UI CoCI IL 






Al ITHInrh irlprl 

t\\J 1 INI ILIUUCU 


'1 'B 






Al ITH 

rA LJ l n 


'fin'R 

UU LJ 






MAY Ml IM AIT ^OlnHi iHpH 

\v\r\s\ INLJIVI r\\— 1 Owl 1 IUI UUCU 


'1 'R 

I LJ 






MAY Ml IM Al T 

\v\r\s\ INLJIVI rA L_ 1 O w 


'nnn'R 

UUU LJ 






iiqp 9YNP, IDInrliidprl 

UOI Oil NO 1 1—* 1 1 ILIUUCU 


'(TR 

U l—> 






iiqp 9YNIP. ID 

UOI O I INw 1 1— J 


Mnt nrpcpnt 

INUL Ul COCI I L 






M9 INIT PP9 1 OP 91 IP IMDInrh irlprl 

IVIO IINI 1 I WO 1_ W w our 1 1 N l_ ' 1 1 IOI UUCU 


'O'R 

U LJ 






M9 INIT PP9 1 DP 91 IP IMD 

IVIO IINI 1 1 WO LUu our IINU 


Mnt nrpcpnt 

INUL Ul CoCI IL 






MPlR PlP)9lnrli irlprl 

IVIWD WWOIIIUIUUCU 


'O'R 

U LJ 






MP)R OD9 

IVIWI_> wuo 


Mnt nrpcpnt 

INUL Ul COCI I L 






RAND PI A99 INFP) RFOInrh irlprl 

\—)f\ \ N l_/ \j LnOO 1 1 N I V_y 1 I dVj( II IL/I UUCU 


'O'R 

U LJ 






RANI") PI A99 INFO RFPj 


Mnt nrpcpnt 

INUl Ul CoCI IL 






RAND PI A99lnrh irlprl 

\Dr\WU ULnOOl 1 IOIUUCU 


'1 'R 
I Lj 






RAND PI A99 


'nnnnn'R 

UUUUU LJ 






□YPA99 RFP INDInr-lnrlprl 

LJ I rnoo r\LU 1 1 N LJ 1 1 1 U 1 u u cu 


'O'R 

U LJ 






BYPASS REG IND 


Not nrpcpnt 






'0'B ALT BAND CLASSIncluded 








ALT BAND CLASS 


Not present 






MAX ADD SERV INSTANCEIncluded 


'0'B 






MAX ADD SERV INSTANCE 


Not present 






HOME REGIncluded 


TB 






HOME REG 


The same as SIB8 






FOR SID REGIncluded 


'1'B 






FOR SID REG 


The same as SIB8 
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DPD MIR DCPInr>li irloH 

rUn NIU ntUiinCIUQGQ 


M 'D 
1 D 






dpd Min pep 
rUn NIU ntb 


The samG as SIB8 






rUVVtn Ur ntoinCIUQGQ 


M 'D 
1 D 






DP\A/DD I ID PC^ 
rUVVtn Ur ntUi 


Thn (""■ ■-> ryi r\ o o C IDQ 

1 no sarnG as oibo 






rUVVtn UUVV N ntUiinCIUQGQ 


1 D 






pniA/CR no\A/M DCP 
rUVVtn UUVV N ntu 


Thn o o ryi r\ o o CIDQ 

i nG sarnG as oibo 






PAD A MPTP D DCrin^h iHoH 

rAnAIVIt I tn ntoinCIUQGQ 


M 'D 






PAP AI\/IPTPP DCP 

rAnAIVIt I tli ntb 


Thn (""■ rr»^ 00 CIDQ 

1 nG sarnG as oibo 






ntu rnUinCIUQGQ 


M 'D 
1 D 






pep ppn 
ntb rnU 


ThG samG as SIB8 






pep niCTInr»li irlaH 

ntu Ulo I inCIUOGQ 


'fVD 
U D 






pep rict 
ntu Ulo I 


Not prGSGnt 






nnrr MCIR TVPCInr>li irlo/H 

rntr IVIolU lYrtinCIUQGQ 


M 'D 
1 b 






PREF MSID TYPE 


'11 'B 






bA I rnbr IVIolU I YrbmCIUueu 


b 






cvt docc i\yioir» t\/diz 
ea I rribr IVIolU I Yrb 


Not present 






MEID REQDIncluded 


'0'B 






MEID REQD 


Not present 






n n i i . . _i i 

MCCIncluded 


'1 'B 






MOO 


See the Table 4.4.2-4 

NOTG 1 , NOtG d 






IMol 11 l^lnClUOGO 


1 D 






Ih no 1 -1-1 HO 

IMol_1 \_ \ d 


Ortrt ~r^ U, I yl yl A 

oGG TilG 1 aDlG 4.4.^-4 
NOTG 1 , NOtG d 






IMCI T CI IDDPDTDRInr«li iHorl 

IIVIol 1 oUr r Un 1 tUlnCIUOGQ 


( 1 'D 






IIV/ICI T CI IDDPDTPR 
IIVIol 1 oUrrUrS 1 tu 


'Pi'D 
U D 






PDPPMMDPT MCP IMHIn^h irlorl 

ntUUNINtU 1 IVIovja INUmCIUQGQ 


'Pi'D 
U D 






ddppmmdpt mcp imr 
ntUUNNtU 1 IVIovja INU 


Noi preseni 






ppp ynnc ci iDDnPTcnin^inHnri 
ntn MUUb oUrrUn 1 tUmCIUCIGCI 


U b 






pep mprd ci ippnPTcn 
ntn IVIUUt oUrrUnl tU 


noi preseni 






T1/7 mprd ci iPPHPTcnin^h iHqH 

1 r\Z. IVIUUt OUr rUn 1 tUlnCIUOGO 


U B 






T1/7 mprd ci iddpdtdr 
1 r\Z. IVIUUt oUrrUnltU 


Not present 






TVC~7 IRInr«li iHorl 

1 r\Z. lUinCIUOGQ 


U b 






T1/7 ir 
1 r\Z IU 


Not present 






Pll PiT PCPHPTInnhirlorl Pll PT DDDPDT 

rlLU 1 ntrUli 1 inCIUOGQ rlLU 1 ntrUn 1 


U b 






Pll PT DDDPDT 
r ILU 1 ntrUnl 


Not present 






CRD CI IDDPDTDRInr«li iHoH 

OUd oUrrUn 1 tUlnCIUOGQ 


'fVD 
U b 






CRD CI IDDPDTPR 
OUD oUrrUnl tU 


NOT prGSGrlT 






Al ITP epen Al 1 P\A/DRInr«li iHaH 

AU 1 U rUoU ALLUVV tUlnCIUOGQ 


'Pi'D 
U D 






Al ITP epon Al 1 P\A/DR 

AU 1 U rl/OU ALLUvv tU 


Not prGSGnt 






CRD IM DPMM IMHIn^h iHoH 

OUd IN nUNIVI INUmCIUQGQ 


'Pi'D 
U D 






CRD IM DP MM IMR 

OUd IIn nL/NIVI IINU 


Not prGSGnt 






CPP DPUI Inoli iHnH 

rrU rUn InCIUOGQ 


' 1 'D 
1 D 






CPP CPU IMIT OCTPT RPO 
rrO rUn INI 1 Otlr 1 hOo 


'PiPlPH 1 PiPiPl'D 
UUU1 1 UUU D 






DPP DPUI IMIT OCTPT DP/1 
rrO rUn INI 1 Otlr 1 nU4 


'HPlPli 1 PiPiPi'D 

UUU1 1 UUU D 






DPP DPUI IMIT CDTDT PPC 
rrU rUn INI 1 otlr 1 nUt) 


'PiPlPli 1 PlPiPl'D 

UUU1 1 UUU D 






DDP DPUI IMIT CDTDT DPI 1 

rrU rUn INI I Ot I r I nOI \ 


' Pi Pi Pi Pi Pi Pi Pi Pi ' D 
UUUUUUUU b 






DDP DPUI IMIT CDTDT DPI O 
rrO rUn INI 1 Ot 1 r 1 nUl^i 


' Pi Pi Pi Pi Pi Pi Pi Pi ' D 
UUUUUUUU b 






T ARR 1 n/->l i irinri 

1 AUU InCIUOGO 


'Pi'D 
U D 






T ARR 

1 AUU 


NOT prGSGnT 






Pll PT IMP 1 n/-*l i iHoH 

r ILU 1 INU InCIUOGO 


1 D 






Pll PT IMP 

r ILU 1 INU 


'P1P1-1 pi'D 
UU1 U D 






nANU InCIUOGQ 


'fVD 
U D 






P A MR 

nANU 


Not prGSGnt 






1 P CDP 1 n/^l i iHnH 

Lr otU InCIUOGO 


1 D 






1 D CDP 

Lr OtU 


' n n Pi Pi Pi Pi Pi Pi ' D 
UUUUUUUU b 






LTM OFF Inducted 


TB 






L 1 M Urr 


000000 d 






U A T L 1 II10IUUGU 


'1 'R 

I D 






DAYLT 


'0'B 






GCSNAL2AckTimGr IncludGd 


'1'B 






GCSNAL2AckTimGr 


'00000001'B 






GCSNASGquGncGContGxtTimGrJncI 
udGd 


'1'B 






GCSNASGquGncGContGxtTimGr 


'000001 01 'B 
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Table 4.5.2C.4-7: ULInformationTransfer (Step 17, Table 4.5.2C.3-2) 



Derivation Path: 36.508 Table 4.6.1-25 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicatedlnformationType CHOICE { 








dedicatedlnfoCDMA2000-1 XRTT 


Set according to Table 
4.5.2C.4-8 






} 








} 








I 








I 








} 








Table 4.5.2C.4-8: 1xRTT GCSNA Encapsulated Registration message (Step 17, Table 4.5.2C.3-2) 


Information Element 


Value/remark 


Comment 


Condition 


MessagelD 


'00000001 'B 


GCSNAIxCircuitS 
ervice message 




GCSNAOption 


'00000001 'B 






AlternativeGCSNAOption INCL 


'0'B 






IWSIDInci 


'0'B 






AckRequired 


TB 






StopDupDetect 


'0'B 






MessageSequence 


Set by UE 






NumTLACEncapsulatedl xL3PDU 


'00'B 






Reserved 


'0000'B 






IxLogicalChannel 


'0'B 






IxProtocolRevision 


'0000011 0'B 






MsgType 


'00000001 'B 


Registration 
message 




NumTLACHeaderRecords 


'0001 'B 






TLACHeaderRecordType 


'0000'B 






TLACHeaderRecordLength 


8 bits, Set by UE 






MSID TYPE 


'011'B 






MSID LEN 


4 bits, Set by UE 






MSID 


Variable, Set byUE 






Reserved 


'0000000'B 






1xL3PDULength 


16 bits, Set by UE 






REG_TYPE 


'0001 'B 


Power up 
registration 




SLOT CYCLE INDEX 


'01 0'B 






MOB P REV 


8 bits, Set by UE 






SCM 


8 bits, Set by UE 






MOB TERM 


TB 






RETURN CAUSE 


TB 






QPCH SUPPORTED 


TB 






ENHANCED RC 


TB 






UZID INCL 


'0'B 
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Table 4.5.2C.4-9: 1xRTT CS Registration Accept Order (Step 18, Table 4.5.2C.3-2) 



Information Elpmpnt 

II IIUI 1 1 1 CI L 1 \Jl 1 L_ Id MCI 11 


Vali ip/rpmark 

V CI 1 vl v7/ 1 CI 1 1 CI 1 l\ 


nnminpnt 

VV/I 1 1 1 1 1 CI 1 L 


HonHitinn 

VUI IUIIIUI 1 


ivieoody c i u 


'onnnooni 'R 

UUUUwU 1 D 








'nnnnnnni 'R 






Altprnativpf^P^NAOntinn INPI 


'O'R 






IVV OIUII ILrl 


'(YR 






ApkRpm lirprl 


'fl'R 






^tnnRi inRptprt 


'fl'R 

U D 






IVIcooay cOcLjUtfi lOc 


D Ullb, OtJL uy OO 






NumTLACEncapsulatedl xL3PDU 


'OO'B 






neberveu 


'nnnn'R 

UUUU D 






1 XLUylGdlOMculMcl 


'fl'R 
U D 






1 yPrntorolRpvi^inn 

1 Al 1 U LUUU II IU V ICIUI 1 


'000001 10'B 






MsgType 


'000001 11'B 


Order message 




NumTLACHeaderRecords 


'0000'B 






Reserved 


'000'B 






1xL3PDULength 


16 bits, Set by SS 






ORDER 


'01 101 1'B 


Registration 
Accept Order 




ADD RECORD LEN 


'001 'B 






ORDQ 


'00000000'B 







4.5.3 Generic Radio Bearer Establishment (State 3) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state (State 2). 

4.5.3.2 Definition of system information messages 

The default system information messages are used. 
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4.5.3.3 Procedure 

The establishment of generic radio bearer connection is assumed to always be mobile terminated. 



Table 4.5.3.3-1 : Generic Radio Bearer establishment procedure (state 2 to state 3) 



Step 


Procedure 


U-S 


Message Sequence 
Message 


1 




<- 


RRC: SYSTEM INFORMATION (BCCH) 


2 


SS sends a Paging message to the UE on the 
appropriate paging block, and including the 
UE identity in one entry of the IE 
pagingRecordLists. 


<-- 


RRC: Paging (PCCH) 


3 


UE transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


4 


SS transmit an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


5 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and to initiate the 
session management procedure by including 
the SERVICE REQUEST message. (State3) 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


6 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 


7 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


--> 


RRC: SecurityModeComplete 


8 


The SS configures a new data radio bearer, 
associated with the default EPS bearer 
context. 

IF the test case using state 3 as an initial 
state is using N additional data radio bearers 
(0 < N < 7), the 

RRCConnectionReconfiguration message 
contains the configuration of these additional 
data radio bearers in the drb-ToAddModify IE 
and one ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message per 
additional data radio bearer. 
The RRCConnectionReconfiguration 
message is using condition SRB2-DRB(1+n, 
m) where n and m are the number of DRBs 
associated with dedicated EPS bearer 
contexts and configured respectively with 
RLC-AM and RLC-UM (n+m = N). 


<-- 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 




EXCEPTION: the steps 9 and 10a1 to 10a3 (if 
present) happen in any order. 






9 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of the 
new data radio bearer, associated with the 
default EPS bearer context. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


10a1 


IF N > 1 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 1st ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a2 


IF N > 2 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 2nd ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a3 


IF N > 3 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
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CONTEXT ACCEPT message matching with 
the 3rd ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 




BEARER CONTEXT ACCEPT 


10a4 


IF N > 4 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 4th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a5 


IF N > 5 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 5th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a6 


IF N > 6 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 6th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a7 


IF N = 7 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 7th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 



4.5.3.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 

4.5.3A Generic Radio Bearer Establishment, UE Test Mode Activated 
(State 3A) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3A.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state, UE Test Mode Activated (State 2A). 

4.5.3A.2 Definition of system information messages 

The default system information messages are used. 

4.5.3A.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.3.3. 

4.5.3A.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A. 
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4.5.3B Generic Radio Bearer Establishment, pre-registered on HRPD 
(State 3B) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3B.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

The UE shall be in Registered, Idle Mode state, pre-registered on HRPD (State 2B). 

4.5.3B.2 Definition of system information messages 

The default system information messages are used. 

4.5.3B.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.3.3. 

4.5.3B.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A. 

4.5.3C Generic Radio Bearer Establishment, pre-registered on 1xRTT 
(State 3C) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3C.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

The UE shall be in Registered, Idle Mode state, pre-registered on lxRTT (State 2C). 

4.5.3C.2 Definition of system information messages 

The default system information messages are used. 

4.5.3C.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.3.3. 

4.5.3C.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A. 
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4.5.4 Loopback Activation (State 4) 

4.5.4.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Generic RB Establishment state, UE Test Mode Activated (State 3A). 

4.5.4.2 Definition of system information messages 



The default system information messages are used. 

4.5.4.3 Procedure 

Table 4.5: 4.3-1 : Loopback activation procedure (state 3A to state 4) 



Step 


Procedure 


Direction 


Message Sequence 






UE-SS 


Message 


1 


The SS transmits a CLOSE UE TEST LOOP 
message to enter the UE test loop mode. 


<— 


RRC: DLInformationTransfer 
TC: CLOSE UE TEST LOOP 


2 


The UE transmits a CLOSE UE TEST LOOP 
COMPLETE message to confirm that loopback 
entities for the radio bearer(s) have been 
created and loop back is activated (State 4). 


— > 


RRC: ULInformationTransfer 
TC: CLOSE UE TEST LOOP 
COMPLETE 



4.5.4.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7A. 

4.5.5 HRPD registration (State H2) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.5.1 Initial conditions 

System Simulator: 

- Cell 1 and Cell 15. 

Cell 1 has a lower reselection priority than Cell 15. 
Cell 15 is transmitting default overhead messages. 
User Equipment: 

- The Test USIM shall be inserted (State 1). 

4.5.5.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 
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4.5.5.3 Procedure 

Editor note: procedure needs to be specified. 

4.5.5.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5.5A HRPD registration, pre-registration on E-UTRAN (State H2A) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.5A.1 Initial conditions 

System Simulator: 

- Cell 1 and Cell 15. 

Cell 1 has a lower reselection priority than Cell 15. 
Cell 15 is transmitting default overhead messages. 
User Equipment: 

- The Test USIM shall be inserted (State 1). 

4.5.5A.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 

4.5.5A.3 Procedure 

Editor's note: procedure needs to be specified. 

4.5.5A.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5.6 HRPD session establishment (State H3) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.6.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in HRPD Registered, Dormant Mode state (State H2). 

4.5.6.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 
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4.5.6.3 Procedure 

Editor's note: procedure needs to be specified. 

4.5.6.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5.6A HRPD session establishment, pre-registered on E-UTRAN (State 
H3A) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.6A.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in HRPD Registered, Dormant Mode, pre-registered on E-UTRAN state (State H2A). 

4.5.6A.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 

4.5.6A.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.6.3 

4.5.6A.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5A Other generic procedures 

4.5A.1 Procedure for IP address allocation in the U-plane 

The purpose of this procedure is to allow the successful completion of IP address allocation if it is initiated by the UE 
therefore the result from the execution of the Procedure for IP address allocation in the U-plane shall not lead to 
assignment of a verdict. 

Depending on the UE configuration there may be unpredictable delay in the start of the procedure. A guarding time of 
1 .2 sec is suggested within which the procedure is expected to start. If the timer expires then the test procedure, from 
which the Procedure for IP address allocation in the U-plane is called, shall advance to the next specified step. 
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Table 4.5A.1-1 : Procedure for IP address allocation in the U-plane 



Step 


Procedure 


Message Sequence 


U-S 


Message 




EXCEPTION: Step 1 below and Step 1 in 
Table 4.5A.1-2 describe behaviour that 
depends on the contents of the latest PDN 
CONNECTIVITY REQUEST message sent by 
the UE prior to this procedure. 






- 


EXCEPTION: In parallel to the event 
described in step 1 below the step specified in 
Table 4.5A.1-2 may take place. 






1 


ix j.i iini—vni j. ii ■ xi i i ■ r-* i— » k i 

If the PDN type in the latest PDN 
CONNECTIVITY REQUEST message prior to 
this procedure was 'IPv4' or 'IPv4v6' then, 
IPv4 address allocation by DHCPv4 may 
occur on the user plane bearer established for 
the default EPS bearer context activated with 
the latest ACTIVATE DEFAULT EPS 
BEARER CONTEXT message prior to this 
procedure. 







Table 4.5A.1-2: Procedure for IP address allocation in the U-plane, parallel behaviour 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


If the "PDN type" in the latest PDN 
CONNECTIVITY REQUEST message prior to 
this procedure was 'IPv6' or 'IPv4v6' then 
stateless address auto configuration occurs 
on the user plane bearer established for the 
default EPS bearer context activated with the 
latest ACTIVATE DEFAULT EPS BEARER 
CONTEXT message prior to this procedure. 







4.5A.2 Tracking area updating procedure 

The procedure is defined in table 4.5A.2.1-1. 
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Table 4.5A.2.1-1 : Tracking area updating procedure 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The SS transmits system information on the 
cell specified in the test case. 


<— 


RRC: SYSTEM INFORMATION (BCCH) 


2 


The UE transmits an RRCConnectionRequest 
message on the cell specified in the test case. 


— > 


RRC: RRCConnectionRequest 


3 


SS transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 
AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 


5 


SS responds with TRACKING AREA UPDATE 
ACCEPT message. 


<-- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


6 


The UE transmits a TRACKING AREA 
UPDATE COMPLETE 


— > 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 


7 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<-- 


RRC: RRCConnectionRelease 



NOTE 1: The periodic tracking area updating timer T3412 is deactivated by default during the attach procedure (TS 
36.508 clause 4.7.2). 

NOTE 2: The SS does not initiate authentication and NAS SECURITY MODE COMMAND are not performed 
(reuse of keys allocated during the attach procedure). 

4.5A.3 Procedure for IMS signalling 

The purpose of this procedure is to allow the successful completion of IMS signalling if it is initiated by the UE. 

The UE may initiate IMS registration according TS 24.229 [40] clause 5.1. The procedure is applicable for UEs with 
IMS support (TS 36.523-2 A.4.4-1/25). 



Table 4.5A.3-1 : Procedure for IMS signalling in the U-plane 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1-9 


Void 








EXCEPTION: Steps 10a1 to 10a2b1 describe 
a transaction that depends on the UE 
capability 






10a1 


IFpc IMS then the SS starts timer Timer 1 = 
10 s (Note 1) 








EXCEPTION: Steps 10a2a1 to 10a2b1 
describe a transaction that depends on the 
UE implementation 






10a2 
a1- 

10a2 
a9 


Registration procedure according TS 34.229- 
1 [43] subclause C.2 (steps 3-11) 
Note: SS cancels timer Timer 1 at step 
10a2a1. 






10a2 
b1 


The SS waits for Timer_1 expiry 






Note 1 : Depending on the UE configuration there may be unpredictable delay in the start of the 

procedure. A guarding time of [10] sec is suggested within which the procedure is expected to 
start. If the timer expires then the test procedure, from which the Procedure for IMS signalling U- 
plane is called, shall advance to the next specified step 
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4.5A.4 Generic Test Procedure for IMS Emergency call establishment in 
EUTRA: Normal Service 

4.5A.4.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state (State 2). 

4.5A.4.2 Definition of system information messages 

The default system information messages are used. 

4.5A.4.3 Procedure 

The establishment of IMS emergency call is assumed to always be mobile originated. 
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Table 4.5A.4.3-1 : EUTRA/EPS signalling for IMS Emergency Call 



St 


Procedure 


Message Sequence 


U - S 


Message 


1 


Make the UE attempt an IMS emergency call 






2 


The UE transmits an RRCConnectionRequest message 
with ' establishmentCause' set to 'emergency'. 


--> 


RRCConnectionRequest 


3 


SS transmit an RRCConnectionSetup message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an RRCConnectionSetupComplete 
message to confirm the successful completion of the 
connection establishment and to initiate the session 
management procedure by including the SERVICE 
REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


5 


The SS transmits a SecuhtyModeCommand message 
to activate AS security. 


<— 


RRC: SecuhtyModeCommand 


6 


The UE transmits a SecurityModeComplete message 
and establishes the initial security configuration. 


--> 


RRC: SecurityModeComplete 


7 


The SS configures a new data radio bearer, associated 
with the default EPS bearer context. 
The RRCConnectionReconfiguration message is using 
condition SRB2-DRB(1 , 0). The DRB associated with 
default EPS bearer context obtained during the attach 
procedure is established 


<- 


RRC: RRCConnectionReconfiguration 


8 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer context. 


--> 


RRC: 

RRCConnectionReconfigurationComplet 
e 


9 


The UE transmits a PDN CONNECTIVITY REQUEST 
message to request an additional PDN, with 'Request 
type' set to 'emergency ('0100'B )'. 


— > 


PDN CONNECTIVITY REQUEST 


10 


The SS configures a new data radio bearer, associated 
with the default EPS bearer context. 
RRCConnectionReconfiguration message contains the 
ACTIVATE DEFAULT EPS BEARER CONTEXT 
REQUEST message. 

Note: The APN is set to the test APN defined for 
emergency bearer services. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEFAULT EPS BEARER 
CONTEXT REQUEST 




EXCEPTION: In parallel to the events described in 
steps 1 1 to 1 5 below, the behaviour in table 4.5A.4.3-2 
occurs. (Optional IP address allocation followed by IMS 
emergency registration and IMS emergency speech call 
establishment) 






11 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer for emergency 
call. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


12 


The UE transmits an ACTIVATE DEFAULT EPS 
BEARER CONTEXT ACCEPT message. 


--> 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEFAULT EPS 
BEARER CONTEXT ACCEPT 


13 


The SS configures a new RLC-UM data radio bearer, 
associated with the dedicated EPS bearer context. 
RRCConnectionReconfiguration message contains the 
ACTIVATE DEDICATED EPS BEARER CONTEXT 
REQUEST message. 

Note: the same PDN address is applicable because the 
nnKeo tro Dearer iu reiers to ine oerauiT tou 
allocated in step 10 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 


14 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer for emergency 
IMS signalling. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 
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15 


The UE transmits an ACTIVATE DEDICATED EPS 


--> 


RRC: ULInformationTransfer 




BEARER CONTEXT ACCEPT message. 




NAS:ACTIVATE DEDICATED EPS 








BEARER CONTEXT ACCEPT 



Table 4.5A.4.3-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 




EXCEPTION: Step 1 describes behaviour that 
depends on the UE behaviour. 






1 


If initiated by the UE the generic procedure for 
IP address allocation in the U-plane specified 
in TS 36.508 subclause 4.5A.1 takes place 
performing IP address allocation in the U- 
plane. 






2-5 


Steps 1-4 expected sequence defined in 
annex C.20 of TS 34.229-1 [35]. Emergency 
registration procedure is performed. 






6- 
10 


Steps 1-5 defined in annex C.22 of TS 34.229- 
1 [35]. IMS Emergency call for EPS is 
established. 







4.5A.4.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below. 



Table 4.5A.4.4-1 : Message ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (step 10, Table 

4.5A.4.3-1) 



Derivation path: Table 4.7.3-6 and table 4.6.1-8 with condition AM-DRB-ADD(2) 


Information Element 


Value/Remark 


Comment 


Condition 


EPS bearer identity 


6 


SS assigns an 
additional EPS 
Bearer Id different 
from default EPS 
Bearer Id between 
5 and 15 




Procedure transaction identity 


PTI-1 


SS re-uses the 
particular PTI 
defined by UE for 
this present 
additional PDN 
connectivity 
request procedure 




Access point name 


APN-1 


SS uses the test 
APN defined for 
emergency bearer 
services 
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Table 4.5A.4.4-2: Message ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT (step 12, Table 

4.5A.4.3-1) 



Derivation path: Table 4.7.3-4 


Information Element 


Value/Remark 


Comment 


Condition 


EPS bearer identity 


6 


Same value as in 

ACTIVATE 

DEFAULT EPS 

BEARER 

CONTEXT 

REQUEST 




Procedure transaction identity 





No procedure 
transaction 
identity assigned 





Table 4.5A.4.4-3: Message ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST (step 13, Table 

4.5A.4.3-1) 



Derivation path: Table 4.7.3-3 and table 4.6.1-8 with condition UM-DRB-ADD(3) 


Information Element 


Value/Remark 


Comment 


Condition 


EPS bearer identity 


7 


SS assigns a 
dedicated bearer 
Id different from 
default EBId and 
additional EBId 
and between 5 
and 15 




Procedure transaction identity 





No procedure 
transaction 
identity assigned 




Linked EPS bearer identity 


Default EBId-2 (same 
value like in table 
4.5A.4.4-1) 






EPS QoS 


According to reference 
dedicated EPS bearer 
context #1 - in table 
6.6.2-1 


SS defines an 
additional 
dedicated EPS 
QoS 




TFT 


According to reference 
dedicated EPS bearer 
context #1 - in table 
6.6.2-1 






Table 4.5A.4.4-4: Message ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT (step 15, Table 

4.5A.4.3-1) 


Derivation path: Table 4.7.3-1 


Information Element 


Value/Remark 


Comment 


Condition 


EPS bearer identity 


7 


Same value as in 

ACTIVATE 

DEDICATED EPS 

BEARER 

CONTEXT 

REQUEST in step 

13 




Procedure transaction identity 





No procedure 
transaction 
identity assigned 
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4.5A.5 Generic Test Procedure for IMS Emergency call establishment in 
EUTRA: Limited Service 

4.5A.5.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE is switched on and camped on the cell in EMM-DEREGISTERED. LIMITED-SERVICE state. 

4.5A.5.2 Definition of system information messages 

The default system information messages are used. 
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4.5A.5.3 Procedure 

The establishment of IMS emergency call is assumed to always be mobile originated. 



Table 4.5A.5.3-1 : EUTRA/EPS signalling for IMS Emergency Call in limited service 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Make the UE attempt an IMS emergency call 






2 


The UE transmits an RRCConnectionRequest 
message with 'establishmentCause' set to 
'emergency'. 


--> 


RRCConnectionRequest 


3 


SS transmits an RRCConnectionSetup 
message. 


<- 


RRC: RRCConnectionSetup 


4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and to initiate the 
Attach procedure by including the ATTACH 
REQUEST message, EPS attach type set to 
"EPS emergency attach" ('01 10'B). The PDN 
CONNECTIVITY REQUEST message is 
piggybacked in ATTACH REQUEST, with 
'Request type' set to 'emergency ('01 00'B )'. 


— > 


RRC: RRCConnectionSetupComplete 

NAS: ATTACH REQUEST 

NAS: PDN CONNECTIVITY REQUEST 


5 


The SS transmits an AUTHENTICATION 
REQUEST message to initiate the EPS 
authentication and AKA procedure. 


<-- 


RRC: DLInformationTransfer 

NAS: AUTHENTICATION REQUEST 




EXCEPTION: Steps 6a1 to 6b1 describe 
behaviour that depends on the UE status; the 
"lower case letter" identifies a step sequence 
that takes place depending on the UE state. 






6a1 


UE transmits an AUTHENTICATION 
RESPONSE message and establishes mutual 
authentication. 


--> 


RRC: ULInformationTransfer 

NAS: AUTHENTICATION RESPONSE 


6b1 


UE transmits an AUTHENTICATION FAILURE 
message with EMM cause #20 "MAC failure" 
or EMM cause #21 "synch failure". (Note 2) 


— > 


RRC: ULInformationTransfer 
NAS: AUTHENTICATION FAILURE 


7 


The SS transmits a NAS SECURITY MODE 
COMMAND message to activate NAS security 
selecting. If UE has sent Authentication Failure 
in step 6b1 , KSI value is set to "000" and EIA0 
(NULL integrity), and EE AO (NULL ciphering) 
algorithms are used. 


<-- 


RRC: DLInformationTransfer 

NAS: SECURITY MODE COMMAND 


8 


The UE transmits a NAS SECURITY MODE 
COMPLETE message and establishes the 
initial security configuration. 


— > 


RRC: ULInformationTransfer 

NAS: SECURITY MODE COMPLETE 




EXCEPTION: Steps 9a1 to 9a2 describe 
behaviour that depends on UE configuration; 
the "lower case letter" identifies a step 
sequence that take place if the UE has ESM 
information which needs to be transferred. 






9a1 


IF the UE sets the ESM information transfer 
flag in the last PDN CONNECTIVITY 
REQUEST message THEN the SS transmits 
an ESM INFORMATION REQUEST message 
to initiate exchange of protocol configuration 
options and/or APN. 


<-- 


RRC: DLInformationTransfer 

NAS: ESM INFORMATION REQUEST 


9a2 


The UE transmits an ESM INFORMATION 
RESPONSE message to transfer protocol 
configuration options and/or APN. 


--> 


RRC: ULInformationTransfer 

NAS: ESM INFORMATION RESPONSE 


10 


The SS transmits a SecurityModeCommand 
message to activate AS security. If UE has 
sent Authentication Failure in step 6b1 , eiaO 
(NULL integrity), and eeaO (NULL ciphering) 
algorithms are used. 


<— 


RRC: SecurityModeCommand 


11 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 


— > 


RRC: SecurityModeComplete 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



133 



ETSI TS 136 508 V1 0.4.0 (2013-05) 





configuration. 






12 


The SS transmits a UECapabilityEnquiry 
message to initiate the UE radio access 
capability transfer procedure. 


<— 


RRC: UECapabilityEnquiry 


13 


The UE transmits a UECapabilitylnformation 
message to transfer UE radio access 
capability. 


--> 


RRC: UECapabilitylnformation 


14 


The SS transmits an 

RRCConnectionReconfiguration message to 
establish the default bearer with condition 
SRB2-DRB(1 , 0) according to 4.8.2.2.1 .1 . 
This message includes the ATTACH ACCEPT 
message. The ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST message is 
piggybacked in ATTACH ACCEPT. 
Note: The APN is set to the test APN defined 
for emergency bearer services 


<— 


RRC: RRCConnectionReconfiguration 
NAS: ATTACH ACCEPT 
NAS: ACTIVATE DEFAULT EPS BEARER 
CONTEXT REQUEST 


- 


EXCEPTION: In parallel to the events 
described in steps 15 to 19 below, the 
behaviour in table 4.5A.5.3-2 occurs. (Optional 
IP address allocation followed by IMS 
emergency speech call establishment) 


- 


- 


15 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of 
default bearer. 


— > 


RRC: RRCConnectionReconfigurationComplete 


16 


This message includes the ATTACH 
COMPLETE message. The ACTIVATE 
DEFAULT EPS BEARER CONTEXT ACCEPT 
message is piggybacked in ATTACH 
COMPLETE. 


— > 


RRC: ULInformationTransfer 

NAS: ATTACH COMPLETE 

NAS: ACTIVATE DEFAULT EPS BEARER 

CONTEXT ACCEPT 


17 


The SS configures a new RLC-UM data radio 
bearer, associated with the dedicated EPS 
bearer context. 

RRCConnectionReconfiguration message 
contains the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message. 
Note: the same PDN address is applicable 
because the linked EPS bearer ID refers to the 
default EBC allocated in step 10 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER CONTEXT 
REQUEST 


18 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of the 
new data radio bearer, associated with the 
default EPS bearer for emergency IMS 
signalling. 


— > 


RRC: RRCConnectionReconfigurationComplete 


19 


The UE transmits an ACTIVATE DEDICATED 
EPS BEARER CONTEXT ACCEPT message. 


— > 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT 


Note 1 : Void 

Note 2: EMM cause #26 "non-EPS authentication unacceptable" is not expected to happen as SS will not set the 
"separation bit" in the AMF field of AUTN as 
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Table 4.5A.5.3-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 




EXCEPTION: Step 1 describes behaviour that 
depends on the UE behaviour. 






1 


If initiated by the UE the generic procedure for 
IP address allocation in the U-plane specified 
in TS 36.508 subclause 4.5A.1 takes place 
performing IP address allocation in the U- 
plane. 






2-6 


Steps 1-5 defined in annex C.22 of TS 34.229- 
1 [35]. IMS Emergency call for EPS is 
established. 







4.5A.5.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below. 

Table 4.5A.5.4-1 : SECURITY MODE COMMAND (step 7, Table 4.5A.5.3-1) 



Derivation Path: Table 4.7.2-19 


Information Element 


Value/remark 


Comment 


Condition 


Type of integrity protection algorithm 


Set according to PIXIT 
parameter for default 
integrity protection 
algorithm 




NOT 

NullAlgorith 
mUsed 




EIA0 




NullAlgorith 
mUsed 


Type of ciphering algorithm 


Set according to PIXIT 
parameter for default 
ciphering algorithm 




NOT 

NullAlgorith 
mUsed 




EEA0 




NullAlgorith 
mUsed 


NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier. 




NOT 

NullAlgorith 
mUsed 




'000'B 




NullAlgorith 
mUsed 


TSC 


'0'B 


native security 
context (for 
KSIasme) 




Spare half octet 


'0000'B 







Condition 


Explanation 


NullAlgorithmUsed 


UE has sent Authentication Failure in step 6b1 Table 4.5A.5.3-1 : EUTRA/EPS signalling 
for IMS Emergency Call in limited service. 
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Table 4.5A.5.4-2: SecurityModeCommand (step 10, Table 4.5A.5.3-1) 



Derivation Path: Table 4.6.1-19 


Information Element 


Value/remark 


Comment 


Condition 


becurityMoaeOommana ..= bbUUbNOb { 








rrc-Transaction Identifier 


DDI" 4 

i raMSaCiion icieniiTier -ul 






1 1 LI Udl 1 A LC 1 1 o 1 U 1 1 Ul IUIwL 1 








d CHOICE{ 








securityModeCommand-r8 SEQUENCE { 








securityConfigSMC 


SecurityConfigSMC- 
LimitedService 


Table 4.5A.5.4-3 




nonCriticalExtension SEQUENCE {} 


Not present 






1 








1 








} 








} 









Table 4.5A.5.4-3: SecurityConfigSMC-LimitedService (Table 4.5A.5.4-2) 



Derivation Path: Table 4.6.4-2 


Information Element 


Value/remark 


Comment 


Condition 


SecurityConfigSMC- LimitedService ::= SEQUENCE { 








securityAlgorithmConfig SEQUENCE { 
















cipheringAlgorithm 


Set according to PIXIT 
parameter for default 
ciphering algorithm 




NOT 

NullAlgorith 
mUsed 




eeaO 




NullAlgorith 
mUsed 


integrityProtAlgorithm 


Set according to PIXIT 
parameter for default 
integrity protection 
algorithm 




NOT 

NullAlgorith 
mUsed 




eiaO 




NullAlgorith 
mUsed 


} 









Condition 


Explanation 


NullAlgorithmUsed 


UE has sent Authentication Failure in step 6b1 Table 4.5A.5.3-1 : EUTRA/EPS signalling 
for IMS Emergency Call in limited service. 



4.5A.6 Generic Test Procedure for IMS MO speech call establishment in E- 
UTRA 

4.5A.6.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state (State 2). 

4.5A.6.2 Definition of system information messages 

The default system information messages are used. 
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4.5A.6.3 Procedure 



Table 4.5A.6.3-1 : EUTRA/EPS signalling for IMS MO speech call 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Make the UE attempt an IMS speech call 






2 


The UE transmits an RRCConnectionRequest message 
with ' establishmentCause' set to ' mo-Data '. 


-> 


RRCConnectionRequest 


3 


SS transmit an RRCConnectionSetup message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an RRCConnectionSetupComplete 
message to confirm the successful completion of the 
connection establishment and to initiate the session 
management procedure by including the SERVICE 
REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


5 


The SS transmits a SecurityModeCommand message 
to activate AS security. 


<— 


RRC: SecurityModeCommand 


6 


The UE transmits a SecurityModeComplete message 
and establishes the initial security configuration. 


— > 


RRC: SecurityModeComplete 


7 


The SS configures a new data radio bearer, associated 
with the default EPS bearer context. 
The RRCConnectionReconfiguration message is using 
condition SRB2-DRB(1 , 0). The DRB associated with 
default EPS bearer context obtained during the attach 
procedure is established 


<-- 


RRC: RRCConnectionReconfiguration 




EXCEPTION: In parallel to the events described in 
steps 8 below, the behaviour in table 4.5A.6.3-2 occurs. 
(IMS MTSI MO speech call establishment) 






8 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer context. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


9-11 


Steps 3-4 expected sequence defined in annex C.21 of 
TS 34.229-1 [35]. MTSI MO speech call for EPS. 






12 


The SS configures a new RLC-UM data radio bearer 
with condition DRB (0,1), associated with the dedicated 
EPS bearer context. RRCConnectionReconfiguration 
message contains the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message. EPS bearer 
context #4 (QCI 1 ) according to table 6.6.2-1 : 
Reference dedicated EPS bearer contexts. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 


- 


EXCEPTION: In parallel to the events described in 
steps 13-14 below, the behaviour in table 4.5A. 6.3-3 
occurs. (IMS MTSI MO speech call establishment) 






13 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the dedicated EPS bearer. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


14 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message. 


-> 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 



Table 4.5A.6.3-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Step 2 expected sequence defined in annex 
C.21 of TS 34.229-1 [35]. UE sends INVITE. 
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Table 4.5A.6.3-3: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1-8 


Steps 5-13 expected sequence defined in 
annex C.21 of TS 34.229-1 [35]. MTSI MO 
speech call for EPS. 







4.5A.6.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 

4.5A.7 Generic Test Procedure for IMS MT Speech call establishment in E- 
UTRA 

4.5A.7.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state (State 2). 

4.5A.7.2 Definition of system information messages 

The default system information messages are used. 
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4.5A.7.3 Procedure 



Table 4.5A.7.3-1 : EUTRA/EPS signaling for IMS MT speech call 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


SS sends a Paging message to the UE on the 
appropriate paging block, and including the UE identity 
in one entry of the IE pagingRecordLists. 


<- 


RRC: Paging (PCCH) 


2 


The UE transmits an RRCConnectionRequest message 
with ' establishmentCause' set to 'mt-Access'. 


— > 


RRCConnectionRequest 


3 


SS transmit an RRCConnectionSetup message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an RRCConnectionSetupComplete 
message to confirm the successful completion of the 
connection establishment and to initiate the session 
management procedure by including the SERVICE 
REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


5 


The SS transmits a SecurityModeCommand message 
to activate AS security. 


<-- 


RRC: SecurityModeCommand 


6 


The UE transmits a SecurityModeComplete message 

J — — — — — j— — . — — — — --J — 

and establishes the initial security configuration. 


— > 


RRC: SecurityModeComplete 


7 


The SS configures a new data radio bearer, associated 

— — — c/ — — — — 1 —— — —— — .. — — 

with the default EPS bearer context. 
The RRCConnectionReconfiguration message is using 
condition SRB2-DRB(1 , 0). The DRB associated with 
default EPS bearer context obtained during the attach 
procedure is established 


<— 


RRC: RRCConnectionReconfiguration 


8 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer context. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


9-12 


Steps 1-4 expected sequence defined in annex C.1 1 of 
TS 34.229-1 [35]. MTSI MT speech call. 






13 


The SS configures a new RLC-UM data radio bearer 
with condition DRB (0,1), associated with the dedicated 
EPS bearer context. RRCConnectionReconfiguration 
message contains the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 


14 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the dedicated EPS bearer. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


15 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message. 


— > 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


16- 
22 


Steps 5-1 1 expected sequence defined in annex C.1 1 
of TS 34.229-1 [35]. MTSI MT speech. 






23A 


Step 12A expected sequence defined in annex C.1 1 of 
TS 34.229-1 [35]. MTSI MT speech. 






23- 
24 


Steps 12-13 expected sequence defined in annex 
C.1 1 of TS 34.229-1 [35]. MTSI MT speech. 






25- 
26 


Steps 14-15 expected sequence defined in annex 
C.11 of TS 34.229-1 [35]. MTSI MT speech. 







4.5A.7.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 
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4.5A.8 Generic Test Procedure for IMS MO video call establishment in E- 
UTRA 

4.5A.8.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state (State 2). 

4.5A.8.2 Definition of system information messages 

The default system information messages are used. 
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4.5A.8.3 Procedure 



Table 4.5A.8.3-1 : EUTRA/EPS signalling for IMS MO video call 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Make the UE attempt an IMS video call 






2 


The UE transmits an RRCConnectionRequest message 
with ' establishmentCause' set to ' mo-Data '. 


-> 


RRCConnectionRequest 


3 


SS transmit an RRCConnectionSetup message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an RRCConnectionSetupComplete 
message to confirm the successful completion of the 
connection establishment and to initiate the session 
management procedure by including the SERVICE 
REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


5 


The SS transmits a SecurityModeCommand message 
to activate AS security. 


<— 


RRC: SecurityModeCommand 


6 


The UE transmits a SecurityModeComplete message 
and establishes the initial security configuration. 


— > 


RRC: SecurityModeComplete 


7 


The SS configures a new data radio bearer, associated 
with the default EPS bearer context. 
The RRCConnectionReconfiguration message is using 
condition SRB2-DRB(1 , 0). The DRB associated with 
default EPS bearer context obtained during the attach 
procedure is established 


<— 


RRC: RRCConnectionReconfiguration 




EXCEPTION: In parallel to the events described in 
steps 8 below, the behaviour in table 4.5A.8.3-2 occurs. 
(IMS MTSI MO video call establishment) 






8 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer context. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


9-11 


Steps 3-4 expected sequence defined in annex C.25 of 
TS 34.229-1 [35]. MTSI MO video call for EPS. 


- 




12 


The SS configures two new RLC-UM data radio bearers 
with condition DRB (0,2), associated with the dedicated 
EPS bearer context. RRCConnectionReconfiguration 
message contains one ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message per 
additional data radio bearer. One EPS bearer context 
#4 (QCI 1) and one EPS bearer context #3 (QCI 2) 
according table 6.6.2-1 : Reference dedicated EPS 
bearer contexts. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 




EXCEPTION: In parallel to the events described in 
steps 13-14 below, the behaviour in table 4.5A.8.3-3 
occurs. (IMS MTSI MO video call establishment). 


- 


- 


13 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the dedicated EPS bearer. EPS bearer 
context #4 (QCI 1 ) according table to 6.6.2-1 : 
Reference dedicated EPS bearer contexts. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


14 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message for the first 
bearer. 


— > 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


15 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message for the second 
bearer. 


— > 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 



Table 4.5A.8.3-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Step 2 expected sequence defined in annex 
C.25 of TS 34.229-1 [35]. UE sends INVITE. 
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Table 4.5A.8.3-3: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1-8 


Steps 5-13 expected sequence defined in 
annex C.25 of TS 34.229-1 [35]. MTSI MO 
video call for EPS. 







4.5A.8.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 

4.5A.9 Generic Test Procedure for IMS MT video call establishment in E- 
UTRA 

4.5A.9.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state (State 2). 

4.5A.9.2 Definition of system information messages 

The default system information messages are used. 
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4.5A.9.3 Procedure 



Table 4.5A.9.3-1 : EUTRA/EPS signalling for IMS MT video call 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


SS sends a Paging message to the UE on the 
appropriate paging block, and including the UE identity 
in one entry of the IE pagingRecordLists. 


<- 


RRC: Paging (PCCH) 


2 


The UE transmits an RRCConnectionRequest message 
with ' establishmentCause' set to 'mt-Access'. 


— > 


RRCConnectionRequest 


3 


SS transmit an RRCConnectionSetup message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an RRCConnectionSetupComplete 
message to confirm the successful completion of the 
connection establishment and to initiate the session 
management procedure by including the SERVICE 
REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


5 


The SS transmits a SecurityModeCommand message 
to activate AS security. 


<-- 


RRC: SecurityModeCommand 


6 


The UE transmits a SecurityModeComplete message 

J — — — — — j— — . — — — — --J — 

and establishes the initial security configuration. 


— > 


RRC: SecurityModeComplete 


7 


The SS configures a new data radio bearer, associated 

— — — c/ — — — — 1 —— — —— — .. — — 

with the default EPS bearer context. 
The RRCConnectionReconfiguration message is using 
condition SRB2-DRB(1 , 0). The DRB associated with 
default EPS bearer context obtained during the attach 
procedure is established 


<— 


RRC: RRCConnectionReconfiguration 


8 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer context. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


9-12 


Steps 1-4 expected sequence defined in annex C.26 of 
TS 34.229-1 [35]. MTSI MT video call. 






13 


The SS configures a new RLC-UM data radio bearer 
with condition DRB (0,2), associated with the dedicated 
EPS bearer context. RRCConnectionReconfiguration 
message contains one ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message per 
additional data radio bearer. One EPS bearer context 
#4 (QCI 1) and one EPS bearer context #3 (QCI 2) 
according table 6.6.2-1 : Reference dedicated EPS 
bearer contexts. 


< — 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 


14 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the dedicated EPS bearer. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


15 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message for the first 
bearer. 


— > 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


16 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message for the second 
bearer. 


-> 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


17- 

27 


Steps 5-15 expected sequence defined in annex C.26 
of TS 34.229-1 [35]. MTSI MT video call for EPS. 







4.5A.9.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 
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4.5A.1 Generic Test Procedure for IMS MO speech and aSRVCC in E- 
UTRA 

4.5A.10.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state (State 2). 

4.5A.10.2 Definition of system information messages 

The default system information messages are used. 
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4.5A.10.3 Procedure 



Table 4.5A.1 0.3-1 : EUTRA/EPS signalling for IMS MO speech to alerting state 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Make the UE attempt an IMS speech call 






2 


The UE transmits an RRCConnectionRequest message 
with ' establishmentCause' set to ' mo-Data '. 


-> 


RRCConnectionRequest 


3 


SS transmit an RRCConnectionSetup message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an RRCConnectionSetupComplete 
message to confirm the successful completion of the 
connection establishment and to initiate the session 
management procedure by including the SERVICE 
REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


5 


The SS transmits a SecurityModeCommand message 
to activate AS security. 


<— 


RRC: SecurityModeCommand 


6 


The UE transmits a SecurityModeComplete message 
and establishes the initial security configuration. 


— > 


RRC: SecurityModeComplete 


7 


The SS configures a new data radio bearer, associated 
with the default EPS bearer context. 
The RRCConnectionReconfiguration message is using 
condition SRB2-DRB(1 , 0). The DRB associated with 
default EPS bearer context obtained during the attach 
procedure is established 


<-- 


RRC: RRCConnectionReconfiguration 




EXCEPTION: In parallel to the events described in 
steps 8 below, the behaviour in table 4.5A.1 0.3-2 
occurs. Initiate MTSI MO speech. 






8 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the default EPS bearer context. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


9-11 


Steps 3-4 expected sequence defined in annex C.21 of 
TS 34.229-1 [35]. MTSI MO speech call for EPS. 






12 


The SS configures a new RLC-UM data radio bearer 
with condition DRB (0,1), associated with the dedicated 
EPS bearer context. RRCConnectionReconfiguration 
message contains the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message. EPS bearer 
context #4 (QCI 1 ) according to table 6.6.2-1 : 
Reference dedicated EPS bearer contexts. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 




EXCEPTION: In parallel to the events described in 
steps 13-14 below, the behaviour in table 4.5A. 10.3-3 
occurs. MTSI MO speech call to alerting state. 






13 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the dedicated EPS bearer. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


14 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message. 


--> 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 



Table 4.5A.10.3-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Step 2 expected sequence defined in annex 
C.21 of TS 34.229-1 [35]. UE sends INVITE. 
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Table 4.5A.10.3-3: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1-7 


Steps 5-1 1 expected sequence defined in 
annex C.21 of TS 34.229-1 [35]. MTSI MO 
speech call to alerting state for EPS. 







4.5A.1 0.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 

4.5A.1 1 Generic Test Procedure for IMS MO add video establishment in E- 
UTRA 

4.5A.1 1 .1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall execute 4.5A.6. 

4.5A.1 1 .2 Definition of system information messages 

The default system information messages are used. 

4.5A.11.3 Procedure 



Table 4.5A.1 1.3-1: EUTRA/EPS signalling for IMS MO add video 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Make the UE attempt add IMS video to the voice call. 






2-4 


Steps 2-4 expected sequence defined in expected 
sequence test case 17.1 .4 of TS 34.229-1 [35]. MO 
Speech, add video remove video. 






5 


The SS configures a new RLC-UM data radio bearer 
with condition DRB (0,1), associated with the dedicated 
EPS bearer context. RRCConnectionReconfiguration 
message contains the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message. EPS bearer 
context #3 (QCI 2) according to table 6.6.2-1 : 
Reference dedicated EPS bearer contexts. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 




EXCEPTION: In parallel to the events described in 
steps 6-7 below, the behaviour in table 4.5A.1 1 .3-2 
occurs. (IMS MTSI MO video call establishment). 






6 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the dedicated EPS bearer. EPS bearer 
context #3 (QCI 2) according table to 6.6.2-1 : 
Reference dedicated EPS bearer contexts. 


--> 


RRC: 

RRCConnectionReconfigurationComplet 
e 


7 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message for the first 
bearer. 


-> 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 
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Table 4.5A.1 1.3-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1-6 


Steps 5-10 expected sequence defined in test 
case 1 7.1 .4 of TS 34.229-1 [35]. MO Speech, 
add video remove video. 







4.5A.1 1 .4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 

4.5A.12 Generic Test Procedure for IMS MT add video establishment in E- 
UTRA 

4.5A.12.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall execute 4.5A.7. 

4.5A.12.2 Definition of system information messages 

The default system information messages are used. 

4.5A.12.3 Procedure 



Table 4.5A.1 2.3-1 : EUTRA/EPS signalling for IMS MT add video 



St 


Procedure 


Message Sequence 


U-S 


Message 


1-3 


Steps 1 -3 expected sequence defined in expected 
sequence test case 17.2.4 of TS 34.229-1 [35]. MT 
Speech, add video remove video. 






4 


The SS configures a new RLC-UM data radio bearer 
with condition DRB (0,1), associated with the dedicated 
EPS bearer context. RRCConnectionReconfiguration 
message contains the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message. EPS bearer 
context #3 (QCI 2) according to table 6.6.2-1 : 
Reference dedicated EPS bearer contexts. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 




EXCEPTION: In parallel to the events described in 
steps 5-6 below, the behaviour in table 4.5A.1 2.3-2 
occurs. (IMS MTSI MT video call establishment). 






5 


The UE transmits an 

RRCConnectionReconfigurationComplete message to 
confirm the establishment of the new data radio bearer, 
associated with the dedicated EPS bearer. EPS bearer 
context #3 (QCI 2) according table to 6.6.2-1 : 
Reference dedicated EPS bearer contexts. 


-> 


RRC: 

RRCConnectionReconfigurationComplet 
e 


6 


The UE transmits an ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT message for the first 
bearer. 


— > 


RRC: ULInformationTransfer 
NAS:ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 
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Table 4.5A.12.3-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


U-S 


Message 


1-6 


Steps 4-9 expected sequence defined in test 
case 1 7.1 .4 of TS 34.229-1 [35]. MT Speech, 
add video remove video. 







4.5A.1 2.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 



4.6 Default RRC message and information elements contents 

This clause contains the default values of common RRC messages and information elements, which unless indicated 
otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this 
specification. All the messages and information elements are listed in alphabetical order. 

4.6.1 Contents of RRC messages 

Countercheck 



Table 4.6.1 -0a: Countercheck 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Countercheck ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE { 








countercheck-^ SEQUENCE { 








drb-CountMSB-lnfoList 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








1 








1 









ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 10 1 48 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 

CounterCheckResponse 



Table 4.6.1 -Ob: CounterCheckResponse 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


CounterCheckResponse ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








counterCheckResponse-r8 SEQUENCE { 








drb-CountlnfoList 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not checked 






I 








} 








} 









CSFBParametersRequestCDMA2000 

Table 4.6.1-1 : CSFBParametersRequestCDMA2000 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


CSFBParametersRequestCDMA2000 ::= 
SEQUENCE { 








criticalExtensions CHOICE { 








csfbParametersRequestCDMA2000-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








1 








1 









CSFBParametersResponseCDMA2000 

Table 4.6.1-2: CSFBParametersResponseCDMA2000 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


CSFBParametersResponseCDMA2000 ::= 
SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








csfbParametersResponseCDMA2000-r8 
SEQUENCE { 








rand 


Set according to specific 
message content 






mobilityParameters 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not present 






1 








} 








} 
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- DLInformationTransfer 



Table 4.6.1-3: DLInformationTransfer 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE { 








dllnformationTransfer-r8 SEQUENCE { 








dedicatedlnfoType CHOICE { 








dedicatedlnfoNAS 


Set according to specific 
message content 






} 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








1 








I 








} 









HandoverFromEUTRAPreparationRequest 

Table 4.6.1-4: HandoverFromEUTRAPreparationRequest 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


HandoverFrom EUTRAPreparationRequest : := 
SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE { 








handoverFromEUTRAPreparationRequest-r8 
SEQUENCE { 








cdma2000-Type 


typelXRTT 






rand 


A random value, 
generated by the SS 






mobilityParameters 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








I 








} 








} 
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LoggedMeasurementConfiguration 



Table 4.6.1 -4.0 A: LoggedMeasurementConfiguration 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


LoggedMeasurementConfiguration-r1 ::= 








SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








loggedMeasurementConfiguration-r10 








SEQUENCE { 








traceReference-MO SEQUENCE { 








plmn-ldentity-r10 SEQUENCE { 








mcc SEQUENCE (SIZE (3)) OF 


See table 4.4.2-2 






MCC-NMC-Digit 








mnc SEQUENCE (SIZE (2..3)) OF 


See table 4.4.2-2 






MCC-NMC-Digit 








} 








trace Id-r10 


'OEF'H 


OCTET STRING 








(SIZE (3)) 




} 








traceRecordingSessionRef-r1 


'1A'H 


OCTET STRING 








(SIZE (2)) 




tce-ld-r10 


'5'H 


OCTET STRING 








(SIZE (1)) 




absoluteTimelnfo-r1 


Set to value 


BIT STRING 






corresponding to the 


(SIZE (48)), see 






absolute time when the 


TS 36.331 clause 






message is sent 


6.3.6 for format. 




arpaConfiouration-r1 

Ul v v villi y l Ullv l l l l \J 


Not nrp^pnt 






lnnninnDiiratinn-r1 

luuyii iu i— / ui anui i i i \j 


mini 20 


ENUMERATED ( 

1 1 N Kj 1 v 1 1 1 1 1 \ \ l_ ] / | 








mini 0, min20, 








min40, min60, 








min90, min120, 








spare2, sparel} 




Iogginglnterval-r10 


ms10240 


ENUMERATED { 








ms1280, ms2560, 








ms5120, 








ms10240, 








ms20480, 








ms30720, 








ms40960, 








ms61440} 




nonCriticalExtension SEQUENCE {} 


Not present 






1 








1 








} 








} 
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MBMSCounting Request 



Table 4.6.1 -4AA: MBMSCountingRequest 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MBMSCountingRequest-r10 ::= SEQUENCE { 








CountingRequestList-rlO SEQUENCE (SIZE (1.. 
maxServiceCount)) OF SEQUENCE { 








tmgi-r10 SEQUENCE { 








plmn-ld-r9 CHOICE{ 








plmn-lndex-r9 


1 






1 








serviceld-r9 


'000' 






} 








} 








lateNonCritical Extension 


Not present 






nonCriticalExtension SEQUENCE {} 


Not present 






) 









MBMSCountingResponse 



Table 4.6.1 -4AB: MBMSCountingResponse 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


criticalExtensions CHOICE { 








d CHOICE{ 








countingResponse-r10 OF SEQUENCE { 








mbsfn-Arealndex-r1 









countingResponseList-MO SEQUENCE (SIZE 
(1... maxServiceCount)) OF SEQUENCE { 








countingResponseService-r1 









} 








lateNonCritical Extension 


Not present 






nonCriticalExtension SEQUENCE {} 


Not present 






1 








} 








} 
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- MBSFNAreaConfiguration 



Table 4.6.1 -4A: MBSFNAreaConfiguration 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MBSFNAreaConfiguration-r9 ::= SEQUENCE { 








commonSF-Alloc-r9 SEQUENCE (SIZE 
(1 ..maxMBSFN-Allocations)) OF SEQUENCE { 








radioframeAllocationPeriod 


n4 






radioframeAllocationOffset 









subframeAllocation CHOICE { 








oneFrame 


'100000' 






I 








commonSF-AllocPeriod-r9 


rf8 






pmch-lnfoList-r9 SEQUENCE (SIZE 
(0..maxPMCH-PerMBSFN)) OF SEQUENCE { 








pmch-Config-r9 SEQUENCE { 








sf-AllocEnd-r9 


1 






dataMCS-r9 









mch-SchedulingPeriod-r9 


rf8 






} 








mbms-SessionlnfoList-r9 SEQUENCE (SIZE 
(CmaxSessionPerPMCH)) OF SEQUENCE { 








MBMS-Sessionlnfo-r9 SEQUENCE { 








tmgi-r9 SEQUENCE { 








plmn-ld-r9 CHOICE{ 








plmn-lndex-r9 


1 






1 








serviceld-r9 


'000' 






} 








logicalChannelldentity-r9 


1 






} 








1 








I 








} 









MeasurementReport 



Table 4.6.1-5: MeasurementReport 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MeasurementReport ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








measurementReport-r8 SEQUENCE { 








measResults 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not checked 






} 








I 








I 








} 
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- MobilityFromEUTRACommand 



Table 4.6.1-6: MobilityFromEUTRACommand 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MobilityFromEUTRACommand ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE { 








mobilityFromEUTRACommand-r8 SEQUENCE 

{ 








csFallbacklndicator 


Set according to specific 
message content 






purpose CHOICE { 


Set according to specific 
message content 






handover 








cellChangeOrder 








1 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








1 








1 









Paging 

Table 4.6.1-7: Paging 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Paging ::= SEQUENCE { 








pagingRecordList SEQUENCE (SIZE 
(1 ..maxPageRec)) OF SEQUENCE { 


1 entry 






ue-ldentity[1] CHOICE { 








s-TMSI 


Set to the value of the S- 
TMSI of the UE 






I 








cn-Domain[1] 


ps 






} 








system I nfoModification 


Not present 






etws-lndication 


Not present 






nonCriticalExtension SEQUENCE {} 


Not present 






} 
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- RRCConnectionReconfiguration 



Table 4.6.1-8: RRCConnectionReconfiguration 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReconfiguration ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE{ 








rrcConnectionReconfiguration-r8 SEQUENCE { 








measConfig 


Not present 






MeasConfig- DEFAULT 




ME AS 


mobilityControllnfo 


Not present 






MobilityControllnfo-HO 




HO, HO-TO- 
EUTRA 


dedicatedlnfoNASList 


Not present 






Qpt arrnrrtinn tn QnpHfir 
mpccQrip rnnfpnt 

1 1 1 uooauu i i it* i 1 1 




SRB2- 

DRBfn 

DRB(n, m) 

SRB1- 

SRB2- 

DRB(n,m) 

AM-DRB- 

ADD(bid) 

UM-DRB- 

ADD(bid) 

DRB- 

REL(bid) 

DRB-Mod 


radioResourceConfigDedicated 


Not present 






RadioResourceConfigDe 
dicated-SRB2-DRB(n, m) 




SRB2- 
DRB(n, m) 


RadioResourceConfigDe 
dicated-DRB(n, m) 




DRB(n, m) 


RadioResourceConfigDe 

dicated-AM-DRB- 

ADD(bid) 




AM-DRB- 
ADD(bid) 


RadioResourceConfigDe 

dicated-UM-DRB- 

ADD(bid) 




UM-DRB- 
ADD(bid) 


RadioResourceConfigDe 
dicated-DRB-REL(bid) 




DRB- 
REL(bid) 


RadioResourceConfigDe 
dicated-HO 




HO 




RadioResourceConfigDe 
dicated-HO-TO- 
EUTRA(n, m) 




HO-TO- 
EUTRA(n,m 

) 


RadioResourceConfigDe 
dicated-DRB-Mod 




DRB-Mod 


securityConfigHO 


Not present 






SecurityConfigHO- 
DEFAULT 




HO, HO-TO- 
EUTRA 


nonCriticalExtension SEQUENCE { 








lateNonCriticalExtension 


Not present 






nonCriticalExtension SEQUENCE { 








otherConfig-r9 


Not present 






fullConfig-r9 


Not present 






nonCriticalExtension SEQUENCE { 








sCellToReleaseList-rl 


Not present 






sCellToAddModList-rlO 
sCellToAddModList-r10 SEQUENCE 
(SIZE (1..maxSCell-r10)) OF SEQUENCE { 


Not present 






1 entry 




SCell AddM 
od 


sCellToAddMod[1] 


SCellToAddMod-r10- 
DE FAULT 
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1 

J 








no nCritical Extension 


— — 

Not present 






l 
) 








1 








1 








} 








} 








} 








1 









Condition 


Explanation 


SRB2-DRB(n,m) 


Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including 
establishment of SRB2) 


DRB(n,m) 


Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be 
established) 


AM-DRB-ADD(bid) 


Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already 
be established) 


UM-DRB-ADD(bid) 


Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already 
be established) 


DRB-REL(bid) 


Release of the DRB with bearer identity bid 


HO 


Intra LTE handover 


ME AS 


A measurement is configured 


HO-TO-EUTRA(n,m) 


Inter-RAT handover to E-UTRA including the establishment of a SRB1 , SRB2 and n x AM 
DRB plus m x UM DRB 


DRB-Mod 


Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer 
Context Request message (SRB2 should already be established) 


SCell_AddMod 


Addition or modification of SCell 



RRCConnectionReconfigurationComplete 

Table 4.6.1-9: RRCConnectionReconfigurationComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReconfigurationComplete ::= 
SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








rrcConnectionReconfigurationComplete-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






1 








I 








} 
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- RRCConnectionReestablishment 



Table 4.6.1-10: RRCConnectionReestablishment 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReestablishment ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE{ 








rrcConnectionReestablishment-r8 SEQUENCE 

{ 








radioResourceConfigDedicated 


RadioResourceConfigDe 
dicated-SRB1 






nextHopChainingCount 









nonCriticalExtension SEQUENCE {} 


Not present 






} 








1 








I 








} 









RRCConnectionReestablishmentComplete 

Table 4.6.1-11: RRCConnectionReestablishmentComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReestablishmentComplete ::= 
SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








rrcConnectionReestablishmentComplete-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








I 








1 









RRCConnectionReestablishmentReject 

Table 4.6.1-12: RRCConnectionReestablishmentReject 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReestablishmentReject ::= 
SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionReestablishmentReject-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not present 






I 








} 








} 
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- RRCConnectionReestablishmentRequest 



Table 4.6.1-13: RRCConnectionReestablishmentRequest 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReestablishmentRequest ::= 
SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionReestablishmentRequest-r8 
SEQUENCE { 








ue-ldentity 


Set according to specific 
message content 






reestablishmentCause 


Set according to specific 
message content 






spare 


Present but contents not 
checked 






} 








} 








} 









RRCConnectionReject 

Table 4.6.1-14: RRCConnectionReject 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReject ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








rrcConnectionReject-r8 SEQUENCE { 








waitTime 


3(seconds) 






nonCriticalExtension SEQUENCE {} 


Not present 






1 








} 








} 








} 









RRCConnectionRelease 

Table 4.6.1-15: RRCConnectionRelease 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRelease ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE { 








rrcConnectionRelease-r8 SEQUENCE { 








releaseCause 


other 






redirectedCarrierlnfo 


Not present 






idleModeMobilityControllnfo 


Not present 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








I 








I 








} 
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RRCConnectionRequest 



Table 4.6.1-16: RRCConnectionRequest 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








ue-ldentity CHOICE { 








s-TMSI 


Any allowed value 






} 








establishmentCause 


Present but contents not 
checked 






spare 


Present but contents not 
checked 






} 








} 








1 









RRCConnectionSetup 

Table 4.6.1-17: RRCConnectionSetup 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionSetup ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE { 








rrcConnectionSetup-r8 SEQUENCE { 








radioResourceConfigDedicated 


RadioResourceConfigDe 
dicated-SRB1 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








I 








I 








} 









RRCConnectionSetupComplete 

Table 4.6.1-18: RRCConnectionSetupComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionSetupComplete ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








d CHOICE { 








rrcConnectionSetupComplete-r8 SEQUENCE { 








selectedPLMN-ldentity 


1 






registeredMME 


Not checked 






dedicatedlnfoNAS 


Present but contents not 
checked 






nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








} 








1 
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SecurityModeCommand 



Table 4.6.1-19: SecurityModeCommand 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


SecurityModeCommand ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE{ 








securityModeCommand-r8 SEQUENCE { 








securityConfigSMC 


SecurityConfigSMC- 
DEFAULT 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








1 









SecurityModeComplete 

Table 4.6.1-20: SecurityModeComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


SecurityModeComplete ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








securityModeComplete-r8 SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






1 








} 








} 









SecurityModeFailure 



Table 4.6.1-21 : SecurityModeFailure 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


SecurityModeFailure ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








securityModeFailure-r8 SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








1 








1 
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UECapabilityEnquiry 



Table 4.6.1-22: UECapabilityEnquiry 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilityEnquiry ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE { 








ueCapabilityEnquiry-r8 SEQUENCE { 








ue-CapabilityRequest 


eutra 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








1 
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U EC apability Information 



Table 4.6.1-23: UECapabilitylnformation 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








d CHOICE{ 








ueCapabilitylnformation-r8 SEQUENCE { 








ue-CapabilityRAT-ContainerList SEQUENCE 
(SIZE (1..maxRAT-Capabilities)) OF SEQUENCE { 


1 entry 






rat-Type 


Set according to specific 
message content 






ueCapabilityRAT-Container 








ue-EUTRA-Capability SEQUENCE { 








accessStratum Release 


Same as indicated in TC 
applicability of 36.523-2 






ue-Category 


Not checked 






pdcp-Parameters SEQUENCE { 








supportedROHC-Profiles 

SEQUENCE { 








profile0x0001 


Not checked 






profile0x0001 


true 




ROHC 


profile0x0002 


Not checked 






profile0x0002 


true 




ROHC 


profile0x0003 


Not checked 






profile0x0004 


Not checked 






profile0x0006 


Not checked 






profile0x01 01 


Not checked 






profile0x0102 


Not checked 






profile0x0103 


Not checked 






profile0x0104 


Not checked 






) 








maxNumberROHC-ContextSessions 


Not checked 






} 








phyLayerParameters 


Not checked 






rf-Parameters 


Not checked 






measParameters 


Not checked 






featureGrouplndicators 








- FGI 1 


Not checked 






- FGI 2 


Not checked 






-- FGI 3 


Not checked 






-- FGI 4 


Not checked 






-- FGI 5 


Not checked 




Rel-8 


-- FGI 5 


TB 




>Rel-8 


- FGI 6 


Not checked 




Rel-8 


- FGI 6 


TB 




>Rel-8 


-- FGI 7 


Not checked 






- FGI 8 


Not checked 






- FGI 8 


TB 




>Rel-8 AND 
eFDD-UTRA 


- FGI 9 


Not checked 






- FGI 10 


Not checked 






- FGI 1 1 


Not checked 






- FGI 12 


Not checked 






- FGI 13 


Not checked 






- FGI 14 


Not checked 






- FGI 15 


Not checked 






- FGI 16 


Not checked 




Rel-8 


- FGI 16 


TB 




>Rel-8 


- FGI 17 


Not checked 




Rel-8 


- FGI 17 


TB 




>Rel-8 
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~ rol 1 o 


NOT CnGCKGO 




Dal Q 

riei-o 


-- FGI 18 


TB 




>Rel-8 


coi 1 ci 
— rfj\ iy 


Not checked 






co i on 

- 20 


Not checked 




KGl-o 


rpi OA 


1 D 




^ n„i o 
>HGl-o 


- FGI 21 


Not checked 






-- FGI 22 


Not checked 






-- FGI 22 


'1 'B 




>Rel-8 AND 

_ i — nn i iTn a 

eFDD-UTRA 


- FGI 23 


Not checked 






-- FGI 24 


Not checked 






-- FGI 24 


TB 




>Rel-8 AND 
enhancedlx 
RTT-CSFB 


- FGI 25 


Not checked 






-- FGI 25 


'1'B 




>Rel-8 OR 

■ ■ ■ n ill 

InterModeH 
O 


-- FGI 26 


Not checked 






-- FGI 26 


'1 'B 




>Rel-8 AND 
eFDD- 

nnnn 

MrirU 


CO 1 0"7 


Not checked 






CO 1 oo 

— rljl 2o 


Not checked 






co i on 


Not checked 






co i on 

- r(jl 30 


Not checked 






co i on 
— rial oO 


1 D 




InterModeH 

pi 
u 


COI oi oo 


u b (unaeTineu) 






inTGrnA 1 -rardmGtGrS otUUtNOt ( 








utraruu 


— — — — 

Not checked 






i iti-oXPlPli OQ 


NOt CnGCKGO 






Ulra 1 uuoo4 


Not chGckod 






Ulra i uu/oo 


Not chGckcd 






geran 


Not chGckcd 






Curna^OUU-nrirU 


Not chGckod 






coma*iouu-i xn i i 


Not cnecKeo 






cdma2000-1xRTT 


Not checked 






} 








nn t-i O r> 1 C \rtn nr* in n OEAI ICNIOC I 

nononticaibxtension ocuutNUt { 








phyLayerParameters-v920 


Not checked 






interhiA i -rarametGrsocriAN-vy^o 


Not checked 






interKA i -rarametersu i KA-vy^o 


Not checked 






interhiA i -rarametersuuMA^ooo- 

v/Qon 
vy^u 


Not checked 






deviceType-r9 


— — — j — 

Not checked 






csg-rroximityinaicationrarameters-ry 


Not cnecKeo 






n6ignoeiioi-ACC|uisiiionraramGters-ry 


Not checked 






son-Parameters-ry 


Not checked 






nonoriucaibxiension otuutNot ( 








lateNonCritical Extension 








1 |C CI ITDA Onr»^hilit\/ w O~n. |C 

ut-tu i riA-uapaDiiity-vyau-its 








featureGrouplndRel9Add-r9 








r~/~» i oo 
— rCjal oo 


Not checked 






— rtjal o4 


Not checked 






— r(j\ oo 


Not checked 






— rCjal 00 


Not checked 






— rUI oY-b4 


b (Unaetined) 






■fi-li-l A/-I/-J 1 IE CI ITDA 

Taa-Aaa-ub-bu i ha- 

Od|JClUlllllGO Iv? OLUULIMOL \ 








phyLayerParameters-r9 


Not checked 






featureGrouplndicators-r9 




BITSTRING 32 




-- FGI 1F 


Not checked 






-- FGI 2F 


Not checked 






-- FGI 3F 


Not checked 




FDD = TDD 


-- FGI 4F 


Not checked 
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epi t^e 
-- rLal or 


Not chGckGd 




enn xnn 
rUU — 1 UU 


CP l tie 
-- r\j\ or 


Not chGckGd 




enn mn 
ruu — i uu 


ePI TP 

-- r\j\ i r 


Not chGckod 




enn xnn 
ruu — i uu 


CPI QC 

-- rLal or 


Not chGckod 






epi qc 
-- rvjal yr 


NOT CnGCKGO 






epi inc 
— rvjal \ Ur 


Not chGckod 






CP I HHP 

-- rvjal 1 1 r 


Not chGckod 






1 HOC 

— rvjal 1 £ir 


Not chGckod 






1 HOC 

— rvjal lor 


Not chGckod 




enn xnn 
ruu — i uu 


CP 1 H/jC 

-- rvjal \ 4r 


Not chGckGd 




enn xnn 
ruu — i uu 


CP 1 -ICC 

-- rvjal 1 or 


Not chGckod 






CPI HCC 

-- rvjal 1 or 


Not chGckGd 




enn xnn 
ruu — i uu 


CP 1 H "7C 

-- r\j\ \ i r 


Not chGckod 




enn xnn 
ruu — I uu 


CP 1 1QC 

— rvjal lor 


Not chGckod 




enn xnn 
ruu — I uu 


CP I HQC 

— r\j\ \ y r 


Not chGckGd 






cpi one 


Not chGckGd 




enn xnn 
ruu — I uu 


CPI Oi C 

-- rvjal ill r 


Not chGckGd 




enn xnn 
ruu — I uu 


CPI ooc 
-- rvjal ^r 


Not chGckGd 






cpi OQC 
-- rbl <ior 


Not chGckod 






CPI OA P 

-- rvjal <i4r 


NOT CflGCKeO 






-- FGI 25F 


Not checked 




FDD = TDD 


I occ 

— hul 


Not checked 






r- r~* 1 o ~7 

— r(jl ^7r 


Not checked 






I ooc 


Not checked 






— r(jl ^yh 


Not checked 






one 


Not checked 




enn xnn 
rUU = 1 UU 


I OH C OOC 


u b (unaeTinea) it 
present 






featureGrouplndRel9Add-r9 




□ ITCTDIMP OO 

BMbl KINCj 32. 




-- FGI 33F 


Not checked 






— FGI 34F 


Not checked 






-- FGI 35F 


Not checked 






-- FGI 36F 


Not checked 






-- FGI 37F-64F 


'0'B (Undefined) if 
present 






interRAT-ParametersGERAN- 

r9 


Not checked 






interRAT-ParametersUTRA-r9 


Not checked 






interRAT-ParametersGERAN- 

r9 


Not checked 






interRAT- 
ParametersCDMA2000-r9 


Not checked 






neighCellSI- 
AcquisitionParameters-r9 


Not checked 






} 








1 — 1 A.-J.-J 1 IP CI ITDA 

toa-Aaa-ub-bu i ka- 

Po nnhilitioo rQ CPPil IPMPP / 








phyLayGrParamGtGrs-r9 


NOT CnGCKGO 






fGaturGGrouplndicators-r9 




DITCTDIMP OO 

bl I o 1 nlNij od. 




PPI 1 X 

-- rbl \ I 


NOT CnGCKGO 






PPI OT 


NOT CnGCKGO 






PPI OT 


NOT CnGCKGO 




enn xnn 
ruu — 1 uu 


PPI AT 

— r\j\ 4 I 


Not chockGd 






PPI £X 


Not chockGd 




enn xnn 
ruu — I uu 


PPI CT 

— rol o I 


Not chocked 




enn xnn 
rUU = 1 UU 


PPI 7T 

-- rbl / I 


Not chockGd 




enn xnn 
rUU — 1 UU 


PPI DT 
— r\j\ O I 


Not chockGd 






PPI QT 

-- r\j\ y I 


Not chockGd 






CP I 1 PiT 

— r\j\ \ U I 


Not chockGd 






rui i i i 








-- FGI 12T 


Not chockGd 






-- FGI 13T 


Not chockGd 




FDD = TDD 


L -FGI14T 


Not chockGd 




FDD = TDD 


-- FGI 15T 


Not chockGd 






- FGI 16T 


Not chockGd 




FDD = TDD 


-- FGI 17T 


Not chockGd 




FDD = TDD 
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CP 1 -j QT 


Not checked 




enn xnn 
rUU — 1 UU 


-- r\j\ \ y I 


Not chocked 






cpi onx 


Not checked 




enn xnn 
rUU — 1 UU 


— rol £il I 


Not checked 




enn xnn 
rUU — 1 UU 


CPI OOT 


not cnecKeo 






CPI OQT 

-- rvjal do \ 


Not checked 






-- rvjal £i4 1 


Not checked 






-- FGI 25T 


Not checked 




FDD = TDD 


— r(jl <£o 1 


Not checked 






1 0"7T 


Not checked 






1 OOT 


Not checked 






OflT 

— rljjl £9 1 


Not checked 






c/"* i oot 


Not checked 




enn xnn 
rUU = 1 UU 


— r(jl 31 I I 


d (Undefined) it 
present 






featureGrouplndRel9Add-r9 




DITOTDIMP OO 

bl 1 b 1 rilNlj od 




-- FGI 33T 


Not checked 






-- FGI 34T 


Not checked 






-- FGI 35T 


Not checked 






- FGI 36T 


Not checked 






-- FGI 37T-64T 


B (Undefined) if 
present 






interRAT-ParametersGERAN- 

r9 


Not checked 






interRAT-ParametersUTRA-r9 


Not checked 






interRAT-ParametersGERAN- 

r9 


Not checked 






interRAT- 
ParametersCDMA2000-r9 


Not checked 






neighCellSI- 
AcquisitionParameters-r9 


Not checked 






} 








nonCriticalExtension 

SEQUENCE {} 


Not checked 






nonCriticalExtension SEQUENCE { 








ue-Cateqory-v1 020 


Not checked 






phyl_ayerParameters-v1 020 


Not checked 






rf-Parameters-v1 020 


Not checked 






measParameters-v1 020 


Not checked 






featureGrouplndReM 0-r1 




BITSTRING 32 




-- rbl 1 Ul 


not cnecKeo 






-- rbl 1 U<i 


Not checked 






— rul 1 Uo 


Not checked 






-- rbl 1 U4 


Not checked 






epi 1 n£ 
-- rijl 1 Uo 


Not checked 






~ rbl 1 Uo 


Not checked 






en 1 nv 


Not checked 






— r\j\ 1 Uo 


Not checked 






~ rbl 1 uy 


Not checked 






cp inn 


Not checked 






-- FGI 111 


Not checked 








Not checked 






- FGI 113 


Not checked 






-- FGI 1 14 


Not checked 






- FGI 115 


Not checked 






— r(jl lib 


Not checked 






-- FGI 117-132 


'0'B (Undefined) if 
present 






interRAT-ParametersCDMA2000- 

v1020 


Not checked 






ue- 

BasedNetwPerf MeasParameters-r1 


Not checked 
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interRAT-ParametersUTRA-TDD- 

VI U^U 


Not checked 






nonuriticaibxtension ocUUbMOb 

ri 

u 


Not checked 






1 

} 








1 

J 








1 

J 








1 

) 








} 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








} 








} 









Condition 


Explanation 


Rel-8 


Only for Rel-8 


>Rel-8 


For Rel-9 or later Releases (Note 2) 


ROHC 


Support of ROHC profile0x0001 and ROHC profile0x0002 (TS 36.523-2 table A.4.4- 
1/40 and A.4.4-1/41). 


eFDD-UTRA 


eFDD and UTRA supported 


enhancedlxRTT- 
CSFB 


Enhanced 1xRTT CSFB supported 


eFDD-HRPD 


HRPD supported 


InterModeHO 


Mobility in connected state between FDD and TDD 


FDD = TDD 


UE is not allowed to signal different values for FDD and TDD, is not checked per 
default 


Note2: For this version, FGI bits for ">Rel-8" are not checked. 



UEInformationRequest 



Table 4.6.1 -23 A: UEInformationRequest 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


UEInformationRequest-r9 ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transaction Identifier-DL 






criticalExtensions CHOICE { 








d CHOICE{ 








uelnformationRequest-r9 SEQUENCE { 








rach-ReportReq-r9 


FALSE 






rlf-ReportReq-r9 


FALSE 






nonCriticalExtension SEQUENCE { 








lateNonCriticalExtension 


Not present 






nonCriticalExtension SEQUENCE {} 


Not present 






nonCriticalExtension SEQUENCE { 






Logged 
MDT 


logMeasReportReq-r1 


TRUE 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








1 








1 








} 








} 








} 









Condition 


Explanation 


Logged MDT 


Used for Logged MDT test cases 
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- UEInformationResponse 



Table 4.6.1 -23B: UEInformationResponse 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


UEInformationResponse-r9 ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








d CHOICE{ 








uelnformationResponse-r9 SEQUENCE { 








rach-Report-r9 SEQUENCE {} 


Not checked 






rlf-Report-r9 SEQUENCE {} 


Not checked 






nonCriticalExtension SEQUENCE { 








lateNonCriticalExtension 


Not checked 






nonCriticalExtension SEQUENCE { 








logMeasReport-r10 SEQUENCE {} 


Not checked 






nonCriticalExtension SEQUENCE { 


Not checked 






} 








} 








} 








I 








1 








} 









ULHandoverPreparation Transfer 



Table 4.6.1-24: ULHandoverPreparationTransfer 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


ULHandoverPreparationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








ulHandoverPreparationTransfer-r8 SEQUENCE 

{ 








cdma2000-Type 


typelXRTT 






meid 


Set to the 56 bit 
CDMA2000 mobile 
identification number of 
the UE 






dedicatedlnfo 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








1 








} 
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- ULInformationTransfer 



Table 4.6.1-25: ULInformationTransfer 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








d CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicatedlnfoType CHOICE { 








dedicatedlnfoNAS 


Present but contents not 
checked 






1 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








I 








1 









4.6.2 System information blocks 

See subclause 4.4.3.3 in this document. 

4.6.3 Radio resource control information elements 

Table 4.6.3-OA: Void 
Table 4.6.3-OB: Void 

BCCH-Config-DEFAULT 



Table 4.6.3-1 : BCCH-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


BCCH-Config-DEFAULT: := SEQUENCE { 








modificationPeriodCoeff 


n4 


To provide reliable 
delivery of SI 
change 
notifications. 




} 









CQI-ReportAperiodic-r1 0-DEFAULT 

Table 4.6.3-1 A: CQI-ReportAperiodic-r1 0-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


CQI-ReportAperiodic-r10 ::=CHOICE { 








setup SEQUENCE { 








cqi-ReportModeAperiodic-r1 


rm30 






aperiodicCSI-Triqger-r1 


Not present 






I 








} 
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CQI-ReportConfig-DEFAULT 



Table 4.6.3-2: CQI-ReportConfig-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


CQI-ReportConfig-DEFAULT ::= SEQUENCE { 








cqi-ReportModeAperiodic 


rm30 






nomPDSCH-RS-EPRE-Offset 









cqi-ReportPeriodic 


Not present 






cqi-ReportPeriodic CHOICE { 






CQI PERIO 
DIC 


setup SEQUENCE { 








cqi-PUCCH-Resourcelndex 









cqi-pmi-Configlndex 


25 


(see Table 7.2.2- 
1A in TS 36.213) 


FDD 


24 


(see Table 7.2.2- 
ICinTS 36.213) 


TDD 


cqi-FormatlndicatorPeriodic CHOICE { 








widebandCQI 


NULL 






} 








ri-Configlndex 


483 


(see Table 7.2.2- 
1B in TS 36.213) 


FDD 


484 


(see Table 7.2.2- 
1B in TS 36.213) 
This value for 
TDD is selected 
together with cqi- 
pmi-Configlndex 
based on TDD 
configuration 1. 


TDD 


simultaneousAckNackAndCQI 


FALSE 






} 








} 








} 









Condition 


Explanation 


CQI PERIODIC 


When periodic CQI reporting should be enabled 


FDD 


FDD cell environment 


TDD 


TDD cell environment 



CQI-ReportConfig-r1 0-DEFAULT 

Table 4.6.3-2AA: CQI-ReportConfig-r1 0-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


CQI-ReportConfig-r10 ::= SEQUENCE { 








cqi-ReportAperiodic-r1 


CQI-ReportAperiodic-r1 0- 
DEFAULT 






nomPDSCH-RS-EPRE-Offset 









cqi-ReportPeriodic-MO 


Not present 








CQI-ReportPeriodic-r10- 
DEFAULT 




CQI PERI 
ODIC 


pmi-RI-Report-r9 


Not present 






csi-SubframePatternConfig-r1 


Not present 






} 









Condition | Explanation 
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CQI_PERIODIC [When periodic CQI reporting should be enabled 

CQI-ReportConfigSCell-r10-DEFAULT 



Table 4.6.3-2AB: CQI-ReportConfigSCell-r10-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


CQI-ReportConfigSCell-r10 ::= SEQUENCE { 








cqi-ReportModeAperiodic-r1 


rm30 






nomPDSCH-RS-EPRE-Offset-r1 









cqi-ReportPeriodicSCell-r1 


Not present 








CQI-ReportPeriodic-r10- 
DEFAULT 




CQI PERI 
ODIC 


pmi-RI-Report-r10 


Not present 






} 









Condition 


Explanation 


CQI PERIODIC 


When periodic CQI reporting should be enabled 



CQI-ReportPeriodic-r1 0-DEFAULT 

Table 4.6.3-2AC: CQI-ReportPeriodic-r1 0-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


CQI-ReportPeriodic-r10 ::= CHOICE { 








setup SEQUENCE { 








cqi-PUCCH-Resourcelndex-r1 









cqi-PUCCH-ResourcelndexP1 -r1 


Not present 






cqi-pmi-Configlndex 


25 




FDD 




24 




TDD 


cqi-FormatlndicatorPeriodic-r10 CHOICE { 








widebandCQI-r10 SEQUENCE { 








csi-ReportMode-r10 


Not present 






} 








} 








ri-Configlndex 


483 




FDD 




484 




TDD 


simultaneousAckNackAndCQI 


FALSE 






cqi-Mask-r9 


Not present 






csi-Configlndex-r10 


Not present 






1 








} 









Condition 


Explanation 


FDD 


FDD cell environment 1 


TDD 


TDD cell environment 
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Table 4.6.3-2 AD: Void 
Table 4.6.3-2 AE: Void 

DRB-ToAddModList-RECONFIG 



Table 4.6.3-2A: DRB-ToAddModList-RECONFIG 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


UKB- 1 oAddModList ..= otUUtNOt (blzt 
(1 ..maxDRB)) OF SEQUENCE { 


2 Entries 






eps-Bearerldentity[1] 


Not present 






drb-ldentity[1] 


1 






pdcp-Config[1] 


Not present 






rlc-Config[1] 


RLC-Config-DRB-AM- 
RECONFIG 






logicalChannelldentity[1] 


Not present 






logicalChannelConfig[1] 


Not present 






eps-Bearerldentity[2] 


Not present 






drb-ldentity[2] 


2 






pdcp-Config[2] 


Not present 






rlc-Config[2] 


RLC-Config-DRB-AM- 
RECONFIG 






logicalChannelldentity[2] 


Not present 






logicalChannelConfig[2] 


Not present 






1 









PCCH-Config-DEFAULT 

Table 4.6.3-3: PCCH-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PCCH-Config-DEFAULT::= SEQUENCE { 








defaultPagingCycle 


rf128 


Typical value in 
real network. 




nB 


oneT 






} 









PHICH-Config-DEFAULT 

Table 4.6.3-4: PHICH-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PHICH-Config-DEFAULT ::= SEQUENCE { 








phich-Duration 


normal 






phich-Resource 


one 


Ng=1 has been 
selected to ensure 
enough PHICH 
resources from 
the real network 
point of view. 




) 
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PDSCH-ConfigCommon-DEFAULT 



Table 4.6.3-5: PDSCH-ConfigCommon-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PDSCH-ConfigCommon-DEFAULT ::= SEQUENCE { 








referenceSiqnalPower 


18 (dBm) 






p-b 


0(Pb'Pa = 1 ) 




1TX 


1 iP B lp A =1) 




2TX 


) 









Condition 


Explanation 


1TX 


1 SS Tx antenna environment 


2TX 


2 SS Tx antenna environment 



PDSCH-ConfigDedicated-DEFAULT 

Table 4.6.3-6: PDSCH-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE 

{ 








p-a 


dB-3 for signalling test 
cases; 

dBO for others 


dB-3 for signalling 
test cases to 
reduce 

interference from 
PDSCH of intra- 
frequency 
neighbour cells 


1TX 




dB-3 




2TX 


} 









ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 10 1 72 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 

PhysicalConfigDedicatedSCell-r1 0-DEFAULT 



Table 4.6.3-6A: PhysicalConfigDedicatedSCell-r1 0-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE { 








nonUL-Configuration-r10 SEQUENCE { 








antennalnfo-r10 


Not present 






crossCarrierSchedulingConfig-r10 


Not present 






csi-RS-Config-r10 


Not present 






pdsch-ConfigDedicated-r1 


PDSCH- 

ConfigDedicated- 
DEFAULT 






I 








ul-Configuration-rlO 


Not present 






ul-Configuration-r10 SEQUENCE { 






ULCA 


antennalnfoUL-r10 


Not present 






pusch-ConfigDedicatedSCell-r1 


Not present 






uplinkPowerControlDedicatedSCell-r10 


UplinkPowerControlDedic 
atedSCell-r1 0-DEFAULT 






cqi-ReportConfigSCell-r1 


CQI-ReportConfigSCell- 
r1 0-DEFAULT 






soundingRS-UL-ConfigDedicated-r10 


Not present 






soundingRS-UL-ConfigDedicated-v1020 


Not present 






soundingRS-UL-ConfigDedicatedAperiodic-r10 


Not present 






} 








} 









Condition 


Explanation 


ULCA 


When UL Carrier Aggregation is used. 
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PRACH-Config-DEFAULT 



Table 4.6.3-7: PRACH-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


! Comment 


Condition 


PRACH-Config-DEFAULT ::= SEQUENCE { 








rootSequence Index 


See clause 4.4.2, Table 
4.4.2-1 A and clause 
6.3.2.2 Table 6.3.2.2-2 


See table 5.7.2-4 
inTS 36.21 1for 
PRACH format 0- 
3 


FDD 


See clause 4.4.2, Table 
4.4.2-1 A and clause 
6.3.2.2 Table 6.3.2.2-2 


See table 5.7.2-5 
in TS 36.211 for 
PRACH format 4 


TDD 


prach-Configlnfo SEQUENCE { 








prach-Configlndex 


3 


Typical value in 
real network for 
FDD (see table 
5.7.1-1 and 5.7.1- 
2 in TS 36.211) 


FDD 


51 


Typical value in 
real network for 
TDD (see table 
5.7.1-3 and 5.7.1- 
4 in TS 36.211) 


TDD 


highSpeedFlag 


FALSE (Unrestricted set) 


High speed train 
configuration 
doesn't apply by 
default. 




zeroCorrelationZoneConfig 


5 (N cs configuration = 5) 


Assuming cell 
radius is up to 
approximately 3 
km. 


FDD 


4 (N cs configuration = 4) 


Assuming cell 
radius is up to 
approximately 1 
km. 


TDD 


prach-FreqOffset 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




} 








I 








Note: Although PRACH format 0-3 is applicable for both FDD and TDD, the PRACH format 4 is used as default for 
testing for TDD. 



Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 



PRACH-ConfigSIB-DEFAULT 

Table 4.6.3-7a: PRACH-ConfigSIB-DEFAULT 

Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-7 PRACH-Config-DEFAULT 
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PUCCH-ConfigCommon-DEFAULT 



Table 4.6.3-8: PUCCH-ConfigCommon-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PUCCH-ConfigCommon-DEFAULT ::= SEQUENCE { 








deltaPUCCH-Shift 


ds2 


Assuming typical 
values of the 
maximum delay 
spread 




nRB-CQI 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




nCS-AN 


6 






n1PUCCH-AN 









} 









PUCCH-ConfigDedicated-DEFAULT 

Table 4.6.3-9: PUCCH-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE 

{ 








ackNackRepetition CHOICE { 








release 


NULL 






1 








tddAckNackFeedbackMode 


Not present 




FDD 


multiplexing 


Multiplexing is 
selected as 
default to align 
with RAN4's 
assumptions in 
RF tests. 


TDD 


} 









Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 
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Table 4.6.3-9A: Void 

PUSCH-ConfigCommon-DEFAULT 



Table 4.6.3-10: PUSCH-ConfigCommon-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


rUbOH-uontigOornmon-UtrAUL 1 ..= btUUtlNGt { 








pusch-ConfigBasic SEQUENCE { 








n-SB 


1 


Typical 

configuration in 
real network 




hoppingMode 


interSubFrame 


Typical 

configuration in 
real network 




pusch-HoppingOffset 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




enableo4UAM 


rALbt 






l 
1 








ul-ReferenceSignalsPUSCH SEQUENCE { 








groupHoppingEnabled 


TRUE 


In accordance 
with "the RAN5 
LTE UE Feature 
list". 




groupAssignmentPUSCH 





Typical value in 
real network 




sequenceHoppingEnabled 


FALSE 


In accordance 
with "the RAN5 
LTE UE Feature 
list". 




cyclicShift 









} 








} 









PUSCH-ConfigDedicated-DEFAULT 

Table 4.6.3-11: PUSCH-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PUSCH-ConfigDedicated-DEFAULT ::= SEQUENCE 

{ 








betaOffset-ACK-lndex 


9 






betaOffset-RI-lndex 


6 






betaOffset-CQI-lndex 


6 






} 
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Table 4.6.3-11 A: Void 

RACH-ConfigCommon-DEFAULT 



Table 4.6.3-12: RACH-ConfigCommon-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RACH-ConfigCommon-DEFAULT ::= SEQUENCE { 








preamblelnfo SEQUENCE { 








numberOfRA-Preambles 


n52 


Assuming the 








number of 








dedicated 








preambles is 12. 




preamblesGroupAConfig SEQUENCE {} 


Not present 






1 








powerRampingParameters SEQUENCE { 








powerRampingStep 


dB2 






preamblelnitialReceivedTargetPower 


dBm-104 (default) 


Thermal noise = - 








113dBm 








NF = 5 dB 








loT = 6dB 








Required SNR = - 








8 dB (See table 








8.4.2-1 in TS 








36.104 [30]) 








-> -110 dB 








(default value is 








acceptable) 




1 








ra-Supervisionlnfo SEQUENCE { 








preambleTransMax 


n6 


Under the 








condition of Case 








1 in RAN1 








simulation 








assumptions, an 








UE with pathloss 








of CDF = 90% 








reaches the 








maximum transmit 








power in 4 








successive 








retransmissions. 








6 has been 








selected 








considering the 








margin of 2. 




ra-ResponseWindowSize 


sf10 


The maximum 








value is 








preferable. 




mac-ContentionResolutionTimer 


sf48 


Allows for a 








sufficient number 








of msg3 








retransmissions. 




} 








maxHARQ-Msg3Tx 


4 


Under the 








condition of Target 








SIR = 2dB, the 








probability of 2 








transmissions is 








less than 1%. 4 








has been selected 








considering the 








margin of 2. 




} 
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Rach-ConfigDedicated-DEFAULT 



Table 4.6.3-12A: Rach-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


Rach-ConfigDedicated-DEFAULT ::= SEQUENCE { 








ra-Preamblelndex 


52 






ra-PRACH-Masklndex 









} 









RadioResourceConfigCommon-DEFAULT 

Table 4.6.3-13: RadioResourceConfigCommon-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommon-DEFAULT ::= 
SEQUENCE { 








rach-ConfigCommon 


RACH-ConfigCommon- 
DEFAULT 






prach-Config 


PRACH-Config- 
DE FAULT 






pdsch-ConfigCommon 


Not present 








PDSCH-ConfigCommon- 
DEFAULT 




FullConfig, 

HO-to- 

EUTRA 


pusch-ConfigCommon 


PUSCH-ConfigCommon- 
DEFAULT 






phich-Config 


Not present 








PHICH-Config-DEFAULT 




FullConfig, 

HO-to- 

EUTRA 


pucch-ConfigCommon 


Not present 




SAME-BW 




PUCCH-ConfigCommon- 
DEFAULT 




DIFF-BW, 
FullConfig, 
HO-to- 
EUTRA 


soundingRSUL-ConfigCommon 


SoundingRS-UL- 
ConfigCommon- 
DE FAULT 






uplinkPowerControlCommon 


Not present 








UplinkPowerControlCom 
mon-DEFAULT 




FullConfig, 

HO-to- 

EUTRA 


antennalnfoCommon 


Not present 






antennalnfoCommon SEQUENCE { 






2TX 


antennaPortsCount 


an2 






} 








antennalnfoCommon SEQUENCE { 






FullConfig, 

HO-to- 

EUTRA 


antennaPortsCount 


an1 






} 








p-Max 


Not present 






tdd-Config 


Not present 




FDD 




TDD-Config-DEFAULT 




TDD 


ul-CyclicPrefixLength 


Ien1 






uplinkPowerControlCommon-v1 020 


UplinkPowerControlCom 
mon-v1020-DEFAULT 




ULCA 




Not present 






} 
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irOnaiiion 


CXpiafiallOn 


rUU 


FDD cgII GnvironmGnt 


inn 
I uu 


i uu ceil environment 


2TX 


Used for cells with two antenna ports 


SAME-BW 


Source and target cell are configured with same bandwidth 


DIFF-BW 


Source and target cell are configured with different bandwidth 


ULCA 


When UL Carrier Aggregation is used. 


FullConfig 


Handover with full configuration option (Rel-9 or later) 


HO-to-EUTRA 


Inter-RAT handover to E-UTRA 



RadioResourceConfigCommonSCell-r10-DEFAULT 
Table 4.6.3-1 3A: RadioResourceConfigCommonSCell-r10-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommonSCell-r1 ::= 
SEQUENCE { 








nonUL-Configuration-r10 SEQUENCE { 








_i i n _ _ _i, . _i4.i_ „-4 r\ 

dl-Bandwidth-r10 


Same downlink 
bandwidth as used for 
largei ouen 






_ TZ 

antennalnfoCommon-rl 


an^ 






mbsfn-SubframeConfigList-r1 


Not present 






phich-Config-r1 


□ i_i i o i_i /^rti-.-f;« ncr ai n ~r 
rHIOH-UOnTig-UbrAUL 1 






pdsch-ConfigCornmon-r1 


DRCPLI r^nnVir*r^nmmr\n 

r UoUH-uonTigoornrnon- 

nPFAl II T 
UCrnUL 1 






tdd-Config-r10 


Not present 




FDD 




TDD-Config-DEFAULT 




TDD 


} 








ul-Configuration-r10 


Not present 






ul-Configuration-r10 SEQUENCE { 






ULCA 


ul-Freqlnfo-r10 SEQUENCE { 








ul-CarrierFreq-r10 


Not present 






ul-Bandwidth-r10 


Not present 






additionalSpectrumEmissionSCell-r10 


1 (CA_NS_01) 






} 








p-Max-r10 


Not present 






uplinkPowerControlCommonSCell-r10 


UplinkPowerControlCom 
monSCell-r10-DEFAULT 






soundingRS-UL-ConfigCommon-r1 


SoundingRS-UL- 
ConfigCommon- 
DEFAULT 






ul-CyclicPrefixLength-r1 


Ien1 






prach-ConfigSCell-r10 


Not present 




FDD 




FFS 




TDD 


pusch-ConfigCommon-r1 


PUSCH-ConfigCommon- 
DEFAULT 






1 








1 









Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 


ULCA 


When UL Carrier Aggregation is used. 
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- RadioResourceConfigCommonSIB-DEFAULT 



Table 4.6.3-14: RadioResourceConfigCommonSIB-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommonSIB-DEFAULT ::= 
SEQUENCE { 








rach-ConfigCommon 


RACH-ConfigCommon- 
DEFAULT 






bcch-Config 


BCCH-Config-DEFAULT 






pcch-Config 


PCCH-Config-DEFAULT 






prach-Config 


PRACH-ConfigSIB- 
DE FAULT 






pdsch-ConfigCommon 


PDSCH-ConfigCommon- 
DEFAULT 






pusch-ConfigCommon 


PUSCH-ConfigCommon- 
DE FAULT 






pucch-ConfigCommon 


PUCCH-ConfigCommon- 
DE FAULT 






soundingRS-UL-ConfigCommon 


SoundingRS-UL- 
ConfigCommon- 
DE FAULT 






uplinkPowerControlCommon 


UplinkPowerControlCom 
mon-DEFAULT 






ul-CyclicPrefixLength 


Ien1 






uplinkPowerControlCommon-v1 020 


Not present 






UplinkPowerControlCom 
mon-v1020-DEFAULT 




ULCA 


} 









Condition 


Explanation 


ULCA 


When UL Carrier Aggregation is used. 



RadioResourceConfigDedicated-SRB1 

Table 4.6.3-15: RadioResourceConfigDedicated-SRB1 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-SRB1 ::= 
SEQUENCE { 








srb-ToAddModList SEQUENCE (SIZE (1..2)) OF 
SEQUENCE {} 


1 entry, with value SRB- 
ToAddMod-DEFAULT 
using condition SRB1 






drb-ToAddModList 


Not present 






drb-ToReleaseList 


Not present 






mac-MainConfig CHOICE { 








explicitValue 


MAC-MainConfig-SRB 


See subclause 
4.8.2 




1 








sps-Config 


Not present 






physicalConfigDedicated 


PhysicalConfigDedicated 
-DEFAULT using 
condition SRB1 


See subclause 
4.8.2 




) 
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RadioResourceConfigDedicated-SRB2-DRB(n,m) 



Table 4.6.3-16: RadioResourceConfigDedicated-SRB2-DRB(n,m) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= 
SEQUENCE { 




n is the number of 
AM RLC DRBs 
(1..N) 

m is the number 
of UM RLC DRBs 
(0..M) 




srb-ToAddModList SEQUENCE (SIZE (1..2)) OF 
SEQUENCE { 


1 entry 






srb-ToAddMod[1] 


SRB-ToAddMod- 
DEFAULT using 
condition SRB2 


See subclause 
4.8.2 




} 








drb-ToAddModList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


n+m entries 






drb-ToAddMod[k, k=1..n] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition AM 


n AM RLC DRBs 
See subclause 
4.8.2 




drb-ToAddMod[k, k=n+1..n+m] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition UM 


m UM RLC DRBs 
See subclause 
4.8.2 


m>0 


} 








drb-ToReleaseList 


Not present 






mac-MainConfig CHOICE { 








explicitValue 


MAC-MainConfig-RBC 
using condition DRX_L 
(note) 


See subclause 
4.8.2 


m=0 




MAC-MainConfig-RBC 


See subclause 


m>0 




using condition DRX_S 
(note) 


4.8.2 




1 








sps-Config 


Not present 






physicalConfigDedicated 


PhysicalConfigDedicated 
- DEFAULT using 
condition RBC 


See subclause 
4.8.2 




) 








NOTE: In cases where no RLC-UM bearer is configured, large DRX Cycle length is used. In cases where at least one 
RLC-UM bearer is configured, small DRX Cycle length is used. 



Condition 


Explanation 


m=0 


m is equal to zero 


m>0 


m is greater than zero 
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RadioResourceConfigDedicated-DRB(n,m) 



Table 4.6.3-17: RadioResourceConfigDedicated-DRB(n,m) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-DRB(n, m) ::= 
SEQUENCE { 




n is the number of 
AM RLC DRBs 
(0..N) 

m is the number 
of UM RLC DRBs 
(0..M) 




srb-ToAddModList 


Not present 






drb-ToAddModList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


n+m entries 


BID is the total 
number of 
established DRBs 
in the UE, before 
applying the 
contents of this IE 




drb-ToAddMod[k, k=BID+1 ..BID+n] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition AM 


n AM RLC DRBs 
See subclause 
4.8.2 


n>0 


drb-ToAddMod[k, k= BID+1+n.. BID+n+m] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition UM 


m UM RLC DRBs 
See subclause 
4.8.2 


m>0 


I 








drb-ToReleaseList 


Not present 






L mac-MainConfig 


Not present (note) 




m=0 


mac-MainConfig CHOICE { 






m>0 


explicitValue 


MAC-MainConfig-RBC 
using condition DRX_S 
(note) 


See subclause 
4.8.2 




} 








sps-Config 


Not present 






physicalConfigDedicated 


Not present 






} 








NOTE: In cases where no RLC-UM bearer is added, existing DRX configuration is used without modification. In cases 
where at least one RLC-UM bearer is added, small DRX Cycle length is used. 



Condition 


Explanation 


n>0 


n is greater than zero 


m=0 


m is equal to zero 


m>0 


m is greater than zero 
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RadioResourceConfigDedicated-HO-TO-EUTRA(n,m) 



Table 4.6.3-18: RadioResourceConfigDedicated-HO-TO-EUTRA(n,m) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-HO-TO-EUTRA(n, 
m) ::= SEQUENCE { 




n is the number of 
AM RLC DRBs 
(1..N) 

m is the number 
of UM RLC DRBs 
(0..M) 




srb-ToAddModList SEQUENCE (SIZE (1..2)) OF 
SEQUENCE { 


2 entries 






srb-ToAddMod[1] 


SRB-ToAddMod- 
DEFAULT using 
condition SRB1 


See subclause 
4.8.2 




srb-ToAddMod[2] 


SRB-ToAddMod- 
DEFAULT using 
condition SRB2 


See subclause 
4.8.2 




} 








drb-ToAddModList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


n+m entries 






drb-ToAddMod[k, k=1..n] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition AM 


n AM RLC DRBs 
See subclause 
4.8.2 




drb-ToAddMod[k, k=n+1..n+m] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition UM 


m UM RLC DRBs 
See subclause 
4.8.2 


m>0 


I 








drb-ToReleaseList 


Not present 






mac-MainConfig CHOICE { 








explicitValue 


MAC-MainConfig-RBC 
using condition DRX_L 
(note) 


See subclause 
4.8.2 


m=0 




MAC-MainConfig-RBC 
using condition DRX_S 
(note) 


See subclause 
4.8.2 


m>0 


} 








sps-Config 


Not present 






physicalConfigDedicated 


PhysicalConfigDedicated 
- DEFAULT using 
condition RBC 


See subclause 
4.8.2 




} 








NOTE: In cases where no RLC-UM bearer is configured, large DRX Cycle length is used. In cases where at least one 


RLC-UM bearer is configured, small DRX Cycle length is used. 







Condition 


Explanation 


m=0 


m is equal to zero 


m>0 


m is greater than zero 
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RadioResourceConfigDedicated-AM-DRB-ADD(bid) 



Table 4.6.3-1 8A: RadioResourceConfigDedicated-AM-DRB-ADD(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-AM-DRB-ADD(bid) 
::= SEQUENCE { 




bid is the bearer 
identity 




srb-ToAddModList 


Not present 






drb-ToAddModList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


one entry 






drb-ToAddMod[1] 


DRB-ToAddMod- 
DEFAULT (bid) using 
condition AM 


See subclause 
4.8.2 




} 








drb-ToReleaseList 


Not present 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConfigDedicated 


Not present 






} 









RadioResourceConfigDedicated-UM-DRB-ADD(bid) 
Table 4.6.3-18B: RadioResourceConfigDedicated-UM-DRB-ADD(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-UM-DRB-ADD(bid) 
::= SEQUENCE { 




bid is the bearer 
identity 




srb-ToAddModList 


Not present 






drb-ToAddModList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


one entry 






drb-ToAddMod[1] 


DRB-ToAddMod- 
DEFAULT (bid) using 
condition UM 


See subclause 
4.8.2 




I 








drb-ToReleaseList 


Not present 






mac-MainConfig CHOICE { 








explicitValue 


MAC-MainConfig-RBC 
using condition DRX_S 
(note) 


See subclause 
4.8.2 




1 








sps-Config 


Not present 






physicalConfigDedicated 


Not present 






} 








NOTE: Since one RLC-UM bearer is added, small DRX Cycle length is used. 
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RadioResourceConfigDedicated- DRB-REL(bid) 



Table 4.6.3-18C: RadioResourceConfigDedicated-DRB-REL(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-DRB-REL(bid) ::= 
SEQUENCE { 




bid is the bearer 
identity 




srb-ToAddModList 


Not present 






drb-ToAddModList 


Not present 






drb-ToReleaseList SEQUENCE (SIZE 
(1 ..maxDRB)) OF 


one entry 






drb-ldentity[1] 


bid 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConfigDedicated 


Not present 






} 









RadioResourceConfigDedicated-HO 

Table 4.6.3-19: RadioResourceConfigDedicated-HO 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-HO ::= SEQUENCE 

{ 








srb-ToAddModList 


Not present 






drb-ToAddModList 


Not present 






drb-ToReleaseList 


Not present 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConfigDedicated 


PhysicalConfigDedicated- 
DEFAULT using 
condition RBC-HO 


See subclause 
4.8.2 




} 









RadioResourceConfigDedicatedSCell-r10-DEFAULT 
Table 4.6.3-19AA: RadioResourceConfigDedicatedSCell-r10-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicatedSCell-r1 ::= 
SEQUENCE { 








physicalConfigDedicatedSCell-r10 


PhysicalConfigDedicated 
SCell-r10-DEFAULT 






} 
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RLC-Config-DRB-AM-RECONFIG 



Table 4.6.3-19A: RLC-Config-DRB-AM-RECONFIG 



Derivation Path: 36.508 table 4.8.2.1 .3.2-1 : RLC-Config-DRB-AM 


Information Element 


Value/remark 


Comment 


Condition 


RLC-Config-DRB-AM-RECONFIG ::= CHOICE { 








am SEQUENCE { 








ul-AM-RLC SEQUENCE { 








t-PollRetransmit 


ms855 






pollPDU 


p64 






poll Byte 


kB250 






maxRetxThreshold 


t8 






I 








dl-AM-RLC SEQUENCE { 








t-Reordering 


ms85 






t-StatusProhibit 


ms50 






I 








I 








} 









RLC-Config-DRB-UM-RECONFIG 

Table 4.6.3-19B: RLC-Config-DRB-UM-RECONFIG 



Derivation Path: 36.508 table 4.8.2.1 .3.1-1 : RLC-Config-DRB-UM 


Information Element 


Value/remark 


Comment 


Condition 


RLC-Config-DRB-UM-RECONFIG ::= CHOICE { 








um-Bi-Directional SEQUENCE { 








ul-UM-RLC SEQUENCE { 








sn-FieldLength 


Size10 






I 








dl-UM-RLC SEQUENCE { 








sn-FieldLength 


Size10 






t-Reordering 


ms55 






I 








} 








} 









RLC-Config-SRB-AM-RECONFIG 

Table 4.6.3-1 9C: RLC-Config-SRB-AM-RECONFIG 



Derivation Path: 36.331 clause 6.3.2, 9.2.1 


Information Element 


Value/remark 


Comment 


Condition 


RLC-Config-SRB-AM-RECONFIG ::= CHOICE { 








am SEQUENCE { 








ul-AM-RLC SEQUENCE { 








t-PollRetransmit 


ms50 






pollPDU 


plnfinity 


Default 




pollByte 


kBinfinity 


Default 




maxRetxThreshold 


t6 






1 








dl-AM-RLC SEQUENCE { 








t-Reordering 


ms40 






t -StatusProhibit 


msO 


Default 




} 








I 








1 
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SCellToAddMod-rl 0-DEFAULT 



Table 4.6.3-19D: SCellToAddMod-r1 0-DEFAULT 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


SCellToAddMod-r10 ::= SEQUENCE { 








sCelllndex-r10 


Set according to specific 
message content 






cellldentification-r10 SEQUENCE { 








physCellld-r10 


Set according to specific 
message content 






dl-CarrierFreq-r10 


Set according to specific 
message content 






I 








radioResourceConfigCommonSCell-rlO 


RadioResourceConfigCo 

mmonSCell-r10- 

DEFAULT 






radioResourceConfigDedicatedSCell-r10 


RadioResourceConfigDe 

dicatedSCell-r10- 

DEFAULT 














} 









SchedulingRequest-Config-DEFAULT 

Table 4.6.3-20: SchedulingRequest-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SchedulingRequest-Config-DEFAULT ::= CHOICE { 








setup SEQUENCE { 








sr-PUCCH-Resourcelndex 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




sr-Configlndex 


30 




FDD 


27 




TDD 


dsr-TransMax 


n4 






1 








} 









Condition 


Explanation 


FDD 


FDD cell environment 1 


TDD 


TDD cell environment 
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Table 4.6.3-20A: Void 

SoundingRS-UL-ConfigCommon-DEFAULT 



Table 4.6.3-21 : SoundingRS-UL-ConfigCommon-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SoundingRS-UL-ConfigCommon-DEFAULT ::= 
SEQUENCE { 








setup SEQUENCE { 








-srs-BandwidthConfig 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




srs-SubframeConfig 


„ „ r> 

SCO 


Assuming SRS 
density is high 
(see Table 
5.5.3.3-1 in TS 
36.211) 


rnn 

rUU 


sc4 


Assuming SRS 
density is high 
(see Table 
5.5.3.3-2 in TS 
36.211) 


TDD 


ackNackSRS-SimultaneousTransmission 


TRUE 


Typical value in 
real network 




srs-MaxUpPts 


Not Present 






I 








} 









Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 



SoundingRS-UL-ConfigDedicated-DEFAULT 

Table 4.6.3-22: SoundingRS-UL-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SoundingRS-UL-ConfigDedicated-DEFAULT ::= 
CHOICE { 








setup SEQUENCE { 








srs-Bandwidth 


bwO 


bwO used with no 
frequency 
hopping. bw3 
used with 
frequency hopping 




srs-HoppingBandwidth 


hbwO 






freqDomainPosition 









duration 


TRUE 






srs-Configlndex 


20 


See Table 8.2-1 in 
TS 36.213 


FDD 


31 


INTEGER 

(0..1023) See 
Table 8.2-2 in TS 
36.213 


TDD 


transmissionComb 









cyclicShift 


csO 






} 








} 
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Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 



Table 4.6.3-22AA: Void 

SoundingRS-UL-ConfigDedicatedAperiodic-r10-DEFAULT 



Table 4.6.3-22AB: SoundingRS-UL-ConfigDedicatedAperiodic-r10-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SoundingRS-UL-ConfigDedicatedAperiodic-r10 ::= 
CHOICE { 








setup SEQUENCE { 








srs-ConfiglndexAp-r10 


10 






srs-ConfigApDCI-Format4-r1 


Not present 






srs-ActivateAp-r1 


Not present 






1 








I 









SRB-ToAddModList-RECONFIG 

Table 4.6.3-22A: SRB-ToAddModList-RECONFIG 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SRB-ToAddModList ::= SEQUENCE (SIZE (1..2)) OF 
SEQUENCE { 


2 Entries 






srb-ldentity[1] 


1 






rlc-Config[1] CHOICE { 








explicitValue 


RLC-Config-SRB-AM- 
RECONFIG 






logicalChannelConfig[1] CHOICE { 








defaultValue 


NULL 






} 








srb-ldentity[2] 


2 






rlc-Config[2] CHOICE { 








explicitValue 


RLC-Config-SRB-AM- 
RECONFIG 






} 








logicalChannelConfig[2] CHOICE { 








defaultValue 


NULL 






I 








} 









TDD-Config-DEFAULT 

Table 4.6.3-23: TDD-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


^ Comment 


Condition 


TDD-Config-DEFAULT ::= SEQUENCE { 








subframeAssignment 


sal 






specialSubframePatterns 


Ssp6 






} 
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TPC-PDCCH-Config-DEFAULT 



Table 4.6.3-24: TPC-PDCCH-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


TPC-PDCCH-Config-DEFAULT ::= CHOICE { 








setup SEQUENCE { 








tpc-RNTI 


'03FF'H 




PUCCH 


'01FA'H 




PUSCH 


tpc-lndex CHOICE { 








indexOfFormat3 


1 






I 








1 








} 









Condition 


Explanation 


PUCCH 


For PUCCH 


PUSCH 


For PUSCH 



UplinkPowerControlCommon-DEFAULT 

Table 4.6.3-25: UplinkPowerControlCommon-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


UplinkPowerControlCommon-DEFAULT ::= 
SEQUENCE { 








pO-NominalPUSCH 


-85 (-85 dBm) 


Typical value in 
real network 




alpha 


al08 (0.8) 


Typical value in 
real network 




pO-NominalPUCCH 


-11 7 (-11 7 dBm) 


Thermal noise = - 
121 dBm 
NF = 5 dB 
loT = 6dB 
Required SNR = - 
7.5 dB (1 -bit A/N) 
->-117dB 




deltaFList-PUCCH SEQUENCE { 








deltaF-PUCCH-Formatl 


deltaFO 


In accordance 
with RAN1 
simulation results 




deltaF-PUCCH-Formatlb 


deltaF3 


In accordance 
with RAN1 
simulation results 




deltaF-PUCCH-Format2 


deltaFO 


In accordance 
with RAN1 
simulation results 




deltaF-PUCCH-Format2a 


deltaFO 


In accordance 
with RAN1 
simulation results 




deltaF-PUCCH-Format2b 


deltaFO 


In accordance 
with RAN1 
simulation results 




} 








deltaPreambleMsq3 


4 






} 
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UplinkPowerControlCommonSCell-r1 0-DEFAULT 



Table 4.6.3-25A: UplinkPowerControlCommonSCell-r1 0-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


UplinkPowerControlCommonSCell-r1 ::= 
SEQUENCE { 








p0-NominalPUSCH-r10 


-85 (-85 dBm) 






alpha-r10 


al08 (0.8) 






} 









UplinkPowerControlCommon-v1020-DEFAULT 



Table 4.6.3-25AA: UplinkPowerControlCommon-v1020-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


UplinkPowerControlCommon-v1 020-DEFAULT ::= 
SEQUENCE { 








deltaF-PUCCH-Format3-r1 


deltaFO 




RM coding 


deltaF4 




Dual RM 
coding 


deltaF-PUCCH-Formatl bCS-r1 


deltaFI 






} 









Condition 


Explanation 


RM coding 


Used for Reed-Muller coding 


Dual RM coding 


Used for Dual Reed-Muller coding 



UplinkPowerControlDedicated-DEFAULT 



Table 4.6.3-26: UpNnkPowerControlDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


UplinkPowerControlDedicated-DEFAULT ::= 
SEQUENCE { 








pO-UE-PUSCH 









deltaMCS-Enabled 


enO 






accumulationEnabled 


TRUE 






pO-UE-PUCCH 









pSRS-Offset 


3 (-6 dB) 






filterCoefficient 


fc4 






} 
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UplinkPowerControlDedicated-v1 020-DEFAULT 



Table 4.6.3-26A: UplinkPowerControlDedicated-v1 020-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


UplinkPowerControlDedicated-v1020 ::= SEQUENCE 
{ 








deltaTxD-OffsetListPUCCH-r1 
deltaTxD-OffsetListPUCCH-r1 SEQUENCE { 


Not Present 










TxD 


deltaTxD-OffsetPUCCH-Formatl -r1 


dBO 






deltaTxD-OffsetPUCCH-Formatl a1 b-r1 


dBO 






deltaTxD-OffsetPUCCH-Format22a2b-r10 


dBO 






deltaTxD-OffsetPUCCH-Format3-r10 


dBO 






} 








pSRS-OffsetAp-r10 









} 









Condition 


Explanation 


TxD 


When PUCCH Transmission Diversity is performed. 



UplinkPowerControlDedicatedSCell-r10-DEFAULT 
Table 4.6.3-26B: UpNnkPowerControlDedicatedSCell-r10-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


UplinkPowerControlDedicatedSCell-r1 ::= 
SEQUENCE { 








p0-UE-PUSCH-r10 









deltaMCS-Enabled-r10 


enO 






accumulationEnabled-r1 


TRUE 






pSRS-Offset-r10 


7 






pSRS-OffsetAp-r10 


7 






filterCoefficient-r10 


fc4 






pathlossReferenceLinking-r1 


sCell 






} 









RadioResourceConfigDedicated-DRB-Mod 



Table 4.6.3-27: RadioResourceConfigDedicated-DRB-Mod 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-DRB ::= 
SEQUENCE { 








srb-ToAddModList 


Not present 






drb-ToAddModList 


DRB-ToAddModList- 
RECONFIG 






1 








drb-ToReleaseList 


Not present 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConfigDedicated 


Not present 






I 
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4.6.4 Security control information elements 
SecurityConfigHO-DEFAULT 



Table 4.6.4-1 : SecurityConfigHO-DEFAULT 



Derivation Path: 36.331 clause 6.2,2, 6.3.3 


Information Element 


Value/remark 


Comment 


Condition 


SecurityConfigHO-DEFAULT ::= SEQUENCE { 








handoverType CHOICE { 








intraLTE SEQUENCE { 








securityAlgorithmConfig 


Not present 






keyChangelndicator 


FALSE 






nextHopChainingCount 









} 








} 








1 









SecurityConfigSMC-DEFAULT 

Table 4.6.4-2: SecurityConfigSMC-DEFAULT 



Derivation Path: 36.331 clause 6.2,2, 6.3.3 


Information Element 


Value/remark 


Comment 


Condition 


SecurityConfigSMC-DEFAULT ::= SEQUENCE { 








L securityAlgorithmConfig SEQUENCE { 








cipheringAlgorithm 


Set according to PIXIT 
parameter for default 
ciphering algorithm 




For SIG 




eeaO 




For RF 


integrityProtAlgorithm 


Set according to PIXIT 
parameter for default 
integrity protection 
algorithm 




For SIG 


sparel or eia0-v920 
eial 

eia2 


This IE is set to 
one of the 
algorithms 
supported by the 
UE as indicated in 
the IE "UE 
network 

capability" in the 
ATTACH 
REQUEST 
message. 


For RF 


1 








} 









Condition 


Explanation 


For SIG 


Used for signalling test cases 


For RF 


Used for RF/RRM test cases 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 10 1 93 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 

4.6.5 Mobility control information elements 
MobilityControllnfo-HO 



Table 4.6.5-1 : MobilityControllnfo-HO 



Derivation Path: 36.331 clause 6.3.4 


Information Element 


Value/remark 


Comment 


Condition 


MobilityControllnfo-HO ::= SEQUENCE { 








targetPhysCellld 


Set according to specific 
message content 






carrierFreq 


Set according to specific 
message content 






carrierBandwidth 


Not present 




SAME-BW 


carrierBandwidth SEQUENCE { 






DIFF-BW 


dl-Bandwidth 


Same downlink 
bandwidth as used for 
target cell 






ul-Bandwidth 


Not present 






} 








additionalSpectrumEmission 


Not present 






1 




HO-to- 
EUTRA 


t304 


ms1000 






newUE-ldentity 


SS arbitrarily selects a 
value between '003CH 
and 'FFF2'H. 






radioResourceConfigCommon 


RadioResourceConfigCo 
mmon-DEFAULT 






rach-ConfigDedicated 


Not present 






Rach-ConfigDedicated- 
DEFAULT 




FullConfig, 

HO-to- 

EUTRA 


} 









Condition 


Explanation 


SAME-BW 


Source and target cell are configured with same bandwidth 


DIFF-BW 


Source and target cell are configured with different bandwidth 
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4.6.6 Measurement information elements 
MeasConfig-DEFAULT 



Table 4.6.6-1 : MeasConfig-DEFAULT 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasConfig-DEFAULT ::= SEQUENCE { 








measObjectToRemoveList 


Not present 






measObjectToAddModList 


Not present 






reportConfigToRemoveList 


Not present 






reportConfigToAddModList 


Not present 






measldToRemoveList 


Not present 






measldToAddModList 


Not present 






quantityConfig 


QuantityConfig- 
DEFAULT 






measGapConfig 


Not present 






MeasGapConfig-GP1 




INTER- 

FREQ, 

UTRAN 


MeasGapConfig-GP2 




GERAN, 
INTER- 
RAT 


s-Measure 


Not present 






preRegistrationlnfoHRPD 


Not present 






speedStatePars 


Not present 






} 








Note: For signalling test, table 6.5.1-1 is applied. 



Condition 


Explanation 


INTER-FREQ 


For E-UTRA inter-freq measurements 


UTRAN 


For inter-RAT measurements with UTRAN 


GERAN 


For inter-RAT measurements with GERAN 


INTER-RAT 


For inter-RAT measurements with UTRAN and GERAN 



MeasGapConfig-GP1 

Table 4.6.6-1 A: MeasGapConfig-GP1 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasGapConfig-GP1 ::= CHOICE { 








setup SEQUENCE { 








gapOffset CHOICE { 








gpo 





TGRP = 40 ms 




} 








} 








} 
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MeasGapConfig-GP2 



Table 4.6.6-1 B: MeasGapConfig-GP2 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasGapConfig-GP2 ::= CHOICE { 








setup SEQUENCE { 








gapOffset CHOICE { 








gpi 





TGRP = 80 ms 




} 








} 








} 









MeasObjectCDMA2000-GENERIC 

Table 4.6.6-1 C: MeasObjectCDMA2000-GENERIC 



Derivation Path: 36.331 clause 6.3.5 


Information Elpmpnt 


Valup/rpmark 

V C4 1 vl v/ 1 v III Ci 1 IV 


Comment 

wUI 1 1 1 1 Iwl 1 L 


Condition 

wUI 1 VI 111 V 1 1 


MeasObjectCDMA2000-GENERIC ::= SEQUENCE { 








cdma2000-Type 


As per specific message 
content 


[typelXRTT, 
typeHRPD] 




carrierFreq SEQUENCE { 








bandClass 


As per specific message 
content 


Should be one of 
the following: bcO, 
bd, bc2, bc3, 
bc4, bc5, bc6, 
bc7, bc8, bc9, 
bdO, bc11, bc12, 
bc13, bc14, bc15, 
bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0,spare9, 
spare8, spare7, 
spare6, spare5, 
spare4, spare3, 
spare2, sparel , ... 




arfcn 


Downlink channel 
number 


INTEGER (0 to 
2047) 




I 








searchWindowSize 


As per specific message 
content 


INTEGER (0..15) 




offsetFreq 


(0 dB) 






cellsToRemoveList 


Not present 






cellsToAddModList 


[Not present] 






cellForWhichToReportCGI 


Not present 






} 
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MeasObjectEUTRA-GENERIC 



Table 4.6.6-2: MeasObjectEUTRA-GENERIC(Freq) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE 
{ 








carrierFreq 


Downlink EARFCN for 
Freq 






allowedmeasBandwidth 


The number of the 
resource blocks for Freq 






presenceAntennaPortl 


FALSE 






neighbourCellConfig 


'01 'B (No MBSFN 
subframes are present in 
all neighbour cells) 


MBSFN doesn't 
apply by default. 




offsetFreq 


(dB 0) 






cellsToRemoveList 


Not present 






cellsToAddModList 


Not present 






blackCellsToRemoveList 


Not present 






blackCellsToAddModList 


Not present 






cellForWhichToReportCGI 


Not present 






measCycleSCell-r10 


sf512 




SCell EXI 
ST 


measSubframePatternConfigNeigh-r10 


Not present 






) 









Condition 


Explanation 


SCell_EXIST 


When SCell exists on the carrier frequency indicated by carrierFreq 



MeasObjectGERAN-GENERIC 

Table 4.6.6-2A: MeasObjectGERAN-GENERIC(Freq) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasObjectGERAN-GENERIC(Freq) ::= SEQUENCE 

{ 








carrierFreqs SEQUENCE { 








startingARFCN 


Downlink GERAN 
ARFCN of Freq 






bandlndicator 


Set according to the 
band used for GERAN 
cells under test 






followingARFCNs CHOICE { 








explicitListOfARFCNs 


Set the corresponding 
ARFCN of GERAN cells 
under test 






1 








1 








offsetFreq 


(dB 0) 






ncc-Permitted 


'01000000'B 






cellForWhichToReportCGI 


Not present 






) 
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MeasObjectUTRA-GENERIC 



Table 4.6.6-3: MeasObjectUTRA-GENERIC(Freq) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasObjectUTRA-GENERIC(Freq) ::= SEQUENCE { 








carrierFreq 


Downlink UARFCN of 
Freq 






offsetFreq 


(dB 0) 






cellsToRemoveList 


Not present 






cellsToAddModList 


Not present 


For UTRA, the 
neighbouring cell 
list needs to be 
provided in 
specific test 
cases. 




cellForWhichToReportCGI 


Not present 






} 









QuantityConfig-DEFAULT 

Table 4.6.6-3A: QuantityConfig-DEFAULT 



Derivation Path: 36.331, clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


QuantityConfig-DEFAULT ::= SEQUENCE { 








quantityConfigEUTRA SEQUENCE { 








filterCoefficientRSRP 


Not present 


DEFAULT fc4 




filterCoefficientRSRQ 


Not present 


DEFAULT fc4 




} 








quantityConfigUTRA SEQUENCE {} 


Not present 






quantityConfigUTRA SEQUENCE { 






UTRAN 


measQuantityUTRA-FDD 


cpich-EcNO 






measQuantityUTRA-FDD 


cpich-RSCP 


For signalling test 
cases 




L measQuantityUTRA-TDD 


pccpch-RSCP 






filterCoefficient 


Not present 


DEFAULT fc4 




I 








quantityConfigGERAN SEQUENCE {} 


Not present 






quantityConfigGERAN SEQUENCE { 






GERAN 


measQuantityGERAN 


rssi 






filterCoefficient 


Not present 


DEFAULT fc2 




1 








quantityConfigCDMA2000 SEQUENCE {} 


Not present 






quantityConfigCDMA2000 SEQUENCE { 






CDMA2000 


measQuantityCDMA2000 


[FFS] 






I 








1 









Condition 


Explanation 


UTRAN 


For inter-RAT measurements with UTRAN 


GERAN 


For inter-RAT measurements with GERAN 


CDMA2000 


For inter-RAT measurements with CDMA2000 
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ReportConfigEUTRA-A1 



Table 4.6.6-4: ReportConfigEUTRA-AI(Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-AI(Thres) ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventAI SEQUENCE { 








a1 -Threshold CHOICE { 








threshold-RSRP 


Thres+140 


Thres is actual 
threshold value in 
dBm 




} 








} 








} 








hysteresis 


(0 dB) 






timeToTrigger 


ms256 






} 








} 








triggerQuantity 


rsrp 






reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






} 









ReportConfigEUTRA-A2 

Table 4.6.6-5: ReportConfigEUTRA-A2(Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-A2(Thres) ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventA2 SEQUENCE { 








a2-Threshold CHOICE { 








threshold-RSRP 


Thres+140 


Thres is actual 
threshold value in 
dBm 




} 








} 








} 








hysteresis 


(0 dB) 






timeToTrigger 


ms320 






} 








} 








triggerQuantity 


rsrp 






reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






1 









ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 10 1 99 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 

ReportConfigEUTRA-A3 



Table 4.6.6-6: ReportConfigEUTRA-A3 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-A3 ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventA3 SEQUENCE { 








a3-Offset 


(0 dB) 


To reduce 
interference 
between intra- 
frequency multiple 
cells 




reportOnLeave 


FALSE 






} 








} 








hysteresis 


(0 dB) 






timeToTrigger 


ms640 






} 








} 








triggerQuantity 


rsrp 






reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






1 
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ReportConfigEUTRA-A4 



Table 4.6.6-6AA: ReportConfigEUTRA-A4(Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-A4 ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventA4 SEQUENCE { 








a4-Threshold CHOICE{ 








threshold-RSRP 


Thres + 140 


Thres is actual 
threshold value in 
dBm 


Not RSRQ 


threshold-RSRQ 


Thres * 2 + 40 


Thres is actual 
threshold value in 
dB 


RSRQ 


} 








} 








} 








hysteresis 


(0 dB) 






timeToTrigger 


msO 






1 








1 








triggerQuantity 


rsrp 




Not RSRQ 


rsrq 




RSRQ 


reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






si-RequestForHO-r9 


Not Present 






ue-RxTxTimeDiffPeriodical-r9 


Not Present 






) 









Condition 


Explanation 


RSRQ 


When RSRQ based measurement is applied 
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ReportConfigEUTRA-A5 



Table 4.6.6-6AB: ReportConfigEUTRA-A5(Thres1, Thres2) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-A5 ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventA5 SEQUENCE { 








a5-Threshold1 CHOICE{ 








threshold-RSRP 


Thresl + 140 


Thresl is actual 
threshold value in 
dBm 


Not RSRQ 


threshold-RSRQ 


Thresl * 2 + 40 


Thresl is actual 
threshold value in 
dB 


RSRQ 


} 








a5-Threshold2 CHOICE{ 








threshold-RSRP 


Thres2 + 140 


Thres2 is actual 
threshold value in 
dBm 


Not RSRQ 


threshold-RSRQ 


Thres2 * 2 + 40 


Thres2 is actual 
threshold value in 
dB 


RSRQ 


I 








} 








} 








hysteresis 


(0 dB) 






timeToTrigger 


msO 






I 








} 








triggerQuantity 


rsrp 




Not RSRQ 


rsrq 




RSRQ 


reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






si-RequestForHO-r9 


Not Present 






ue-RxTxTimeDiffPeriodical-r9 


Not Present 






} 









Condition 


Explanation 


RSRQ 


See the definition below table 4.6.6-6AA. 
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ReportConfigEUTRA-A6 



Table 4.6.6-6A: ReportConfigEUTRA-A6 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-A6 ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








l eventA6-r10 SEQUENCE { 








a6-Offset-r10 


(0 dB) 






a6-ReportOnl_eave-r1 


FALSE 






I 








} 








hysteresis 


(0 dB) 






timeToTrigger 


ms640 






I 








1 








triggerQuantity 


rsrp 






reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






si-RequestForHO-r9 


Not Present 






ue-RxTxTimeDiffPeriodical-r9 


Not Present 






includeLocationlnfo-r1 


Not Present 






reportAddNeighMeas-r1 


Not Present 






} 









ReportConfigEUTRA-PERIODICAL 

Table 4.6.6-7: ReportConfigEUTRA-PERIODICAL 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-PERIODICAL ::= SEQUENCE { 








L triggerType CHOICE { 








periodical SEQUENCE { 








purpose 


reportStrongestCells 






1 








} 








triggerQuantity 


rsrp 






reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


infinity 






} 
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ReportConfiglnterRAT-B1 -GERAN 



Table 4.6.6-7A: ReportConfiglnterRAT-BI-GERAN(GERAN-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfiglnterRAT-B1 -GERAN(GERAN-Thres) ::= 
SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventBI SEQUENCE { 








b1 -Threshold CHOICE { 








b1-ThresholdGERAN 


(GERAN-Thres + 110) 


GERAN-Thres is 
actual value in 
dBm 




} 








} 








} 








hysteresis 


FFS 


INTEGER(0..30) 




timeToTrigger 


msO 






} 








} 








maxReportCells 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






} 
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ReportConfiglnterRAT-B1 -UTRA 



Table 4.6.6-7B: ReportConfiglnterRAT-BI-UTRA(UTRA-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfiglnterRAT-B1 -UTRA(UTRA-Thres) ::= 
SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventBI SEQUENCE { 








b1 -Threshold CHOICE { 








b1-ThresholdUTRA CHOICE { 








utra-EcNO 


(UTRA-Thres * 2 + 49) 


UTRA-Thres is 
actual Ec/NO 
value in dB 


UTRA- 
FDD 


utra-RSCP 


UTRA-Thres + 115 


For signalling test 
cases 

UTRA-Thres is 
actual RSCP 
value in dBm 


UTRA- 
FDD 


utra-RSCP 


UTRA-Thres + 115 


UTRA-Thres is 
actual RSCP 
value in dBm 


UTRA- 
TDD 


I 








1 








} 








} 








hysteresis 


3 (1.5 dB) 






timeToTrigger 


msO 






I 








} 








maxReportCells 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






} 









Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 
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ReportConfiglnterRAT-B2-CDMA2000 



Table 4.6.6-7C: ReportConfiglnterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfiglnterRAT-B2-CDMA2000(EUTRA-Thres, 
CDMA2000-Thres) ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventB2 SEQUENCE { 








b2-Threshold1 CHOICE { 








threshold-RSRP 


EUTRA-Thres+140 


EUTRA-Thres is 
actual threshold 
value in dBm 




} 








b2-Threshold2 CHOICE { 








b2-Threshold2CDMA2000 


[30 (-15 dB)] 


Integer (0..63) 




1 








} 








} 








hysteresis 


[2 (1 dB)] 


INTEGER(0..30) 




timeToTriqqer 


msO 






I 








} 








maxReportCells 


[8] 






reportlnterval 


[ms2048] 


Range: ms120, 
ms240, ms480, 
ms640, ms1024, 
ms2048, ms5120, 
ms10240, mini, 
min6, min12, 
min30, min60, 
spare3, spare2, 
sparel 




reportAmount 


[r1] 


Range: r1 , r2, r4, 
r8, r16, r32, r64, 
infinity 




} 
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Table 4.6.6-7D: void 

ReportConfiglnterRAT-B2-GERAN 



Table 4.6.6-7E: ReportConfiglnterRAT-B2-GERAN(EUTRA-Thres, GERAN-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


PonnrtrnnfinlntorPAT DO ^EPAM/EI ITPA Throe 

HFRAM-ThrpQ^ ■■- CiFOI IFMPF / 

yj Lnnl N I 1 1 1 co ) ..— OCVjJU r_l nV^C \ 








trinnorTwno PI-IOIPF / 








p\/pnt CiFOI IFMPF / 
event ocwurziNV_*r_ \ 








p\/pntlH PHOIPF [ 

cvcllLIU unUlvL \ 








pypntR? ^FPil IFMPF / 








hP-ThrpQhnlH1 PHP1IPF / 

vjc. 1 I II col IUIU 1 UnUlwC y 








LI 1 1 col IUIU nOnr 


Fl ITRA-Thrpcj.1 4(1 
EU 1 nn 1 1 II cot 1 M-u 


Fl ITRA-Thmc ic 
rzu i nn i iiico io 

actual threshold 
\/ph ip in HRm 

vQIUU III \J \—f \ \ \ 




I 
i 








h?-Thrp9hnld? PHOIPF 1 








n2-Thrpqhold2GERAN 

VJ L— 1 1 1 1 CO 1 \\J\\J,C— 1 1 i/\ 1 N 


GERAN-Thrpq +110 

1 1 1 / V 1 N 1 1 II CO T 1 1 \J 


RFRAN-Thrpq i<; 

K.A 1 1 ini N 1 1 II CO IO 

actual value in 
dBm 




} 








} 








} 








hysteresis 


FFS 


INTEGER(0..30) 




timeToTrigger 


msO 






} 








I 








maxReportCells 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






1 
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ReportConfiglnterRAT-B2-UTRA 



Table 4.6.6-8: ReportConfiglnterRAT-B2-UTRA(EUTRA-Thres, UTRA-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfiglnterRAT-B2-UTRA(EUTRA-Thres, 
UTRA-Thres) ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventld CHOICE { 








eventB2 SEQUENCE { 








b2-Threshold1 CHOICE { 








threshold-RSRP 


EUTRA-Thres+140 


EUTRA-Thres is 
actual threshold 
value in dBm 




} 








b2-Threshold2 CHOICE { 








b2-Threshold2UTRA CHOICE { 








utra-EcNO 


UTRA-Thres * 2 + 49 


UTRA-Thres is 
actual Ec/NO 
value in dB 


UTRA- 
FDD 


utra-RSCP 


UTRA-Thres + 115 


For signalling test 
cases 

UTRA-Thres is 
actual RSCP 
value in dBm 


UTRA- 
FDD 


utra-RSCP 


UTRA-Thres + 115 


UTRA-Thres is 
actual RSCP 
value in dBm 


UTRA- 
TDD 


} 








1 








} 








} 








hysteresis 


3 (1.5 dB) 






timeToTrigger 


msO 






1 








} 








maxReportCells 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






} 









Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 
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ReportConfiglnterRAT-PERIODICAL 



Table 4.6.6-9: ReportConfiglnterRAT-PERIODICAL 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfiglnterRAT-PERIODICAL ::= SEQUENCE 

{ 








triggerType CHOICE { 








periodical SEQUENCE { 








purpose 


reportStrongestCells 






} 








1 








maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


infinity 






} 









4.6.7 Other information elements 

- RRC-Transactionldentifier-DL 

Table 4.6.7-1 : RRC-Transactionldentifier-DL 



Derivation Path: 36.331 clause 6.3.6 


Information Element 


Value/remark 


Comment 


Condition 


RRC-Transactionldentifier-DL ::= 


0..3 







RRC-Transactionldentifier-UL 

Table 4.6.7-2: RRC-Transactionldentifier-UL 



Derivation Path: 36.331 clause 6.3.6 


Information Element 


Value/remark 


Comment 


Condition 


RRC-Transactionldentifier-UL ::= 


0..3 


The same value 
as the value of 
RRC- 

Transactionldentifi 
er-DL in the 
downlink message 
initiating the 
procedure 





4.6.8 Channel-bandwidth-dependent parameters 

The default values of parameters which depend on the channel bandwidth are defined in table 4.6.8-1. 
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Table 4.6.8-1 : Channel-bandwidth-dependent parameters 



Information 
Element 


Channel bandwidth 


Comment 


1.4 MHz 


3 MHz 


5 MHz 


10 MHz 


15 MHz 


20MHz 


Prach- 

FrequencyOff 
set 





1 


2 


4 


6 


8 


Typical value in 
real network 


nRB-CQI 








2 


4 


6 


8 


Selected based 
on typical 
maximum 
number of UEs. 


Pusch- 

HoppingOffset 





2 


4 


8 


12 


16 


Typical value in 
real network 


sr-PUCCH- 
Resourcelnde 

X 


FFS 


FFS 


20 


41 


62 


84 




srs- 

BandwidthCo 
nfig 


FFS 


FFS 


bw3 

(msRS.b, 

N b ) = (20, 
1), (4, 5), 
(4, 1),(4, 
D 


bw2 

(msRS.b, 

N b ) = (40, 
1), (20, 2), 
(4, 5), (4, 
D 


bw2 

(iTISRS.b, 

N b ) = (60, 
1), (20, 3), 
(4, 5), (4, 
D 


bw2 

(ITISRS.b, 

N b ) = (80, 
1), (40, 2), 
(20, 2), (4, 
5) 


Selected in 
accordance with 
pucch- 

ResourceSize. 



4.7 Default NAS message and information element contents 

This clause contains the default values of common NAS messages and information elements, which apply to all test 
cases unless otherwise specified. All the messages and information elements are listed in alphabetical order. 

4.7.1 Security protected NAS messages 

In subclauses 4.7.2 and 4.7.3 in this document, all the NAS messages are described in the plain NAS message format. 

When a NAS message is security protected, the message shall be contained by SECURITY PROTECTED NAS 
MESSAGE unless contained by another NAS message. 

The default contents of SECURITY PROTECTED NAS MESSAGE message are defined in table 4.7.1-1. 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 10 21 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Table 4.7.1-1 : SECURITY PROTECTED NAS MESSAGE 



Derivation Path: 24.301 clause 8.2.23 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0001 'B 


Integrity protected 


UNCIPHER 
ED 




'001 0'B 


Integrity protected 
and ciphered 


CIPHERED 




'001 1'B 


Integrity protected 
with new EPS 
security context 


UNCIPHER 
ED-NEW 




'0100'B 


Integrity protected 
and ciphered with 
new EPS security 
context 


CIPHERED- 
NEW 


Message authentication code 


The calculated value of 


The value of 


SENT-BY- 




MAC-I for this message. 


MAC-I is 
calculated by SS 
using Sequence 
number sent by 
UE. 


SS 




The same value as the 




SENT-BY- 




XMAC-I value calculated 




UE 




by SS. 






Sequence number 


The internal counter of 
the SS 




SENT-BY- 
SS 




Any allowed value 




SENT-BY- 
UE 


NAS message 


Set according to specific 
message content 







Condition 


Explanation 


UNCIPHERED 


This condition applies to unciphered NAS message exchange 


CIPHERED 


This condition applies to ciphered NAS message exchange 


UNCIPHERED-NEW 


This condition applies to unciphered NAS message exchange with 
new EPS security context 


CIPHERED-NEW 


This condition applies to ciphered NAS message exchange with new 
EPS security context 


SENT-BY-SS 


Use for the message sent from SS to UE 


SENT-BY-UE 


Use for the message sent from UE to SS 
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4.7.2 Contents of EMM messages 

ATTACH ACCEPT 

This message is sent by the SS to the UE. 



Table 4.7.2-1 : ATTACH ACCEPT 



Derivation Path: 24.301 clause 8.2.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 








message, not 








security protected 




Attach accept message identity 


'0100 001 0'B 


Attach accept 




EPS attach result 


'0001'B 


EPS only 


EPS_only 




'001 0'B 


combined 


combined E 






EPS/I MS I attach 


PS IMSI 


Spare half octet 


'0000'B 






T3412 value 








Timer value 


'0 0000'B 






Unit 


'111'B 


value indicates 








that the timer is 








deactivated. 




TAI list 








Length of tracking area identity list contents 


'0000 011 0'B 


6 octets 




Partial tracking area identity list 1 








Number of elements 


'0 0000'B 


1 element 




Type of list 


'00'B 


list of TACs 








belonging to one 








PLMN, with non- 








consecutive TAC 








values 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




TAC 1 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




ESM message container 


ACTIVATE DEFAULT 








EPS BEARER 








CONTEXT REQUEST 








message to activate the 








default bearer 






GUTI 








Length of EPS mobile identity contents 


'0000 1011'B 


11 octets 




Type of identity 


'11 0'B 


GUTI 




Odd/even indication 


'0'B 


even number of 








identity digits and 








also when the 








GUTI is used 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Group ID 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Code 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 
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M-TMSI 


See table 4.4.2-2 in this 
document 


For NAS test 
cases, see table 
6.3.2.2-1. 




Location area identification 


Not present 




EPS_only 


Location area identification 






combined E 


MCC 


MCC of the EUTRA cell 
from which this message 
is sent 




PSJMSI 


MNC 


f. a /~\ /~\ i j.p_ _ | — 1 1 xn A _ _ 1 1 

MCC ot the EUTRA cell 
from which this message 
is sent 






LAC 


1 






MS identity 


Not present 




EPS_only 


MS identity 






combined E 


Length of mobile identity contents 


'0000 0101'B 


5 octets 


PSJMSI 


Type of identity 


'100'B 


TMSI/P-TMSI/M- 
TMSI 




Odd/even indication 


'0'B 


even number of 
identity digits and 
also when the 
TMSI/P-TMSI or 
TMGI and optional 
MBMb session 
loentity is usea 




TMSI 


TMSI-1 






EMM cause 


Not present 






T3402 value 


Not present 






T3423 value 


Not present 






Equivalent PLMNs 


Not present 






Emergency number list 


Not present 






EPS network feature support 


'0000 0001 'B 


IMS voice over PS 
session in S1 
mode supported 




EPS network feature support 


'0000 001 1'B 


IMS voice over PS 
session in S1 
mode supported, 
emergency bearer 
services in S1 
mode supported 


Rel-9 


Additional update result 


Not present 






Additional update result 


'10' B 


"SMS only" 


additional_u 
pdate result 
_SMS 



Condition 


Explanation 


EPS_only 


This condition applies if the UE is configured to initiate EPS attach or 
if explicitly specified. 


combined_EPS_IMSI 


This condition applies if the UE is configured to initiate combined 
EPS/IMSI attach or if explicitly specified. 


additional_update_result_SMS 


If the UE requested "SMS only" in the Additional update type IE and 
combined_EPS_IMSI condition applies 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ATTACH COMPLETE 

This message is sent by the UE to the SS. 



Table 4.7.2-2: ATTACH COMPLETE 



Derivation Path: 24.301 clause 8.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Attach complete message identity 


'0100 001 1'B 


Attach complete 




ESM message container 


ACTIVATE DEFAULT 
EPS BEARER 
CONTEXT ACCEPT 
message 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ATTACH REJECT 

This message is sent by the SS to the UE. 

Table 4.7.2-3: ATTACH REJECT 



Derivation Path: 24.301 clause 8.2.3 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Attach reject message identity 


'0100 0100'B 


Attach reject 




EMM cause 


Set according to specific 
message content. 






ESM message container 


Set according to specific 
message content. 







NOTE: If this message includes the EMM cause set to #25, it is sent within SECURITY PROTECTED NAS 
MESSAGE message. Otherwise this message is sent without integrity protection. 
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ATTACH REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-4: ATTACH REQUEST 



Derivation Path: 24.301 clause 8.2.4 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Attach request message identity 


'0100 0001'B 


Attach request 




EPS attach type 


'0001'B 


EPS attach 


EPS_only 


'001 0'B 


combined 
EPS/I MS I attach 


combined E 
PS IMSI 


NAS key set identifier 


Any allowed value 






Old GUTI or IMSI 


Any allowed value 






UE network capability 


Any allowed value 






ESM message container 


PDN CONNECTIVITY 
REQUEST message to 
request PDN connectivity 
to the default PDN 






Old P-TMSI signature 


Not present or any 
allowed value 






Additional GUTI 


Not present or any 
allowed value 






Last visited registered TAI 


Not present or any 
allowed value 






DRX parameter 


Not present or any 
allowed value 






MS network capability 


Not present or any 
allowed value 






Old location area identification 


Not present or any 
allowed value 






TMSI status 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 
allowed value 






Mobile station classmark 3 


Not present or any 
allowed value 






Supported Codecs 


Not present or any 
allowed value 






Additional update type 


Not present 




EPS_only 


Additional update type 


Not present or any 
allowed value 




combined E 
PS IMSI 


Old GUTI type 


Not present or any 
allowed value 







Condition 


Explanation 


EPS_only 


See the definition below table 4.7.2-1 . 


combined EPS IMSI 


See the definition below table 4.7.2-1 . 



NOTE: This message is sent integrity protected when a valid security context exists and without integrity 
protection otherwise. 
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AUTHENTICATION FAILURE 

This message is sent by the UE to the SS. 



Table 4.7.2-5: AUTHENTICATION FAILURE 



Derivation Path: 24.301 clause 8.2.5 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Authentication failure message type 


'0101 1100'B 


Authentication 
failure 




EMM cause 


'0001 0100'B 


Mac failure 




Authentication failure parameter 


Not present 


See TS 24.301 
[28] subclause 
8.2.5.2 





NOTE: The security protection of this message is the same as the previous AUTHENTICATION REQUEST 
message. 

AUTHENTICATION REJECT 

This message is sent by the SS to the UE. 

Table 4.7.2-6: AUTHENTICATION REJECT 



Derivation Path: 24.301 clause 8.2.6 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Authentication reject message type 


'0101 0100'B 


Authentication 
reject 





NOTE: This message is sent without integrity protection. 
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AUTHENTICATION REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.2-7: AUTHENTICATION REQUEST 



Derivation Path: 24.301 clause 8.2.7 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Authentication request message type 


'0101 001 0'B 


Authentication 
request 




NAS key set identifier A sME 








NAS key set identifier 


An arbitrarily selected 
value between '000'B and 
'110'B, different from the 
valid NAS key set 
identifier of the UE if 
such a value exists. 






TSC 


'0'B 


native security 
context (for 
KSIasme) 




Spare half octet 


'0000'B 






Authentication parameter RAND (EPS challenge) 


An arbitrarily selected 
128 bits value 






Authentication parameter AUTN (EPS challenge) 


See TS 24.301 [28] 
subclause 9.9.3.2 







NOTE: Within a test execution this message is sent without integrity protection before NAS security mode 
control procedure has been successfully completed; and sent integrity protected and ciphered within 
SECURITY PROTECTED NAS MESSAGE message after NAS security mode control procedure has 
been successfully completed. SS does not maintain information for NAS security mode control procedure 
after a TC is completed. 

AUTHENTICATION RESPONSE 

This message is sent by the UE to the SS. 



Table 4.7.2-8: AUTHENTICATION RESPONSE 



Derivation Path: 24.301 clause 8.2.8 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Authentication response message type 


'0101 001 1'B 


Authentication 
response 




Authentication response parameter 


See TS 24.301 [28] 
subclause 9.9.3.4 







NOTE: When sent in response to an AUTHENTICATION REQUEST message which is not integrity protected 
and not ciphered, the AUTHENTICATION RESPONSE message may be sent integrity protected when a 
valid security context exists and without integrity protection otherwise. 
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CS SERVICE NOTIFICATION 

This message is sent by the SS to the UE. 



Table 4.7.2-8A: CS SERVICE NOTIFICATION 



Derivation Path: 24.301 clause 8.2.9 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




CS service notification message identity 


'01100100'B 


CS Service 
notification 




Paging identity 


TB 


TMSI 




CLI 


Not present 






SS Code 


Not present 






LCS indicator 


Not present 






LCS client identity 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

DETACH ACCEPT (UE originating detach) 

This message is sent by the SS to the UE. 

Table 4.7.2-9: DETACH ACCEPT 



Derivation Path: 24.301 clause 8.2.10.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Detach accept message identity 


'0100 0110'B 


Detach accept 





NOTE: This message is sent using the same security protection as in the previous DETACH REQUEST message 
received from the UE. 

DETACH ACCEPT (UE terminated detach) 

This message is sent by the UE to the SS. 

Table 4.7.2-10: DETACH ACCEPT 



Derivation Path: 24.301 clause 8.2.10.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Detach accept message identity 


'0100 0110'B 


Detach accept 





NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 
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DETACH REQUEST (UE originating detach) 

This message is sent by the UE to the SS. 



Table 4.7.2-11 : DETACH REQUEST 



Derivation Path: 24.301 clause 8.2.1 1 .1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Detach request message identity 


'0100 0101'B 


Detach request 




Detach type 








Type of detach 


'001 'B 


EPS detach 


EPS_only 




'011'B 


combined 
EPS/IMSI detach 


Combined 
EPS IMSI 


Switch off 


TB 


switch off 




NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier. 






TSC 


Any Value 






GUTI or IMSI 


If the UE has a valid 
GUTI, set to the GUTI, 
otherwise set to the IMSI 
of the UE. 







Condition 


Explanation 


EPS only 


See the definition below table 4.7.2-1 . 


Combined EPS IMSI 


See the definition below table 4.7.2-1 . 



NOTE: This message is sent with integrity protection before SS has started the ciphering and integrity and 
ciphered protected after SS has started the ciphering. 

DETACH REQUEST (UE terminated detach) 

This message is sent by the SS to the UE. 



Table 4.7.2-12: DETACH REQUEST 



Derivation Path: 24.301 clause 8.2.1 1 .2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Detach request message identity 


'0100 0101'B 


Detach request 




Detach type 


Set according to specific 
message content. 






Spare half octet 


'0000'B 






EMM cause 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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DOWNLINK NAS TRANSPORT 

This message is sent by the SS to the UE. 



Table 4.7.2-1 2A: DOWNLINK NAS TRANSPORT 



Derivation Path: 24.301 clause 8.2.12 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Downlink NAS transport message identity 


'0110 001 0'B 


Downlink NAS 
transport 




NAS message container 


Set according to specific 
message content 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

EMM INFORMATION 

This message is sent by the SS to the UE. 

Table 4.7.2-13: EMM INFORMATION 



Derivation Path: 24.301 clause 8.2.13 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




EMM information message identity 


'0110 0001 'B 


EMM information 




Full name for network 


Set according to specific 
message content. 






Short name for network 


Set according to specific 
message content. 






Local time zone 


Set according to specific 
message content. 






Universal time and local time zone 


Set according to specific 
message content. 






Network daylight saving time 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

EMM STATUS 

This message is sent by the UE or by the SS. 

Table 4.7.2-14: EMM STATUS 



Derivation Path: 24.301 clause 8.2.14 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




EMM status message identity 


'01 10 OOOO'B 


EMM status 




EMM cause 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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EXTENDED SERVICE REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-1 4A: EXTENDED SERVICE REQUEST 



Derivation Path: 24.301 clause 8.2.15 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Extended service request message identity 


'0100 1100'B 


Extended service 
request 




Service type 


'0001'B 


mobile terminating 
CS fallback or 
1xCS fallback 




NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier. 






TSC 


'0'B 


native security 
context (for 
KSIasme) 




M-TMSI 


If the UE has a valid M- 
TMSI, set to the M-TMSI, 
otherwise set to the IMSI 
of the UE. 






CSFB response 


'001 'B 


CS fallback 
accepted by the 
UE 





NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

GUTI REALLOCATION COMMAND 

This message is sent by the SS to the UE. 

Table 4.7.2-15: GUTI REALLOCATION COMMAND 



Derivation Path: 24.301 clause 8.2.16 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




GUTI reallocation command message identity 


'0101 OOOO'B 


GUTI reallocation 
command 




GUTI 


Set according to specific 
message content. 






TAI list 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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GUTI REALLOCATION COMPLETE 

This message is sent by the UE to the SS. 



Table 4.7.2-16: GUTI REALLOCATION COMPLETE 



Derivation Path: 24.301 clause 8.2.17 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




GUTI reallocation complete message identity 


'0101 0001 'B 


GUTI reallocation 
complete 





NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

IDENTITY REQUEST 

This message is sent by the SS to the UE. 

Table 4.7.2-17: IDENTITY REQUEST 



Derivation Path: 24.301 clause 8.2.18 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Identity request message identity 


'0101 0101'B 


Identity request 




Identity type 


'0001 'B 


IMSI 




Spare half octet 


'0000'B 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 

IDENTITY RESPONSE 

This message is sent by the UE to the SS. 



Table 4.7.2-18: IDENTITY RESPONSE 



Derivation Path: 24.301 clause 8.2.19 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Identity response message 


'0101 0110'B 


Identity response 




Mobile identity 


IMSI of the UE 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 
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SECURITY MODE COMMAND 

This message is sent by the SS to the UE. 



Table 4.7.2-19: SECURITY MODE COMMAND 



Derivation Path: 24.301 clause 8.2.20 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Security mode command message identity 


'0101 1101'B 


Security mode 
command 




Selected NAS security algorithms 








Tvnp of intporitv nrotprtinn alnorithm 


Spt arrorriinn to PIXIT 
parameter for default 
integrity protection 
algorithm 




For SIG 


0(reserved or eiaO) 
eial 

eia2 


This IE is set to 
one of the 
algorithms 
supported by the 
UE as indicated in 
the IE "UE 
network 

capability" in the 
ATTACH 
REQUEST 
message. 


For RF 


Type of ciphering algorithm 


Set according to PIXIT 
parameter for default 
ciphering algorithm 




For SIG 




eeaO 




For RF 


NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier. 






TSC 


'0'B 


native security 
context (for 
KSIasme) 




Spare half octet 


'0000'B 






Replayed UE security capabilities 


Set according to the 
received UE security 
capabilities 






IMEISV request 


Not present 






Replayed nonceuE 


Not present 






NonceMME 


Not present 







Condition 


Explanation 


For SIG 


Used for signalling test cases 


For RF 


Used for RF/RRM test cases 



NOTE: This message is always sent integrity protected with new EPS security context. 
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SECURITY MODE COMPLETE 

This message is sent by the UE to the SS. 



Table 4.7.2-20: SECURITY MODE COMPLETE 



Derivation Path: 24.301 clause 8.2.21 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Security mode complete message identity 


'0101 1110'B 


Security mode 
complete 




IMEISV 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message with new EPS 
security context. 

SECURITY MODE REJECT 

This message is sent by the UE to the SS. 

Table 4.7.2-21 : SECURITY MODE REJECT 



Derivation Path: 24.301 clause 8.2.22 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Security mode reject message identity 


'0101 1111'B 


Security mode 
reject 




EMM cause 


The value is set 
according to specific 
message content. 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 

SERVICE REJECT 

This message is sent by the SS to the UE. 



Table 4.7.2-22: SERVICE REJECT 



Derivation Path: 24.301 clause 8.2.24 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Service reject message identity 


'0100 1110'B 


Service reject 




EMM cause 


Set according to specific 
message content. 






T3442 value 


Not present 







NOTE: If this message includes the EMM cause set to #25, it is sent within SECURITY PROTECTED NAS 
MESSAGE message. Otherwise this message is sent without integrity protection. 
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SERVICE REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-23: SERVICE REQUEST 



Derivation Path: 24.301 clause 8.2.25 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'1100'B 


Security header 
for the SERVICE 
REQUEST 
message 




KSI and sequence number 








Sequence number (short) 


The 5 least significant 
bits of the NAS COUNT 
value applicable when 
this message is sent for 
sequence number. 






KSI 


The effective KSI value. 






Message authentication code (short) 


The 2 least significant 
octets of the resulting 
message authentication 
code 
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TRACKING AREA UPDATE ACCEPT 

This message is sent by the SS to the UE. 



Table 4.7.2-24: TRACKING AREA UPDATE ACCEPT 



Derivation Path: 24.301 clause 8.2.26 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 








message, not 








security protected 




Tracking area update accept message identity 


'0100 1001'B 


Tracking area 








update accept 




EPS update result 


'0000'B 


TA updated 


TA_only 




'0001 'B 


combined TA/LA 


combined T 






updated 


A LA 


Spare half octet 


'0000'B 






T3412 value 


Not present 




Periodic 


T3412 value 








Timer value 


'0 OOOO'B 






Unit 


'111'B 


value indicates 








that the timer is 








deactivated. 




GUTI 








Length of EPS mobile identity contents 


'0000 101 1'B 


11 octets 




Type of identity 


'110'B 


GUTI 




Odd/even indication 


'0'B 


even number of 








identity digits and 








also when the 








GUTI is used 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Group ID 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Code 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




M-TMSI 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




TAI list 








Length of tracking area identity list contents 


'0000 0110'B 


6 octets 




Partial tracking area identity list 1 








Number of elements 


'0 OOOO'B 


1 element 




Type of list 


'OO'B 


list of TACs 








belonging to one 








PLMN, with non- 








consecutive TAC 








values 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




TAC 1 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




EPS bearer context status 


The same value as the 








value set in TRACKING 








AREA UPDATE 
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REQUEST message 






Location area identification 


Not present 




TAonly 


Location area identification 






combined T 
ALA 


MCC 


MCC of the EUTRA cell 
from which this message 
is sent 




MNC 


MCC ot the EUTRA cell 
from which this message 
is sent 




LAC 


1 




MS identity 


Not present 




TAonly 


MS identity 






combined T 
A_LA 


Length of mobile identity contents 


'0000 0101'B 


5 octets 


Type of identity 


'100'B 


TMSI/P-TMSI/M- 
TMSI 


Odd/even indication 


'0'B 


even number of 
identity digits and 
also when the 
TMSI/P-TMSI or 
TMGI and optional 
MbMb bession 
Identity is used 


TMSI 


TMSI-1 




EMM cause 


Not present 






T3402 value 


Not present 






T3423 value 


Not present 






Equivalent PLMNs 


Not present 






Emergency number list 


Not present 






EPS network feature support 


Ann A f\f\f\4 in 

0000 0001 B 


IMS voice over PS 
session in S1 
mode supported 




Additional update result 


Not present 






Additional update result 


'10' B 


"SMS only" 


TAU_additio 
nal_update_ 
result SMS 



Condition 


Explanation 


TA_only 


This condition applies if the UE is configured to initiate EPS attach or 
if explicitly specified. 


combined_TA_LA 


This condition applies if the UE is configured to initiate combined 
EPS/IMSI attach or if explicitly specified. 


Periodic 


This condition applies if in the last TRACKING AREA UPDATE 
REQUEST sent prior to this message, the EPS update type Value = 
'01 1 'B (periodic updating). 


TAU_additional_update_result_SMS 


If the UE requested "SMS only" in the Additional update type IE and 
combined TA LA. 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

TRACKING AREA UPDATE COMPLETE 

This message is sent by the UE to the SS. 



Table 4.7.2-25: TRACKING AREA UPDATE COMPLETE 



Derivation Path: 24.301 clause 8.2.27 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Tracking area update complete message identity 


'0100 1010'B 


Tracking area 
update complete 
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NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

TRACKING AREA UPDATE REJECT 

This message is sent by the SS to the UE. 



Table 4.7.2-26: TRACKING AREA UPDATE REJECT 



Derivation Path: 24.301 clause 8.2.28 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Tracking area update reject message identity 


'0100 101 1'B 


Tracking area 
update reject 




EMM cause 


Set according to specific 
message content. 







NOTE: If this message includes the EMM cause set to #25, it is sent within SECURITY PROTECTED NAS 
MESSAGE message. Otherwise this message is sent without integrity protection. 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 228 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 

TRACKING AREA UPDATE REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-27: TRACKING AREA UPDATE REQUEST 



Derivation Path: 24.301 clause 8.2.29 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Tracking area update request message identity 


'0100 1000'B 


Tracking area 
update request 




EPS update type 








EPS update type Value 


'000'B 


TA updating 


TA_only 


'001 'B 


Combined TA/LA 
updating 


combined T 
A LA 


"Active" flag 


'0'B 


No bearer 

establishment 

requested 




NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier of the UE 






TSC 


'0'B 


native security 
context (for 
KSIasme) 




Old GUTI 


Any allowed value 






Non-current native NAS key set identifier 


Not present 






GPRS ciphering key sequence number 


Not present 






Old P-TMSI signature 


Not present 






Additional GUTI 


Not present 






NonceuE 


Not present 






UE network capability 


Not present or any 
allowed value 






Last visited registered TAI 


Not present or any 
allowed value 






DRX parameter 


Not present or any 
allowed value 






UE radio capability information update needed 


Not present or any 
allowed value 






EPS bearer context status 


Not present or (octet 3 = 
'00100000'B and octet 4 
= '00000000'B) 






MS network capability 


Not present or any 
allowed value 






Old location area identification 


Not present or any 
allowed value 






TMSI status 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 
allowed value 






Mobile station classmark 3 


Not present or any 
allowed value 






Supported Codecs 


Not present or any 
allowed value 






Additional update type 


Not present 




TAonly 


Additional update type 


Not present or any 
allowed value 




combined T 
A LA 


Old GUTI type 


Not present or any 
allowed value 







Condition | Explanation 
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TA_only 


See the definition below table 4.7.2-24. 


combined TA LA 


See the definition below table 4.7.2-24. 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

UPLINK NAS TRANSPORT 

This message is sent by the UE to the SS. 



Table 4.7.2-27A: UPLINK NAS TRANSPORT 



Derivation Path: 24.301 clause 8.2.30 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'0000'B 


Plain NAS 
message, not 
security protected 




Uplink NAS transport message identity 


'0100 001 1'B 


Uplink NAS 
transport 




NAS message container 


Set according to specific 
message content 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

4.7.3 Contents of ESM messages 

ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 

Table 4.7.3-1 : ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT 



Derivation Path: 24.301 clause 8.3.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEDICATED EPS 
BEARER CONTEXT 
REQUEST message 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 




Activate dedicated EPS bearer context accept 
message identity 


'1100 0110'B 


Activate dedicated 
EPS bearer 
context accept 




Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT 

This message is sent by UE to the SS. 



Table 4.7.3-2: ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT 



Derivation Path: 24.301 clause 8.3.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEDICATED EPS 
BEARER CONTEXT 
REQUEST message. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 




Activate dedicated EPS bearer context reject 
message identity 


'1100 0111'B 


Activate dedicated 
EPS bearer 
context reject 




ESM cause 


The value is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-3: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.3 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Arbitrarily selected value 
between '0101'B and 
■111 1'B. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 


NETWORK- 
INITIATED 




The same value as the 
value set in BEARER 
RESOURCE 
MODIFICATION 
REQUEST message or 
BEARER RESOURCE 
ALLOCATION 
REQUEST message 




UE- 

INITIATED 


Activate dedicated EPS bearer context request 
message identity 


'1100 0101'B 


Activate dedicated 
EPS bearer 
context request 




Linked EPS bearer identity 


The EPS bearer identity 
of the associated default 
bearer 






Spare half octet 


'0000'B 






EPS QoS 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






TFT 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Transaction identifier 


Not present 








Distinct value between 
and 127 calculated on 
basis of the EPS bearer 
identity. 




pc UTRAN 

AND/OR 

pc_GERAN 


Negotiated QoS 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Negotiated LLC SAPI 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Radio priority 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Packet flow Identifier 


Not present 








'0000 0000'B 


Best Effort 


pc_GERAN 


Protocol configuration options 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 







Condition 


Explanation 


NETWORK-INITIATED 


Network initiated ESM procedures 


UE-INITIATED 


UE initiated ESM procedures 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 



Table 4.7.3-4: ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT 



Derivation Path: 24.301 clause 8.3.4 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEFAULT EPS BEARER 
CONTEXT REQUEST 
message 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 




Activate default EPS bearer context accept message 
identity 


'1100 001 0'B 


Activate default 
EPS bearer 
context accept 




Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT 

This message is sent by UE to the SS. 

Table 4.7.3-5: ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT 



Derivation Path: 24.301 clause 8.3.5 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEFAULT EPS BEARER 
CONTEXT REQUEST 
message. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 




Activate default EPS bearer context reject message 
identity 


'1100 001 1'B 


Activate default 
EPS bearer 
context reject 




ESM cause 


The value is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-6: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.6 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


An arbitrarily selected 
value between '0101 'B 
and '1111'B. 






Procedure transaction identity 


The same value as the 
value set in the latest 
PDN CONNECTIVITY 
REQUEST message sent 
prior to this message. 






Activate default EPS bearer context request message 


'1100 0001 'B 


Activate default 




identity 




EPS bearer 
context request 




EPS QoS 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 




NOT IMS 
APN 


EPS QoS 


See Reference default 
EPS bearer context #2 in 
table 6.6.1-1 




IMS APN 


Access point name 


The SS defines a Default 
APN or, if the UE 
transmits an ESM 
INFORMATION 
RESPONSE message 
providing an APN, the SS 
shall use this value 




NOT IMS 
APN 


Access point name 


IMS.apn.epc.mnc<MNC> 
.mcc<MCC>.3gppnetwor 
k.org 

The <MNC> and 
<MCC> are set to the 
same values as in IMSI. 




IMS APN 


PDN address 






IPv4 


Length of PDN address contents 


5 octets 






PDN type value 


'001 'B 


IPv4 




PDN address information 


IPv4 address 


The SS provides a 
valid IPv4 address 


NOT IPv4- 
DHCP 




0.0.0.0 


DHCPv4 is to be 
used to allocate 
the IPv4 address 


IPv4-DHCP 


PDN address 






IPv6 


Length of PDN address contents 


9 octets 






PDN type value 


'010'B 


IPv6 




PDN address information 


IPv6 interface identifier 


The SS provides a 
valid IPv6 
interface identifier 




PDN address 






IPv4v6 


Length of PDN address contents 


1 3 octets 






PDN type value 


'01 1'B 


IPv4v6 




PDN address information (Octets 4 to 1 1) 


IPv6 interface identifier 


The SS provides a 
valid IPv6 
interface identifier 




PDN address information (Octets 12 to 15) 


IPv4 address 


The SS provides a 
valid IPv4 address 


NOT IPv4- 
DHCP 




0.0.0.0 


DHCPv4 is to be 
used to allocate 
the IPv4 address 


IPv4-DHCP 


Transaction identifier 


Not present 








Distinct value between 




pc UTRAN 




and 127 calculated on 




AND/OR 
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basis of the EPS bearer 
identity. 




pc_GERAN 


Negotiated QoS 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






Negotiated LLC SAPI 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






Radio priority 


See Reference default 
EPS bearer context #1 in 
table D.o.1 -1 






Packet flow Identifier 


Not present 








'0000 0000'B 


Best Effort 


pc_GERAN 


APN-AMBR 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






ESM cause 


Not present 






Protocol configuration options 








Configuration protocol 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






Container ID 1 


'0001 "H 




P-CSCF 
IPv6 


Length of container ID 1 contents 




Length value 
determined by the 
TTCN 

implementation 


Container ID 1 contents 


IPv6 address 


P-CSCF IPv6 
Address 


Container ID 1 


'OOOC'H 




P-CSCF 

1 D, ,A 

IPv4 


Length of container ID 1 contents 




Length value 
determined by the 
TTCN 

implementation 


Container ID 1 contents 


IPv4 address 


P-CSCF IPv4 
Address 



Condition 


Explanation 


IPv4 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = 
'001 'B 


IPv6 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = 
'010'B 


IPv4v6 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = 
'011'B 


IPv4-DHCP 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the IE Protocol 
configuration options contains a configuration protocol option = '000B00H' ("IPv4 address 
allocation via DHCPv4", length of contents = 0). 

Note: This condition is used in conjunction with IPv4 or IPv4v6 as indicated in the "PDN 
address row" just above. 


P-CSCF IPv6 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the Protocol 
configuration options and the additional parameter list was included with a "P-CSCF IPv6 
Address Request" 

Note: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25). 


P-CSCF IPv4 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the Protocol 
configuration options and the additional parameter list was included with a "P-CSCF IPv4 
Address Request" 

Note: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25). 


IMS APN 


If the UE indicate IMS support (TS 36.523-2 A.4.4-1/25). 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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BEARER RESOURCE ALLOCATION REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-6A: BEARER RESOURCE ALLOCATION REJECT 



Derivation Path: 24.301 clause 8.3.7 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
BEARER RESOURCE 
ALLOCATION 
REQUEST message. 






Bearer resource allocation reject message identity 


'1101 0101'B 


Bearer resource 
allocation reject 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

BEARER RESOURCE ALLOCATION REQUEST 

This message is sent by the UE to the SS. 

Table 4.7.3-6B: BEARER RESOURCE ALLOCATION REQUEST 



Derivation Path: 24.301 clause 8.3.8 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'0000'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






Bearer resource allocation request message identity 


'1101 0100'B 


Bearer resource 
allocation request 




Linked EPS bearer identity 


The EPS bearer identity 
of the associated default 
bearer. 






Spare half octet 


'0000'B 






Traffic flow aggregate 








Number of packet filters 


Greater than and less 
than or equal to 16 






Ebit 


Any allowed value 






TFT operation code 


'001 'B 


Create new TFT 




Packet filter list 


Any allowed value 






Parameters list 


Not present or any 
allowed value 






Required traffic flow QoS 


Any allowed value 






Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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BEARER RESOURCE MODIFICATION REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-7: BEARER RESOURCE MODIFICATION REJECT 



Derivation Path: 24.301 clause 8.3.9 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
BEARER RESOURCE 
MODIFICATION 
REQUEST message. 






Bearer resource modification reject message identity 


'1101 0111'B 


Bearer resource 
modification reject 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

BEARER RESOURCE MODIFICATION REQUEST 

This message is sent by the UE to the SS. 

Table 4.7.3-8: BEARER RESOURCE MODIFICATION REQUEST 



Derivation Path: 24.301 clause 8.3.10 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'0000'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






Bearer resource modification request message 
identity 


'1101 0110'B 


Bearer resource 

modification 

request 




EPS bearer identity for packet filter 


The EPS bearer identity 
of the associated 
dedicated EPS bearer 
related with packet filter. 






Spare half octet 


'0000'B 






Traffic flow aggregate 


Any allowed value 






Traffic flow aggregate 






RELEASE- 

REQUESTE 

D 


Number of packet filters 


Greater than and less 
than or equal to 16 




Ebit 


Any allowed value 




TFT operation code 


■101'B 


Delete packet 
filters from 
existing TFT 


Packet filter list 


Any allowed value 




Parameters list 


Not present or any 
allowed value 




Required traffic flow QoS 


Not present or any 
allowed value 






ESM cause 


Not present 






'0010 0100'B 


Regular 
deactivation 


RELEASE- 

REQUESTE 

D 


Protocol configuration options 


Not present or any 
allowed value 







Condition | Explanation 
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[RELEASE-REQUESTED |UE requests the release of bearer resources. 

NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

Table 4.7.3-9: (Void) 
Table 4.7.3-10: (Void) 



DEACTIVATE EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 



Table 4.7.3-1 1 : DEACTIVATE EPS BEARER CONTEXT ACCEPT 



Derivation Path: 24.301 clause 8.3.9 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in 
DEACTIVATE EPS 
BEARER CONTEXT 
REQUEST message. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 




Deactivate EPS bearer context accept message 
identity 


'1100 1110'B 


Deactivate EPS 
bearer context 
accept 




Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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DEACTIVATE EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-12: DEACTIVATE EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.10 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Set according to specific 
message content. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 


NETWORK- 
INITIATED 




The same value as the 




UE- 




value set in PDN 




INITIATED 




DISCONNECT 








REQUEST message or 
BEARER RESOURCE 








MODIFICATION 








REQUEST message. 






Deactivate EPS bearer context request message 


'1100 1101'B 


Deactivate EPS 




identity 




bearer context 
request 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







Condition 


Explanation 


NETWORK-INITIATED 


Network initiated ESM procedures 


UE-INITIATED 


UE initiated ESM procedures 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ESM INFORMATION REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-13: ESM INFORMATION REQUEST 



Derivation Path: 24.301 clause 8.3.1 1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'0000'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
PDN CONNECTIVITY 
REQUEST message. 






ESM information request message identity 


'1101 1001'B 


ESM information 
request 





NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ESM INFORMATION RESPONSE 

This message is sent by the UE to the SS. 



Table 4.7.3-14: ESM INFORMATION RESPONSE 



Derivation Path: 24.301 clause 8.3.12 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The same value as the 
value set in ESM 
INFORMATION 
REQUEST message. 






ESM information response message identity 


'1101 1010'B 


ESM information 
response 




Access point name 


Not present or any 
allowed value 






Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ESM STATUS 

This message is sent by the UE or by the SS. 

Table 4.7.3-15: ESM STATUS 



Derivation Path: 24.301 clause 8.3.13 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Set according to specific 
message content. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 




ESM status message identity 


'1110 1000'B 


ESM status 




ESM cause 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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MODIFY EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 



Table 4.7.3-16: MODIFY EPS BEARER CONTEXT ACCEPT 



Derivation Path: 24.301 clause 8.3.14 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in MODIFY 
EPS BEARER 
CONTEXT REQUEST 
message. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 




Modify EPS bearer context accept message identity 


'1100 1010'B 


Modify EPS 
bearer context 
accept 




Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

MODIFY EPS BEARER CONTEXT REJECT 

This message is sent by the UE to the SS. 

Table 4.7.3-17: MODIFY EPS BEARER CONTEXT REJECT 



Derivation Path: 24.301 clause 8.3.15 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in MODIFY 
EPS BEARER 
CONTEXT REQUEST 
message. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 




Modify EPS bearer context reject message identity 


'1100 1011'B 


Modify EPS 
bearer context 
reject 




ESM cause 


The value is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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MODIFY EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-18: MODIFY EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.16 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Set according to specific 
message content. 






Procedure transaction identity 


'0000 0000'B 


No procedure 
transaction 
identity assigned 


NETWORK- 
INITIATED 




The same value as the 




UE- 




value set in BEARER 




INITIATED 




RESOURCE 








MODIFICATION 








REQUEST message or 
BEARER RESOURCE 








ALLOCATION 








REQUEST message. 






Modify EPS bearer context request message identity 


'1100 1001'B 


Modify EPS 
bearer context 
request 




New EPS QoS 


Use the same value as 
used in Activate EPS 
Bearer Context Request 
message 






TFT 


According to reference 
dedicated EPS bearer 
context #2 except for TFT 
operation code which is 
set to'100'Band TFT 
identifier is set to 
'00110000'B.. 






New QoS 


Not Present. 






Negotiated LLC SAPI 


Not Present. 






Radio priority 


Not Present. 






Packet flow Identifier 


Not Present. 








'0000 0000'B 


Best Effort 


pc_GERAN 


APN-AMBR 


Not Present. 






Protocol configuration options 


Not present 







Condition 


Explanation 


NETWORK-INITIATED 


Network initiated ESM procedures 


UE-INITIATED 


UE initiated ESM procedures 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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NOTIFICATION 

This message is sent by the SS to the UE. 



Table 4.7.3-1 8A: NOTIFICATION 



Derivation Path: 24.301 clause 8.3.1 8A 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




The same value as the 
value set in ACTIVATE 
DEFAULT EPS BEARER 
CONTEXT REQUEST 
message for IMS 
signalling. 




SRVCC-HO- 

CANCELLE 

D 


Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 




Notification message identity 


'1101 1011'B 


Notification 




Notification indicator 


'0000 0001 'B 


SRVCC handover 
cancelled, IMS 
session re- 
establishment 
required 


SRVCC-HO- 

CANCELLE 

D 



Condition 


Explanation 


SRVCC-HO-CANCELLED 


Used if SRVCC handover is cancelled. 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 



PDN CONNECTIVITY REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-19: PDN CONNECTIVITY REJECT 



Derivation Path: 24.301 clause 8.3.17 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'0000'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The same value as the 
value set in PDN 
CONNECTIVITY 
REQUEST message. 






PDN connectivity reject message identity 


'1101 0001'B 


PDN connectivity 
reject 




ESM cause 


The value is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 
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PDN CONNECTIVITY REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.3-20: PDN CONNECTIVITY REQUEST 



Derivation Path: 24.301 clause 8.3.18 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






PDN connectivity request message identity 


'1101 OOOO'B 


PDN connectivity 
request 




Request type 


'0001'B 


initial request 




PDN type 


Any value between 

'001 'B, '010'B, '011'B and 

■100'B 


The allowed 
values are 
respectively IPv4, 
IPv6, IPv4v6 and 
"unused but 
interpreted as 
IPv6 by the 
network" 




ESM information transfer flag 


Not present or any 
allowed value 






Access point name 


Not present 


The value is 
mandatory when 
the PDN 
CONNECTIVITY 
REQUEST 
message is sent 
together with an 
ATTACH 
REQUEST 
message. 




Protocol configuration options 


Not present or any 
allowed value 


The value 
received from the 
UE does not affect 
the possible 
verdict associated 
with the message 
when received by 
the SS. The SS 
shall remember if 
this IE is present 
and its contents 
because this 
affects 

subsequent SS 
behaviour, e.g. 
coding of 
ACTIVATE 
DEFAULT EPS 
BEARER 
CONTEXT 
REQUEST. 





NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 
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PDN DISCONNECT REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-21: PDN DISCONNECT REJECT 



Derivation Path: 24.301 clause 8.3.19 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
PDN DISCONNECT 
REQUEST message. 






PDN disconnect reject message identity 


'1101 0011'B 


PDN disconnect 
reject 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

PDN DISCONNECT REQUEST 

This message is sent by the UE to the SS. 

Table 4.7.3-22: PDN DISCONNECT REQUEST 



Derivation Path: 24.301 clause 8.3.20 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'0000'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






PDN disconnect request message identity 


'1101 0010'B 


PDN disconnect 
request 




Linked EPS bearer identity 


The EPS bearer identity 
of the associated default 
bearer. 






Spare half octet 


'0000'B 






Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

4.7A Default TC message and information element contents 

This clause contains the default values of common TC (Test Control, see [38]) messages and information elements, 
which apply to all test cases unless otherwise specified. All the messages and information elements are listed in 
alphabetical order. 
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ACTIVATE TEST MODE 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 



Table 4.7 A-1 : ACTIVATE TEST MODE 



Derivation Path: 36.509 clause 6.5 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


10000 100 






UE test loop mode 


00000000 


UE test loop mode A 


UE TEST 




LOOP 








MODE A 








(default) 


UE test loop mode 


0000000 1 


UE test loop mode B 


UE TEST 




LOOP 








MODE B 


UE test loop mode 


000000 10 


UE test loop mode C 


UE TEST 




LOOP 








MODE C 



Condition 


Explanation 


UE TEST LOOP MODE A 


UE test loop function configured for UE test loop mode A operation. 


UE TEST LOOP MODE B 


UE test loop function configured for UE test loop mode B operation. 


UE TEST LOOP MODE C 


UE test loop function configured for UE test loop mode C operation. 



ACTIVATE TEST MODE COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 



Table 4.7A-2: ACTIVATE TEST MODE COMPLETE 



Derivation Path: 36.509 clause 6.6 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


10000 10 1 
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CLOSE UE TEST LOOP 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 



Table 4.7 A-3: CLOSE UE TEST LOOP 



Derivation Path: 36.509 clause 6.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


10000000 






UE test loop mode 


00000000 


UE test loop mode A 


UE TEST 
LOOP 
MODE A 
(default) 


UE test loop mode A LB setup 






Length of UE test loop mode A LB setup list in bytes 





No LB setup list. No 
scaling (UL RLC SDU 
size will be equal to the 
received DL SDU size) 


UE test loop mode B LB setup 


Not present 




UE test loop mode C LB setup 


Not present 




UE test loop mode 


0000000 1 


UE test loop mode B 


UE TEST 
LOOP 
MODE B 


UE test loop mode A LB setup 


Not present 




UE test loop mode B LB setup 






IP PDU delay 


00000000 


No delay 


UE test loop mode C LB setup 


Not present 




UE test loop mode 


000000 10 


UE test loop mode C 


UE TEST 
LOOP 
MODE C 


UE test loop mode A LB setup 


Not present 




UE test loop mode B LB setup 


Not present 




UE test loop mode C LB setup 






MTCH ID 


FFS 





Condition 


Explanation 


UE TEST LOOP MODE A 


UE test loop function configured for UE test loop mode A operation. 


UE TEST LOOP MODE B 


UE test loop function configured for UE test loop mode B operation. 


UE TEST LOOP MODE C 


UE test loop function configured for UE test loop mode C operation. 



CLOSE UE TEST LOOP COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 



Table 4.7 A-4: CLOSE UE TEST LOOP 



Derivation Path: 36.509 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


1000000 1 







DEACTIVATE TEST MODE 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 

Table 4.7 A-5: DEACTIVATE TEST MODE 



Derivation Path: 36.509 clause 6.7 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


1 0000 1 1 
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DEACTIVATE TEST MODE COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 



Table 4.7A-6: DEACTIVATE TEST MODE COMPLETE 



Derivation Path: 36.509 clause 6.8 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


10000 111 







OPEN UE TEST LOOP 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 

Table 4.7 A-7: OPEN UE TEST LOOP 



Derivation Path: 36.509 clause 6.3 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


100000 10 







OPEN UE TEST LOOP COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 

Table 4.7 A-8: OPEN UE TEST LOOP COMPLETE 



Derivation Path: 36.509 clause 6.4 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


100000 11 







UE TEST LOOP MODE C MBMS PACKET COUNTER REQUEST 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 

Table 4.7A-9: UE TEST LOOP MODE C MBMS PACKET COUNTER REQUEST 



Derivation Path: 36.509 clause 6.10 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


1000 100 1 
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UE TEST LOOP MODE C MBMS PACKET COUNTER RESPONSE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 



Table 4.7A-10: UE TEST LOOP MODE C MBMS PACKET COUNTER RESPONSE 



Derivation Path: 36.509 clause 6.1 1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


1000101 1 






MBMS Packet Counter Value 
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4.7B Default UTRA message and information element contents 

4.7B.1 UTRA RRC messages 

HANDOVER TO UTRAN COMMAND 



Table 4.7B.1-1 : HANDOVER TO UTRAN COMMAND 



Derivation Path: 25.331 , clause 10.2.16a 


Information Element 


Value/remark 


Comment 


Condition 


New U-RNTI 


U-RNTI-Short 






- SRNC identity 


0000 0000 0001 B 






- S-RNTI-2 


00 0000 0001 B 






Ciphering algorithm 


UEA0 or UEA1 . The 
indicated algorithm must 
be one of the algorithms 
supported by the UE. 






RNC support for change of UE capability 


FALSE 






Mm.i 1 1 DMTI 

New H-KN 1 1 


Not present 




i itd a rn n 

U 1 KA rUU 
PS RB, 
UTRA TDD 
PS RB, 
UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 










'1010 1010 1010 1010' 




UTRA 
HSDPA 
RB, UTRA 
HSUPA/H 
SDPA RB 


New Primary E-RNTI 


Not present 




UTRA FDD 
PS RB, 
U 1 KA 1 uu 
PS RB, 

1 ITRA 
U 1 nn 

HSDPA 
RB, UTRA 
Speech, 
UTRA PS 
RB + 
Speech. 
,UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 










'1010 1010 1010 1010' 




UTRA 
HSUPA/H 
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SDPA RB 


New Secondary E-RNTI 


Not present 






Default configuration for CELLFACH 


Not present 






CHOICE specification mode 


Complete specification 






- Signalling RB information to setup List 


Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP message 
(Transition to CELL DCH 
or HS-PDSCH in 
CELL_FACH) using 
condition A1 in TS 
34.108 clause 9.1.1 for 
UTRA-FDD. 
Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP message in TS 
34.108 clause 9.1.2 for 
UTRA-TDD. 




UTRA FDD 
PS RB, 
UTRA 
HSDPA 
RB, UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
,UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 










Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP message in TS 
34.108 clause 9.2.2 




UTRA TDD 
PS RB 




Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP message 
(Transition to CELL DCH 
or HS-PDSCH in 
CELL_FACH) using 
condition A3 in TS 
34.108 clause 9.1.1 for 
UTRA-FDD. 
Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP (Transition to 
CELL_DCH) (1 .28 Mcps 
TDD option) message in 
TS 34.108 clause 9.1.2 
for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- RAB information to setup list 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A2 
inTS 34.108 clause 9.1.2 
for UTRA-TDD. 




UTRA 

Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 




UTRA FDD 
PS RB, 
UTRA PS 
RB + 
Speech 
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corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
inTS 34.108 clause 9.1.2 
for UTRA-TDD. 








Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A11 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A11 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
inTS 34.108 clause 9.2.2 
for UTRA-TDD. 




UTRA TDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 

HSDPA 

RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- UL Transport channel information common for 
all transport channels 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 
9.1.1 for UTRA-FDD 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A2 
inTS 34.108 clause 9.1.2 
for UTRA-TDD 




UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 




Same as the 




UTRA FDD 
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corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.108 clause 
9.1.1 UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
inTS 34.108 clause 9.2.2 
UTRA-TDD. 




PS RB, 
UTRA TDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 

HSDPA 

RB 


Same content as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same content as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- Added or Reconfigured UL TrCH information 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A2 
inTS 34.108 clause 9.1.2 
for UTRA-TDD 




UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELLDC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.108 clause 
9.1.1 




UTRA FDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 




UTRA 

HSDPA 

RB 
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message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 
9.1.2 forUTRA-TDD. 






Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A11 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A11 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- Added or Reconfigured UL TrCH information 


2 Entries 




UTRA TDD 
PS RB 


- Added or Reconfigured UL TrCH information^] 


Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP message (1.28 
Mcps TDD) inTS 34.108 
clause 9.2.2. 




UTRA TDD 
PS RB 


- Added or Reconfigured UL TrCH information[2] 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
in TS 34.108 clause 
9.2.2. 




UTRA TDD 
PS RB 


- DL Transport channel information common for 
all transport channels 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A2 
inTS 34.108 clause 9.1.2 
for UTRA-TDD. 




UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELLDC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.108 clause 
9.1.1 




UTRA FDD 
PS RB 


Same as the 
corresponding IE in the 




UTRA TDD 
PS RB 
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RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
in TS 34.108 clause 
9.2.2. 






Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1.2 for UTRAT-TDD. 




UTRA 

HSDPA 

RB 


Same content as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- Added or Reconfigured DL TrCH information 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A2 
inTS 34.108 clause 9.1.2 
for UTRA-TDD. 




UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELLDC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.108 clause 
9.1.1 




UTRA FDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A11 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A11 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELLDC 
H 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 




UTRA 

HSDPA 

RB 
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message using condition 
A10 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 






Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- Added or Reconfigured DL TrCH information 


2 Entries 




UTRA TDD 
PS RB 


- Added or Reconfigured DL TrCH information^] 


Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP message (1.28 
Mcps TDD) inTS 34.108 
clause 9.2.2. 




UTRA TDD 
PS RB 


- Added or Reconfigured DL TrCH information[2] 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
in TS 34.108 clause 
9.2.2. 




UTRA TDD 
PS RB 


- Uplink DPCH info 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELLDC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.108 clause 
9.1.1 




UTRA FDD 
PS RB 


Same as the 
corresponding IE in the 

n a r~\ i n i — a n i — n o i — i~i i n 

RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
in TS 34.108 clause 
9.2.2. 




UTRA TDD 
PS RB 




Same as the 
corresponding IE in the 




UTRA 
HSDPA 
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RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




RB 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- E-DCH Info 


Not present 




UTRA FDD 
PS RB, 
UTRA TDD 
PS RB, 
UTRA 
HSDPA 
RB, UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELL DC 
H 










Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- Downlink HS-PDSCH Information 


Not present 




UTRA FDD 
PS RB, 
UTRA TDD 
PS RB, 
UTRA 
Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
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Speech + 

Packet 

RAB Setup 

after 

Speech 

RAB Setup 

in 

CELL DC 
H 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 

HSDPA 

RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- Downlink information common for all radio links 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A2 
inTS 34.108 clause 9.1.2 
for UTRA-TDD. 




UTRA 

Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELLDC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A4 in TS 34.108 clause 
9.1.1 




UTRA FDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
in TS 34.108 clause 
9.2.2. 




UTRA TDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 




UTRA 

HSDPA 

RB 
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9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 






Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A13 in TS 34.108 clause 

9.1.2 for UTRA-TDD. 




UTRA 
HSUPA/H 
SDPA RB 


- Downlink information for each radio link list 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A2 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A2 
inTS 34.108 clause 9.1.2 
for UTRA-TDD. 




UTRA 

Speech, 
UTRA PS 
RB + 
Speech, 
UTRA 
Speech + 
Packet 
RAB Setup 
after 
Speech 
RAB Setup 
in 

CELLDC 
H 




Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.108 clause 
9.1.1 




UTRA FDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition A3 
in TS 34.108 clause 
9.2.2. 




UTRA TDD 
PS RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 

9.1.1 for UTRA-FDD. 
Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
A10 in TS 34.108 clause 

9.1 .2 for UTRA-TDD. 




UTRA 

HSDPA 

RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 
9.1.1 for UTRA-FDD. 




UTRA 
HSUPA/H 
SDPA RB 
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Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message (1 .28 Mcps 
TDD) using condition 
Aioin i b o4.i ub clause 
9.1.2 for UTRA-TDD. 






Frequency info 


Set according to the 
frequency of the target 
UTRA cell. 






Multi-frequency Info 


Not present 






Maximum allowed UL TX power 


21dBm 







Condition 


Explanation 


UTRA Speech 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 

the condition "UTRA Speech". 


UTRA FDD PS RB 


Establishment of the UTRA FDD reference configuration as specified in Table 4.8.3-1 
using the condition "UTRA FDD PS RB". 


UTRA TDD PS RB 


Establishment of the UTRA TDD reference configuration as specified in Table 4.8.3-1 
using the condition "UTRA TDD PS RB". 


UTRA HSDPA RB 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 
the condition "UTRA HSDPA RB". 


UTRA 

HSUPA/HSDPA 
RB 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 
the condition "UTRA HSUPA/HSDPA RB". 


UTRA PS RB + 
Speech 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 
the condition "UTRA PS RB + Speech". 


UTRA Speech + 
Packet RAB Setup 
after Speech RAB 
Setup in 
CELL DCH 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 
the condition "UTRA Speech + Packet RAB Setup after Speech RAB Setup in Cell DCH". 
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HANDOVER FROM UTRAN COMMAND 



Table 4.7B.1-2: HANDOVER FROM UTRAN COMMAND 



Derivation Path: 25.331 , clause 10.2.15 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








Integrity check info 








- Message authentication code 


SS calculates the value 
of MAC-I for this 
message and writes to 
this IE. The first/ leftmost 
bit of the bit string 
contains the most 
significant bit of the MAC- 
I. 






- RRC Message sequence number 


SS provides the value of 
this IE, from its internal 
counter. 






SR-VCC Info 


Not present 






Activation time 


Now 






RAB Info 








- RAB identity 


0000 01 01 B 
The first/ leftmost bit of 
the bit string contains the 
most significant bit of the 
RAB identity. 






- CN domain identity 


PS domain 






- NAS Synchronization Indicator 


Not present 






- Re-establishment timer 


UseT315 






Inter-system message 








- CHOICE System type 


E-UTRA 






- E-UTRA message 


RRCConnectionReconfig 
uration using condition 
HO-TO-EUTRA(1 ,0) 


See Table 4.6.1-8 





MEASUREMENT CONTROL 

Table 4.7B.1-3: MEASUREMENT CONTROL 



Derivation Path: 25.331, clause 10.2.17 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








RRC transaction identifier 


Arbitrarily selects an 
unused integer between 
to 3 






Integrity check info 








- Message authentication code 


SS calculates the value of 
MAC-I for this message 
and writes to this IE. The 
first/ leftmost bit of the bit 
string contains the most 
significant bit of the MAC- 
I. 






- RRC message sequence number 


SS provides the value of 
this IE, from its internal 
counter. 






Measurement Identity 


3 






Measurement Command 


Setup 






Measurement Reporting Mode 








- Measurement Report Transfer Mode 


Acknowledged mode RLC 






- Periodical Reporting/Event Trigger Reporting 
Mode 


Event trigger 






Additional measurement list 


Not present 
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CHOICE Measurement type 


Inter-RAT measurement 






- CHOICE Inter-RAT measurement objects 


E-UTRA frequency list 






- CHOICE E-UTRA frequency removal 


Remove no frequencies 






- New frequencies 








- E-UTRA carrier frequency 


Downlink EARFCN of E- 
UTRA Cell 






- Measurement bandwidth 


Same downlink system 
bandwidth as used for E- 

1 ITD A r^n\\ 

U 1 HA oen 






□ Innl/lin + n/J _ _ 1 1 _ IJ _i 

- Blacklisted cells list 


Not present 






- Inter-RAT measurement quantity 








- Measurement quantity for UTRAN quality 
estimate 








- Filter coefficient 


U 






- CHOICE mode 


I — | — \ 1 — s 

FDD 




i — i — \ i — \ I i -p i— > a 

FDD UTRA 


- Measurement quantity 


OrlOH bC/NU 






- Measurement quantity 


^ D 1 l_l DCPD 


For signalling tests 

Art O /""\ f» 

cases. 




- onuiot mooe 


inn 
1 uu 




inn i itda 
1 UU U 1 riA 


- Measurement quantity 


rrimary UUrUM noOr 






- onuiL/t system 


C 1 ITD A 

t-U 1 nA 






- ivieasuremeni quantity 


pcpp 
nonr 






- Filter coefficient 









- Inter-RAT reporting quantity 








- u I KAN estimated quality 


FALbh 






- CHOICE system 


E-UTRA 






- Rpnnrtinn miantitx/ 
rrcfjui liiilj LjUaiiLiiy 


hnth 

UULI 1 






- Rpnnrti nn oo\\ QtatiiQ 

ncpu 1 LI 1 ILj L.CII oLalUo 


Mnt nrPQPnt 
hui yj\ coci ii 






- CHOICF rpnnrt rritpria 

w i iw i w i — i c|jui i ui i ici id 


Intpr-RAT mp3Qi irpmpnt 

1 1 1 LCI 1 \ i \ 1 1 1 IUQOU 1 CI MCI 1 L 

reporting criteria 






- Parameters required for each event 


1 entry 






- Inter-RAT event identity 


Set according to 
specific test. 






- Threshold own system 


-66 dB 






- W 









- Threshold other system 


-55 (-80 dBm) 


When 

measurement 
quantity is RSRP, 
range should be (- 
11 5. .-19), the 
actual value = 
Threshold other 
system - 25 [dBm] 




- Hysteresis 









- Time to trigger 


10 ms 






- Reporting cell status 








- CHOICE reported cell 


Report cells within active 
set or within virtual active 
set or of the other RAT 






- Maximum number of reported 

cells 


2 






- Idle Interval Information 


Not present 














DPCH Compressed mode status info 






FDD UTRA 


- TGPS reconfiguration CFN 


(Current CFN + (250 - 
i i i/iumsec)) mod doo 






- Transmission gap pattern sequence 


1 entry 






- TGPSI 


1 






- TGPS Status Flag 


activate 






- TGCFN 


(Current CFN + (252 - 
TTI/1 0msec)) mod 256 






DPCH Compressed mode status info 


Not present 




TDD UTRA 



Condition | Explanation 
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FDD UTRA 


FDD UTRA cell environment 


TDD UTRA 


TDD UTRA cell environment 



MEASUREMENT REPORT 



Table 4.7B.1-4: MEASUREMENT REPORT 



Derivation Path: 25.331 , clause 10.2.19 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








Integrity check info 








- Message authentication code 


This IE is checked to see 

if it is present. The value 

is compared against the 

XMAC-I value computed 

by SS. The first/ leftmost 

bit of the bit string 

contains the most 

significant bit of the MAC- 
i 

i. 






- RRC Message sequence number 


This IE is checked to see 
it ii is present, i ne vaiue 
is used by SS to compute 
the XMAC-I value. 






Activation time 


(256+CFN-(CFN MOD 8 + 
8)) MOD 256 






Measurement identity 


3 






Measured Results 


Not present 






Measured results on RACH 


Not present 






Additional measured results 


Not present 






Event results 


Not present 






Inter-RAT cell info indication 


Not present 






E-UTRA Measured Results 








- E-UTRA measured results list 


1 entry 






- E-UTRA Carrier Frequency 








- Measured E-UTRA cells 


1 entry 






- Physical Cell Identity 


PhysicalCellldentity of E- 
UTRA Cell 






- RSRP 


Set according to 
specific test. 






- RSRQ 


Set according to 
specific test. 






E-UTRA Event Results 








- Inter-RAT event identity 


Set according to 
specific test. 






- E-UTRA events results list 


1 entry 






- E-UTRA Carrier Frequency 


Downlink EARFCN of E- 
UTRA Cell 






- Reported cells 


1 entry 






- Physical Cell Identity 


PhysicalCellldentity of E- 
UTRA Cell 







PHYSICAL CHANNEL RECONFIGURATION 

Table 4.7B.1-5: PHYSICAL CHANNEL RECONFIGURATION 



Derivation Path: 25.331, clause 10.2.22 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








RRC transaction identifier 


Arbitrarily selects an 
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unused integer between 
to 3 






Integrity check info 








- Message authentication code 


SS calculates the value of 
MAC-I for this message 
and writes to this IE. The 
first/ leftmost bit of the bit 
string contains the most 
significant bit of the MAC- 

1 

1. 






- RRC message sequence number 


SS provides the value of 
this IE, from its internal 
counter. 






1 ■ • — ■ — i 

Integrity protection mode info 


Not Present 






L/ipnenng mocie lino 


not rreseni 






Activation time 


Not Present 






Delay restriction flag 


Not Present 






Ma\*/ 1 1 DMTI 
New U _ r\N 1 1 


Not Present 






New U-nN 1 1 


Not Present 






New H-nN 1 1 


Not Present 






New rnmary t-nN 1 1 


Not Present 






New Secondary E-RNTI 


Not Present 






RRC State indicator 


CELLDCH 






UE Mobility State Indicator 


Not Present 






1 ITD A M nnV mm In 1 — t— ~ 4.1— r*. n r*.Wm\ r*. n\- 

u i Kan UriA cycle lengtn coefficient 


Not Present 






CN information info 


Not Present 






URA identity 


Not Present 






RNC support for change of UE capability 


Not Present 






Reconfiguration in response to requested change of 
UE capability 


Not Present 






Downlink counter synchronization info 


— — — 

Not Present 






Frequency info 


Not Present 






u i A-unA liming inTormaiion 


Not Present 






u i A-uriA inTormaiion 


Not Present 






no-oL/L/M less inrormaTion 


Not Present 






MIMO parameters 


Not Present 






U A D/^ Infn 

HAnU mTO 


Not Present 






Maximum allowed UL TX power 


Not Present 






CHOICE channel requirement 


Not Present 






t-UL/M imo 


Not Present 






uownnnK no-rUoUn inTormaiion 


Not Present 






Downlink information common for all radio links 








- Downlink DPCH info common for all RL 


Not Present 






- DPCH compressed mode info 


Not Present 




I UU 


- DPCH compressed mode info 






rUU 


~r/~» DO 1 


1 






- 1 (jro btatus Hag 


Deactivate 






~r/~» PCM 


Not Present 






- Transmission gap pattern sequence 
configuration parameters 








- 1 \j 1 VI r 


._ . 

E-UTRA measurement 








Infinity 






TO CM 


Q 

o 






toi 1 
- I tjl_l 


\ U 






-TGL2 


Not Present 






- TGD 


undefined 






- TGPL1 


1 2 






-TGPL2 


Not Present 






- RPP 


Mode 






- ITP 


Mode 






- CHOICE UL/DL Mode 


ULand DL, ULonlyorDL 
only (depending on the 
UE capability) 






- Downlink compressed mode 

method 


HLS(or not sent, 
depending on the UE 
capability) 
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- Uplink compressed mode method 


HLS(or not sent, 
depending on the UE 
capaDiiiiy) 






pr 

- Downlink frame type 


D 
D 






- UeiTaOlri 1 


on to c\\ 






- ueiTdoinATien 


\ U (1 U) 






- ueuaoin^ 


Not Present 






- ueiiaoinATier*: 


Not Present 






IN lUcllllly aUUlL 


INUL r icbclll 






- T Reconfirm abort 


Not Present 






- TX Diversity mode 


Not Present 






- SSDT information 


Not Present 






- Default DPCH Offset Value 


Not Present 






Downlink information for each radio link 


Not Present 






MBMS PL Service Restriction Information 


Not Present 







PHYSICAL CHANNEL RECONFIGURATION COMPLETE 
Table 4.7B.1-6: PHYSICAL CHANNEL RECONFIGURATION COMPLETE 



Derivation Path: 25.331 , clause 10.2.23 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 
Integrity check info 

- Message authentication code 


This IE is checked to see 
if it is present. The value 
is compared against the 
XMAC-I value computed 
by SS. The first/ leftmost 
bit of the bit string 
contains the most 
significant bit of the MAC- 
I. 






- RRC Message sequence number 

Uplink integrity protection activation info 

COUNT-C activation time 

Uplink counter synchronization info 


This IE is checked to see 
if it is present. The value 
is used by SS to compute 
the XMAC-I value. 
Not checked 
Not checked 
Not checked 







RRC CONNECTION REQUEST 

Table 4.7B.1-7: RRC CONNECTION REQUEST 



Derivation Path: 25.331 , clause 10.2.39 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








Predefined configuration status information 


To be checked against 
requirement if specified 






Initial UE identity 








- CHOICE UE id type 








- TMSI and LAI (GSM-MAP) 


Set to the UE's TMSI and 
LAI. 
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Establishment cause 


To be checked against 
requirement if specified 






Protocol error indicator 


rALbt 






UE Specific Behaviour Information 1 idle 


This IE will not be 
cneCKea Dy aGTauil 

hohov/iniir hi it in cnorMfir 1 
Del IctvlUU! , UUL III bpculllu 

LCoL L.aoC. 






Domain inrlipatnr 

1 > \J llldlll 1 1 1 1 \-'Cl IU 1 


Not rhprkpH 

1 NUl Ul ICUrVCU 






Call tvnp 

wan lyuc 


Nnt phprkpH 






I IF nanahilitv inrlir^tinn 

Ul — UClUClUl 1 1 ly II IUIUCIIIUI 1 


Nnt rhprkpH 

INUl Ul ICbrvCU 






MRM9 Rplprtpri Sprvirp^ 

1 V 1 LJ 1 V 1 W iJCICUlCU wCI V IbCO 


Nnt phpnkprl 

INUl Ul ICUIxCU 






Runnnrtfnr F-DPCH 

uU|J[JUI I IUI 1 LJ 1 W 1 1 


Nnt nhprkpH 

INUl Ul ICUrXCU 






I IF Mnhilitv Statp Indinatnr 

Ul — iviUkJiiiiy wiaic ii luioaiui 


Nnt PrpQpnt 

1 NUl 1 1 CoCI 11 






fiunnnrt fnr Fnhanrpd F-DPCH 

vJUp|JUI I IUI 1 — 1 II 1 CI 1 ILiCU 1 LJ 1 Wl 1 


Nnt nhprkpH 

INUl Ul ICUIxCU 






HS-PDSCH in CELL FACH 

1 1 V ' 1 L/UWl 1 111 V-/ 1 1 1 1 (IV_/I 1 


Nnt nhpnkprl 

INUl Ul ICUIxCU 






MAP.-phQ Qimnnrt 

ivir^w ci lo jU|J|jui i 


Nnt phpnkpH 

INUl Ul ICUrVCU 






DPCCH Di^mntini ioi ici TrpriQirii^ciinn ^imnnrt 

LJ 1 KJKJ 1 1 \—f IOvUI 1 11 1 IUUUO 1 1 ul IOI II lOOlUI 1 OH UkJU 1 L 


Nnt nhpfkprl 

INUl Ul ICUr\CU 






Siinnnrt nf rnmmnn F-nClH 

UU UUUI L U 1 1 1 1 1 1 IUI 1 1 1— ' \J 1 1 


Nnt nhprkpH 

INUl Ul ICUixCU 


REL-8 




Mnlti ppII 9iinnnrt 

IVIUILI UCII JU|J|JUI I 


Nnt phpnkprl 

INUl Ul ICUixCU 


REL-8 




Prp_rpr|jrpptjnn infn 

1 1 C 1 CUM CULIUI 1 1 1 1 1 \J 


Nnt nhpckpH 

INUl Ul ICUrVCU 


REL-8 




SuDDort of MAC-i/is 


Not nhpnkpd 


REL-8 




Support of SPS operation 


Not checked 


REL-8 




Support for CS Voice over HSPA 


Not checked 


REL-8 




Dual cell MIMO support 


Not checked 


REL-9 




System Information Container Stored Indicator 


Not checked 


REL-9 




Measured results on RACH 


Not checked 






Access stratum release indicator 


Not checked 







SECURITY MODE COMMAND 

Table 4.7B.1-n: SECURITY MODE COMMAND 



Derivation Path: 25.331 , clause 10.2.43 


Information Element 


Value/remark 


Comment 


Condition 


FFS 









SECURITY MODE COMPLETE 

Table 4.7B.1-n: SECURITY MODE COMPLETE 



Derivation Path: 25.331 , clause 10.2.44 


Information Element 


Value/remark 


Comment 


Condition 


FFS 
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UTRAN MOBILITY INFORMATION 



Table 4.7B.1-n: UTRAN MOBILITY INFORMATION 



Derivation Path: 34.108 clause 9.1 .1 (UTRAN MOBILITY INFORMATION message) 


Information Element 


Value/remark 


Comment 


Condition 


UTRAN MOBILITY INFORMATION 








CN information info 








- PLMN identity 


Not present 






- CN common GSM-MAP NAS system information 








- GSM-MAP NAS system information 


00 01H 






- CN domain related information 








- CN domain identity 


PS 






- CN domain specific NAS system information 








- GSM-MAP NAS system information 


01 00H 






- CN domain specific DRX cycle length 
coefficient 


7 






- CN domain identity 


CS 






- CN domain specific NAS system information 








- GSM-MAP NAS system information 


1E01H 






- CN domain specific DRX cycle length 
coefficient 


7 







UTRAN MOBILITY INFORMATION CONFIRM 

Table 4.7B.1-n: UTRAN MOBILITY INFORMATION CONFIRM 

Derivation Path: 34.108 clause 9.1.1 (UTRAN MOBILITY INFORMATION CONFIRM message) 



4.7B.2 UTRA NAS messages 

This section contains default message contents for UTRA NAS messages. 
In 3GPPTS 36.523-1 [18]: 

- UTRA NAS messages are defined as exceptions, IE by IE, to the messages defined in this section; 
UTRA NAS messages not defined in this section are specified completely. 

The following messages are not specified in this section: 

- AUTHENTICATION REQUEST (CS) 

- AUTHENTICATION RESPONSE (CS) 

- DETACH REQUEST (CS & PS) 

- DETACH ACCEPT (CS & PS) 

- IDENTITY REQUEST (CS & PS) 

- IDENTITY RESPONSE (CS & PS) 

- P-TMSI REALLOCATION COMMAND (PS) 

- P-TMSI REALLOCATION COMPLETE (PS) 

- SERVICE REQUEST (PS) 
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Table 4.7B.2-1 : ROUTING AREA UPDATE REQUEST 



Derivation path: 24.008 table 9.4.14 


Information Element 


Value/Remark 


Comment 


Condition 


Update type 


000 'RA updating' or 

001 'combined RA/LA 
updating' 

010 'combined RA/LA 
updating with IMSI 
attach' 


In NMO I, 
depending on 
capability and 
domain 
preference for 
voice and SMS, 
the UE may 
initiate either PS 
only or CS/PS 
registration 
procedures. 




GPRS ciphering key sequence number 


Any allowed value 






Old routing area identification 


Any allowed value 






MS Radio Access capability 


Any allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




Old P-TMSI signature 


Not present or any 
allowed value 


For test cases 
where no "UE" 
statement 
indicates that a P- 
TMSI signature 
was previously 
registered, 
whether or not the 
UE includes this 
IE depends on 
previous USIM 
contents. 




Requested READY timer value 


Not present or any 
allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




DRX parameter 


Not present or any 
allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




TMSI status 


'no valid TMSI 
available' or not present 






P-TMSI 


Not present or any 
allowed value 






MS network capability 


Any allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




PDP context status 


Any allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




PS LCS Capability 


Not present or any 
allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




MBMS context status 


Not present 






UE network capability 


Any allowed value (must 
be present) 


No detailed 
checking by 
default but should 
be aligned with 
PICS 




Additional mobile identity 


Not present or any 
allowed value 






Additional old routing area identification 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 


This IE shall be 
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allowed value 


included if the MS 
supports SRVCC 
to GERAN or 
UTRAN. 




Mobile station classmark 3 


Not present or any 
allowed value 


This IE shall be 
included if the MS 
supports SRVCC 
to GERAN. 




Supported Codecs 


Not present or any 
allowed value 






Voice domain preference and UE's usage setting 


Not present or any 
allowed value 


Rel-9 




P-TMSI type 


Any allowed value 


Rel-10 
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Table 4.7B.2-2: ROUTING AREA UPDATE ACCEPT 



Derivation path: 24.008 table 9.4.15 


Information Element 


Value/Remark 


Comment 


Condition 


Force to standby 


'Force to standby not 








indicated' 






Update result 


000 'RA updated' 




IF the UE 








indicated 








000 'RA 








updating' in 








the 








previous 








RAU 








request 








message 




001 'combined RA/LA 




IF the UE 




updated' 




indicated 








001 








'combined 








RA/LA 








updating' in 








the 








previous 








RAU 








request 








message 


Periodic RA update timer 


111 (deactivated) 






Routing area identification 


1 


Value in table 








4.4.4-2 for 








| ■ II ■ —I— I — l A 

simulated UTRA 








cells. 




P-TMSI signature 


Arbitrary value 






Allocated P-TMSI 


Arbitrary value 


2 most significant 








bits = 1 1 to 








indicate SGSN 




MS identity 


Not present 


Is never present in 








case of RA only 








procedure, and 








RA/LA procedures 








do not necessarily 








change TMSI 




— — —— ; — 

List of Receive N PDU Numbers 


— — — 

Not present 


Realistic network 






value 




Monntiotorl D P A PI V t i rvior \/o 1 1 io 

INtJyUlldLcu nCrtUr UiTlci VdlUt? 


INUL prtsbfciiu 






OlVIIVI CaUSG 


not presem 






i oo\j£L vaiue 


not presem 






Ocll iNUUIIOdlluil 


InUL prtJbcMl 


Thic IP ic fnr i/Rh 
1 [lib IC lb lUI n/uU 






mode only. 




Equivalent PLMNs 


Not present 






PDP context status 


Not present 






Network feature support 


Not present 






Emergency Number List 


Not present 






MBMS context status 


Not present 






Requested MS Information 


Not present 






T3319 value 


Not present 






T3323 value 


Not present 







Table 4.7B.2-3: ROUTING AREA UPDATE COMPLETE 



Derivation path: 24.008 table 9.4.16 


Information Element 


Value/Remark 


Comment 


Condition 


List of Receive N PDU Numbers 


Not present 






Inter RAT handover information 


Not present 






E-UTRAN inter RAT handover information 


Not present 
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Table 4.7B.2-4: LOCATION UPDATING REQUEST 



Derivation path: 24.008 table 9.2.17 


Information Element 


Value/Remark 


Comment 


Condition 


Location updating type 


Any allowed value 






Ciphering key sequence number 


Any allowed value 






Location area identification 


Any allowed value 






Mobile station classmark 


Any allowed value 






Mobile identity 


Any allowed value 






Mobile station classmark for UMTS 


Any allowed value 






Additional update parameters 


Not present or any 
allowed value 






Table 4.7B.2-5: LOCATION UPDATING ACCEPT 


Derivation path: 24.008 table 9.2.15 


Information Element 


Value/Remark 


Comment 


Condition 


Location area identification 


1 






Mobile identity 








TMSI 


Arbitrary value 


2 most significant 
bits = 00 to 
indicate VLR 




Follow on proceed 


Present 


This IE is 
unncessary in 
non-CS fallback 
test cases. 




CTS permission 


Absent 






Equivalent PLMNs 


Absent 






Emergency Number List 


Absent 
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Table 4.7B.2-6: ATTACH REQUEST 



Derivation path: 24.008 table 9.4.1 


inrorrnaiion clement 


vaiue/ rsemarK 


uornrneni 


OOnultlOn 


MS network capability 


Any allowed value 






Attach type 


001 brHb attach or 
011 'Combiner 
orrio/iivio anacn 






GPRS ciphering key sequence number 


Any allowed value 






DRX parameter 


Any allowed value 






P-TMSI or IMSI 


Any allowed value 






Old routing area identification 


Any allowed value 






MS Radio Access capability 


Any allowed value 






Old P-TMSI signature 


Not present or any 
allowed value 






Requested READY timer value 


Not present or any 
allowed value 






TMSI status 


'no valid TMSI 
available' or not present 






PS LCS Capability 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 
allowed value 






Mobile station classmark 3 


Not present or any 
allowed value 






Supported Codecs 


Not present or any 
allowed value 






UE network capability 


Any allowed value (must 
be present) 






Additional mobile identity 


Not present or any 
allowed value 






Additional old routing area identification 


Not present or any 
allowed value 






Voice domain preference and UE's usage setting 


Not present or any 
allowed value 


Rel-9 




P-TMSI type 


Not present or any 
allowed value 


Rel-10 
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Table 4.7B.2-7: ATTACH ACCEPT 



Derivation path: 24.008 table 9.4.2 


Information Element 


Value/Remark 


Comment 


Condition 


Attach result 


001 'GPRS only attached' 




IF the UE 






indicated 
001 'GPRS 
attach' in 
the 

previous 
attach 
request 
message 




011 'combined 




IF the UE 




GPRS/IMSI attached' 




indicated 
011 

'Combined 
GPRS/IMS 
I attach' in 
the 

previous 
attach 
request 
message 


Force to standby 


000 'Force to standby not 
indicated' 






Periodic RA update timer 


111 (deactivated) 






Radio priority for SMS 


100 'priority level 4 
(lowest)' 






Radio priority for TOM8 


100 'priority level 4 
(lowest)' 






Routing area identification 


1 






P-TMSI signature 


Arbitrary value 






Negotiated READY timer value 


Not present 






Allocated P-TMSI 


Arbitrary value 


2 most significant 
bits = 1 1 to 
indicate SGSN 




MS identity 


Not present 




IF the UE 

indicated 
001 'GPRS 
attach' in 
the 

previous 
attach 
request 
message 




Arbitrary value 


2 most significant 
bits = 00 to 
indicate VLR 


IF the UE 

indicated 
011 

'Combined 
GPRS/IMS 
I attach' in 
the 

previous 

attach 

request 


GMM cause 


Not present 






T3302 value 


Not present 






Cell Notification 


Not present 






Equivalent PLMNs 


Not present 






Network feature support 


Not present 






Emergency Number List 


Not present 






Requested MS Information 


Not present 






T3319 value 


Not present 






T3323 value 


Not present 
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Table 4.7B.2-8: ATTACH COMPLETE 



Derivation path: 24.008 table 9.4.3 


Information Element 


Value/Remark 


Comment 


Condition 


Inter RAT handover information 


Not present 






E-UTRAN inter RAT handover information 


Not present 







Table 4.7B.2-9: AUTHENTICATION AND CIPHERING REQUEST 



Derivation path: 24.008 table 9.4.9 


Information Element 


Value/Remark 


Comment 


Condition 


Ciphering algorithm 


Any allowed value 






IMEISV request 


000 'IMEISV not 
requested' 






Force to standby 


000 'Force to standby not 
indicated' 






A&C reference number 


Any allowed value 






Table 4.7B.2-10: AUTHENTICATION AND CIPHERING RESPONSE 


Derivation path: 24.008 table 9.4.10 


Information Element 


Value/Remark 


Comment 


Condition 


A&C reference number 


Arbitrary value 






Spare half octet 


0000 






Table 4.7B.2-1 1 : TMSI REALLOCATION COMMAND 


Derivation path: 24.008 table 9.2.20 


Information Element 


Value/Remark 


Comment 


Condition 


Location area identification 


Any allowed value 






Mobile identity 


Any allowed value 







Table 4.7B.2-12: TMSI REALLOCATION COMPLETE 

Derivation path: 24.008 table 9.2.21 

Table 4.7B.2-XX: CM SERVICE REQUEST 



Derivation path: 24.008 table 9.2.1 1 


Information Element 


Value/Remark 


Comment 


Condition 


CM service type 


Any allowed value 






Ciphering key sequence 
number 


Any allowed value 






Mobile station 
classmark 


Any allowed value 






Mobile identity 


Any allowed value 






Priority 


Not present or any 
allowed value 






Additional update parameters 


Not present or any 
allowed value 
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4.7C Default DS-MIPv6 message and information element 
contents 

4.7C.1 IKEv2 messages 

IKEv2 IKE_SA_INIT Request 

This message is sent by the UE to the SS. 



Table 4.7C.1-1: Message IKE_SA_INIT Request 



Field 


Value/remark 


Comment 


Condition 


IKE Header 








Initiator's IKE SA SPI 


Set by the UE 






Responder's IKE SA SPI 





First message jn 

IKE_SA_INIT 

exchange 




Next Payload 


'001 00001 'B 


SA 




Exchange Type 


'00100010'B 


IKE SA INIT 




Security Association Payload 








Next Payload 


'001 0001 0'B 


KE 




More proposal 


'0000001 0'B 






Proposal # 


'00000001 'B 


First cryptographic 
suite (section 6.5 
of TS 33.234) 




Protocol ID 


'00000001 'B 


IKE 




SPI size 


'00000000'B 






Number of transforms 


'0000001 0'B 






More transform 


'0000001 1'B 


This is the 
transform for 
confidentiality 




Transform type 


'00000001 'B 


Encryption 




Transform ID 


'0000001 1'B 


3DES in CBC 
mode 

(ENCR_3DES) 




More transform 


'0000001 1'B 


This is the 
transform for prf 




Transform type 


'0000001 0'B 


PRF 




Transform ID 


'0000001 0'B 


PRF HMAC SHA 
1 (HMAC-SHA1) 




More transform 


'0000001 1'B 


This is the 
transform for 
integrity 




Transform type 


'0000001 1'B 


Integrity 




Transform ID 


'0000001 0'B 


HMAC-SHA1-96 
(AUTH HMAC S 
HA1_96) 




Last transform 


'00000000'B 


This is the 
transform for DH 




Transform type 


'000001 00'B 


DH 




Transform ID 


'0000001 0'B 


Diffie-Hellman 
group 2 (1024-bit 
MODP) 




Last proposal 


'00000000'B 






Proposal # 


'0000001 0'B 


Second 
cryptographic 
suite (section 6.5 
of TS 33.234) 




Protocol ID 


'00000001 'B 


IKE 




SPI size 


'00000000'B 






Number of transforms 


'0000001 0'B 






More transform 


'0000001 1'B 


This is the 
transform for 
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confidentiality 




Transform type 


'00000001 'B 


Encryption 




Transform ID 


'00001011'B 


AES with 128-bit 
keys in CBC 
mode 

(ENCR_AES_CB 
C) 




More transform 


'00000011 'B 


This is the 
transform for prf 




Transform type 


'0000001 0'B 


PRF 




Transform ID 


'000001 00'B 


PRF AES128 XC 
BC AES-XCBC- 
PRF-128 




More transform 


'0000001 1'B 


This is the 
transform for 
integrity 




Transform type 


'0000001 1'B 


Integrity 




Transform ID 


'000001 01 'B 


AES-XCBC-MAC- 
96 (AUTH_ AES- 
XCBC -96) 




Last transform 


00000000 B 


This is the 
transform for DH 




Transform type 


00000100 B 


DH 




Transform ID 


00000010 B 


r\'zc i i ii 

Diffie-Hellman 
group £ (i u^4-pit 
MODP) 




Key Exchange Payload 








Next Payload 


'00101000'B 


Nonce 




DH Group # 


'000000000000001 0'B 


DH group 2 




Key Exchange data 


Set by the UE 






Nonce Payload 








Next Payload 


'00101001 'B 


Notify 


UE IKE 
INIT HA 


Nonce data 


Random number set by 
the UE 






REDIRECT SUPPORTED Notify Payload 






UE IKE 
INIT HA 


Next Payload 


'00000000'B 


No Next Payload 


UE IKE 
INIT HA 


Protocol ID 


'00000000'B 


Notification is not 
specific to a 
particular security 
association 


UE IKE 
INIT HA 


SPI size 


'00000000'B 


SPI field not 
present 


UE IKE 
INIT HA 


Notify Message Type 


'01 0000000001 011 0'B 


REDIRECT_SUP 
PORTED 


UE IKE 
INIT HA 


REDIRECT FROM Notify Payload 






UE IKE 
INIT HA 

Redirected 


Next Payload 


'00000000'B 


No next payload 


UE IKE 
INIT HA 

Redirected 


Protocol ID 


'00000000'B 


Notification is not 
specific to a 
particular security 
association 


UE IKE 
INIT HA 

Redirected 


SPI size 


'00000000'B 


SPI field not 
present 


UE IKE 
INIT HA 

Redirected 


Notify Message Type 


'01 0000000001 011 0'B 


REDIRECT FRO 
M 


UE IKE 
INIT HA 

Redirected 


GW Ident Type 


Any allowed value (IPv6 
or IPv4 or HA FQDN) 


Set depending on 
how the UE has 
discovered the HA 
in the preamble 


UE IKE 
INIT HA 

Redirected 
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New Responder GW Identity 


Depends on GW Ident 




UE IKE 




type 




INIT HA 








Redirected 



Condition 


Explanation 


UE IKE INIT HA 


Part of IKEJNIT SA request message sent to HA only 


UE IKE INIT HA Redirected 


Part of IKE_INIT_SA request message sent to HA only after a REDIRECT 
payload was received in a previous IKEV2 messages exchange 



IKE_SA_INIT Response 

This message is sent by the SS to the UE. 



Table 4.7C.1-2: Message IKE_SA_INIT Response 



Field 


Value/remark 


Comment 


Condition 


IKE Header 








Initiator's IKE_SA SPI 


Same as that set by the 
UE in IKE_SA_INIT 
request 






Responder's IKE_SA SPI 


Set by the SS 






Next Payload 


'001 00001 'B 


SA 




Exchange Type 


'001 0001 0'B 


IKE SA INIT 




Security Association Payload 








Next Payload 


'001 0001 0'B 


KE 




Proposal 


One of the 2 proposals 
included in IKE_SA_INIT 
at Step 1 






Key Exchange Payload 








Next payload 


'00 101000'B 


Nonce 




DH Group # 


'000000000000001 0'B 


DH group 2 




Key Exchange data 


Set by the SS 






Nonce Payload 








Next t payload 


'00000000'B 


No Next Payload 




Nonce data 


Set by the SS 
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IKE_AUTH_Request 

This message is sent by the UE to the SS. 



Table 4.7C.1-3: Message IKE AUTH Request 



Field 


Value/remark 


Comment 


Condition 


IKE Header 








Initiator's IKE_SA SPI 


Same as that set by the 
UE in IKE_INIT_SA 
Request 






Responder's IKE_SA SPI 


Same as that set by the 
SS in IKE_INIT_SA 
Response 






Next Payload 


'00101110'B 


E 




Exchange Type 


'0010001 1'B 


IKE AUTH 




Encrypted Payload 








Next Payload 


'001 0001 1'B 


IDi 


UE IKE 
AUTH1 


Initialization Vector 


Random value set by the 
UE 




UE IKE 
AUTH1 


Encrypted IKE Payloads 






UE IKE 
AUTH1 


Identification - Initiator Payload 






UE IKE 
AUTH1 


Next Payload 


'00101 11 1'B 


CP 


UE IKE 
AUTH1 


ID Type 


0000001 0B 




UE IKE 
AUTH1 


ID 


Set to MN-NAI 




UE IKE 
AUTH1 


Configuration Payload 






UE IKE 
AUTH1 


Next Payload 


'001 00001 'B 


SA 


UE IKE 
AUTH1 


CFG Type 


'00000001 'B 


Request 


UE IKE 
AUTH1 


Configuration Attribute 


'00010000'B 


MIP6_HOME_PR 
EFIX attribute 


UE IKE 
AUTH1 HA 


Length 


'0000000000000000'B 




UE IKE 
AUTH1 HA 


Security Association Payload 






UE IKE 
AUTH1 


Next Payload 


'00101100'B 


TSi 


UE IKE 
AUTH1 


Proposals 


Any set of allowed values 




UE IKE 
AUTH1 


Traffic Selector - Initiator Payload 






UE IKE 
AUTH1 


Next Payload 


'00101100'B 


TSr 


UE IKE 
AUTH1 


Traffic selector data 


Any allowed set of values 




UE IKE 
AUTH1 


Traffic Selector - Responder Payload 






UE IKE 
AUTH1 


Next Payload 


'00100100'B 


IDr 


UE IKE 
AUTH1 


Traffic selector data 


Any allowed set of values 




UE IKE 
AUTH1 


Identification - Responder Payload 






UE IKE 
AUTH1 


Next Payload 


'00000000'B 


No Next Payload 


UE IKE 
AUTH1 


ID Type 


'0000001 0'B 




UE IKE 
AUTH1 


ID 


APN 




UE IKE 
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AUTH1 


Next Payload 


'00110000'B 


EAP 


UE IKE 
AUTH2 


Initialization Vector 


Random value set by the 
UE 




UE IKE 
AUTH2 


Encrypted IKE Payloads 






UE IKE 
AUTH2 


Extensible Authentication Payload 






UE IKE 
AUTH2 


Next Payload 


'00000000'B 


No Next Payload 


UE IKE 
AUTH2 


Code 


'0000001 0'B 


Response 


UE IKE 
AUTH2 


Type 


'000101 11'B 


AKA 


UE IKE 
AUTH2 


Subtype 




AKA-Challenge 


UE IKE 
AUTH2 


Attribute type 


'0000001 1'B 


AT_RES 


UE IKE 






AUTH2 


AT_RES 


See TS 24.301 [28] 
subclause 9.9.3.4 




UE IKE 
AUTH2 


Next Payload 


'0010011 1'B 


AUTH 


UE IKE 
AUTH3 


Initialization Vector 


Random value set by the 
UE 




UE IKE 
AUTH3 


Encrypted IKE Payloads 






UE IKE 
AUTH3 


Authentication Payload 






UE IKE 
AUTH3 


Next Payload 


'00000000'B 


No Next Payload 


UE IKE 
AUTH3 


Auth Method 


'0000001 0'B 


Shared Key 
Integrity code 


UE IKE 
AUTH3 


Auth Data 


derived from the MSK 


RFC 4306 defines 


UE IKE 




obtained from AKA 


the function to 


AUTH3 




exchange 


derive this key 
(section 2.15) 




Padding 


Set by the UE 


Fields from 

Encrypted 

payload 




Pad Length 


Set by the UE 


Fields from 

Encrypted 

payload 




Integrity checksum data 


Set by the UE 


Fields from 

Encrypted 

payload 





Condition 


Explanation 


UE IKE AUTH1 


Part of IKEAUTH request message sent to HA or ePDG after the reception 
of IKE_INIT_SA response 


UE IKE AUTH1 HA 


Part of IKE AUTH request message sent to HA after the reception of 
IKE_INIT_SA response 


UE IKE AUTH2 


Part of IKE AUTH request message sent to HA or ePDG after the reception 
of IKE SA response message containing the certificate payload CERT 


UE IKE AUTH3 


Part of IKE AUTH request message sent to HA or ePDG after the reception 
of IKE_SA response containing EAP and encryption payloads only 
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IKE_AUTH Response 

This message is sent by the SS to the UE. 



Table 4.7C.1-4: Message IKE AUTH Response 



Field 


Value/remark 


Comment 


Condition 


IKE Header 








Initiator's IKE_SA SPI 


Same as that set by the 
UE in IKE_SA_INIT 
request 






Responder's IKE_SA SPI 


Same as that set by the 
SS in IKE_SA_INIT 
response 






Next Payload 


'00101110'B 


E 




Exchange Type 


'0010001 1'B 


IKE AUTH 




Encrypted Payload 








Next Payload 


'00100100'B 


IDr 


SS IKE 
AUTH1 


Initialization Vector 


Set by the SS 




SS IKE 
AUTH1 


Encrypted IKE Payloads 






SS IKE 
AUTH1 


Identification - Responder Payload 






SS IKE 
AUTH1 


Next Payload 


'00100101 'B 


CERT 


SS IKE 
AUTH1 


ID Type 


'0000001 0'B 




SS IKE 
AUTH1 


ID 


APN 




SS IKE 
AUTH1 


Certificate Payload 






SS IKE 
AUTH1 


Next Payload 


'00110000'B 


EAP 


SS IKE 
AUTH1 


Cert encoding 


'000001 00'B 


X.509 certificate - 
signature 


SS IKE 
AUTH1 


Certificate data 


Set by the SS 


DER encoded 
X.509 certificate 


SS IKE 
AUTH1 


Extensible Authentication Payload 






SS IKE 
AUTH1 


Next Payload 


'00000000'B 


No Next Payload 


SS IKE 
AUTH1 


Code 


'00000001 'B 


Request 


SS IKE 
AUTH1 


Type 


'000101 1 1'B 


AKA 


SS IKE 
AUTH1 


Subtype 




AKA-Challenge 


SS IKE 
AUTH1 


Attribute type 


'00000001 'B 


AT_RAND 


SS IKE 
AUTH1 


ATRAND 


An arbitrarily selected 
128 bits value 




SS IKE 
AUTH1 


Attribute Type 


'0000001 0'B 


AT_AUTN 


SS IKE 
AUTH1 


ATAUTN 


See TS 24.301 [28] 
subclause 9.9.3.2 




SS IKE 
AUTH1 


Next Payload 


'00110000'B 


EAP 


SS IKE 
AUTH2 


Initialization Vector 


Set by the SS 




SS IKE 
AUTH2 


Encrypted IKE Payloads 






SS IKE 
AUTH2 


Extensible Authentication Payload 






SS IKE 
AUTH2 


Next Payload 


'00000000'B 


No Next Payload 


SS IKE 
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AUTH2 


Code 


'0000001 1'B 


Success 


SS IKE 
AUTH2 


Next Payload 


00101 1 11'B 


CP 


SS IKE 
AUTH3 


Auth Method 


'0000001 0'B 


Shared Key 
Integrity code 


SS IKE 
AUTH3 


Auth Data 


derived from the MSK 


RFC 4306 defines 


SS IKE 




obtained from AKA 


the function to 


AUTH3 




exchange 


derive this key 
(section 2.15) 




Configuration Payload 






SS IKE 
AUTH3 


Next Payload 


'001 00001 'B 


SA 


SS IKE 
AUTH3 


CFG Type 


'0000001 0'B 


Reply 


SS IKE 
AUTH3 


Configuration Attribute 


'00010000'B 


MIP6_HOME_PR 
EFIX attribute 


SS IKE 
AUTH3 HA 


Length 


'000000000001 01 01 'B 




SS IKE 

A I i — i — i i n I I A 

AUTH3 HA 


Prefix lifetime 


Any allowed value 




SS IKE 
AUTH3 HA 


Home Prefix 


IPv6 prefix - 16 bytes 




SS IKE 
AUTH3 HA 


Prefix length 


'10000000'B 


Prefix length must 
be 64 


SS IKE 
AUTH3 HA 


Notify Payload 






SS IKE 
AUTH3 HA 
redirect 


Next Payload 


'001 00001 'B 


SA 


SS IKE 
AUTH3 HA 
redirect 


Protocol ID 


'00000000'B 


Notification is not 
specific to a 
particular security 
association 


SS IKE 
AUTH3 HA 
redirect 


SPI Size 


'00000000'B 


SPI field not 
present 


SS IKE 
AUTH3 HA 
redirect 


Notify Message Type Length 


'01 0000000001 01 11'B 


REDIRECT 


SS IKE 
AUTH3 HA 
redirect 


GW Ident Type 


'000001 01 'B 




SS IKE 






AUTH3 HA 
redirect 


New Responder GW Identity 


IPv6 address of the HA 
to relocate 




SS IKE 
AUTH3 HA 
redirect 


GW Ident Type 


'00000001 'B 




SS IKE 
AUTH3 HA 
redirect 


New Responder GW Identity 


IPv4 address of the HA 
to relocate 


Optional 


SS IKE 
AUTH3 HA 
redirect 


Security Association Payload 






SS IKE 
AUTH3 


Next Payload 


'00101 101' 


TSi 


SS IKE 
AUTH3 


Proposal 


One of the 2 proposals 

: i : iixi — ai iti i 

included in IKE AUTH 
Request at Step 3 




SS IKE 
AUTH3 


Traffic Selector - Initiator Payload 






SS IKE 






AUTH3 


Next Payload 


'00101 100'B 


TSr 


SS IKE 
AUTH3 


Traffic Selector data 


Any allowed set of values 




SS IKE 
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AUTH3 


Traffic Selector - Responder Payload 






SS IKE 
AUTH3 


Next Payload 


'00000000'B 


No Next Payload 


SS IKE 
AUTH3 


Padding 


Set by the SS 


Fields from 
Encryption 
payload 




Pad Length 


Set by the SS 


Fields from 
Encryption 
payload 




Integrity checksum data 


Set by the SS 


Fields from 
Encryption 
payload 





Condition 


Explanation 


SS IKE AUTH1 


Part of IKEAUTH request message sent to the UE as part of the first 
IKEAUTH Response message 


SS IKE AUTH2 


Part of IKE AUTH request message sent to the UE as part of the second 
IKE AUTH Response message 


SS IKE AUTH3 


Part of IKE AUTH request message sent to the UE as part of the third 
IKE AUTH Response message 


SS IKE AUTH3 HA 


Part of IKE AUTH request message sent to the UE as part of the third 
IKE_AUTH Response message when the UE interacts with HA 


SS IKE AUTH3 HA_redirect 


Part of IKE_AUTH request message sent to the UE as part of the third 
IKE_AUTH Response message when the UE interacts with HA and the UE 
gets redirected 
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4.7C.2 Messages used to perform DS-MIPv6 registration and deregistration 
Router Advertisement 

This message is sent by the SS to the UE. 



Table 4.7C.2-1 : Message Router Advertisement 



rieiu 


Value/remark 


Comment 


Condition 


Type 


'100001 10'B 






Code 


'00000000'B 






Checksum 


Set by SS 


ICMP checksum 




Cur Hop Limit 


'00000000'B 


Unspecified 




M 


Set by the SS 






O 


Set by the SS 


Depends on 
access network 
specific settings 




H 


'0'B 






Prf 


Set by the SS 


Depends on 
access network 
specific settings 




Prf 


Set by the SS 


Depends on 
access network 
specific settings 




P 


Set by the SS 


Depends on 
access network 
specific settings 




Reserved 


'00000'B 






Router Lifetime 


Set by the SS 






Reachable Time 


Set by the SS 






Retrans Timer 


Set by the SS 






type 


'0000001 1'B 


Prefix Information 
Option 




Length 


'000001 OO'B 






Prefix length 


Set by the SS 






L 


'1'B 






A 


Set by the SS 






Valid Lifetime 


Set by the SS 






Preferred Lifetime 


Set by the SS 






Prefix 


Set as per specific 
message content 
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Binding Update 

This message is sent by the UE to the SS. 



Table 4.7C.2-2: Message Binding Update 



Information Element 


Value/remark 


Comment 


Condition 


IPv4 Source Address 


UE IPv4 CoA (IPv4 
address acquired by UE 
during network 
attachment) 




UE IPv4 


IPv4 Destination Address 


IPv4 of Home Agent 
discovered during 
preamble 




UE IPv4 


UDP header 






UE IPv4 


Source Port 


Set by UE 




UE IPv4 


Destination port 


'000100000101111 1'B 




UE IPv4 


IPv6 Source Address 


UE IPv6 CoA (IPv6 
address acquired by the 
UE during network 
attachment) 




IPv6 
visited 




IPv6 Home Address 




UE IPv6- 




configured by the UE 
from Home Network 




home, UE 
IPv4 




Prefix assigned to UE 
during preamble 






IPv6 Destination Address 


IPv6 of Home Agent 
discovered during 
preamble 






Destination Header 


IPv6 Home Address 
configured by the UE 
from Home Network 
Prefix assigned to the UE 
during preamble 




IPv6 
visited 


Payload Proto 


'001 1 1 01 1 B 






MH Type 


'000001 01 'B 


Binding Update 
message 




Sequence Number 


Any allowed value 






Lifetime 


Any allowed non-zero 
value 




IPv6 
visited 




'0000000000000000'B 




UE IPv6- 
home 


A 


'1'B 






H 


'1'B 






L 


Not checked 






K 


'1'B 






M 


'0'B 






R 


'1 'B 






P 


'0'B 






F 


'0'B 






IPv4 Home Address option 


Set to the value "0.0.0.0" 
to request allocation for 
the UE. The "P" flag is 
set to '0'B. 

The Prefix Length is set 
to the requested prefix 
length of '32'. 


Optional 




Alternate Care-of Address option 


Same IPv6 address as 
that inserted in the IP 
Source Address field 




UE IPv6- 
visited 



Condition | Explanation 
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UE IPv4 


UE is in an IPv4 visited network (see RFC 5555) 


UE IPv6-home 


UE is in an IPv6 home network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 



Binding Acknowledgement 

This message is sent by the SS to the UE. 



Table 4.7C.2-3: Message Binding Acknowledgement 



Information Element 


Value/remark 


Comment 


Condition 


IPv4 Source Address 


IPv4 Home Agent 
address 




UE IPv4 


IPv4 Destination Address 


Same value as UE IPv4 
CoA in IP Source 
Address from Binding 
Update 




UE IPv4 


UDP header 






UE IPv4 


Source Port 


'000100000101111 1'B 




UE IPv4 


Destination port 


Same as Source port in 
Binding Update 




UE IPv4 


IPv6 Source Address 


IPv6 Home Agent 
address 






IPv6 Destination Address 


Same value as UE IPv6 
CoA in IP Source 
Address from Binding 
Update 




UE IPv6- 
visited 


IPv6 Home Address 




Ut IHvb- 
home, UE 
IPv4 


Routing Header 


Same value as UE IPv6 
Home Address in 
Destination Header from 
Binding Update 




UE IPv6- 
visited 


Payload Proto 


'001 11 01 1 'B 






MH Type 


'000001 10'B 


Binding 

Acknowledgement 
message 




Status 


'00000000'B 


Binding Update 
accepted 




K 


Set by the SS 






R 


'1'B 






P 


'0'B 






Sequence Number 


Same value as that sent 
by the UE in the Binding 
Update 






Lifetime 


'000000001 001 01 10'B 


10 min 


UE IPv6- 
visited, UE 
IPv4 


'0000000000000000'B 




UE IPv6- 
home 


IPv4 Address Acknowledgement option 


IPv4 Home Address 
allocated to the UE 


Present if IPv4 
Home Address 
option was 
included by the 
UE in Binding 
Update 




Binding Refresh Advice option 


'000000001 001 01 10'B 


10 min 





Condition 


Explanation 


UE IPv4 


UE is in an IPv4 visited network (see RFC 5555) 


UE IPv6-home 


UE is in an IPv6 home network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 
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Binding Revocation Indication 

This message is sent by the SS to the UE. 



Table 4.7C.2-4: Binding Revocation Indication 



Field 


Value/remark 


Comment 


Condition 


IPv4 Header 






UE IPv4 


IPv4 Source Address 


UE IPv4 Home Agent 
address 




UE IPv4 


UDP header 






UE IPv4 


Source Port 


Set by SS 




UE IPv4 


Destination port 


'000100000101111 1'B 




UE IPv4 


IPv6 Header 








IPv6 Source Address 


IPv6 Home Agent 
address 






IPv6 Destination Address 


IPv6 Home Address 
configured by UE from 
Home Network Prefix 
assigned to UE during 
preamble 




UE IPv4 


IPv6 CoA 




UE IPv6- 
visited 


Routing Header 


IPv6 Home Address 
configured by the UE 
from Home Network 
Prefix assigned to the UE 
during preamble 




UE IPv6- 
visited 


B.R. Type 


'00000001 'B 


B.R.I 




Sequence Number 


Set by the SS 






Revocation Trigger 


'00000001 'B 






P 


'0'B 






G 


'0'B 






V 


'0'B 







Condition 


Explanation 


UE IPv4 


UE is in an IPv4 visited network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 286 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 

Binding Revocation Acknowledgement 

This message is sent by the UE to the SS. 



Table 4.7C.2-5: Binding Revocation Acknowledgement 



Information Element 


Value/remark 


Comment 


Condition 


IPv4 Header 






UE IPv4 


IPv4 Source Address 


IPv4 Co A 




UE IPv4 


IPv4 Destination Address 


UE IPv4 Home Agent 
Address 




UE IPv4 


UDP header 




UDP header 


UE IPv4 


Source Port 


'0001 000001 01 1 1 1 1 'B 


Source Port 


UE IPv4 


Destination port 


Same as Source port in 
Binding Revocation 


Destination port 


UE IPv4 


IPv6 Header 








IPv6 Source Address 


IPv6 Home Address 
configured by UE 




UE IPv4 


IPv6 CoA 




UE IPv6- 
visited 


IPv6 Destination Address 


IPv6 of Home Agent 
address 


IPv6 Destination 
Address 




Destination Header 


IPv6 Home Address 
configured by the UE 




UE IPv6- 
visited 


B.R. Type 


'0000001 0'B 


B.R. A 




Sequence Number 


Same value as 
Sequence Number sent 
by the SS in Binding 
Revocation 






Status 


'00000000'B 


Success 




P 


'0'B 






G 


'0'B 






V 


'0'B 







Condition 


Explanation 


UE IPv4 


UE is in an IPv4 visited network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



287 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



4.7D Default GERAN message and information element contents 

4.7D.1 GPRS message 

PS HANDOVER COMMAND 



Table 4.7D.1-1 : PS HANDOVER COMMAND 



Derivation Path: 44.060 clause 1 1 .2.43.1 


Information Element 


Value/remark 


Comment 


Condition 


PAGE MODE 


Default 






Global TFI 


TFI of mobile station 
uplink TBF 






CONTAINER ID 


00 






PS Handover to A/Gb Mode Payload 


00 


PS Handover RR 
Info 




PS Handover RR Info flag 


00 






PS Handover Radio Resources IE 


Present 






Handover Reference 









ARFCN 


default ARFCN for BCCH 
of GERAN cell 






SI 


00 


Non-synchronized 




NCI 









BSIC 


BSIC of GERAN cell 






0<CCN ACTIVE> 


not present 






0<3G CCN ACTIVE> 


not present 






<CCN Support Description> 


not present 






Frequency Parameters 


default PDTCH of 
GERAN cell 






NETWORK CONTROL ORDER 


2 






<Global Packet Timing Advance> 


not present 






EXTENDED DYNAMIC ALLOCATION 









RLC RESET 


1 


RLC is reset 




<PO> 


not present 






<Uplink Control Timeslot> 


not present 






GPRS mode 


Uplink TBF assignment 
for default PDTCH of 
GERAN cell 






<NAS Container for PS Handover IE> 


not present 
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4.8 Reference radio bearer configurations 

4.8.1 General 

4.8.2 SRB and DRB parameters and combinations 
4.8.2.1 SRB and DRB parameters 

4.8.2.1.1 SRB configurations 



Table 4.8.2.1.1-1: SRB-ToAddMod-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SRB-ToAddMod-DEFAULT ::= SEQUENCE { 








srb-ldentity 


1 




SRB1 


2 




SRB2 


rlc-Config CHOICE { 








defaultValue 








} 








logicalChannelConfig CHOICE { 








defaultValue 








1 








1 









4.8.2.1 .2 DRB PDCP configurations 

4.8.2.1 .2.1 DRB PDCP configurations for UM RLC 



Table 4.8.2.1.2.1-1: PDCP-Config-DRB-UM 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PDCP-Config-DRB-UM ::= SEQUENCE { 








discardTimer 


ms100 


Suitable for real 
time services 




rlc-AM SEQUENCE {} 


Not present 






rlc-UM SEQUENCE { 








pdcp-SN-Size 


Len12bits 






I 








headerCompression CHOICE { 








notUsed 


NULL 






} 








} 
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4.8.2.1 .2.2 DRB PDCP configurations for AM RLC 



Table 4.8.2.1.2.2-1: PDCP-Config-DRB-AM 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PDCP-Config-DRB-AM ::= SEQUENCE { 








discardTimer 


Infinity 






rlc-AM SEQUENCE { 








statusReportRequired 


TRUE 






I 








rlc-UM SEQUENCE {} 


Not present 






headerCompression CHOICE { 








notUsed 


NULL 






} 








1 









4.8.2.1 .3 DRB RLC configurations 

4.8.2.1 .3.1 DRB UM RLC configurations 



Table 4.8.2.1.3.1-1: RLC-Config-DRB-UM 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RLC-Config-DRB-UM ::= CHOICE { 








um-Bi-Directional SEQUENCE { 








ul-UM-RLC SEQUENCE { 








sn-FieldLength 


Size10 






} 








dl-UM-RLC SEQUENCE { 








sn-FieldLength 


Size10 






t-Reordering 


ms50 


ms50 provides 
sufficient margin 




} 








} 








} 
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4.8.2.1 .3.2 DRB AM RLC configurations 



Table 4.8.2.1.3.2-1: RLC-Config-DRB-AM 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RLC-Config-DRB-AM ::= CHOICE { 








am SEQUENCE { 








ul-AM-RLC SEQUENCE { 








t-PollRetransmit 


ms80 






pollPDU 


p128 






poll Byte 


kB125 






maxRetxThreshold 


t4 






} 








dl-AM-RLC SEQUENCE { 








t-Reordering 


ms80 


Is sufficient for 5 
HARQ 

transmissions 




t-StatusProhibit 


Ms60 


Should be equal 
to or smaller than 
t-PollRetransmit. 




1 








1 








} 









4.8.2.1 .4 DRB Logical Channel configurations 



Table 4.8.2.1.4-1: LogicalChannelConfig-DRB 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


LogicalChannelConfig-DRB ::= SEQUENCE { 








ul-SpecificParameters SEQUENCE { 








priority 


6 




HI 


13 




LO 


prioritisedBitRate 


infinity 


PBR is disabled. 




bucketSizeDuration 


ms100 






logicalChannelGroup 


1 




HI 


2 




LO 


I 








} 









Condition 


Explanation 


HI 


Used for DRBs with high logical channel priority 


LO 


Used for DRBs with low logical channel priority 
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4.8.2.1 .5 MAC configurations 



Table 4.8.2.1 .5-1 : MAC-MainConfig-RBC 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


MAC-MainConfig-RBC ::= SEQUENCE { 








ul-SCH-Config SEQUENCE { 








maxHARQ-Tx 


n5 






periodicBSR-Timer 


sf20 








Infinitv 

II 1 1 1 1 Illy 




I IU (Jul IUUI 

c BSR or 
PHR 


retxBSR-Timer 


sf320 








sf 1 0240 




no_periodi 
c BSR or 
PHR 


ttiBundling 


FALSE 






} 








drx-Config 


Not present 




NOT 

pc FeatrGrp 
5 


drx-Config CHOICE { 






pc FeatrGrp 
5 AND 
DRX S 


setup SEQUENCE { 








onDurationTimer 


psf2 






drx-lnactivityTimer 


psf100 






drx-RetransmissionTimer 


psf16 






longDRX-CycleStartOffset CHOICE { 




sf40 typical value 
in real network for 
real-time services. 




sf40 


4 




For SIG 







For RF 


} 








shortDRX 


Not present 






I 








I 








drx-Config CHOICE { 






pc FeatrGrp 
5 AND 
DRX L 


setup SEQUENCE { 








onDurationTimer 


psf6 






drx-lnactivityTimer 


psf1920 






drx-RetransmissionTimer 


psf16 






longDRX-CycleStartOffset CHOICE { 




sf1280 typical 
value in real 
network for best- 




sf1280 


4 




For SIG 







For RF 


} 








shortDRX 


Not present 






} 








} 








timeAlignmentTimerDedicated 


sf750 






phr-Config CHOICE { 






no_periodi 
c BSR or 
PHR 


release 


NULL 






} 








phr-Config CHOICE { 








setup SEQUENCE { 








periodicPHR-Timer 


sf500 






prohibitPHR-Timer 


sf200 
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dl-PathlossChange 


ODo 






} 








} 








sr-ProhibitTimer-r9 


Not present 






mac-MainConfig-v1 020 


Not present 






[IldO IVIairiV_/UTllly V I U^-UOC^oZUCINOC \ 






O^cll MUUIVI 

od 


sCellDeactivationTimer-r1 


rf32 






extendedBSR-Sizes-r1 


setup 






extendedPHR-r10 


setup 






} 








} 









Condition 


Explanation 


DRX S 


Used for DRX configuration with small DRX cycle length 


DRX L 


Used for DRX configuration with large DRX cycle length 


no periodic BSR or PHR 


Used to disable BSR and PHR 


For SIG 


Used for DRX configuration in Protocol testing 


For RF 


Used for DRX configuration in RRM testing 


SCell AddMod 


Addition or modification of SCell 



Table 4.8.2.1.5-2: MAC-MainConfig-SRB 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


MAC-MainConfig-SRB ::= SEQUENCE { 








ul-SCH-Config SEQUENCE { 








maxHARQ-Tx 


n5 






periodicBSR-Timer 


sf20 






retxBSR-Timer 


sf320 






ttiBundling 


FALSE 






} 








drx-Config CHOICE { 








release 


NULL 






} 








timeAlignmentTimerDedicated 


sf750 






phr-Config CHOICE { 








setup SEQUENCE { 








periodicPHR-Timer 


sf500 






prohibitPHR-Timer 


sf200 






dl-PathlossChange 


dB3 






} 








1 








} 
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4.8.2.1.6 Physical Layer configurations 



Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicated-DEFAULT ::= SEQUENCE { 








pdsch-ConfigDedicated 


PDSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 or 
HO-TO- 
EUTRA 


Not present 




RBC or 
RBC-HO 


pucch-ConfigDedicated 


PUCCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 or 
RBC-HO or 
HO-TO- 
EUTRA 


Not present 




RBC 


pusch-ConfigDedicated 


PUSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 or 
HO-TO- 
EUTRA 


Not present 




RBC or 
RBC-HO 


uplinkPowerControlDedicated 


UplinkPowerControlDedic 
ated-DEFAULT 


See subclause 
4.6.3 


SRB1 or 
HO-TO- 
EUTRA 


Not present 




RBC or 
RBC-HO 


tpc-PDCCH-ConfigPUCCH 


Not present 




SRB1 


TPC-PDCCH-Config- 
DEFAULT using 
condition PUCCH 


See subclause 
4.6.3 


RBC or 
RBC-HO or 
HO-TO- 
EUTRA 


tpc-PDCCH-ConfigPUSCH 


Not present 




SRB1 


TPC-PDCCH-Config- 
DEFAULT using 
condition PUSCH 


See subclause 
4.6.3 


RBC or 
RBC-HO or 
HO-TO- 
EUTRA 


cqi-ReportConfig 


CQI-ReportConfig- 
DEFAULT 


See subclause 
4.6.3 


SRB1 or 
HO-TO- 
EUTRA 


CQI-ReportConfig- 

DEFAULT using 

condition 

CQI PERIODIC 


See subclause 
4.6.3 


RBC or 
RBC-HO 




Not present 




SCell AddM 
od 


soundingRS-LU-ConfigDedicated 


Not present 




SRB or HO- 
TO-EUTRA 
1 


SoundingRS-UI- 

ConfigDedicated- 

DEFAULT 


See subclause 
4.6.3 


RBC or 
RBC-HO 


antennalnfo CHOICE { 








explicitValue SEQUENCE { 






2TX 


transmissionMode 


tm3 






codebookSubsetRestriction CHOICE { 








n2TxAntenna-tm3 


'11' 


BIT STRING 
(SIZE (2)) 




} 








ue-TransmitAntennaSelection CHOICE { 








Release 


NULL 






} 








I 








defaultValue 


NULL 






} 








schedulingRequestConfig 


SchedulingRequest- 
Config-DEFAULT 


See subclause 
4.6.3 


SRB1 or 
RBC-H or 
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MU- 1 U- 


Not present 




RBC 


cqi-ReportConfig-v920 


Not present 






anTGnnainTO-vy^u 


inoi present 






a.ntGnna.lnfo-r1 


Not present 






a.ntGnna.lnfoUL-r1 


Not present 






cif-Presence-r10 


FALSE 






cqi-ReportConfig-r10 


CQI-ReportConfig-r10- 

ncc A 1 II T 

UtrAUL 1 




SCell_AddM 
od 




Not present 






csi-rib-L/0nTig-n u 


Not present 






pucch-ConfigDedicated-v1 020 


Not present 






pusch-ConfigDedicated-v1 020 


ni i o/"*lj 

PUSCH- 

ConfigDedicated-v1 020- 

nccAi II T 
IJtrAUL 1 




SCell AddM 
od 


inoi present 






1 i 5 ^ 7- , 

schedulingRequestConfig-vl 020 


Not present 






soundingRS-UL-ConfigDedicated-v1020 


Not present 






soundingRS-UL-ConfigDedicatedAperiodic-r1 


Not present 






uplinkPowerControlDedicated-v1 020 


UplinkPowerControlDedic 
aieo-vi u^u-utrAUL i 




bOell_Aaalvl 
oa 


Not present 






jj^ io E — ■ — ■ — F^~a — 7n 

additionalSpectrumEmissionCA-n 


Not present 






aooitionaiopGctrumbmissionoA-n u L/nuiot { 






oUGM Aaaivi 
od 


setup SEQUENCE { 








additionalSpectrumEmissionPCell-r10 


1 (CA_NS_01) 






} 








} 








I 








Note: For signalling test, table 6. 6B. 1.1. 1-1 is applied. 



Condition 


Explanation 


SRB1 


Used at configuration of SRB1 during RRC connection (re-)establishment 


RBC 


Used at configuration of a radio bearer combination during SRB2+DRB establishment 


2TX 


Used for cells with two antenna ports 


RBC-HO 


Used during Handover 


SCell AddMod 


Addition or modification of SCell 


HO-TO-EUTRA 


Inter-RAT handover to E-UTRA 



4.8.2.1.7 DRB configurations 



Table 4.8.2.1.7-1 : DRB-ToAddMod-DEFAULT(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


DRB-ToAddMod-DEFAULT(bid) ::= SEQUENCE { 




bid is the bearer 
identity (1..8) 




eps-Bearerldentity 


bid+4 






drb-ldentity 


bid 






pdcp-Config 


PDCP-Config-DRB-AM 




AM 


PDCP-Config-DRB-UM 




UM 


rlc-Config 


RLC-Config-DRB-AM 




AM 


RLC-Config-DRB-UM 




UM 


logicalChannelldentity 


bid+2 






logicalChannelConfig 


LogicalChannelConfig- 
DRB using condition HI 




UM 




LogicalChannelConfig- 
DRB using condition LO 




AM 


} 
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Condition 


Explanation 


AM 


Used for AM DRB 


UM 


Used for UM DRB 



4.8.2.2 SRB and DRB combinations 

4.8.2.2.1 Combinations on DL-SCH and UL-SCH 

4.8.2.2.1 .1 SRB1 and SRB2 for DCCH + n x AM DRB + m x UM DRB, where n=1 ..N and m=0..M 

This SRB and DRB combination is setup with UE Registration procedure and the Generic Radio Bearer Establishment 
or Generic Radio Bearer Establishment, UE Test Mode Activated procedure using specific message content - the default 
RRCConnectionReconfiguration message with condition SRB2-DRB(n, m). 

4.8.3 UTRA reference radio parameters and combinations 

Table 4.8.3-1 defines UTRA reference radio parameters and combinations to be used in E-UTRA and UTRA inter-RAT 
test cases. 



Table 4.8.3-1 : UTRA reference radio parameters and combinations 



Condition 


Reference configuration 


Comment 


UTRA Speech 


TS 34.1 08 subclause 6.1 0.2.4.1 .4 


Conversational / speech / UL:1 2.2 DL:1 2.2 kbps / CS RAB + 
UL3.4 DL3.4 kbps SRBs for DCCH 


UTRA FDD PS 
RB 


TS 34.1 08 subclause 6.1 0.2.4.1 .26 


Interactive or background / UL:64 DL: 64 kbps / PS RAB + 
UL3.4 DL3.4 kbps SRBs for DCCH 


UTRA HSDPA 
RB 


TS 34.108 subclause 6.10.2.4.5.1 


Interactive or background / UL:64 DL: [max bit rate 
depending on UE category] / PS RAB + UL3.4 DL3.4 kbps 
SRBs for DCCH 


UTRA 

HSUPA/HSDPA 
RB 


TS 34.108 subclause 6.10.2.4.6.3 


Streaming or interactive or background / UL: [max bit rate 
depending on UE category and TTI] DL: [max bit rate 
depending on UE category] / PS RAB + UL: [max bit rate 
depending on UE category and TTI] DL: [max bit rate 
depending on UE category] SRBs for DCCH on E-DCH and 
HS-DSCH 


UTRA PS RB + 
Speech 


TS 34.108 subclause 6.10.2.4.1.40 


Conversational / speech / UL:1 2.2 DL:1 2.2 kbps / CS RAB + 
Interactive or background / UL:64 DL:64 kbps / PS RAB+ 
UL3.4 DL: 3.4 kbps SRBs for DCCH 



4.8.4 GERAN reference PDP context parameters 

Table 4.8.4-1 defines GERAN reference PDP context parameters to be used in E-UTRA and GERAN inter-RAT test 
cases. 

Table 4.8.4-1 : GERAN reference PDP context parameters 



Condition 


Reference configuration 


Comment 


GPRS 


TS 51.010-1 subclause 40.5, Test 
PDP context.3. 


Test PDP context3 is the default Test PDP context which is 
used in the GERAN Inter-RAT GPRS test cases where no 
particular Test PDP contexts are specified. Compression is 
always turned off if nothing else is stated explicitly in the test 
case. 



4.9 Common test USIM, CSIM and ISIM parameters 

This clause defines default parameters for programming the elementary files of the test UICC when running 
conformance test cases defined in 3GPP TS 36.523-1 [18]. 
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4.9.1 General 

See clause 8.1 in 3GPP TS 34.108 [5]. 

4.9.1.1 Definitions 

See clause 8.1.1 in 3GPP TS 34.108 [5]. 

4.9.1 .2 Definition of the test algorithm for authentication 

Same as clause 8.1.2 in 3GPP TS 34.108[5]. 

4.9.1 .2.1 Authentication and key derivation in the test USIM, CSIM and ISIM and SS 

UE and SS calculate Ck, Ik, AUTN, RES[XRES] as in clause 8.1.2.1 in 3GPP TS 34.108 [5]. Derivation of K ASM e and 
other E-UTRA Keys shall be as defined in Annex A of 3GPP TS 33.401 [31], using Key derivation function HMAC- 
SHA-256 algorithm. 

4.9.1.2.2 Generation of re-synchronization parameters in the USIM, CSIM and ISIM 

Same as clause 8.1.2.1 in 3GPP TS 34.108[5]. 

4.9.1 .2.3 Using the authentication test algorithm for UE conformance testing 

See clause 8.1.2.3 in 3GPP TS 34.108 [5]. 

4.9.2 Default parameters for the test USIM, CSIM and ISIM 

Same as clause 8.2 in 3GPP TS 34.108 [5]. 

4.9.3 Default settings for the Elementary Files (EFs) 

The format and coding of elementary files of the USIM are defined in 3GPP TS 31.101 [32] and 3GPP TS 31.102 [33] . 
Those of the ISIM are defined in 3GPP TS 31.101 [32] and 3GPP TS 31.103 [45]. Those of the CSIM are defined in 
3GPP2 C.S0065-B [48]. 

The settings of the elementary files at the MF and USIM ADF (Application DF) level resp. the ISIM ADF (Application 
DF) level are the same as section 8.3 in 3GPP TS 34.108 [5] resp. section 4.2 in 3 GPP TS 34.229-1 Annex E [46] and 
3GPP TS 34.229-3 Annex B.l [47] with the exceptions listed below. The settings of the elementary files at the CSIM 
ADF (Application DF) level as as specified below. Note that some files may be updated by the UE based on 
information received from the SS. 

4.9.3.1 Modified contents of the USIM Elementary Files 

EF E psloci (EPS location information) 
File size: 18 Bytes 

Default values: Bytes 1 to 12 (HEX): FF FF FF FF FF FF FF FF FF FF FF FF(GUTI) 

Bytes 13 to 17 (HEX): 42 F6 18 FF FE (Last visited registered TAI) 

Byte 18 (BIN): 00000001 (EPS update status = "not updated") 

Bytes 13 to 17: TAI-MCC = 246 (bytes 13 to 14) and TAI-MNC = 81 (byte 15) are frequently used. The TAC (bytes 16 
to 17) is set to "FF FE" since this, in conjunction with byte 18 setting of "01", is used to ensure that the UE performs 
Attach at the beginning of a test. 

Bytes in this file (e.g. GUTI in bytes 1 to 12) may be updated as a result of a tracking area update attempt by the UE. 
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EFersnsc (EPS NAS Security Context) 

The programming of this EF follows default parameter written in 3GPP TS 31.102 [23], annex E. 
EFyST (USIM Service Table): 



Services 




Activated 


Version 


Service n°15: 


Cell Broadcast Message Identifier 


Optional 




Service n°16: 


Cell Broadcast Message Identifier Ranges 


Optional 




Service n°85 


EPS Mobility Management Information 


Yes 




Service n°87 


Call control on EPS PDN connection by USIM 


No 





4.9.3.2 



Modified contents of the CSIM Elementary Files 



EFcount (Call Count) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF|msi_m(IMSI_M) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF IM slt(IMSI_T) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFtmsi (TMSI) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF AH (Analog Home SID) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFaop (Analog Operational Parameters) 

The programming of this EF is a test house option. 

EFaloc (Analog Location and Registration Indicators) 

The programming of this EF is a test house option. 

EFcdmahome (CDMA Home SID, NID) 

Record size: 5 Bytes 
Record count: 6 
Record 1: 

Default values: Bytes 1 to 2 (HEX): E8 03 (CDMA Home SID (SIDp): 1000) 
Bytes 3 to 4 (HEX): AE 08 (CDMA Home NID (NIDp): 2222) 
Bytes 5 (HEX): 00 (Band Class: (800 MHz cellular band)) 



Record 2: 

Default values: Bytes 1 to 2 (HEX): E8 03 



(CDMA Home SID (SIDp): 1000) 



Bytes 3 to 4 (HEX): AE 08 (CDMA Home NID (NIDp): 2222) 
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Bytes 5 (HEX): 01 

Record 3: 

Default values: Bytes 1 to 2 (HEX): E8 03 
Bytes 3 to 4 (HEX): AE 08 
Bytes 5 (HEX): 03 

Record 4: 

Default values: Bytes 1 to 2 (HEX): E8 03 
Bytes 3 to 4 (HEX): AE 08 
Bytes 5 (HEX): 04 

Record 5: 

Default values: Bytes 1 to 2 (HEX): E8 03 
Bytes 3 to 4 (HEX): AE 08 
Bytes 5 (HEX): 05 

Record 6: 

Default values: Bytes 1 to 2 (HEX): E8 03 
Bytes 3 to 4 (HEX): AE 08 
Bytes 5 (HEX): 06 



(Band Class: 1 (1.8 to 2.0 GHz PCS band)) 

(CDMA Home SID (SIDp): 1000) 

(CDMA Home NID (NIDp): 2222) 

(Band Class: 3 (832 to 925 MHz JTACS band)) 

(CDMA Home SID (SIDp): 1000) 

(CDMA Home NID (NIDp): 2222) 

(Band Class: 4 (1.75 to 1.87 GHz Korean PCS band)) 

(CDMA Home SID (SIDp): 1000) 
(CDMA Home NID (NIDp): 2222) 
(Band Class: 5 (450 MHz NMT band)) 

(CDMA Home SID (SIDp): 1000) 
(CDMA Home NID (NIDp): 2222) 
(Band Class: 6 (2 GHz IMT-2000 band)) 



EF ZNREG | (CDMA Zone-Based Registration Indicators) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EF SNREG | (CDMA System-Network Registration Indicators) 

The programming of this EF is a test house option. 

EFqistregi (CDMA Distance-Based Registration Indicators) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFaccolc (Access Overload Class ACCOLCp) 

The 4 LSB of this 1 byte file are der-bit access overload class indicator is derived from the last digit of the associated 
decimal representation of the IMSI_M vis decimal to binary conversion. 



File size: 



1 byte 



Default value: Bits 4 to 7 are reserved and set to '0000' . Bits to 3 are derived from the last digit of the 
associated decimal representation of the IMSI_M via decimal to binary conversion. 

EF TERM (Call Termination Mode Preferences) 

The programming of this EF is a test house option. 

EFssci (Suggested Slot Cycle Index) 

The programming of this EF is a test house option. 
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EF ACP (Analog Channel Preferences) 

The programming of this EF is a test house option. 

EFp R L (Preferred Roaming List) 

File size: 18 Bytes 

Default values: Bytes 1 to 18 (HEX): 00 12 00 00 00 00 40 01 21 00 02 80 00 50 00 00 6E DB 
The interpretation of the default values read as follows: 
PRL ID - 
Preferred only - 
Default roaming indication - 
Number of Acquisition Records - 1 
Number of system records - 1 

EFruimid (Removable UIMID) 

This EF stores a 32-bit electronic identification number (ID) unique to the CSIM or a 32-bit pseudo-UIMID of the 
CSIM. It is specified by the CSIM manufacturer. 



EF C sim_st (CSIM Service Table) 

Services will be allocated and activated as follows. 



Services 




Activated 


Version 


Service n °1 : 


Local Phone Book 


Option 




Service n °2 : 


Fixed Dialling Numbers (FDN) 


Option 




Service n °3 : 


Extension 2 


Option 




Service n°4 : 


Service Dialling Numbers (SDN) 


Option 




Service n °5 : 


Extension3 


Option 




Service n°6: 


Short Message Storage 


Yes 




Service n°7: 


Short Message Parameters (SMP) 


Yes 




Service n°8: 


HRPD 


Yes 




Service n°9: 


Service Category Program for BC-SMS 


Option 




Service n°10 




CDMA Home Service Provider Name 


Yes 




Service n°1 1 




Data Download via SMS Broadcast (for CCAT) 


Option 




Service n°12 




Data Download via SMS-PP (for CCAT) 


Option 




Service n°13 




Call Control (for CCAT) 


Option 




Service n°14 




3GPD-SIP 


Option 




Service n°15 




3GPD-MIP 


Option 




Service n°16 




AKA 


Yes 




Service n°17 




IP-based Location Services (LCS) n 


Option 




Service n°18 




BCMCS 


Option 




Service n°19 




Multimedia Messaging Service (MMS) 


Option 




Service n°20 




Extension 8 


Option 




Service n°21 




MMS User Connectivity Parameters 


Option 




Service n°22 




Application Authentication 


Option 




Service n°23 




Group Identifier Level 1 


Option 




Service n°24 




Group Identifier Level 2 


Option 




Service n°25 




De-Personalization Control Keys 


Option 




Service n°26 




Cooperative Network List 


Option 




Service n°27 




Outgoing Call Information (OCI) 


Option 




Service n°28 




Incoming Call Information (ICI) 


Option 




Service n°29 




Extension 5 


Option 




Service n°30 




Multimedia Storage 


Option 




Service n°31 




Image (EFIMG) 


Option 




Service n°32 




Enabled Services Table 


Yes 
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Services 
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Ontinn 

W f-J LIU 1 1 




Service n°36 




Root Certificates 


Ootion 




Service n°37 




WAP Browser 


Option 




Service n°38 




Java 


Option 




Service n°39 




Reserved for CDG 


No 




Service n °40 




Reserved for CDG j 


No 




Service n°41 




IPv6 


Option 




Service n°42 




Proactive CSIM (for CCAT) 


Option 





EFspc (Service Programming Code) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFotapaspc (OTAPA/SPC_Enabled) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFnamlock (NAM_LOCK) 

The programming of this EF is a test house option. 

EFqta (OTASP/OTAPA Features) 

The programming of this EF is a test house option. 

EF SP (Service Preferences) 

The programming of this EF is a test house option. 

EF ES n_meid_me (ESN_ME or MEID_ME) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EF L i (Language Indication) 

The programming of this EF is a test house option. 

EFfdn (Fixed Dialling Numbers) 

The programming of this EF is a test house option. 

EF SMS (Short Messages) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EF SMSP (Short Message Service Parameters) 

Record size: 12 Bytes 
Record count: 1 
Record 1: 

Default values: Bytes 1 to 23 (HEX): 00 02 10 02 5D FE FF FF 02 F5 FF FF FF FF FF FF FF FF 

08 03 08 01 CO 

The interpretation of the default values in this record read as follows: 
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Teleservice Identifier: CDMA Cellular Messaging Teleservice [CMT-95] 
Parameter Indicators: MSG_ENCODING, Validity Period, Bearer Data 
Message Encoding: 7-bit ASCII 
Validity Period: Indefinite 
Bearer Data: 

Priority Indicator: Emergency 
EFsmss (SMS Status) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFssfc (Supplementary Services Feature Code Table) 

The programming of this EF is a test house option. 

EF S pn (CDMA Home Service Provider Name) 

File size: 35 Bytes 

Default values: Bytes 1 to 35 (HEX): 01 02 01 44 65 66 61 75 6C 74 20 53 65 72 76 69 63 65 20 50 72 6F 

76 69 64 65 72 20 4E 61 6D 65 FF FF FF 
The interpretation of the default values read as follows: 

Display Condition: Display of registered system is required 
Character Encoding: 7-bit ASCII 
Language Indicator: 1 (English) 

Service Provider Name: "Default Service Provider Name" 

EFusgind (UIMID/SF_EUIMID Usage Indicator) 

The programming of this EF is a test house option. 

EF AD (Administrative Data) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFmdn (Mobile Directory Number) 

The programming of this EF is a test house option. 

EFmaxprl (Maximum PRL) 

The programming of this EF is a test house option. 

EFspcs (SPC Status) 

If EF SPC is set to default value of '00 00 00', then EF SPCS shall be set to '00', otherwise it shall be set to '01'. 
EF E cc (Emergency Call Codes) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
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EF ME3GPD opc (ME 3GPD Operation Capability) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EF 3GPDO pm (3GPD Operation Mode) 

The programming of this EF is a test house option. 

EFsipcap (SimplelP Capability Parameters) 

The programming of this EF is a test house option. 

EFmipcap (MobilelP Capability Parameters) 

The programming of this EF is a test house option. 

EFsipupp (SimplelP User Profile Parameters) 

The programming of this EF is a test house option. 

EFmipupp (MobilelP User Profile Parameters) 

The programming of this EF is a test house option. 

EF S ip S p (SimplelP Status Parameters) 

The programming of this EF is a test house option. 

EF M ip S p (MobilelP Status Parameters) 

The programming of this EF is a test house option. 

EF S ipp A p SS (SimplelP PAP SS Parameters) 

The programming of this EF is a test house option. 

EFpuzl (Preferred User Zone List) 

The programming of this EF is a test house option. 

EFmaxpuzl (Maximum PUZL) 

The programming of this EF is a test house option. 

EFmecrp (ME-specific Configuration Request Parameters) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFhrpdcap (HRPD Access Authentication Capability Parameters) 
File size: 3 Bytes 

Default values: Bytes 1 to 3 (HEX): 20 F8 80 
The interpretation of the default values read as follows: 
Maximum NAI Length: 32 
Maximum Length of Shared Secret: 3 1 
Authentication Algorithms: PPP CHAP 
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EFhrpdupp (HRPD Access Authentication User Profile Parameters) 

File size: 14 Bytes 

Default values: Bytes 1 to 14 (HEX): 0D OB 61 62 63 40 78 79 7A 2E 63 6F 6D 10 
The interpretation of the default values read as follows: 
HRPD Profile NAI: "abc@xyz.com" 
HRPD Profile Authentication Algorithm: CHAP 

EFcsspr (CUR_SSPR_P_REV) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFatc (Access Terminal Class) 

The programming of this EF is a test house option. 

EF E pr L (Extended Preferred Roaming List) 

File size: 112 Bytes 

Default values: Bytes 1 to 16 (HEX): 00 70 02 9A 03 00 01 80 00 03 00 OA 04 31 13 31 
Bytes 17 to 32 (HEX): 13 0B 04 30 C8 30 C8 OA 04 01 64 01 64 0B 04 01 
Bytes 33 to 48 (HEX): 64 01 64 OA 04 OA 58 OA 58 0B 04 OA 58 OA 58 38 
Bytes 49 to 64 (HEX): CO 08 00 01 80 00 38 E0 18 00 01 80 00 38 E0 28 
Bytes 65 to 80 (HEX): 00 01 80 00 71 E0 02 00 10 IF 01 00 00 FF FF 01 
Bytes 81 to 96 (HEX): 80 00 71 E0 12 00 10 IF 01 00 00 FF FF 01 80 00 
Bytes 97 to 1 12 (HEX): 71 E0 22 00 10 IF 01 00 00 FF FF 01 80 00 19 
F8The interpretation of the default values read as follows: 

PRL ID - 666 

List Type: IS-683D 

Preferred only - 

Default roaming indication - 

Number of acquisition records - 6 

- Index: 0, Type: CDMA Generic, Band: 6, Channel: 275 
Index: 1, Type: HDR Generic Band: 6, Channel: 200 

- Index: 2, Type: CDMA Generic, Band: 0, Channel: 356 

- Index: 3, Type: HDR Generic, Band: 0, Channel: 356 

- Index: 4, Type: CDMA Generic, Band: 1, Channel: 600 

- Index: 5, Type: HDR Generic, Band: 1, Channel: 600 
Number of records in the Common Subnet Table - 
Number of system records - 6 

- Acquisition Index: 1, Type: IS-856, Subnet ID: /0 
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- Acquisition Index: 3, Type: IS-856, Subnet ID: /0 

- Acquisition Index: 5, Type: IS-856, Subnet ID: /0 

- Acquisition Index: 0, Type: MCC-MNC-based, Roam Indicator: 1, Subnet ID: MCC-MNC SID/NID, MCC: 
001, MNC: 01, SID: 0, NID: 65535 

- Acquisition Index: 2, Type: MCC-MNC-based, Roam Indicator: 1, Subnet ID: MCC-MNC SID/NID, MCC: 
001, MNC: 01, SID: 0, NID: 65535 

- Acquisition Index: 4, Type: MCC-MNC-based, Roam Indicator: 1, Subnet ID: MCC-MNC SID/NID, MCC: 
001, MNC: 01, SID: 0, NID: 65535 

EF MSPL (Multimode system selection System Priority List) 
File size: 18 Bytes 

Default values: Bytes 1 to 18 (HEX): 00 OF 01 00 01 01 01 03 07 08 02 0C 00 3E 00 FF FF FF 
The interpretation of the default values read as follows: 
Current MMSS_P_REV - 1 
MLPL Version ID - 1 
MLPL Identification - 1 
Number of MLPL Records - 1 

- Index: 1, Location Parameter Type Value: default, MSPL Index: 1 

EFmlpl (Multimode system selection Location associated Priority List) 
File size: 18 Bytes 

Default values: Bytes 1 to 18 (HEX): 00 09 01 00 01 01 01 00 01 FF FF FF FF FF FF FF FF FF 
The interpretation of the default values read as follows: 
Current MMSS_P_REV - 1 
MSPL Version ID -1 
MSPL Block 1: 

MSPL Identification - 1, 

Number of MSPL ID1 records - 3 

- Index 1: System Type: EUTRA, Priority Class: Home Only, System Priority: 1, 

Higher Priority Search Time: 64 minutes, Network Capability Indicator: no Network CAP used 

- Index 2: System Type: cdma2000 HRPD, Priority Class: Home + Preferred, System Priority: 1, 
Higher Priority Search Time: 64 minutes, Network Capability Indicator: no Network CAP used 

- Index 3: System Type: cdma2000 AI, Priority Class: Any, System Priority: 1, 

Higher Priority Search Time: 64 minutes, Network Capability Indicator: no Network CAP used 

EFecsMScfg (Broadcast Short Message Configuration) 

The programming of this EF is a test house option. 

EF BC sMSpref (Broadcast Short Message Preference) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
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EF BC sMstabie (Broadcast Short Message Table) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFbcsmsp (Broadcast Short Message Parameter) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFbakpara (Currently used BAK Parameters) 

The programming of this EF is a test house option. 

EFupbakpara (Updated BAK Parameters) 

The programming of this EF is a test house option. 

EF M msn(MMS Notification) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF E xt8 (Extension 8) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF MMS | C p (MMS Issuer Connectivity Parameters) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF M msup (MMS User Preferences) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF M msucp (MMS User Connectivity Parameters) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF Aut hcapabiiity (Authentication Capability) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EF 3G cik (3G Cipher and Integrity Keys) 

The programming of this EF is a test house option. 

EFqck (De-Personalization Control Keys) 
The programming of this EF is a test house option. 

EF G | D1 (Group Identifier Level 1) 

The programming of this EF is a test house option. 

EF G | D2 (Group Identifier Level 2) 

The programming of this EF is a test house option. 

EFcdmacnl (CDMA Co-operative Network List) 

The programming of this EF is a test house option. 
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EF HO me_tag (Home System Tag) 

The programming of this EF is a test house option. 

EF GR0U p_TAG (Group Tag List) 

The programming of this EF is a test house option. 

EFspecific_tag (Specific Tag List) 

The programming of this EF is a test house option. 

EF C ALL_PROMPT(Call Prompt List) 

The programming of this EF is a test house option. 

EF sf _euimid (Short Form EUIMID) 

Specified by CSIM Manufacturer. 

EF ES T (Enabled Service Table) 

The programming of this EF is a test house option. 

EF H iddenKey (Key for hidden phone book entries) 
The programming of this EF is a test house option. 

EF LCS ver (LCS Protocol Version) 

The programming of this EF is a test house option. 

EFlcscp (LCS Connectivity Parameter) 

The programming of this EF is a test house option. 

EFsdn (Service Dialling Numbers) 

The programming of this EF is a test house option. 

EF EX T2(Extension2) 

The programming of this EF is a test house option. 
EF E xT3(Extension3) 

The programming of this EF is a test house option. 

EFici (Incoming Call Information) 

The programming of this EF is a test house option. 

EFoci (Outgoing Call Information) 

The programming of this EF is a test house option. 

EF EX T5 (Extension 5) 

The programming of this EF is a test house option. 
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EF CCP2 (Capability Configuration Parameters 2) 

The programming of this EF is a test house option. 

EF A p P Labeis (Application Labels) 

The programming of this EF is a test house option. 

EF Mode i (Device Model Information) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFrc (Root Certificates) 

The programming of this EF is a test house option. 

EFsmscap (SMS Capabilities) 
File size: 4 Bytes 

Default values: Bytes 1 to 4 (HEX): 3C 08 07 01 
The interpretation of the default values read as follows: 
SMS Retry Period: 60 seconds 
SMS Retry Interval: 8 seconds 
SMS Flags: 

Send On Access: True 

Send on Traffic: True 

Send as Standard EMS: True 

SMS Preferred Service Option: SO 6 

EF M iP F iags (MobilelP Flags) 

The programming of this EF is a test house option. 

EF 3GP DUPPExt (3GPD User Profile Parameters Extension) 

The programming of this EF is a test house option. 

EFipv6cap (IPv6 Capabilities) 

The programming of this EF is a test house option. 

EF-rcpconfig (TCp Configurations) 

The programming of this EF is a test house option. 

EFdgc (Data Generic Configurations) 

The programming of this EF is a test house option. 

EF WAP Browsercp (WAP Browser Connectivity Parameters) 

The programming of this EF is a test house option. 
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EF WAP BrowserBM (WAP Browser Bookmarks) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EF MM sconfig (MMS Configuration) 

The programming of this EF is a test house option. 

EFjdl (Java Download URL) 

The programming of this EF is a test house option. 
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5 Test environment for RF test 

This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test 
cases defined in TS 36.521-1 [21]. Exceptions specified in clause 5 overwrite the parameter settings of clause 4; 
exceptions defined within the test cases overwrite parameter settings of clause 4 and 5. 

5.1 Requirements of test equipment 

No common RF test environment requirements are specified in addition to the common requirements described in 
clause 4.2. Specific RF requirements are indicated within the test cases defined in TS 36.521-1 [21]. 

5.2 RF Reference system configurations 

5.2.1 Common parameters for simulated E-UTRA cells 
5.2.1 .1 Combinations of system information blocks 

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, 
the following combinations of system information blocks are defined. 

Combination 1 is the default combination which applies to the following test case scenarios: 

- E-UTRA FDD single cell scenario 

- E-UTRA TDD single cell scenario 

- E-UTRA FDD intra-frequency multi cell scenario 

- E-UTRA TDD intra-frequency multi cell scenario 
Combination 2 applies to the following test case scenarios: 

- E-UTRA FDD + MBMS 

- E-UTRA TDD + MBMS 

The combinations of system information blocks for test cases in TS 36.521-1 [21] is defined in table 5.2-1.1-1. 



Table 5.2.1.1-1 : Combinations of system information blocks 









System information block type 


Combination 


SIB2 


SIB3 


SIB4 


SIB5 


SIB6 


SIB7 


SIB8 


SIB9 


SIB10 


SIB11 


SIB12 


SIB13 


No. 


























1 


X 


X 






















2 


X 


X 




















X 



5.2.1 .2 Scheduling of system information blocks 

The scheduling configurations for combinations of system information blocks are defined in the following tables. SIB1 
will be transmitted during subframes#5 which SFN mod 2 = 0, and SIB2+SIB3 will be transmitted during 
subframes#5 which SFN mod 2 = 1 with 8 radio frames periodicity. 

Table 5.2.1.2-1: Scheduling for combination 1 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


8 


SIB2, SIB3 
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Table 5.2.1.2-2: Scheduling for combination 2 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


8 


SIB2, SIB3 


2 


64 


SIB13 



- System lnformationBlockType2 

As defined in Table 4.4.3.3-1 with the following exceptions: 



Table 5.2.1.2-2: SystemlnformationBlockType2 exceptions 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType2 ::= 
SEQUENCE { 








timeAlignmentTimerCommon 


infinity 






} 









5.2.1 .3 Common contents of system information messages 

- MasterlnformationBlock 

As defined in Table 4.4.3.2-1 without exceptions. 

- System Information 

As defined in Table 5.2.1.3-lAs defined in Table without exceptions. 



Table 5.2.1.3-1 : Systemlnformation 



Derivation Path: Clause 4.4.3.2 Table 4.4.3.2-2 


Information Element 


Value/remark 


Comment 


Condition 


Systemlnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








systemlnformation-r8 SEQUENCE { 








sib-TypeAndlnfo SEQUENCE (SIZE 
(L.maxSIB)) OF CHOICE {} 


See subclause 5.2.1.1 
and 5.2.1.2 






criticalExtensionsFuture SEQUENCE {} 


Not present 






} 








} 








} 









- System InformationBlockTypel 

As defined in Table 4.4.3.2-3 with the following exceptions: 



Table 5.2.1.3-2: SystemlnformationBlockTypel exceptions 



Derivation Path: Clause 4.4.3.2 Table 4.4.3.2-3 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel ::= 
SEQUENCE { 








si-WindowLenqth 


ms40 






I 
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5.2A Generic RF procedures 

Editor's note: The UE test state used for testing is specified in the individual test cases in the corresponding test 
specification TS 36.521-1 [21] orTS 36.521-3 [34]. 

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 
[21] and TS 36.521-3 [34]. 



5.2A.1 UE RF test states 



Table 5.2A.1-1 : The E-UTRAN UE states 





RRC 


ECM 


EMM 


ESM 


UE Test 
Mode 


State 
3A-RF 


Generic 
Default RB 
Established, 
UETest Mode 
Activated 


RRC_CONNECTED 
1 data radio bearer 
configured 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active 


Active 



5.2A.2 Generic Default Radio Bearer Establishment, UE Test Mode 
Activated (State 3A-RF) 

5.2A.2.1 Initial conditions 

System Simulator: 

1 cell, default parameters. 

The procedure shall be performed under ideal radio conditions as defined in clause 5 
User Equipment: 

- The Test USIM shall be inserted. 

5.2A.2.2 Definition of system information messages 

The default system information messages are used. 

5.2A.2.3 Procedure 

Table 5.2A.2.3-1 : UE registration with default EPS bearer establishment and test mode activation 
procedures 



Step 


Procedure 


Message Sequence 


u-s 


Message 


1 to 

18 


Same procedure for steps 1 to 18 as specified 
in the procedure in clause 4.5.2A.3 







5.2A.2.4 Specific message contents 

All specific message contents shall be referred to clause 4.5.2A.4, with the exceptions below. 
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Table 5.2A.2.4-1 : ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST 

(Step 16 in Table 4.5.2A.3-1) 



Derivation Path: Table 4.7.3-6 


Information Element 


Value/remark 


Comment 


Condition 


PDN address 








Length of PDN address contents 


5 octets 






PDN type value 


'001 'B 


IPv4 




PDN address information 


IPv4 address 


The SS provides a 
valid IPv4 address 




ESM cause 


IF "PDN type" IE in step 
4is'IPv4v6' THEN 
'0011 001 0'B ELSE Not 
present 


"PDN type IPv4 
only allowed" 





5.2A.3 Void 

5.2A.4 Procedure to configure SCC 

Table 5.2A.4.-1 : UE RRC reconfiguration with sCELLToAdd 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The SS transmits an 

RRCConnectionReconfiguration(sCellToAdd 
ModList) message to establish the SCC. 


<-- 


RRC: RRCConnectionReconfiguration 


2 


The UE transmits an 

RRCConnectionReconfigurationComplete 


— > 


RRC: 

RRCConnectionReconfigurationComplete 



5.2 A.41 . Specific message contents 

All specific message contents shall be referred to clause 4.5.2A.4, with exceptions as below. 

5.2A.4. 1 . 1 Exceptions for all CA tests 

RRCConnectionReconfiguration 



Table 5.2A.4.1.1-1: RRCConnectionReconfiguration 



Derivation Path: Clause 4.6.1 Table 4.6.1-8 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReconfiguration ::= SEQUENCE { 








nonCriticalExtension SEQUENCE { 








sCellToAddModList-r10 SEQUENCE (SIZE 
(1 ..maxSCell-r1 0)) OF SEQUENCE { 


1 entry 




SCell AddM 
od 


sCellToAddMod[1] 


SCellToAddMod-r10- 
DE FAULT 






1 








NonCriticalExtension 


Not present 






} 








} 
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MAC configurations 



Table 5.2A.4.1.1-2: MAC-MainConfig-RBC 



Derivation Path: Clause 4.8.2.1 .5 Table 4.8.2.1 .5-1 


Information Element 


Value/remark 


Comment 


Condition 


MAC-MainConfig-RBC ::= SEQUENCE { 








mac-MainConfig-v1020SEQUENCE { 






SCell AddM 
od 


sCellDeactivationTimer-r1 


Not present 






} 








} 









Condition 


Explanation 


SCell AddMod 


Addition or modification of Scell 



5.2A.4.1 .2 Exceptions for UL CA tests 

RadioResourceConfigCommonSCell-r10-DEFAULT 

Table 5.2 A.4. 1.2-1: RadioResourceConfigCommonSCell-r10-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-1 3A 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommonSCell-r1 ::= 
SEQUENCE { 








ul-Configuration-r10 SEQUENCE { 






ULCA 


ul-Freqlnfo-r10 SEQUENCE { 








ul-CarrierFreq-r10 


Not Present 


For FDD: If 
absent, the 
(default) value 
determined from 
the default TX-RX 
frequency 
separation defined 
in 3GPPTS 
36.101 [27], table 
5.7.3-1 applies. 
For TDD: This 
parameter is 
absent and it is 
equal to the 
downlink 
frequency. 




ul-Bandwidth-r10 


Not Present 


Same downlink 
bandwidth as used 
for target SCell 




additionalSpectrumEmissionSCell-r10 


1 (CA_NS_01) 






} 








I 








} 









Condition 


Explanation 


ULCA 


When UL Carrier Aggregation is used. 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 10 31 4 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 

PhysicalConfigDedicatedSCell-r10-DEFAULT 



Table 5.2A.4.1.2-2: PhysicalConfigDedicatedSCell-r10-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE { 








ul-Configuration-r10 


Present 






. . 1 /~\ r ; j. ; j <-\ *~i i — /~\ 1 II — hi /~» i — r 

ul-Configuration-r10 SEQUENCE { 






UL CA 


antennalnfoUL-r10 


Not Present 






pusch-ConfigDedicatedSCell-r1 


Not present 






uplinkPowerControlDedicatedSCell-r10 


UplinkPowerControlDedic 
atedSCell-r10-DEFAULT 






cqi-ReportConfigSCell-r1 


CQI-ReportConfigSCell- 
MO-DEFAULT 






soundingRS-UL-ConfigDedicated-r10 


Not present 






soundingRS-UL-ConfigDedicated-v1020 


Not present 






soundingRS-UL-ConfigDedicatedAperiodic-r10 


Not present 






1 








} 









Condition 


Explanation 


ULCA 


When UL Carrier Aggregation is used. 



5.3 Default RRC message and information elements contents 
5.3.1 Radio resource control information elements 

As defined in clause 4.6.3 with the following exceptions: 



Table 5.3.1-1 : TDD-Config-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-23 


Information Element 


Value/remark 


Comment 


Condition 


TDD-Config-DEFAULT ::= SEQUENCE { 








subframeAssignment 


sal 






specialSubframePatterns 


ssp4 




RF 


} 









Condition 


Explanation 


RF 


For all the RF tests specified in 36.521-1 
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Table 5.3.1-2: RadioResourceConfigCommonSIB-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-14 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommonSIB-DEFAULT ::= 
SEQUENCE { 








rach-ConfigCommon 


RACH-ConfigCommon- 
DE FAULT 






bcch-Config 


BCCH-Config-DEFAULT 






pcch-Config 


PCCH-Config-DEFAULT 






prach-Config 


PRACH-ConfigSIB- 

nrrAi 1 1 T 

DE FAULT 






pdsch-ConfigCommon 


PDSCH-ConfigCommon- 

nrr a i 1 1 ~r 

DEFAULT 






pusch-ConfigCommon 


rUbOH-OontigOommon- 

DFFAI II T 
u crnu l_ 1 






pucch-ConfigCommon 


PUCCH-ConfigCommon- 
DEFAULT 






soundingRS-UL-ConfigCommon CHOICE { 








release 


NULL 






} 








uplinkPowerControlCommon 


UplinkPowerControlCom 
mon-DEFAULT 






ul-CyclicPrefixLength 


Ien1 






} 









Table 5.3.1-3: PRACH-Config-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-7 


Information Element 


Value/remark 


Comment 


Condition 


PRACH-Config-DEFAULT ::= SEQUENCE { 








prach-Configlnfo SEQUENCE { 








prach-Configlndex 


3 




TDD 


1 








} 









Condition 


Explanation 


TDD 


TDD cell environment 



Table 5.3.1-4: RadioResourceConfigCommonSCell-r10-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-1 3A 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommonSCell-r1 ::= 
SEQUENCE { 








ul-Configuration-MO 


Not Present 






ul-Configuration-r10 SEQUENCE { 


Not Present 






} 









Table 5.3.1-5: PhysicalConfigDedicatedSCell-r10-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-6A 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE { 








ul-Configuration-r10 


Not Present 






ul-Configuration-r10 SEQUENCE { 


Not Present 






} 
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5.4 Default NAS message and information elements contents 

5.5 Reference radio bearer configurations 
5.5.1 SRB and DRB parameters 

5.5.1 .1 MAC configurations 

As defined in clause 4.8.2.1.5 with the following exceptions: 



Table 5.5.1.1-1: MAC-MainConfig-RBC 



Derivation Path: Clause 4.8.2.1 .5, Table 4.8.2.1 .5-1 


Information Element 


Value/remark 


Comment 


Condition 


MAC-MainConfig-RBC ::= SEQUENCE { 








ul-SCH-Config SEQUENCE { 








maxHARQ-Tx 


n1 


Only one 
transmission per 
UL HARQ 




} 








drx-Config CHOICE { 








release 


NULL 






I 








timeAlignmentTimerDedicated 


infinity 






} 
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5.5.1 .2 Physical Layer configurations 



Table 5.5.1.2-1 : PhysicalConfigDedicated-DEFAULT 



Derivation Path: Clause 4.8.2.1 .6 Table 4.8.2.1 .6-1 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicated-DEFAULT ::= SEQUENCE { 








pdsch-ConfigDedicated 


PDSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC 


pucch-ConfigDedicated 


PUCCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC 


pusch-ConfigDedicated 


PUSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC 


uplinkPowerControlDedicated 


UplinkPowerControlDedic 
ated-DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC 


tpc-PDCCH-ConfigPUCCH 


Not present 




SRB1 




TPC-PDCCH-Config- 


See subclause 


RBC 




DEFAULT using 
condition PUCCH 


4.6.3 




tpc-PDCCH-ConfigPUSCH 


Not present 




SRB1 




TPC-PDCCH-Config- 


See subclause 


RBC 




DEFAULT using 
condition PUSCH 


4.6.3 




cqi-ReportConfig 


Not present 




SRB1 




Not present 




RBC 


soundingRS-UL-ConfigDedicated 


Not present 




SRB1 




Not present 




RBC 


antennalnfo CHOICE { 








defaultValue 


NULL 






} 








schedulingRequestConfig 


Not present 




SRB1 




Not present 


See subclause 
4.6.3 


RBC 


} 









Condition 


Explanation 


SRB1 


Used at configuration of SRB1 during RRC connection (re-)establishment 


RBC 


Used at configuration of a radio bearer combination during SRB2+DRB establishment 



5.5.1 .3 SRB and DRB combinations 

5.5.1 .3.1 Combinations on DL-SCH and UL-SCH 

5.5.1 .3.1 .1 SRB1 and SRB2 for DCCH + n x AM DRB + m x UM DRB, where n=1 and m=0 

This SRB and DRB combination is setup in UE Registration procedure and the Generic Radio Bearer Establishment 
with UE Test Mode Activated using specific message content - the default RRCConnectionReconfiguration message 
with condition SRB2-DRB(n, m). 
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6 Test environment for Signalling test 
6.1 Requirements of test equipment 

The requirements of test equipment specified in this subclause apply to Signalling test cases defined in TS 36.523-1 
[18], in addition to the common requirements of test equipment specified in cause 4.2 of this specification. 

Test equipment shall be able to simulate cells of Radio Access Technology (RAT) E-UTRA, UTRA, GSM or HRPD / 
lxRTT. Regardless of respective RAT, the overall number and configuration of cells to be simulated simultaneously by 
test equipment shall not exceed the resources specified in the following Table 6.1-1: 



Table 6.1-1 : Maximum resources in terms of number / configuration of cells to be simulated 

simultaneously in a test setup 



Simulation of 


Max. number / 
configuration of cells 
(SISO / SIMO) 


Max. number / 
configuration of cells 
(MIMO) 


E-UTRA single-mode networks (FDD or TDD) 


3x cells 


n/a 


E-UTRA dual-mode networks (FDD and TDD) 


3x cells 


n/a 


E-UTRA networks involving Carrier Aggregation 


4x cells 


n/a 


Mixed E-UTRA / UTRA networks 


3x cells 


n/a 


Mixed E-UTRA / GSM networks 


3x cells 


n/a 


Mixed E-UTRA / HRPD or 1xRTT networks 


3x cells 


n/a 


Mixed E-UTRA / UTRA / GSM networks 


3x cells 


n/a 


Note 1 : No differentiation between cell configuration types (as defined in clause 6.3.3) here, because these 
types are relevant to specific test cases and their TTCN-3 implementation only. 

Note 2: Only network scenarios specified in clause 4.4.1 and 6.3.2.1 have been covered. 

Note 4: In case of Carrier Aggregation, each cell can act as a PCell, an SCell, or a standalone cell (not 

used as a CA component carrier). In Release 10 a maximum of 1 SCell can be aggregated with a 
PCell. 

Note 5: Virtual Cells are not included in the maximum cell number as they do not require resources in the 
SS. 



Exceptions to the requirements outlined above are possible but need special evidence to be provided explicitly in the 
test case prose and should be allowed only if the test case purpose cannot be met otherwise. 

6.2 Reference test conditions 

The reference test conditions specified in this subclause apply to all Signalling test cases defined in TS 36.523-1 [18] 
unless otherwise specified, in addition to the common reference test conditions specified in subclause 4.3 of this 
specification. 

6.2.1 Physical channel allocations 

6.2.1.1 Antennas 

If the UE has two Rx antennas, the same downlink signal is applied to each one, except if MIMO is tested. Both UE Rx 
antennas shall be connected. 

If the UE has one Rx antenna, the downlink signal is applied to it. 

6.2.1 .2 Downlink physical channels and physical signals 

Power allocation of downlink physical channels for Signalling test cases is specified in table 6.2.1.2-1. 
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Table 6.2.1.2-1 : Power allocation for OFDM symbols and reference signals for Signalling test cases 



Phv^ipal Hhannpl 

1 1 lyOIVsCll \>/ 1 1 C4 1 II Id 


EPRE Ratio 

LT 1 1L 1 IHLIU 


flnmmpnt 

VVl llll Ivl 11 


i Don 


□ Rpu DA _ n HR 

[Dun II rA — U UD 






PBCH RB = dB 




DCC 
TOO 


DCC D A A HD 

roo riA — U Qb 




sss 


SSS RA = dB 




PCFICH 


PCFICH_RB = dB 




PDCCH 


PDOOH RA = dB 






PDCCH RB = dB 




PDSCH (BCCH, CCCH, 


PDCCH_RA = dB 


To be consistent with 


PCCH) 




default physical channel 




PDOOH_RB = dB 


configuration in 36.331 
[17], 9.2.4 


PDSCH (DCCH, DTCH) 


PDSCH_RA = -3 dB 


To reduce interference 
from PDSCH of intra- 
frequency neighbour cells 




PDSCH_RB = -3 dB 


To reduce interference 
from PDSCH of intra- 
frequency neighbour cells 


PHICH 


PHICH RB = dB 





6.2.1 .3 Mapping of downlink physical channels and signals to physical resources 

Same as clause 4.3.3.3 

6.2.1 .4 Uplink physical channels and physical signals 

[FFS]. 

6.2.1 .5 Mapping of uplink physical channels and signals to physical resources 

[FFS]. 

6.2.2 Signal levels 

6.2.2.1 Downlink signal levels 

The default settings of suitable cells and non-suitable cells for E-UTRA are specified in table 6.2.2.1-1. 

Cells which are expected to be undetectable for UE under test shall fulfil the condition of non-suitable "Off cell in 
table 6.2.2.1-1. 
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Table 6.2.2.1-1 : Default settings of suitable / non-suitable cells 



Power level type 


E-UTRAN 
(Note 1-3) 


■ it n a hi 

UTRAN 


GERAN 


Unit 


Power level 


Serving cell 


dBm/15kHz 


-85 


Table 6.1.1 (FDD)/ 
6.1 .6a (TDD) [5] 


Table 6.1.10 [5] 


Suitable neighbour intra-frequency cell 


dBm/15kHz 


-91 


Table 6.1.2 (FDD)/ 
6.1.7 (TDD) [5] 


n/a 


Suitable neighbour inter-frequency cell 


dBm/15kHz 


-97 


Table 6.1.2 (FDD)/ 
6.1.7 (TDD) [51 


Table 6.1.10 [5] 


Non-suitable cell 


dBm/15kHz 


-115 


Table 6.1.3 (FDD)/ 
6.1.8 (TDD) [51 


Table 6.1.11 [5] 


Non-suitable "Off" cell 


dBm/15kHz 


< -145 


Table 6.1.4 (FDD)/ 
6.1.9 (TDD) [5] 


Cell is switched-off 


Note 1 : The power level is specified in terms of cell-specific RS EPRE instead of RSRP as RSRP is a measured 

value and cannot be directly controlled by the SS. 
Note 2: Power levels are specified based on the precondition that q-Hyst, a3-Offset and hysteresis are dB. 
Note 3: The power level is specified at each UE Rx antenna. 



The default signal level uncertainty is specified in table 6.2.2.1-2 for any level specified, unless a tighter uncertainty is 
specified by a test case in TS 36.523-1 [18]. 



Table 6.2.2.1-2: SS signal level uncertainty 





Absolute signal level 
uncertainty for each cell 


Relative signal level 
uncertainty between 
multiple cells 


Intra-frequency 


+/-3 dB at each test port 


+/-3 dB 


Inter-frequency 


+/-3 dB at each test port 


See Note 1 


Note 1 : For Inter-frequency cells the relative signal level uncertainty between 

multiple cells is determined by the absolute uncertainty of each cell, and 
does not have any additional constraint. 



Cell-specific RS EPRE setting should be equal to or higher than -1 15 dBm except for Non-suitable "Off cell. The 
figure is chosen to ensure that for all bands the DL signal is within the RSRP measurement range specified in TS 36.133 
[39] clauses 9.1.2 and 9.1.3, taking into account the SS default absolute signal level uncertainty. 

NOTE: (The power spectral density of a white noise source; specified in TS 36.133 [39]) can be assumed to be - 
Infinity [dBm/15kHz] for all intra and inter frequency test cases. It is applicable to both idle mode and 
connected mode in TS 36.523-1 [18], unless otherwise specified in specific test cases. 

For test cases requiring AWGN (Noc), the default level uncertainty is specified in table 6.2.2.1-3 for any level specified, 
unless a tighter uncertainty is specified by a test case in TS 36.523-1 [18]. 



Table 6.2.2.1-3: SS AWGN level uncertainty 





Absolute AWGN level 
uncertainty for each 
frequency 


Intra-frequency 


+/-3 dB at each test port 


Inter-frequency 


+/-3 dB at each test port 



6.2.2.2 Measurement accuracy and side conditions 

Measurement accuracy shall be considered in setting downlink power levels. 

RSRP measurement accuracy in E-UTRA RRC_IDLE state is specified in table 6.2.2.2-1, derived from TS 36.133 [39] 
clauses 4.2.2.3 and 4.2.2.4. This measurement accuracy is applicable to idle mode test cases specified in TS 36.523-1 
[18]. For the serving cell and suitable neighbour cells, the following side conditions shall be satisfied including the 
effect of signal level uncertainty. 
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- RSRP > -121 dBm 

- RSRP Es/Iot > -4 dB 
-SCH_RP>-121 dBm 

- SCH Es/Iot > -4 dB 



Table 6.2.2.2-1 : RSRP measurement accuracy in E-UTRA RRCJDLE state 





Absolute RSRP 
measurement accuracy 


Relative RSRP 
measurement accuracy 


Intra-frequency 


+/-6 dB 


+/-3 dB 


Inter-frequency 


+/-6 dB 


+1-5 dB 



RSRP measurement accuracy in E-UTRA RRC_CONNECTED state is specified in table 6.2.2.2-2, derived from 
TS 36.133 [39] clauses 9.1.2 and 9.1.3 selecting Normal condition. The ranges and side conditions in TS 36.133 [39] 
clauses 9.1.2 and 9.1.3 apply. This measurement accuracy is applicable to connected mode test cases specified in 
TS 36.523-1 [18]. For the serving cell and suitable neighbour cells, the following side conditions shall be satisfied 
including the effect of signal level uncertainty. 

- RSRP >- 124 dBm 

- RSRP Es/Iot > -6 dB- Io : -1 18 dBm/15kHz ... -70 dBm/BWChannel (for absolute RSRP measurement accuracy) 

- Io : -118 dBm/15kHz ... -50 dBm/BWChannel (for relative RSRP measurement accuracy) 

Table 6.2.2.2-2: RSRP measurement accuracy in E-UTRA RRC_CONNECTED state 





Absolute RSRP 
measurement accuracy 


Relative RSRP 
measurement accuracy 


Intra-frequency 


+/-6 dB 


+/-3 dB 


Inter-frequency 


+/-6 dB 


+/-6 dB 



Signal level difference between the serving cell and any suitable intra-frequency neighbour cell shall be nominally 6 dB 
to satisfy the measurement accuracy requirement and its side conditions specified in TS 36.133 [39]. This figure is 
chosen based on the following preconditions for intra-frequency cells. 

- Interference to reference signals from reference signals of other cells is eliminated by Physical Cell Identity 

shifting as specified in TS 36.523-3 [20]. 

- Interference to reference signals from PDSCH with STRNTI of other cells is negligible because it's sparse enough. 

- Interference to reference signals from PDSCH of the serving cell is controlled by satisfying the conditions of 

clauses 6.2.2.1 and 6.2.2.2. 

- Interference to P-SS/S-SS from P-SS/S-SS of other cells is eliminated by frame timing shifting as specified in 

TS 36.523-3 [20]. 

- Interference to P-SS/S-SS from PDSCH of other cells is eliminated by PDSCH resource allocation as specified in 

TS 36.523-3 [20]. 

6.2.3 Default test frequencies 

The default channel bandwidth of 5/10/20 MHz is applied to the signalling test. The test frequencies are defined so that 
no frequency overlapping takes place, in order to avoid unnecessary inter-frequency interference. 

For Band 13 and Band 18, only one test frequency fl is defined. All operating Bands except Band 13 and Band 18 can 
accommodate at least two test frequencies fl and f2 (fl<f2). An additional test frequency f3 can be defined for the 
operating Bands with at least triple of the default bandwidth. The fourth test frequency f4 (B<fl<f4<f2) is applicable to 
the operating Bands which have at least quadruple of the default bandwidth. 
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To the single cell signalling test with channel bandwidth different from the default bandwidths of the operating bands, 
Mid Range defined in clause 4.3.1 is applied. 

6.2.3.1 Test frequencies for signalling test 

Test frequencies for signalling test are specified in table 6.2.3.1-1 and 6.2.3. 1-la for FDD and table 6.2.3.1-2 and 
6.2.3. l-2a for TDD. Except f4 and a few fl, f5 which are specified according to EARFCN of the concerned operating 
Bands, the majority of the test frequencies in table 6.2.3.1-1, 6.2.3. 1-la, 6.2.3.1-2 and 6.2.3. l-2a are specified in terms 
of Low, Mid and High which are referred to the Low Range, Mid Range and High Range in clause 4.3.1. 



Table 6.2.3.1-1 : Test frequencies for E-UTRA FDD(5MHz) 



F-IITRA 

Onpratinn 

wpci CI 11 1 IU 

Band 


Ranrl\A/irlth 

[MHz] 


f1,f5 


f2, f6 


f3, f7 


f4 


I'UL 


l»DL 


I»UL 


Nr.. 


N.„ 


Nr.. 


Mi,. 


Nr.. 


-| 


fin 


Mid 

IVIIU 


IVIIU 


Hinh 
myn 


Hinh 
myn 


I n\M 
l_uvv 


I n\M 
l_u vv 


1 OOJU 


^n 


2 


fin 


Mid 


Mid 


Hinh 
niyi i 


Hinh 

my 1 1 


Low 


Low 


18950 


950 


3 


75 


Mid 


Mid 


Hinh 

niyi i 


Hinh 

my 1 1 


Low 


Low 


19625 


1625 


4 


45 


Mid 


Mid 


Hinh 

niyi i 


Hinh 

my 1 1 


Low 


Low 


20225 


2225 


5 


25 


Mid 


Mid 


High 


High 


Low 


Low 


20575 


2575 


6 


10 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 


7 


70 


Mid 


Mid 


High 


High 


Low 


Low 


21150 


3150 


8 


35 


Mid 


Mid 


High 


High 


Low 


Low 


21675 


3675 j 


9 


35 


Mid 


Mid 


High 


High 


Low 


Low 


22025 


4025 


10 


60 


Mid 


Mid 


High 


High 


Low 


Low 


22500 


4500 


12 


17 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 


14 


10 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 






















17 


12 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 


19 


15 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 


21 


15 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 


22 


80 


Mid 


Mid 


High 


High 


Low 


Low 


24950 


6950 






















23 


20 


25575 


7575 


High 


High 


Low 


Low 


25625 


7625 


24 


34 


Mid 


Mid 


High 


High 


Low 


Low 


25920 


7920 


25 


65 


Mid 


Mid 


High 


High 


Low 


Low 


26390 


8390 


26 


35 


Mid 


Mid 


High 


High 


Low 


Low 


26865 


8865 


27 


17 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 


28' 


45 


Mid 


Mid 


High 


High 


Low 


Low 


27560 


9560 


Note 1 : Band 28 is tested at the upper duplexer in Table 4.3.1 .1 .28-2 



Table 6.2.3.1-1a: Test frequencies for E-UTRA FDD(10MHz) 



E-UTRA 
Operating 
Band 


Bandwidth 
[MHz] 


f1,f5 


f2, f6 


f3, f7 


f4 


N UL 


Ndl 


N UL 


Ndl 


N UL 


Ndl 


N UL 


Ndl 


11 


20 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 


13 


10 


Mid 


Mid 


N/A 


N/A 


N/A 


N/A 


N/A 


N/A 


18 


15 


Low 


Low 


N/A 


N/A 


N/A 


N/A 


N/A 


N/A 


20 


L 30 


Mid 


Mid 


High 


High 


Low 


Low 


N/A j 


N/A 


23 


20 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 
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Table 6.2.3.1-2: Test frequencies for E-UTRA TDD (5MHz) 



P 1 ITD A 
alii ly 

Band 


Danawiuin 
rMH7l 


f 1 iR 
11 , TO 


TZ, TO 


rO, T/ 


tA 


33 


20 


36075 


High 


Low 


36125 j 


34 


15 


Mid 


High 


Low 


N/A 


35 


60 


Mid 


High 


Low 


36700 


36 


60 


Mid 


High 


Low 


37300 


37 


20 


37625 


High 


Low 


37675 














42 


100 


Mid 


High 


Low 


42640 


43 


100 


Mid 


High 


Low 


44640 



Table 6.2.3.1-2a: Test frequencies for E-UTRA TDD(20MHz) 



E-UTRA 
Operating 
Band 


Bandwidth 
[MHz] 


f1,f5 


f2, f6 


f3, f7 


f4 


38 


50 


Low 


High 


N/A 


N/A 


39 


40 


Low 


High 


N/A 


N/A 


40 


100 


Mid 


High 


Low 


39350 


41 


194 


Mid 


High 


Low 


40970 



6.2.3.2 Test frequencies for CA signalling test 

Test frequencies for CA signalling testing are specified in tables 6.2.3.2-1 for CA Intra-Band contiguous case; and table 
6.2.3.2-2 for CA Inter-band case. 

NOTE: Alternative test frequencies for additional channel bandwidth combinations may need to be specified 

when new CA configurations or CA Bandwidth Combination Sets are introduced in TS 36.101 subclause 
5.6A. 

For CA Intra-Band contiguous scenarios then fl is used for the PCell and f2 and G are used for the SCells. 
For CA Inter-Band scenarios then fl is used for the PCell and f5 and f6 are used for the SCells. 



Table 6.2.3.2-1 : Test frequencies for E-UTRA PCell and SCell for CA contiguous Intra-band operation 



E-UTRA CA 
Configuration 


Bandwidth 
[MHz] 


CC 

Combination 

/ Nrb agg 


Test 
Frequency 


CC Nrb 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MH; 


CA_1C 


60 


100 + 100 


f1 


PCC 100 


18300 


1950 


300 


2140 


f2 


SCC 1 00 


18498 


1969.8 


498 


2159.8 


f3 


SCC 1 00 


18102 


1930.2 


102 


2120.2 


CA_40C 


100 


100 + 100 


f1 


PCC 100 j 


39050 


2340 


39050 


2340 


f2 


SCC 1 00 


39248 


2359.8 


39248 


2359.8 


f3 


SCC 1 00 


38852 


2320,2 


38852 


2320,2 


Table 6.2.3.2-2: Test frequencies PCell and SCell for CA Inter-band operation 


E-UTRA CA 
Configuration 


Bandwidth 
carrier 1 + 
carrier 2 
[MHz+MHz] 


CC 

Combination 

/ NRB agg 


Test 
Frequency 


CC Nrb 


Nul 


Frequency of 
Uplink [MHz] 


N DL 


Frequency of 
Downlink [MH; 


CAJA-5A 


60+25 


50 + 50 


f1 


PCC 50 


18300 


1950 


300 


2140 


f5 


SCC 50 


20450 


829 


2450 


874 


f6 


SCC 50 


20600 


844 


2600 


889 
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6.3 Reference system configurations 

The reference system configurations specified in this subclause apply to all Signalling test cases defined in TS 36.523-1 
[18] unless otherwise specified, in addition to the common reference system configurations specified in subclause 4.4 of 
this specification. 

For Signalling testing, MIMO (Multiple Input Multiple Output) is not applied for all cell configurations regardless of 
UE MIMO functionality. Only one SS Tx antenna is used. 

One or two UE antennas are used for all signalling test cases. (*1) 

(*1) Two UE antennas configuration is possible for UE diversity case. 

6.3.1 Default parameter specific for simulated cells 

Default parameters specific for simulated cells are specified in this subclause. 

6.3.1 .1 Intra-frequency neighbouring cell list in SIB4 for E-UTRA cells 

Intra-frequency neighbouring cell list for signalling test cases is defined in table 6.3.1.1-1. This table is referred to in the 
default contents of IE intraFreqNeighbouringCellList in SystemInformationBlockType4 defined in table 4.4.3.3-3. 



Table 6.3.1.1-1: Intra-frequency neighbouring cell lists for E-UTRA cells 



cell ID 


Test 
Frequency 


intra-frequency neighbouring cell list 


number of 
entries 


physCellld[n 




q-OffsetCell [ri] 


1 


2 


3 


1 


2 


3 


Cell 1 


f1 


3 


Cell 2 


Cell 4 


Cell 1 1 


dBO 


dBO 


dBO 


Cell 2 


f1 


3 


Cell 1 


Cell 4 


Cell 11 


dBO 


dBO 


dBO 


Cell 4 


f1 


3 


Cell 1 


Cell 2 


Cell 1 1 


dBO 


dBO 


dBO 


Cell 11 


f1 


3 


Cell 1 


Cell 2 


Cell 4 


dBO 


dBO 


dBO 


Cell 3 


f2 


1 


Cell 23 






dBO 






Cell 23 


f2 


1 


Cell 3 






dBO 







NOTE: The intra-frequency E-UTRA neighbouring cell list for signalling NAS test cases when cells are on same 
PLMN is defined in table 6.3.2.3.1-1. 

6.3.1 .2 Inter-frequency carrier frequency list in SIB5 for E-UTRA cells 

Inter-frequency E-UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.2-1. This table is 
referred to in the default contents of IE interFreqCarrierFreqList in SystemInformationBlockType5 defined in table 
4.4.3.3-4. 
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Table 6.3.1.2-1 : Inter-frequency carrier frequency lists for E-UTRA cells 



__ir i r\ 

cell ID 


Test 


interFreqCarrierFreqList 




Frequency 


number of 


dl-CarrierFreq 


r nl 






entries 


1 


2 


3 


Cell 1 


f1 


3 


f2 


f3 


f5 


Cell 2 












Cell 4 












Cell 11 












Cell 3 


f2 


3 


f1 


f3 


f5 


Cell 23 












Cell 6 


f3 


3 


f1 


f2 


f5 


Cell 10 


f5 


3 


f1 


f2 


f3 



Note 1 : The inter-frequency E-UTRA carrier frequency list for signalling 
NAS test cases when cells are on same PLMN is defined in 
table 6.3.2.3.2-1. 



Note 2: Depending on the Band under test, f3 may not be applicable. 
Note 3: In case of Test frequency f1 , f2 and f3, dl-CarrierFreq f5 as part 

of inter-frequency list is applicable only in case of multi-band 

scenarios. 

Note 4: In case of Test frequency f5, dl-CarrierFreq f1 as part of inter- 
frequency list is applicable only in case of multi-band scenarios. 

In the case of dual mode multi-cell network scenarios as defined in subclause 4.4.1.3, inter-frequency E-UTRA carrier 
frequency list for signalling test cases is defined in table 6.3.1.2-2. 

Table 6.3.1.2-2: Inter-frequency carrier frequency lists for E-UTRA cells in dual mode scenario 



cell ID 


Test 
Frequency 


interFreqCarrierFreqList 


number of 
entries 


dl-CarrierFreq 


In] 


1 


2 


3 


Cell 1 
Cell 2 
Cell 4 


f1 


3 


f2 


f5 


f6 


Cell 3 


f2 


3 


f1 


f5 


f6 


Cell 10, 
Cell 30, 
Cell 31 


f5 


3 


f1 


f2 


f6 


Cell 28, 
Cell 29 


f6 


3 


f1 


f2 


f5 



6.3.1 .3 UTRA carrier frequency list in SIB6 for E-UTRA cells 

UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.3-1. This table is referred to in the default 
contents of IE carrierFreqListUTRA-FDD and carrierFreqListUTRA-TDD in SystemInformationBlockType6 defined in 
table 4.4.3.3-5. 

Table 6.3.1.3-1 : UTRA carrier frequency lists for E-UTRA cells 



interFreqCarrierFreqList 


number of 
entries 


carrierFreqfn] 


1 


L 2 


3 


3 


f8 


f9 


f10 


Note: Band VI has two entries. 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 326 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Table 6.3.1.3-2: Mapping of UTRA cell with TS 34.108 [5] 



UTRA cell 


Frequency 


UTRA cell in TS 
34.108, clause 6.1 


UTRA frequency in 
TS 34.108 


Cell 5 


f8 


Cell 1 


High 


Cell 7 


f8 


Cell 2 


High 


Cell 8 


f9 


Cell 4 


Mid (Note 2) 


Cell 9 


f10 


Cell 7 


Low 


Note 1 : 
Note 2: 


The following simultaneous co-existences in the test are not 
allowed: 

- cells on f 1 (eUTRA cell 1 , cell 2, cell 4, cell 1 1 ) and f9 (UTRA 
cell 8); 

- cells on f2 (eUTRA cell 3, cell 1 2, cell 23) and f8 (UTRA cell 5, 
cell 7); 

- cells on f3 (eUTRA cell 6, Cell 13) and f10 (UTRA cell 9). 

On UTRA Band VI, the Low range test frequency is applied to f9 for 
Cell 8. 



6.3.1 .4 GERAN carrier frequency group list in SIB7 for E-UTRA cells 

GERAN carrier frequency group list for signalling test cases is defined in table 6.3.1.4-1. This table is referred to in the 
default contents of IE carrierFreqsInfoList in SystemInformationBlockType7 defined in table 4.4.3.3-6. 



Table 6.3.1.4-1 : GERAN carrier frequency group list for E-UTRA cells 



carrierFreqsInfoList 


number of 


index 


carrierFreqs[n] 


entries 


(") 


startingARFCN[n] 


explicitListOfARFCNs[n] 








number of entries 


ARFCN-ValueGERAN 


1 


1 


f11 


2 


f12, f13 



Table 6.3.1.4-2: Mapping of GERAN cells with TS 51.010-1 [25] 



GERAN cell 


Frequency 


GERAN cell in TS 51 .010-1 , clause 40 


Cell 24 


f11 


Cell A 


Cell 25 


f12 


Cell D 


Cell 26 


f13 


Cell B 



NOTE 2: Unless otherwise stated, GERAN cells 24/25/26 take the default values of GERAN cells A/B/D as 
defined in TS 51.010 clause 40. 

6.3.1 .5 CDMA2000 HRPD carrier frequency list in SIB8 for E-UTRA cells 

CDMA2000 HRPD carrier frequency list for signalling test cases is defined in table 6.3.1.5-1. This table is referred to in 
the default contents of IE cellReselectionParametersHRPD in SystemInformationBlockTyp8 defined in table 4.4.3.3-7. 



Table 6.3.1.5-1 : CDMA2000 HRPD carrier frequency list for E-UTRA cells 



neighCellsPerFreqList 


number of 


index 


arfcn[n] 


physCellldListfn] 


entries 


(") 




number of 
entries 


index 


PhysCellldCDMA2000 


3 


1 


f14 


2 


1 


Cell 15 










2 


Cell 16 




2 


f15 


1 


1 


Cell 17 




3 


f16 


1 


1 


Cell 18 
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6.3.1 .6 CDMA2000 1 xRTT carrier frequency list in SIB8 for E-UTRA cells 

CDMA2000 lxRTT carrier frequency list for signalling test cases is defined in table 6.3.1.6-1. This table is referred to 
in the default contents of IE cellReselectionParameterslXRTT in SystemInformationBlockTyp8 defined in table 4.4.3.3- 
7. 



Table 6.3.1.6-1 : CDMA2000 1xRTT carrier frequency list for E-UTRA cells 



neighCellsPerFreqList 


number of 


index 


arfcn[n] 


physCellldList[n] 


entries 


(n) 




number of 
entries 


index 


PhysCellldCDMA2000 


3 


1 


f17 


2 


1 


Cell 19 










2 


Cell 20 




2 


f18 


1 


1 


Cell 21 




3 


f19 


1 


1 


Cell 22 



6.3.1 .7 E-UTRA carrier frequency list in SIB1 9 for UTRA cells 

E-UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.7-1. This table is referred to in the 
default contents of IE eutra-FrequencyAndPrioritylnfoList in System Information Block type 19 defined in table 
4.4.4.1-1. 



Table 6.3.1.7-1 : E-UTRA carrier frequency list for UTRA cells 



eutra-FrequencyAndPrioritylnfoList 


number of 
entries 


earfcn[n] 


1 


2 


3 


4 




4 


f1 


f2 


f3 


f4 




Note: Depending on the Band under test, f2, f3 and f4 may not be applicable. 



6.3.2 Default configurations for NAS test cases 

The default configurations specified in this subclause apply only to NAS test cases. They apply to all NAS test cases 
unless otherwise specified. 

6.3.2.1 Simulated network scenarios for NAS test cases 

Simulated network scenarios for NAS test cases to be tested are specified in the pre-test conditions of each individual 
test case. 

NOTE: The number of cells specified does not necessarily correspond to the maximum number of resources to be 
configured simultaneously in test equipment. Please refer to Table 6.1-1 for such information. 

Any combination is allowed with the following restrictions: 

- Cell E should not be used if Cell G or Cell H is used, otherwise two different PLMNs will be operated on the 
same frequency 

a maximum 3 cells on the same frequency can be used, i.e. only 3 cells out of cells A, B, C, D and M may be 
used simultaneously in each individual test case when cells in the test case are in different PLMNs (refer to 
Table 6.3.2.2-3). 

6.3.2.2 Simulated NAS cells 

Simulated NAS cells and default parameters are specified in table 6.3.2.2-1. 

Unless otherwise specified, the default parameters specified in section 4 also apply to all NAS cells. 
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Table 6.3.2.2-1 : Default parameters for simulated NAS cells 



NAS cell 
ID 



TA# 



Tracking Area 



PLMN 



MCC MNC 



TAC 



TA# list 
(Notel) 



GUTI (Note 2) 



MME Identifier 



MME Group ID 



MME Code 



M-TMSI 



Cell A 



Cell B 



Cell C 



Cell D 



Cell E 



Cell F 



Cell G 



Cell H 



Cell I 



Cell J 



Cell K 



Cell L 



Cell M 



TAI-1 



(Note 3) 



TAI-1 



32769 



TAI-2 



(Note 3) 



TAI-2 



32770 



TAI-3 



(Note 3) 



TAI-3 



32771 



TAI-4 



(Note 3) 



TAI-4 



32772 



TAI-1 2 



002 



101 



TAI-1 2 



32777 



TAI-7 



(Note 4) 02 



TAI-8 



(Note 4) 



TAI-9 



002 



TAI-1 



003 



TAI-9 



002 



TAI-1 1 



002 



TAI-7 



32775 



02 



TAI-8 



32776 



101 



TAI-9 



32777 



101 



TAI-1 



32778 



101 



TAI-9 



32777 



101 



TAI-1 1 



32779 



TAI-1 



(Note 3) 



1 



TAI-1 



32769 



Arbitrarily 
selected 
according to 
TS 23.003 
subclause 2.8 
[2]. 



Note 1 : 



Note 2: 



Note 3: 

Note 4: 
Note 5: 



The value(s) in the column TA# list indicates TAI(s) included in the response messages of the registration 
procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the 
registration procedure on a corresponding cell. 

The value in the column GUTI indicates GUTI included in the response messages of the registration 
procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the 
registration procedure on a corresponding cell. 

Set to the same Mobile Country Code and Mobile Network Code stored in EFimsi on the test USIM card 
(subclause 4.9.3). 

Set to the same Mobile Country Code stored in EFimsi on the test USIM card (subclause 4.9.3). 

Cell A is a serving cell and the other cells are suitable neighbour cells. The definitions are specified in 

subclause 6.2.2.1. 



Table 6.3.2.2-2: Default cell identifiers for simulated NAS cells when cells are in same PLMN 



NAS 


Frequency 


E-UTRAN Cell Identifier 


Physical 


rootSequencelndex 


rootSequencelndex 


cell ID 




eNB Identifier 


Cell 


layer cell 


FDD 


TDD 








Identity 


identity 






Cell A 


f1 


'0000 0000 0000 


'0000 


1 


22 









0001 0001 'B 


0001 'B 








Cell B 


f1 


'0000 0000 0000 


'0000 


2 


86 


8 






0001 0001 'B 


001 0'B 








Cell C 


f2 


'0000 0000 0000 


'0000 


3 


22 









0001 001 0'B 


001 1'B 








Cell D 


f1 


'0000 0000 0000 


'0000 


4 


150 


16 






0001 0001 'B 


0100'B 








Cell E 


NA 


NA 


NA 


NA 


NA 


NA 


Cell F 


NA 


NA 


NA 


NA 


NA 


NA 


Cell G 


NA 


NA 


NA 


NA 


NA 


NA 


Cell H 


NA 


NA 


NA 


NA 


NA 


NA 


Cell I 


NA 


NA 


NA 


NA 


NA 


NA 


Cell J 


NA 


NA 


NA 


NA 


NA 


NA 


Cell M 


f2 


'0000 0000 0000 


'0001 


17 


86 


8 






0010 0001 'B 


0001 'B 
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Table 6.3.2.2-3: Default cell identifiers for simulated NAS cells when cells are in different PLMNs 



MAO mII 

nas cell 
ID 


PLMN 


Frequency 


E-UTRAN Cell Identifier 


Physical 
layer cell 
identity 


rootSeque 
ncelndex 

rUU 


rootSeque 
ncelndex 

1 UU 


eNB Identifier 


Cell 
Identity 


Cell A 


MCC/MNC= 

ft A /"»/"» /ft A ft. 1 In 1 1 O 1 ft A 

MCC/MNC in USIM 


f1 


'0000 0000 0000 
0010 0001 B 


'0000 
0001 'B 


1 


22 





Cell B 


ft A /ft A ft. 1 f> 

MCC/MNG= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 
0010 0001 B 


'0000 
001 0'B 


2 


86 


8 


Cell C 


ft A /ft A ft. 1 

MCC/MNG= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 
0010 0001 B 


'0000 
001 1 'B 


3 


1 50 


16 


Cell D 


i\ /i p p /ft a ft. i f> 

MCC/MNG= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 
0010 0001 B 


'0000 
0100'B 


4 


214 


24 


Cell E 
(Note 2) 


ft A /~\ /~\ AAA 

MGG=002 
MNC=101 


f2 


'0000 0000 0000 
001 1 0101 B 


'0001 
01 1 1'B 


23 


22 





Cell F 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


CellG 

/ ft. I 4- 0\ 

(Note 2) 


MCC = MCC in USIM 

ft A N IP AO 

MNO=02 


f2 


'0000 0000 0000 
0010 001 0'B 


'0000 
1 011 'B 


11 


86 


8 


Cell H 

/ ft. I 4- 0\ 

(Note 2) 


MCC= MCC in USIM 

ft A N IP AO 

MNO=02 


f2 


'0000 0000 0000 
0010 001 0'B 


'0000 
1 1 00'B 


12 


150 


16 


Cell I 


MCC=002 

ft H \ 1 /-\ W A H 

MNO=101 


f3 (Note 1) 


'0000 0000 0000 
0010 0011 'B 


'0000 
1 1 01 'B 


13 


22 





Cell J 


MCC=003 
MNC=101 


f4 (Note 1) 


'0000 0000 0000 
0010 0100'B 


'0000 
1 1 1 0'B 


14 


22 





Cell K 


MCC=002 
MNC=101 


f3 (Note 1) 


'0000 0000 0000 
0010 0011 'B 


'0000 
1 1 1 1 'B 


15 


86 


8 


Cell L 


MCC=002 
MNC=101 


f3 (Note 1) 


'0000 0000 0000 
0010 0011 'B 


'0001 
OOOO'B 


16 


150 


16 


Cell M 


MCC/MNC= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 
0010 0001 'B 


'0001 
0001 'B 


17 


278 


32 


Note 1 : The test frequency f3 or f4 is allocated to the cell if f1 and f2 are already allocated to the cells in the test. 
Otherwise, f1 or f2 is allocated, instead. 



6.3.2.3 Broadcast system information 

6.3.2.3.1 Intra-frequency neighbouring cell list in SIB4 for E-UTRA NAS cells 

Intra-frequency neighbouring cell list of the same PLMN for the NAS signalling test is defined in table 6.3.2.3.1-1 
when SIB4 to be broadcast. 



Table 6.3.2.3.1-1 : Intra-freq. lists in SIB4 for NAS test cases (same PLMN) 



NAS cell ID 


Test 


Intra-frequency neighbouring cell list 




Frequency 


number of 


physCellld[n] 






entries 


1 


2 


Cell A 


f1 


2 


Cell B 


Cell D 


Cell B 


f1 


2 


Cell A 


Cell D 


Cell D 


f1 


2 


Cell A 


Cell B 


Cell C 


f2 


1 


Cell M 


N/A 


Cell M 


f2 


1 


Cell C 


N/A 



6.3.2.3.2 Inter-frequency carrier frequency list in SIB5 for E-UTRA NAS cells 

Inter-frequency neighbouring carrier and cell lists for NAS signalling test cases are defined in table 6.3.2.3.2-1 for same 
PLMN and table 6.3.2.3.2-2 for different PLMN. 
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Table 6.3.2.3.2-1 : Inter-freq. lists in SIB5 for NAS test cases (same PLMN) 



NAS cell ID 


Test 


interFreqCarrierFreqList 




Frequency 


number of 


dl-CarrierFreq[n] 






entries 


1 


2 


Cell A 


f1 


1 


f2 


NA 


Cell B 










Cell D 










CellC 


f2 


1 


f1 


NA 


Cell M 










NOTE: Operating on Band 13, SIB5 is not broadcast. 



Table 6.3.2.3.2-2: Inter-freq. lists in SIB5 for NAS test cases (different PLMN) 



NAS cell ID 


Test Frequency 


interFreqCarrierFreqList 


Condition 


number of 
entries 


dl-CarrierFreq[n] 


1 


2 


Cell A 
Cell B 
Cell C 
Cell D 
Cell M 


f1 





NA 


NA 




CellG 
Cell H 


f2 





NA 


NA 




Cell I 
Cell K 
Cell L 


f3 





NA 


NA 


E-NOT-CONF 


1 


f2 


E-CONF 


Cell J 


f4 





NA 


NA 




Cell E 


f2 


1 


f3 


NA 





Condition 


Explanation 


E-NOT-CONF 


cell E is not configured in the test 


E-CONF 


cell E is configured in the test 



6.3.3 Cell configurations 

For the purpose of test not involving Carrier Aggregation, three types of SS cell configurations are defined, full (Active) 
cell configuration, broadcast only cell configuration and minimum uplink cell configuration. 

The abovementioned configurations can also be used in Carrier Aggregation test cases, either for PCells or SCells. 
However another configuration, the virtual cell configuration, can additionally be used for an SCell that is not active. 

6.3.3.1 Full cell configuration 

Full cell configuration is also called active cell configuration. The cell configuration, in minimum, has all defined DL 
and UL physical channels configured, i.e. 

in DL: PBCH, PCFICH, PDCCH, PDSCH, PHICH, 

in UL: PRACH, PUCCH, PUSCH. 

The DL and UL Reference and synchronization (both primary and secondary) signals are also configured. 

6.3.3.2 Minimum uplink cell configuration 

In this cell configuration, 

in DL: physical channels capable of transmission, i.e. PBCH, PCFICH, PDCCH, PDSCH are configured; 
DL physical reference and synchronization (both primary and secondary) signals are also configured. 
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In UL: PRACH is configured. SS shall report any detection of PRACH preambles, in order to assign test verdicts. 
Decoding the preambles is not required. 

6.3.3.3 Broadcast only cell configuration 

In this cell configuration, 

in DL: physical channels capable of transmission, i.e. PBCH, PCFICH, PDCCH, PDSCH are configured; 
DL physical reference and synchronization (both primary and secondary) signals are also configured, 
in UL: no physical resources are configured, neither channels, nor signals. 

6.3.3.3A Virtual cell configuration 

In this cell configuration, 

in DL: no physical resources are configured, neither channels, nor signals; 
in UL: no physical resources are configured, neither channels, nor signals. 

6.3.3.4 Application of different cell configurations 

By default, the cells specified in 36.523-1 are defined with the full cell configuration, unless it is explicitly specified as 
either the broadcast only, minimum uplink, or virtual cell configuration. The full cell configuration is suitable for UE to 
start camping, establish RRC connection or hand over from another active cell. 

The broadcast only cells identified as 'DL only' can be applied in some RRC measurement test cases to those neighbour 
cells which UE shall not camp on during the test case execution. 

The capability of a minimum uplink cell is much weaker than a full cell, but stronger than a broadcast only cell in UL. 
This cell configuration identified as 'min UL' can be applied in the idle mode test cases to those neighbour cells which 
a conformant UE shall not camp on during the test case execution. 

The virtual cell configuration can only be used in Carrier Aggregation test cases as an SCell which is not active, i.e. the 
UE has it configured via RRC signalling but does not need to send or receive anything in this SCell. 

If a cell configuration is specified in a test case it shall remain unchanged throughout the test case specification. In 
addition, there shall not be any requirement in the test specification or test implementation for a cell reconfiguration 
from one of the above configurations to the other. 

For the UE conformance test, the broadcast only cell configuration can be replaced and implemented with the 
minimum uplink or full cell configurations. The minimum uplink cell configuration can also be implemented with the 
full cell configuration. The replacements in the implementation have no impact on the test purposes and the test 
requirements. The implementation guidelines are referred to 36.523-3. 

6.3.4 SCell configurations 

For the purpose of System Simulator resource management for Carrier Aggregation testing the following types of SCell 
configurations are defined: 

- Active SCell: A cell that becomes an SCell at any point of time during the test case and which, while being an 
SCell, is activated . 

- Inactive SCell: A cell that becomes an SCell at any point of time during the test case, but is never activated while 
being an SCell. 

SCell activation is defined as sending an Activation/Deactivation MAC Control Element (ref. 36.321 cl. 6.1.3.8) to the 
UE to activate the SCell. 

The SCell type does not depend on what the cell is used for in the test case while not being an SCell, and does not 
directly relate to the cell type specified in section 6.3.3. In particular an Inactive SCell can still be used as full cell or 
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broadcast only cell (e.g. for measurements to be performed on such a cell), and may be used for UE dedicated traffic 
while not acting as an SCell. 

Also note that an Active SCell will not become an Inactive SCell if the SCell is deactivated via Activation/Deactivation 
MAC Control Element or after the sCellDeactivationTimer timer expires. 



6.4 Generic procedures 

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.523-1 
[18] in addition to the states already specified in clause 4.5 of this specification. 



6.4.1 Initial UE states and setup procedures 
6.4.1 .1 Initial UE states and setup procedures 



State 3 
Generic RB 
Established 



State 5 
Dedicated RB 
established 



I 



State 6 
Loopback 
Activated 



Figure 6.4.1.1-1: Initial UE states 



In order that the UE can set up a call or session in E-UTRAN, there are a number of setup procedures to be undertaken 
in a hierarchical sequence to move between known states. The sequences are shown in figure 6.4.1.1-1 and the status of 
the relevant protocols in the UE in the different states are given in table 6.4.1.1-1. State 3 is defined in clause 4.5.1. 



Table 6.4.1.1-1 : Protocol state for each initial UE state 





RRC 


ECM 


EMM 


ESM 


State 5 


Dedicated RB 
established 


RRC_CONNECTED 


ECMCONNECTED 


EMM-REGISTERED 


1 default EPS bearer 
context active 
N dedicated EPS 
bearer context(s) 
active 


State 6 


Loopback Activated 


RRC_CONNECTED 


ECM_CONNECTED 


EMM-REGISTERED 


1 default EPS bearer 
context active 
N dedicated EPS 
bearer context(s) 
active 



6.4.1 .2 Dedicated Bearer Establishment (to state 5) 
6.4.1.2.1 Initial conditions 

System Simulator: 
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Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless 
otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Generic RB established (State 3). 

6.4.1 .2.2 Definition of system information messages 

The default system information messages are used. 

6.4.1.2.3 Procedure 

The establishment of dedicated radio bearer connection is assumed to always be mobile terminated. 



Table 6.4.1.2.3-1 : Procedure for dedicated bearer establishment 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The SS configures new data radio bearer(s) 
and the associated dedicated EPS bearer 
context(s). 


<-- 


RRC: RRCConnectionReconfiguration 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST 


2 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of the 
new data radio bearer(s), associated with the 
dedicated EPS bearer context(s) in the NAS 
message. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


3 


The UE transmits an ACTIVATE DEDICATED 
EPS BEARER CONTEXT ACCEPT message. 


— > 


NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 



6.4.1 .2.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 

6.4.1 .3 Loopback Activation (to state 6) 

Editor's Note: This section will be completed when message for loopback activation is defined in TS 36.509. The 
table below is just an example and should be aligned with TS 36.509. 

6.4.1.3.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Dedicated Radio Bearer Established (State 5). 

6.4.1 .3.2 Definition of system information messages 

The default system information messages are used. 
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6.4.1.3.3 Procedure 



Table 6.4.1.3.3-1 : Procedure for loopback activation 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The SS transmits an ACTIVATE RB TEST 
MODE message to activate UE radio bearer 
test mode procedure. 


<— 


RRC: DLInformationTransfer 
TC: ACTIVATE RB TEST MODE 


2 


The UE transmits an ACTIVATE RB TEST 
MODE COMPLETE message. 


— > 


RRC: ULInformationTransfer 
TC: ACTIVATE RB TEST MODE 
COMPLETE 


3 


The SS transmits a CLOSE UE TEST LOOP 
message to enter the UE test loop mode. 


<-- 


RRC: DLInformationTransfer 
TC: CLOSE UE TEST LOOP 


4 


The UE transmits a CLOSE UE TEST LOOP 
COMPLETE message to confirm that loopback 
entities for the radio bearer(s) have been 
created and loop back is activated (State 6). 


— > 


RRC: ULInformationTransfer 
TC: CLOSE UE TEST LOOP 
COMPLETE 



6.4.1 .3.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A. 

6.4.2 Test procedures 

6.4.2.1 Introduction 

This section defines test procedures which can be used within test procedure sequences for test steps where checking 
the UE state is needed. 

For each test procedure, 

- at the start of the test procedure, 

the System Simulator condition and the value of system information messages are the ones applicable in the 
test case referring to this test procedure, as they are after the execution of the test step immediately preceding 
the test step where the test procedure is used; 

- the initial UE condition is one indicated in the test case referring to this procedure, as it is after the execution 
of the test step immediately preceding the test step where the test procedure is used. 

- at the end of the test procedure, 

- the System Simulator condition after the test procedure execution is complete is the same as before it is 
started (this should not be changed by the test procedure). 

6.4.2.2 Test procedure to check RRCJDLE state 

This procedure aims at checking whether the UE is in RRCJDLE on a certain cell of a test case or not. 
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Table 6.4.2.2-1 : Test procedure sequence 



St 


Procedure 




Message Sequence 


TP 


verdict 








U - S 


Message/PDU/SDU 









The SS waits 1 second. 










1 


The SS sends RRC Paging message with UE 
S-TMSI on the cell(s) specified in the test 
case. 


<- 


RRC: Paging (PCCH) 






2 


Check: Does the UE send an 
RRCConnectionRequest message on the cell 
specified in the test case ? 


— > 


RRC: RRCConnectionRequest 




P 


3 


The SS transmits a RRCConnectionSetup 
message 


<— 


RRC: RRCConnectionSetup 






4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and to initiate the 
session management procedure by including 
the SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetup 
Complete 

NAS: SERVICE REQUEST 






5 - 6 


Void 










7 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 


- 


- 


8 


The UE transmits a SecurityModeComplete 
message. 


— > 


RRC: SecurityModeComplete 




- 


9 


The SS transmits a 

RRCConnectionReconfiguration message to 
establish the default bearer with condition 
SRB2-DRB(1 , 0) according to 4.8.2.2.1 .1 , 


<— 


RRC: 

RRCConnectionReconfiguration 




- 


10 


The UE transmits an 

RRCConnectionReconfiguration complete 
message. 


--> 


RRC: 

RRCConnectionReconfigurationC 
omplete 




- 


11 


The SS release the RRC connection. 


<- 


RRC: RRCConnectionRelease 






6.4.2.3 Test procedure to check RRC_CONNECTED state 






Table 6.4.2.3-1 : 


Test procedure sequence 




St 


Procedure 




Message Sequence 


TP 


Verdict 








U-S 


Message/PDU/SDU 






1 


The SS sends UECapabilityEnquiry message 
to the UE. 


<- 


UECapabilityEnquiry 






2 


Check: Does the UE send a 
UECapabilitylnformation message? 


— > 


UECapabilitylnformation 




P 



6.4.2.4 Test procedure Paging (for NAS testing) 

This procedure aims at checking whether the UE is in registered with a certain S-TMSI. 

For the PS domain this procedure is identical to the procedure in 6.4.2.2 except that the S-TMSI as indicated in step 1 is 
the one explicitly specified in the test step calling this procedure. 

For the CS domain the test procedure is FFS (i.e. it shall be avoided to make use of CS paging in the test case design). 

6.4.2.5 Test procedure for no response to paging (for NAS testing) 

This procedure aims at checking that the UE ignores paging messages with a specified identity. 
The procedure is defined in table 6.4.2.5-1. 
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Table 6.4.2.5-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U - S 


Message 





The SS waits 1 second. 










1 


The SS transmits a paging message using the 
UE identity and the CN domain which are both 
specified in the referring test step, and on the 
cell which is specified in the referring test step. 


<-- 


Paging 






2 


Check: Does the UE send an 
RRCConnectionRequest message on the cell 
where the paging was transmitted within the 
next 3s? 


— > 


RRCConnectionRequest 




F 



6.4.2.6 Test procedure to check that a dedicated EPS bearer context is active (for 
NAS testing) 

This procedure aims at checking that a dedicated EPS bearer context is active. 
The procedure is defined in table 6.4.2.6-1. 

Table 6.4.2.6-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS modifies existing data radio bearer(s) 
and the associated EPS bearer context(s) with 
Bearer QoS update. 


<-- 


RRC: 

RRCConnectionReconfiguration 
NAS: MODIFY EPS BEARER 
CONTEXT REQUEST 






2 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the modification of the 
existing data radio bearer(s), associated with 
the EPS bearer context(s) in the NAS 
message. 


— > 


RRC: 

RRCConnectionReconfigurationC 
omplete 






3 


Check: Does the UE transmit a MODIFY EPS 
BEARER CONTEXT ACCEPT message? 


— > 


RRC: ULInformationTransfer 
NAS: MODIFY EPS BEARER 
CONTEXT ACCEPT 




P 



6.4.2.7 Test procedure to check that UE is camped on a new E-UTRAN cell 

This procedure aims at checking whether the UE is camping on a new E-UTRAN cell with different TAI of a test case 
or not. 

The procedure is defined in table 6.4.2.7-1. 
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Table 6.4.2.7-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an RRCConnectionRequest 
message on the cell specified in the test case. 


--> 


RRC: RRCConnectionRequest 






2 


SS transmit an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 






3 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 

A i — \ 1 — A 1 1 l~» W~ \ A — n I — /~\ 1 1 1 — t~i~W~ J. J. 

AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


— > 


RRC: 

RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 






4 


SS responds with TRACKING AREA UPDATE 
ACCEPT message. 


<-- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 






5 


Check: Does the UE send a TRACKING AREA 
UPDATE COMPLETE on the cell specified in 
the test case? 


— > 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 




P 


6 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<— 


RRC: RRCConnectionRelease 







NOTE 1: The periodic tracking area updating timer T3412 is deactivated by default during the attach procedure (TS 
36.508 clause 4.7.2). 

NOTE 2: The SS does not initiate authentication and NAS SECURITY MODE COMMAND are not performed 
(reuse of keys allocated during the attach procedure). 

6.4.2.7A Test procedure to check that UE is camped on E-UTRAN cell upon mobility 
from another RAT 

This procedure aims at checking whether the UE is camping on a E-UTRAN cell upon mobility from another RAT after 
Inter RAT reselection. 

The procedure if PDP context was established before inter RAT reselection, is defined in table 6.4.2.7A-1. 
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Table 6.4.2.7A-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a RRCConnectionRequest 
message on the cell specified in the test case. 


--> 


RRC: RRCConnectionRequest 






2 


SS transmit an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 






3 


The UE transmits a 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 

A i — \ 1 — A 1 1 l~» W~ \ A — n I — /~\ 1 1 1 — t~i~W~ J. J. 

AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


— > 


RRC: 

RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 






4 


The SS transmits a NAS SECURITY MODE 
COMMAND message to activate NAS security 
(mapped security context) (Note 1). 


<-- 


RRC: DLInformationTransfer 
NAS: SECURITY MODE 

/~\ /~V H A ft A A n i r~v 

COMMAND 






5 


Tl III — J. "J. LI > n m — /~\ 1 1 I — * 1 — I— \ / H v 1— v 1 — 

The UE transmits a NAS SECURITY MODE 
COMPLETE message and establishes the 
initial security configuration. 


— > 


RRC: ULInformationTransfer 
NAS: SECURITY MODE 
COMPLETE 






6 


rin i ■ i.i Tn a /~\ i ✓ i k i a i — * i — a i in r~v a — ■— i — 

SS responds with TRACKING AREA UPDATE 
ACCEPT message. 


<-- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 






7 


Check: Does the UE send a TRACKING AREA 
UPDATE COMPLETE on the cell specified in 
the test case? 


— > 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 




P 


8 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<-- 


RRC: RRCConnectionRelease 






Note 1 : Step 4 and 5 are executed only when UE and SS does not have a native security context. 



The procedure if PDP context was not established before inter RAT reselection, is defined in table 6.4.2.7A-2. 
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Table 6.4.2.7A-2: Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 




EXCEPTION: For Rel-8 and Rel-9 steps 1 to 6 
are optional and depend on UE 
implementation. A Rel-10 UE directly starts 
attach procedure from step 6. 










1 


The UE transmits a RRCConnectionRequest 
message on the cell specified in the test case. 


— > 


RRC: RRCConnectionRequest 


_ 


_ 


2 


SS transmit an RRCConnectionSetup 
message. 


<— 


RRC: RRCConnectionSetup 






3 


The UE transmits a 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 

A i — \ 1 — A 1 1 l~» W~ \ A — n I — /~\ 1 1 I — t~\~W~ J. J. 

AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


— > 


RRC: 

RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 


- 


- 


4 


The SS transmits a TRACKING AREA 
UPDATE REJECT message with cause #40 
(No EPS bearer context activated) to force 
attach the UE 


<— 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
REJECT 








EXCEPTION: Step 5 describes the behaviour 
that depends on UE behaviour (Note 1). 










5 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to HKO lULt. 


<— 


RRC: RRCConnectionRelease 


- 


- 




EXCEPTION: Step 6 describes a behaviour 
which depends on the UE capability 










6 


IF NOT pc_Auto_PDN_Connectivity, the user 
initiates an attach by MMI or by AT command. 
(Note 2) 










7- 
22 


Steps 2 to 17 of the generic UE Registration 
procedure (4.5 .2.3-1) are executed to 
successfully complete the Attach procedure. 










Note 1 : SS waits for 1 second to receive the Attach Request on the existing RRC Connection. In case Attach 

Request is not received within 1 second, existing RRC Connection is released. 
Note 2: The request is assumed to be triggered by AT command AT+CGDCONT=1 ,"IP" followed by AT+CGACT=1 
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6.4.2.7A.1 Specific message contents 



Table 6.4.2.7A.1-1 : TRACKING AREA UPDATE REQUEST (Step 3, table 6.4.2.7A-1, 6.4.2.7 A-2) 



Derivation Path: 36.508 clause 4.7.2 


Information Element 


Value/remark 


Comment 


Condition 


EPS update type 








EPS update type Value 


'000'B 


TA updating 


TA only 


'001 'B 


Combined TA/LA 
updating 


No_LAU_Co 
mbinedRAU 
GERAN U 
TRA 


'010'B 


Combined TA/LA 
updating with IMSI 
attach 


LAU Combi 
nedRAU G 
ERAN UTR 
A 


"Active" flag 


Any allowed value 






NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier of the UE 






TSC 


'0'B 


native security 
context (for 
KSUsme) 


Native_Secu 
irty_Context 


TB 


mapped security 
context (for 
KSIsgsn) 


Mapped_Se 
cuirty_Conte 
xt 


GPRS ciphering key sequence number 


Not present or any 
allowed value 






Old P-TMSI signature 


Any allowed value 






Additional GUTI 


Not present or any 
allowed value 






NonceuE 


Not present or any 
allowed value 






UE radio capability information update needed 


Not present or any 
allowed value 






EPS bearer context status 


Not present or (octet 3 = 
'00100000'B and octet 4 
= 'OOOOOOOO'B) 




Bearer_Esta 
blished 


Not present or (octet 3 = 
'00000000'B and octet 4 
= '00000000'B) 




No_Bearer_ 
Established 



Condition 


Explanation 


TA_only 


See the definition below table 4.7.2-24. 


combined TA LA 


See the definition below table 4.7.2-24. 


Native_Secuirty_Context 


UE has performed AKA on the EUTRA Cell 


Mapped Secuirty Context 


UE has performed AKA on the UTRA/GERAN Cell 


No_LAU_CombinedRAU_GERAN_UTRA 


UE has not performed location area update procedure or a combined 
routing area update procedure in A/Gb or lu mode 


LAU_Combi nedRAU_G E RANUTRA 


UE has performed location area update procedure or a combined 
routing area update procedure in A/Gb or lu mode 


Bearer_Established 


Bearer is Established when UE earlier camped at UTRAN/GERAN cell 
or UE previously successfully camped in EUTRA cell. 


No_Bearer_Established 


Bearer is not Established when UE earlier camped at 
UTRAN/GERAN cell and UE did not previously camped in EUTRA 
cell. 



This message is sent integrity protected when a valid security context exists and without integrity protection otherwise. 

6.4.2.8 Test procedure to check that UE is camped on a new UTRAN cell 

This procedure aims at checking whether the UE is camping on a new UTRAN cell of a test case or not. 
The procedure is defined in table 6.4.2.8-1. 
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Table 6.4.2.8-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a RRC CONNECTION 
REQUEST message on the cell specified in 
the test case. 


— > 


RRC: RRC CONNECTION 
REQUEST 






2 


The SS transmits an RRC CONNECTION 
SETUP message. 


<— 


RRC: RRC CONNECTION 
SETUP 


- 


- 


3 


The UE transmits an RRC CONNECTION 
SETUP COMPLETE message. 


--> 


RRC: RRC CONNECTION 
SETUP COMPLETE 


- 


- 


4 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


RRC: INITIAL DIRECT 
TRANSFER 

NAS: ROUTING AREA UPDATE 
REQUEST 


- 


- 


5 


The SS transmits a SECURITY MODE 
COMMAND message. 


<— 


RRC: SECURITY MODE 
COMMAND 


- 


- 


6 


The UE transmits a SECURITY MODE 
COMPLETE message. 


--> 


RRC: SECURITY MODE 
COMPLETE 






7 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<— 


RRC: DOWNLINK DIRECT 
TRANSFER 

NAS: ROUTING AREA UPDATE 
ACCEPT 


- 


- 


8 


-r-i _ ■ ii— *„_.__ _ r— i s~*\ i |tim /-i a n i — a i inniiTi — 

The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


--> 


RRC: UPLINK DIRECT 
TRANSFER 

NAS: ROUTING AREA UPDATE 
COMPLETE 






9 


The SS transmits a RRC CONNECTION 
RELEASE message. 


<— 


RRC: RRC CONNECTION 
RELEASE 






10 


Check: Does the UE transmit an RRC 
CONNECTION RELEASE COMPLETE 
message on the cell specified in the test? 


--> 


RRC: RRC CONNECTION 
RELEASE COMPLETE 




P 



NOTE: The TS 34.108 [5] and TS 34.123-1 [7] use Network Mode of Operation I as default, for this reason a 
combined MM/GMM procedure is performed. 

6.4.2.9 Test procedure to check that UE is camped on a new GERAN cell 

This procedure aims at checking whether the UE is camping on a new GERAN cell of a test case or not. 
The procedure is defined in table 6.4.2.9-1. 
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Table 6.4.2.9-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE send a CHANNEL 
REQUEST message on the cell(s) specified in 
the test case? 


— > 


CHANNEL REQUEST 


- 


- 


2 


An uplink TBF is established in order to allow 
the UE to transmit a ROUTING AREA 
UPDATE REQUEST message signalling. 






- 


- 


3 


The UE transmits a ROUTING AREA UPDATE 

r-i i — ii — i~i t 

REQUEST message. 


--> 


ROUTING AREA UPDATING 
REQUEST 


_ 


_ 


4 


A downlink TBF is established by the SS in 

1 ■ ■ ■ i i 1 A I 1 ~T~ 1 | I~ K | ~T~ ■ /-~\ j\ — r- 1 /^V hi A h 1 

order to transmit the AUTHENTICATION AND 
CIPHERING REQUEST message 






- 


- 


5 


The SS transmits an AUTHENTICATION AND 
CIPHERING REQUEST message. 


<-- 


AUTHENTICATION AND 
CIPHERING REQUEST 


_ 


_ 


6 


An uplink TBF is established in order to allow 

J.I 1 1 f - J. J. "J. A 1 ■ — 1 — I 1 1 — H I —I— ■ /~\ A ~l~l /~Vk 1 A K i r~v 

the UE to transmit an AUTHENTICATION AND 
CIPHERING RESPONSE message 






- 


- 


7 


The UE transmits a AUTHENTICATION AND 
CIPHERING RESPONSE message. 


— > 


AUTHENTICATION AND 
CIPHERING RESPONSE 


_ 


_ 


8 


A downlink TBF is established by the SS in 
order to transmit the KOU 1 INu AKtA 
UPDATE ACCEPT message 






- 


- 


9 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<— 


ROUTING AREA UPDATING 
ACCEPT 






10 


An uplink TBF is established in order to allow 
the UE to transmit a ROUTING AREA 
UPDATE COMPLETE message 










11 


The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


— > 


ROUTING AREA UPDATING 
COMPLETE 




P 



NOTE: The TS 51.010-1 [25] uses Network Mode of Operation I as default, for this reason a combined 
MM/GMM procedure is performed. 

6.4.2.10 Test procedure to check that UE performs tracking area updating procedure 
without ISR and security reconfiguration after successful completion of 
handover from UTRA 

This procedure aims at checking whether the UE performs tracking area updating procedure where ISR is not activated 
and security reconfiguration after successful completion of handover from UTRA. 

The procedure is defined in table 6.4.2.10-1. 
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Table 6.4.2.10-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an ULInformationTransfer 
message on the cell specified in the test case. 
This message includes a TRACKING AREA 
UPDATE REQUEST message. 


— > 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
REQUEST 


- 


- 


2 


The SS transmits a DLInformationTransfer 
message on the cell specified in the test case. 
This message includes a TRACKING AREA 
UPDATE ACCEPT message. 


<— 


RRC:DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


- 


- 


3 


The UE transmits an ULInformationTransfer 
message on the cell specified in the test case. 
This message includes a TRACKING AREA 
UPDATE COMPLETE message. 


— > 


RRC:ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 








EXCEPTION: Steps 4a 1 to 4a2 describe 
behaviour that depends on the IE included in 
TRACKING AREA UPDATE REQUEST in step 
1. 










4a1 


IF TRACKING AREA UPDATE REQUEST 
transmitted in step 1 does not contain a valid 
KSIasme THEN the SS transmits a 
DLInformationTransfer message on the cell 
specified in the test case. 
This message includes an AUTHENTICATION 
REQUEST message. 


<— 


RRC:DLInformationTransfer 
NAS: AUTHENTICATION 
REQUEST 


- 


- 


4a2 


The UE transmits an ULInformationTransfer 
message on the cell specified in the test case. 
This message includes an AUTHENTICATION 
RESPONSE message. 


— > 


RRC:ULInformationTransfer 
NAS: AUTHENTICATION 
RESPONSE 






5 


The SS transmits a DLInformationTransfer 
message on the cell specified in the test case. 
This message includes a SECURITY MODE 
COMMAND message to take the native EPS 
security context into use. 


<— 


RRC: DLInformationTransfer 
NAS: SECURITY MODE 
COMMAND 






6 


The UE transmits an ULInformationTransfer 
message on the cell specified in the test case. 
This message includes a SECURITY MODE 
COMPLETE message. 


— > 


RRC.ULInformationTransfer 
NAS: SECURITY MODE 
COMPLETE 






7 


The SS transmits an 

RRCConnectionReconfiguration message to 
perform intra cell handover and security 
reconfiguration on the cell specified in the test 
case. 


<— 


RRC: RRCConnectionReconfigura 
tion 






8 


Check: Does the UE transmit an 
RRCConnectionReconfigurationComplete 
message on the cell specified in the test case? 


— > 


RRC: RRCConnectionReconfigura 
tionComplete 




P 
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Table 6.4.2.10-2: Message TRACKING AREA UPDATE REQUEST (step 1, Table 6.4.2.10-1) 



Derivation Path: 36.508 clause 4.7.2-27 


Information Element 


Value/remark 


Comment 


Condition 


NAS key set identifier 








NAS key set identifier 


The valid NAS key 
set identifier of the 

i i cr 
Ut 


mapped 
security 
context (for 
KSIsgsn) 




TSC 


1 






Non-current native NAS key set identifier 








NAS key set identifier 


The valid NAS key 
set identifier of the 
UE 


native security 
context (for 
KSIasme) 




TSC 









Old P-TMSI signature 


any allowed value 






Additional GUTI 


any allowed value 







Table 6.4.2.10-3: RRCConnectionReconfiguration (step 7, Table 6.4.2.10-1) 

Derivation Path: 36.508, Table 4.6.1-8 



Table 6.4.2.10-4: SecurityConfigHO (IE in RRCConnectionReconfiguration, Table 6.4.2.10-3) 



Derivation Path: 36.508, Table 4.6.4-1 


Information Element 


Value/remark 


Comment 


Condition 


SecurityConfigHO ::= SEQUENCE { 








handoverType CHOICE { 








intraLTE SEQUENCE { 








keyChangelndicator 


TRUE 






nextHopChainingCount 









} 








I 








1 









6.4.3 Reference test procedures for TTCN development 

This clause describes reference test procedures for the purpose of TTCN development. 
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6.4.3.1 UE triggered establishment of a dedicated EPS bearer context 



Table 6.4.3.1-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request bearer resource 
allocation of dedicated EPS bearer associated 
with first PDN connectivity, (see Note 1) 






- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<-- 


RRC: SecurityModeCommand 


2a5 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UM. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the BEARER RESOURCE 
ALLOCATION REQUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: BEARER RESOURCE ALLOCATION 

REQUEST 


4 


The SS transmits an 

RRCConnectionReconfiguration message 
including the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message to 
establish the dedicated EPS bearer context. 


<-- 


RRC: RRCConnectionReconfiguration 
NAS: ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


— > 


RRC: RRCConnectionReconfigurationComplete 


6 


The UE transmits an ULInformationTransfer 
message including the ACTIVATE 
DEDICATED EPS BEARER CONTEXT 
ACCEPT message. 


--> 


RRC: ULInformationTransfer 

NAS: ACTIVATE DEDICATED EPS BEARER 

CONTEXT ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGDSCONT, and +CGACT (activated). 
Note 2: If UE sends IP related data this shall be handled by the SS. 
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6.4.3.2 UE triggered establishment of a default EPS bearer context associated with 
an additional PDN 



Table 6.4.3.2-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request connectivity to an 
additional PDN. (see Note 1) 








tAijtr i iuin. oieps \ to (Lai aescriue 
behaviour that depends on RRC state; the 

lUVVcl OaoC IcLLcl lUtJI 1 LI 1 ItJO Cl olc|J ocLjUtrl ILc 

that takes place if the UE is in RRCJDLE 
state. 


- 


- 


c-a I 


IF tho 1 IF ic in RRP IDI F ctato THFM the> 1 IF 
ir Li lu \J n. lo ill nnw iule oldlc; I nciN lilt; 

transmits an RRCConnectionRequest 
message. 


— > 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<- 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


--> 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<-- 


RRC: SecurityModeCommand 




The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


^ab 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
conTiyureu respectively witm riLo-Mivi ano 
RLC-UM. 


<— 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfiQurationComplete 
message. 


— > 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message inciuainy ine r uin ovjnncl/ i ivi i y 
REQUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: PDN CONNECTIVITY REQUEST 


4 


The SS transmits an 

RRCConnectionReconfiguration message 
including the ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST message to 
establish the default EPS bearer context. 


<-- 


RRC: RRCConnectionReconfiguration 
NAS: ACTIVATE DEFAULT EPS BEARER 
CONTEXT REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


6 


The UE transmits an ULInformationTransfer 
message including the ACTIVATE DEFAULT 
EPS BEARER CONTEXT ACCEPT message. 


— > 


RRC: ULInformationTransfer 

NAS: ACTIVATE DEFAULT EPS BEARER 

CONTEXT ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGDCONT and +CGACT (activated). 
Note 2: If UE sends IP related data this shall be handled by the SS. 
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Table 6.4.3.2-2: Message PDN CONNECTIVITY REQUEST (step 3, Table 6.4.3.2-1) 



Derivation Path: TS 36.508 Table 4.7.3-20 


Information Element 


Value/remark 


Comment 


Condition 


EPS bearer identity 


0000 


No EPS bearer 
identity assigned 




Procedure transaction identity 


PTI-1 


UE assigns a 
particular PTI not 
yet used between 
1 and 254 




ESM information transfer flag 


Not present 


This IE is only 
used during an 
attach procedure. 




Access point name 


APN-1(New PDN name) 


The requested 
PDN is different 
from default PDN 
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6.4.3.3 UE triggered modification of an EPS bearer context 



Table 6.4.3.3-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request bearer resource 
modification of EPS bearer associated with 
first PDN connectivity, (see Note 1) 






- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<-- 


RRC: SecurityModeCommand 


2a5 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UM. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the BEARER RESOURCE 
MODIFICATION REQUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: BEARER RESOURCE MODIFICATION 

REQUEST 


4 


The SS transmits an 

RRCConnectionReconfiguration message 
including the MODIFY EPS BEARER 
CONTEXT REQUEST message to modify the 
EPS bearer context. 


<-- 


RRC: RRCConnectionReconfiguration 

NAS: MODIFY EPS BEARER CONTEXT REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


— > 


RRC: RRCConnectionReconfigurationComplete 


6 


Check: Does the UE transmit an 
ULInformationTransfer message including the 
MODIFY EPS BEARER CONTEXT ACCEPT 
message? 


— > 


RRC: ULInformationTransfer 

NAS: MODIFY EPS BEARER CONTEXT ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGCMOD. 
Note 2: If UE sends IP related data this shall be handled by the SS. 
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6.4.3.4 UE triggered deletion of an EPS bearer context 



Table 6.4.3.4-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request bearer resource 
release of dedicated EPS bearer associated 
with first PDN connectivity, (see Note 1) 






- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<-- 


RRC: SecurityModeCommand 


2a5 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UM. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the BEARER RESOURCE 
MODIFICATION REQUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: BEARER RESOURCE MODIFICATION 

REQUEST 


4 


The SS transmits an 

RRCConnectionReconfiguration message 
including the DEACTIVATE EPS BEARER 
CONTEXT REQUEST message to delete EPS 
bearer context. 


<-- 


RRC: RRCConnectionReconfiguration 

NAS: DEACTIVATE EPS BEARER CONTEXT 

REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message 


— > 


RRC: RRCConnectionReconfigurationComplete 


6 


The UE transmits an ULInformationTransfer 
message including the DEACTIVATE EPS 
BEARER CONTEXT ACCEPT message. 


— > 


RRC: ULInformationTransfer 

NAS: DEACTIVATE EPS BEARER CONTEXT 

ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGACT (deactivated). 
Note 2: If UE sends IP related data this shall be handled by the SS. 
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6.4.3.5 UE triggered CS call 



Table 6.4.3.5-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to originate CS call, (see Note 
D 








EXCEPTION: Steps 2a1 to 2b1 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place depending on RRC state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


— > 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
EXTENDED SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: EXTENDED SERVICE REQUEST 


2b1 


ELSE The UE transmits an 
ULInformationTransfer message including the 
EXTENDED SERVICE REQUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: EXTENDED SERVICE REQUEST 


Note 1 : The request is assumed to be triggered by AT command D. 
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6.4.3.6 UE triggered MO SMS over SGs 



Table 6.4.3.6-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to originate SMS message, (see 
Notel) 






- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<— 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


--> 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<-- 


RRC: SecurityModeCommand 


2a5 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UM. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


— > 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the UPLINK NAS 
TRANSPORT message to send the SMS 
message. 


--> 


RRC: ULInformationTransfer 
NAS: UPLINK NAS TRANSPORT 


4 


The SS transmits a DLInformationTransfer 
message including the DOWNLINK NAS 
TRANSPORT message to acknowledge 
receipt of the SMS message. 


<— 


RRC: DLInformationTransfer 

NAS: DOWNLINK NAS TRANSPORT 


5 


The SS transmits a DLInformationTransfer 
message including the DOWNLINK NAS 
TRANSPORT message to send the delivery 
report. 


<— 


RRC: DLInformationTransfer 

NAS: DOWNLINK NAS TRANSPORT 


6 


The UE transmits an ULInformationTransfer 
message including the UPLINK NAS 
TRANSPORT message to acknowledge 
receipt of the delivery report. 


--> 


RRC: ULInformationTransfer 
NAS: UPLINK NAS TRANSPORT 


Note 1 : The request is assumed to be triggered by AT command +CMGW and +CMSS. 



6.4.3.7 CS fallback to UTRAN procedures (LAI of UTRAN cell same as the LAI 
received in combined Attach procedure in EUTRA cell) 

All procedures specified in this clause are referred to the UTRA target cell where the UE has been redirected or handed 
over from the EUTRA cell after a CS call requested. The default message contents are found in TS 34.108 [5], clause 9. 
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The procedures in 6.4.3.7.1 - 6.4.3.7.4 are applied if the UE supports (EUTRA) RRC connection release with 
redirection and Multi Cell System Information to UTRAN. The procedures in 6.4.3.7.5 - 6.4.3.7.7 are applied if the UE 
supports PS HO from EUTRA to UTRAN. 

6.4.3.7.1 CS fallback to UTRAN with redirection / MT call (PS bearers not established) 



Table 6.4.3.7.1-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an RRC CONNECTION 
REQUEST message. 


— > 


RRC CONNECTION REQUEST 






2 


The SS transmits an RRC CONNECTION 
SETUP message. 


<— 


RRC CONNECTION SETUP 






3 


The UE transmits an RRC CONNECTION 
SETUP COMPLETE message. 


— > 


RRC CONNECTION SETUP 
COMPLETE 


- 


- 




EXCEPTION: In parallel to the events 
described in step 4 to 15 the step specified in 
Table 6.4.3.7.1-2 takes place. 










4 


Check: Does the UE transmit a PAGING 
RESPONSE message? 


— > 


PAGING RESPONSE 


- 


P 


5-15 


Steps 7 to 1 7 of the generic test procedure in 
TS 34.1 08 [5] subclause 7.2.3.1 .3 are 
performed using the UTRA reference radio 
bearer parameters and combination "UTRA 
Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Mobile terminating CS call is 
established. 






- 


- 


16 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 
See Note 1 . 


<- 


SECURITY MODE COMMAND 






17 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 






18 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






19 


The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


— > 


ROUTING AREA UPDATE 
COMPLETE 






Note 1 : A real network will initiate the security mode command procedure for the PS domain immediately after 

receiving the ROUTING AREA UPDATE REQUEST, but in this test procedure it was chosen to complete the 
procedure for CS domain first, in order to avoid the possibility of a security mode command procedure 
running in parallel with another RRC procedure. 


Table 6.4.3.7.1-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATE 
REQUEST 
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6.4.3.7.2 CS fallback to UTRAN with redirection / MO call (PS bearers not established) 



Table 6.4.3.7.2-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an RRC CONNECTION 
REQUEST message. 


— > 


RRC CONNECTION REQUEST 






2 


The SS transmits an RRC CONNECTION 
SETUP message. 


<— 


RRC CONNECTION SETUP 


- 


- 


3 


The UE transmits an RRC CONNECTION 
SETUP COMPLETE message. 


--> 


RRC CONNECTION SETUP 
COMPLETE 








EXCEPTION: In parallel to the events 
described in step 4 to 15 the step specified in 
Table 6.4.3.7.2-2 takes place. 










4 


Check: Does the UE transmit a CM SERVICE 
REQUEST message? 


--> 


CM SERVICE REQUEST 


- 


P 


5-15 


Steps 6 to 1 6 of the generic test procedure in 
TS 34.108 [5] subclause 7.2.3.2.3 are 
performed using the UTRA reference radio 
bearer parameters and combination "UTRA 
Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Mobile originating CS call is 
established. 






- 


- 


16 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 
See Note 1 . 


<— 


SECURITY MODE COMMAND 






17 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 






18 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






19 


The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


— > 


ROUTING AREA UPDATE 
COMPLETE 






Note 1 : A real network will initiate the security mode command procedure for the PS domain immediately after 

receiving the ROUTING AREA UPDATE REQUEST, but in this test procedure it was chosen to complete the 
procedure for CS domain first, in order to avoid the possibility of a security mode command procedure 
running in parallel with another RRC procedure. 


Table 6.4.3.7.2-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATE 
REQUEST 
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6.4.3.7.3 CS fallback to UTRAN with redirection / MT call (PS bearer established) 



Table 6.4.3.7.3-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1-19 


Steps 1-19 of table 6.4.3.7.1-1. 
NOTE: Mobile terminating CS call is 
established and Routing Area Update 
procedure is performed 










20 


Check: Does the UE transmit a SERVICE 
REQUEST message? 


— > 


SERVICE REQUEST 




P 


21 


SS transmits a RADIO BEARER SETUP 
message, using the UTRA reference radio 
bearer parameters and combination "UTRA PS 
RB + Speech" according to subclause 4.8.3 
and Table 4.8.3-1. 

NOTE: Mobile originating packet switched 
session is established. 


<— 


RADIO BEARER SETUP 






22 


The UE transmits a RADIO BEARER SETUP 
COMPLETE message 


— > 


RADIO BEARER SETUP 
COMPLETE 






6.4.3.7.4 CS fallback to UTRAN with redirection / MO call (PS bearer established) 






Table 6.4.3.7.4-1 : Test procedure sequence 






St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1-19 


Steps 1-19 of table 6.4.3.7.2-1. 

NOTE: Mobile originating CS call is set up and 

Routing Area Update procedure is performed 










20 


Check: Does the UE transmit a SERVICE 
REQUEST message? 


— > 


SERVICE REQUEST 




P 


21 


SS transmits a RADIO BEARER SETUP 
message, using the UTRA reference radio 
bearer parameters and combination "UTRA PS 
RB + Speech" according to subclause 4.8.3 
and Table 4.8.3-1. 

NOTE: Mobile originating packet switched 
session is established. 


<— 


RADIO BEARER SETUP 






22 


The UE transmits a RADIO BEARER SETUP 
COMPLETE message 


— > 


RADIO BEARER SETUP 
COMPLETE 
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6.4.3.7.5 CS fallback to UTRAN with Handover / MT call 



Table 6.4.3.7.5-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE transmit a HANDOVER 
TO UTRAN COMPLETE message? 


— > 


HANDOVER TO UTRAN 
COMPLETE 




P 


- 


EXCEPTION: In parallel to the events 
described in step 2a1 to 9 the steps specified 
in table 6.4.3.7.5-2 takes place. 






- 


- 


- 


Exception: Steps 2a1 to 2a10 and 2b 1 to 2b9 
describe behaviour that depends on the UE 
capability; the "lower case letter" identifies a 
step sequence that takes place if a capability is 
supported. 

Note: One sequence of steps 2a1 to 2a10 or 
2b 1 to 2b9 are executed 






- 


- 


2a1 


IF the UE does not determine the LAI of the 
new UTRAN cell, THEN Check: Does the UE 
transmit a LOCATION UPDATING REQUEST 
message? 


— > 


LOCATION UPDATING 
REQUEST 




P 


2a2 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 


_ 


_ 


2a3 


The UE transmits AUTHENTICATION 
RESPONSE 


--> 


AUTHENTICATION RESPONSE 


— 


— : 


2a4 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 


- 


- 


2a5 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 


- 


- 


2a6 


The SS transmits a LOCATION UPDATING 
ACCEPT message. 


<— 


LOCATION UPDATING ACCEPT 




- 


2a7 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 




- 


2a8 


The UE transmits a SECURITY MODE 
COMPLETE message. 


--> 


SECURITY MODE COMPLETE 


- 


- 


2a9 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 






2a10 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 








Exception: Steps 2b1 to 2b4 takes place if 
pc UMI ProcNeeded DuringCSFB 










2b1 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 


- 


- 


2b2 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 




- 


2b3 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 




- 


2b4 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 


— 


: 


2b5 


Check: Does the UE transmit a PAGING 
RESPONSE? 


— > 


PAGING RESPONSE 


- 


p 


2b6 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 






2b7 


The UE transmits AUTHENTICATION 
RESPONSE 


— > 


AUTHENTICATION RESPONSE 






2b8 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 






2b9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


--> 


SECURITY MODE COMPLETE 






3-9 


Steps 11 to 1 7 of the generic test procedure in 
TS 34.1 08 subclause 7.2.3.1 .3 are performed 
using the UTRA reference radio bearer 
parameters and combination "UTRA PS RB + 
Speech" according to subclause 4.8.3 and 
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Table 4.8.3-1. 

NOTE: Mobile terminating CS call is 
established. 










10 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






11 


The UE sends ROUTING AREA UPDATE 
COMPLETE. 


--> 


ROUTING AREA UPDATE 
COMPLETE 






Table 6.4.3.7.5-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


— > 


ROUTING AREA UPDATE 
REQUEST 







6.4.3.7.5.1 Specific message contents 

Table 6.4.3.7.5.1-1: Void 



Table 6.4.3.7.5.1-2: LOCATION UPDATING ACCEPT (step 2a6 of table 6.4.3.7.5-1) 



Derivation Path: TS 36.508 Table 4.7B.2-5 


Information Element 


Value/remark 


Comment 


Condition 


Mobile identity 


Not present 
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6.4.3.7.6 CS fallback to UTRAN with Handover / MO call 



Table 6.4.3.7.6-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE transmit a HANDOVER 
TO UTRAN COMPLETE message? 


— > 


HANDOVER TO UTRAN 
COMPLETE 




P 


- 


EXCEPTION: In parallel to the events 
described in step 2a1 to 9 the steps specified 
in table 6.4.3.7.6-2 takes place. 






- 


- 


- 


Exception: Steps 2a1 to 2a1 1 and 2b 1 to 2b9 
describe behaviour that depends on the UE 
capability; the "lower case letter" identifies a 
step sequence that takes place if a capability is 
supported. 

Note: One sequence of steps 2a1 to 2a1 1 or 
2b 1 to 2b9 are executed 






- 


- 


2a1 


IF the UE does not determine the LAI of the 
new UTRAN cell, THEN Check: Does the UE 
transmit a LOCATION UPDATING REQUEST 
message? 


— > 


LOCATION UPDATING 
REQUEST 




P 


2a2 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 


_ 


_ 


2a3 


The UE transmits AUTHENTICATION 
RESPONSE 


--> 


AUTHENTICATION RESPONSE 


— 


— : 


2a4 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 


_ 


_ 


2a5 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 




- 


2a6 


The SS transmits a LOCATION UPDATING 
ACCEPT message. 


<— 


LOCATION UPDATING ACCEPT 




- 


2a7 


Check: Does the UE transmit a CM SERVICE 
REQUEST? 


--> 


CM SERVICE REQUEST 




p 


2a8 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 


- 


- 


2a9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


--> 


SECURITY MODE COMPLETE 




- 


2a10 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 






2a11 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 




- 




Exception: Steps 2b1 to 2b4 takes place if 
pc_UMI_ProcNeeded_DuringCSFB 










2b1 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 




- 


2b2 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 


- 


- 


2b3 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 




- 


2b4 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 


_ 


_ 


2b5 


Check: Does the UE transmit a CM SERVICE 
REQUEST? 


— > 


CM SERVICE REQUEST 




p 


2b6 


The SS transmits AUTHENTICATION 
REQUEST 


<- 


AUTHENTICATION REQUEST 






2b7 


The UE transmits AUTHENTICATION 
RESPONSE 


— > 


AUTHENTICATION RESPONSE 






2b8 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 






2b9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 






3 


The UE transmits a SETUP message. 


— > 


SETUP 






4-9 


Steps 11 to 1 6 of the generic test procedure in 
TS 34.108 subclause 7.2.3.2.3 are performed 
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using the UTRA reference radio bearer 
parameters and combination "UTRA PS RB + 
Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Mobile originating CS call is 
established. 










10 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






11 


The UE sends ROUTING AREA UPDATE 
COMPLETE. 


— > 


ROUTING AREA UPDATE 
COMPLETE 






Table 6.4.3.7.6-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATE 
REQUEST 







6.4.3.7.6.1 Specific message contents 

None. 



Table 6.4.3.7.6.1-1 : LOCATION UPDATING ACCEPT (step 2a6 of table 6.4.3.7.6-1) 



Derivation Path: TS 36.508 Table 4.7B.2-5 


Information Element 


Value/remark 


Comment 


Condition 


Mobile identity 


Not present 
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6.4.3.7.7 CS fallback to UTRAN with Handover / emergency call 



Table 6.4.3.7.7-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE transmit a HANDOVER 
TO UTRAN COMPLETE message? 


— > 


HANDOVER TO UTRAN 
COMPLETE 




P 


- 


EXCEPTION: In parallel to the events 
described in step 2a1 to 9 the steps specified 
in table 6.4.3.7.7-2 takes place. 






- 


- 


- 


Exception: Steps 2a1 to 2a1 1 and 2b 1 to 2b9 
describe behaviour that depends on the UE 
capability; the "lower case letter" identifies a 
step sequence that takes place if a capability is 
supported. 

Note: One sequence of steps 2a1 to 2a1 1 or 
2b 1 to 2b9 are executed 






- 


- 


2a1 


IF the UE does not determine the LAI of the 
new UTRAN cell, THEN Check: Does the UE 
transmit a LOCATION UPDATING REQUEST 
message? 


— > 


LOCATION UPDATING 
REQUEST 




P 


2a2 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 


_ 


_ 


2a3 


The UE transmits AUTHENTICATION 
RESPONSE 


--> 


AUTHENTICATION RESPONSE 


— 


— : 


2a4 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 


_ 


_ 


2a5 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 




- 


2a6 


The SS transmits a LOCATION UPDATING 
ACCEPT message. 


<— 


LOCATION UPDATING ACCEPT 




- 


2a7 


Check: Does the UE transmit a CM SERVICE 
REQUEST? 


--> 


CM SERVICE REQUEST 




p 


2a8 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 


- 


- 


2a9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


--> 


SECURITY MODE COMPLETE 




- 


2a10 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 






2a11 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 




- 




Exception: Steps 2b1 to 2b4 takes place if 
pc_UMI_ProcNeeded_DuringCSFB 










2b1 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 




- 


2b2 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 


- 


- 


2b3 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 




- 


2b4 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 


_ 


_ 


2b5 


Check: Does the UE transmit a CM SERVICE 
REQUEST? 


— > 


CM SERVICE REQUEST 


— 


p 


2b6 


The SS transmits AUTHENTICATION 
REQUEST 


<- 


AUTHENTICATION REQUEST 






2b7 


The UE transmits AUTHENTICATION 
RESPONSE 


— > 


AUTHENTICATION RESPONSE 






2b8 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 






2b9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 






3 


The UE transmits an EMERGENCY SETUP 
message. 


— > 


EMERGENCY SETUP 






4-9 


Steps 1 2 to 1 7 of the test procedure in TS 
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34.123-1 [7] subclause 13.2.1.1 are performed 
using the UTRA reference radio bearer 
parameters and combination "UTRA PS RB + 
Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Emergency call is established.. 










10 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






11 


The UE sends ROUTING AREA UPDATE 
COMPLETE. 


— > 


ROUTING AREA UPDATE 
COMPLETE 






Table 6.4.3.7.7-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATE 
REQUEST 







6.4.3.7.7.1 Specific message contents 

UTRAN MOBILITY INFORMATION (step 2al0 & 2b 1 of table 6.4.3.7.7-1): same as Table 6.4.3.7.5.1-1 



Table 6.4.3.7.7.1-1 : LOCATION UPDATING ACCEPT (step 2a6 of table 6.4.3.7.7-1) 



Derivation Path: TS 36.508 Table 4.7B.2-5 


Information Element 


Value/remark 


Comment 


Condition 


Mobile identity 


Not present 







6.4.3.8 CS fallback to GERAN procedures (LAI of GERAN cell same as the LAI 
received in combined Attach procedure in EUTRA cell) 

All procedures specified in this clause are referred to the GERAN target cell where the UE has been redirected or 
handed over from the EUTRA cell after a CS call requested. The default message contents are found in TS 34.108 [5], 
clause 9. 

The procedures in 6.4.3.8.1 - 6.4.3.8.4 are applied if the UE supports (EUTRA) RRC connection release with 
redirection or Cell Change order and Multi Cell System Information to GERAN. 
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6.4.3.8.1 CS fallback to GERAN with redirection or CCO / MT call (DTM not supported) 



Table 6.4.3.8.1-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a CHANNEL REQUEST 
message. 


— > 


CHANNEL REQUEST 


_ 


_ 


2 


The SS transmits an IMMEDIATE 
ASSIGNMENT message. 


<— 


IMMEDIATE ASSIGNMENT 


_ 


_ 


3 


Void 






_ 


_ 




EXCEPTION: In parallel to the events 
described in step 4 to 19 the steps specified in 
table 6.4.3.8.1-2 takes place 


- 


- 






4 


Check: Does the UE transmit a PAGING 
RESPONSE message? 


— > 


PAGING RESPONSE 




P 


4A 


The UE transmits a Classmark Change 
message 


— > 


CLASSMARK CHANGE 


- 


- 




EXCEPTION: Step 4B describes behaviour 
that depends on the UE capability. 


— 


~ 






4B 


IF pcJJTRA then the UE transmits a Utran 
Classmark message 


--> 


UTRAN CLASSMARK CHANGE 






5-19 


Steps 5 to 1 9 of the generic test procedure in 
TS 51 .01 0-1 sub clause 1 0.3.3 are performed 
NOTE: Mobile terminating CS call is 
established. 










20 


The SS transmits DISCONNECT. 


<— 


DISCONNECT 






21 


The UE transmits RELEASE.. 


—> 


RELEASE 






22 


The SS transmits RELEASE COMPLETE. 


<— 


RELEASE COMPLETE 






23 


The SS transmits CHANNEL RELEASE, with 
GPRS Resumption Field set to 1 


<— 


CHANNEL RELEASE 






24- 
34 


Steps 1 to 1 1 of the generic test procedure in 
sub clause 6.4.2.9 are performed. 











Table 6.4.3.8.1-2: Parallel behaviour 



St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1 


The UE transmits a GPRS SUSPENSION 
REQUEST message. 


— > 


GPRS SUSPENSION REQUEST 
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6.4.3.8.2 CS fallback to GERAN with redirection or CCO / MO call (DTM not supported) 



Table 6.4.3.8.2-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 






1 


The UE transmits a CHANNEL REQUEST 
message. 


— > 


CHANNEL REQUEST 


_ 


_ 


2 


The SS transmits an IMMEDIATE 
ASSIGNMENT message. 


<— 


IMMEDIATE ASSIGNMENT 


_ 


_ 


3 


Void 






_ 


_ 




EXCEPTION: In parallel to the events 
described in step 4 to 17 the steps specified in 
table 6.4.3.8.2-2 takes place 


- 


- 






4 


Check: Does the UE transmit a CM SERVICE 
REQUEST message? 


— > 


CM SERVICE REQUEST 




P 


4A 


The UE transmits a Classmark Change 
message 


— > 


CLASSMARK CHANGE 


- 


- 




EXCEPTION: Step 4B describes behaviour 
that depends on the UE capability. 


— 


~ 






4B 


IF pcJJTRA then the UE transmits a Utran 
Classmark message 


--> 


UTRAN CLASSMARK CHANGE 






5-17 


Steps 5 to 1 7 of the generic test procedure in 
TS 51 .01 0-1 sub clause 1 0.2.3 are performed 
NOTE: Mobile originating CS call is 
established. 










18 


The SS transmits DISCONNECT. 


<— 


DISCONNECT 






19 


The UE transmits RELEASE.. 


—> 


RELEASE 






20 


The SS transmits RELEASE COMPLETE. 


<— 


RELEASE COMPLETE 






21 


The SS transmits CHANNEL RELEASE, with 
GPRS Resumption Field set to 1 


<— 


CHANNEL RELEASE 






22- 
32 


Steps 1 to 1 1 of the generic test procedure in 
sub clause 6.4.2.9 are performed. 










Table 6.4.3.8.2-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a GPRS SUSPENSION 
REQUEST message. 


— > 


GPRS SUSPENSION REQUEST 







6.4.3.8.3 CS fallback to GERAN with PS Handover / MT call (EDTM not supported) 

Same as test procedure sequence in 36.523-1 [18] clause 13.1.11.3.2 from steps 11 to end. 

6.4.3.8.4 CS fallback to GERAN with PS Handover / MO call (EDTM not supported) 

Same as test procedure sequence in 36.523-1 [18] clause 13.1.12.3.2 from steps 4 to end. 

6.4.3.8.5 CS fallback to GERAN with PS Handover / MT call (EDTM supported) 

Same as test procedure sequence in 36.523-1 [18] clause 13.1.13.3.2 from steps 7 to end. 

6.4.3.9 SRVCC Handover to UTRA 

The procedure specified in this clause are referred to the UTRA target cell where the UE has been SRVCC handed over 
from the EUTRA cell. The default message contents are found in TS 34.108 [5], clause 9. 
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Table 6.4.3.9-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U - S 


Message 


1 


Check: Does the UE transmit a HANDOVER 
TO UTRAN COMPLETE message? 


--> 


HANDOVER TO UTRAN 
COMPLETE 




P 




EXCEPTION: In parallel to the events 
described in step 2 to 7 the steps specified in 
table 6.4.3.9-2 takes place. 






_ 




2 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 






3 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 






4 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 






5 


The UE transmits an UTRAN MOBILITY 
iNrOKMA I lUN OUNrlKM message. 


--> 


i i —t- 1— i a h i ik a /"\ n 1 1 i-i-\ / 

UTRAN MOBILITY 
INFORMATION CONFIRM 


- 


- 


6 


The SS transmits a TMSI REALLOCATION 
COMMAND message. 


<— 


TMSI REALLOCATION 
COMMAND 






7 


The UE transmits a TMSI REALLOCATION 
COMPLETE message. 


— > 


TMSI REALLOCATION 
COMPLETE 






8 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






9 


The UE sends ROUTING AREA UPDATE 
COMPLETE. 


--> 


ROUTING AREA UPDATE 
COMPLETE 






Table 6.4.3.9-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATE 
REQUEST 







6.4.3.9.1 Specific message contents 



Table 6.4.3.9.1-1 : SECURITY MODE COMMAND (step 2, Table 8.4.1.2.3.2-1) 



Derivation Path: 34.108 clause 9.1 .1 (SECURITY MODE COMMAND message) 


Information Element 


Condition 


Value/remark 


Ciphering mode info 




Not Present 



6.4.3A Test case postambles 
6.4.3A.1 Introduction 

In order to make test cases perfectly reproducible, the UE under test is switched off after the test procedure sequence of 
a test case is complete. In order to make it possible to run a number of test cases without any manual operation, it is 
important that the SS can properly handle any possible signalling from the UE between the end of the test procedure 
sequence and until the UE is off. 

After the last verdict of a test procedure sequence is assigned, it is necessary to: 
terminate any ongoing signalling procedure, 
switch off the UE. 

Usually, this can be performed by completing necessary TAU/LAU/RAU procedures, completing any ongoing voice 
call (CS or IMS), and switching off the UE with a detach procedure. 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



364 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



6.4.3A.2 Reference end states 

Test procedures in TS 36.523-1 may only partially terminate ongoing signalling procedures, provided they indicate a 
reference end state at the end of the test procedure sequence, so that a matching procedure in TS 36.523-3 can be 
executed to switch off the UE. 

Reference end states definitions include the necessary pieces of information to predict UE behaviour during the 
postambles. 

If any extra information was stored in the UE or the USIM due to the test procedure sequence, it should be removed 
explicitly by the test procedure sequence, before the UE can be left in a reference end state. 
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Table 6.4.3A.2-1 : Reference end states 



Name 


Description 


Optional information 


E-UTRA idle (E1) 


The UE: 

- is camped on an E-UTRA cell, and RRC idle and 

- registered for EPS services and EPS update status is 
"updated" and 

- is registered for non-EPS services and update status is 
updated (if CS fallback or SMS over SGs is supported) and 

- has one or more default EPS bearer context are active, 
zero or more dedicated EPS bearer contexts are active. 


The test case may indicate 
that the UE is not 
registered for non-EPS 
services, though the UE 
supports CS fallback or 
SMS over SGs. 


E-UTRA connected 
(E2) 


Same as E-UTRA idle, except that: 

- the UE is RRC connected and 

- DRBs for all active EPS bearer contexts are established. 


Same as for E-UTRA idle. 


E-UTRA connected, 
T3440 started 
(E2_T3440) 


Same as E-UTRA idle, except that: 

- the UE is RRC connected and 

- Timer T3440 is started in UE. 


Same as for E-UTRA idle. 


E-UTRA test mode 
(E3) 


Same as E-UTRA connected and 

- test mode is active and 

- test loop is closed. 


Same as for E-UTRA idle. 


E-UTRA deregistered 
(E4) 


The UE is: 

- camped on an E-UTRA cell, and idle and 

- not registered of EPS services and 

- not registered for non-EPS services. 




UTRA idle (U1) 


The UE is: 

- camped on a UTRA cell, RRC idle and 

- IMSI attached and update status is "updated" (if the UE 
supports CS domain) and 

- GPRS attached, GPRS update state is "updated", and zero 
or one or several PDP context(s) with interactive or 
background QoS are active. 


The test case may indicate 
that the UE is not IMSI 
attached though the UE 
supports CS domain. 


UTRA connected (U2) 


Same as UTRA idle, except that: 

- the UE is in CELL DCH state and 

- a RAB associated with the active PDP context is 
established. 


The test case may indicate 
that the UE is not IMSI 
attached though the UE 
supports CS domain. 


UTRA handover (U3) 


The UE: 

- was E-UTRA connected and 

- has completed a handover to UMTS and 

- hasn't yet sent or received any NAS signalling on the target 
UTRAN cell. 


Same as for UTRA 
connected. 


UTRA CS fallback (U4) 


The UE: 

- was E-UTRA idle or E-UTRA connected and 

- has transmitted an EXTENDED SERVICE REQUEST 
message due to MO or MT CS fallback call and 

- either the UE has completed a handover to UMTS or 
the UE has been redirected to UMTS and has established 
the RRC connection to a UTRA cell, and the target UTRA 
cell has activated security and RABs for all previously active 
EPS bearer contexts were established and 

- the UE hasn't yet sent or received any NAS signalling on 
the target UTRAN cell 




UTRA CS call (U5) 


The UE was in UTRAN CS fallback and the UE has 

completed LAU/RAU procedure if necessary and has 
established a CS call or the UE was in E-UTRAN connected 
and the UE has completed LAU/RAU procedure if necessary 
and has performed a handover to UTRAN with SRVCC. 




UTRA deregistered 
(U6) 


The UE is: 

- camped on a UTRA cell, and idle and 

- not registered GPRS/non-GPRS services 




GERAN idle (G1) 


The UE: 

- is camped on an GERAN cell, in idle mode and GPRS idle 
state and 

- is registered for PS services and GPRS update status is 
"updated" and zero or one or several PDP context(s) with 
interactive or background QoS are active. 

- is IMSI attached (if CS domain is supported) 




GERAN PS handover 
(G2) 


The UE: 

- was E-UTRA connected and 
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- has performed a PS handover procedure to a GERAN cell 
and 

- hasn't yet sent or received any NAS signalling on the target 
GERAN cell. 




GERAN CS fallback 

(G3) 


The UE: 

- was E-UTRA idle or E-UTRA connected and 

- has transmitted an EXTENDED SERVICE REQUEST 
message due to MO or MT CS fallback call and 

- either the UE has completed a PS handover to GERAN or 
a CCO to GERAN or the UE has been redirected to GERAN 
and has entered dedicated mode, and if DTM is supported, 

- the UE hasn't yet sent or received any NAS signalling on 
the target GERAN cell 




GERAN CS call (G4) 


The UE was in GERAN CS fallback and the UE has 

i 1 1 1 1 1 S~l t~< II J.I III — W~~ 1 it A ■> ■ ■ ■ 

established a CS call or the UE was in E-UTRAN connected 

and has performed a handover to GERAN with SRVCC. 




wtnAii ueregisierea 
(G5) 


i ne ut is. 

- camped on a GERAN cell, and idle and 

- not registered GPRS/non-GPRS services 




1xRTT state 1 (1x1) 


FFS 










HRPD state 1 (H1) 


FFS j 











6.5 Default RRC message and information element contents 

The default RRC message and information element contents specified in this subclause apply to all Signalling test cases 
defined in TS 36.523-1 [18] unless otherwise specified, in addition to the default RRC message and information 
element contents specified in subclause 4.6 of this specification. 

6.5.1 Measurement information elements 
MeasConfig-DEFAULT 



Table 6.5.1-1 : MeasConfig-DEFAULT 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasConfig-DEFAULT ::= SEQUENCE { 








measObjectToRemoveList 


Not present 






m easObj ectToAdd Mod List 


Not present 






reportConfigToRemoveList 


Not present 






reportConfigToAddModList 


Not present 






measldToRemoveList 


Not present 






measldToAddModList 


Not present 






quantityConfig 


QuantityConfig- 
DEFAULT 






measGapConfig 


Not present 






MeasGapConfig-GP1 




INTER- 

FREQ, 

UTRAN 


MeasGapConfig-GP2 




GERAN, 
INTER- 
RAT 


s-Measure 


Not present 






preRegistrationlnfoHRPD 


Not present 






speedStatePars 


Not present 






} 









Condition | Explanation 
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INTER-FREQ 


For E-UTRA inter-freq measurements 


UTRAN 


For inter-RAT measurements with UTRAN 


GERAN 


For inter-RAT measurements with GERAN 


INTER-RAT 


For inter-RAT measurements with UTRAN and GERAN 



MeasGapConfig-GP1 

Table 6.5.1-2: MeasGapConfig-GP1 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasGapConfig-GP1 ::= CHOICE { 








setup SEQUENCE { 








gapOffset CHOICE { 








gpo 


30 


TGRP = 40 ms 




} 








} 








1 









MeasGapConfig-GP2 

Table 6.5.1-3: MeasGapConfig-GP2 



Derivation Path: 36.331, clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasGapConfig-GP2 ::= CHOICE { 








setup SEQUENCE { 








gapOffset CHOICE { 








gpi 


30 


TGRP = 80 ms 




I 








I 








} 









6.6 Default NAS message and information element contents 

The default NAS message and information element contents specified in this subclause apply to all Signalling test cases 
defined in TS 36.523-1 [18] unless otherwise specified, in addition to the default NAS message and information 
element contents specified in subclause 4.7 of this specification. 

6.6.1 Reference default EPS bearer contexts 

The following table defines Reference default EPS bearer contexts. Default EPS bearer contextl is the default "default 
EPS bearer context" which is used in the common procedures and test cases where no particular default EPS bearer 
context is specified. 
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Table 6.6.1-1 : Reference default EPS bearer contexts 



Parameters 


Reference default EPS 


Reference default EPS 


Reference default EPS 




bearer context #1 


bearer context #2 


bearer context #3 


EPS QoS 


QCI 


9 


5 


FFS 


(Note 1) 


(non-GBR QCI) 


(non-GBR QCI) 




Maximum bit rate for uplink 


64 kbps 


64 kbps 


FFS 




(Note 2) 


(Note 2) 




Maximum bit rate for 


64 kbps 


64 kbps 


FFS 


downlink 


(Note 2) 


(Note 2) 




Guaranteed bit rate for 


64 kbps 


64 kbps 


FFS 


uplink 


(Note 2) 


(Note 2) 




Guaranteed bit rate for 


64 kbps 


64 kbps 


FFS 


downlink 


(Note 2.) 


(Note d) 




Maximum bit rate for uplink 








[— ^ o 


(extended) 








Maximum bit rate for 








rrn 

rrb 


downlink (extended) 








Guaranteed bit rate for 








FFS 


uplink (extended) 








Guaranteed bit rate for 








FFS 


downlink (extended) 








Negotiated QoS 


Note 3, Note 4 


Note 3, Note 4 


FFS 


Negotiated LLC SAP I 


Note 4 


Note 4 


FFS 


Radio priority 


Note 4 


Note 4 


FFS 


APN-AMBR 


Not present 


Not present 


FFS 


Configuration protocol 


PPP 


PPP 


FFS 


Note 1 : For all non-GBR QCIs, the maximum and guaranteed bit rates shall be ignored. 




Note 2: According to TS 24.301 , the UE ignores these parameters for a non-GBR QCI. 




Note 3: Parameters included for UEs capable of UTRAN according to TS 34.123-3 clause 8.10. 


Note 4: Parameters included for UEs capable of GERAN according to TS 51 .01 subclause 40.5. 



6.6.2 Reference dedicated EPS bearer contexts 

The following table defines Reference dedicated EPS bearer contexts. Dedicated EPS bearer context #1 is the default 
"dedicated EPS bearer context" which is used in the common procedures and test cases where no particular dedicated 
EPS bearer context is specified. 
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Table 6.6.2-1 : Reference dedicated EPS bearer contexts 



Parameters 


Reference dedicated 


Reference dedicated 


Reference dedicated 


Reference de< 




EPS bearer context #1 


EPS bearer context #2 


EPS bearer context #3 


EPS bearer co 


Linked EPS bearer identity 


Reference default EPS 


Reference default EPS 


Reference default EPS 


Reference defa 


bearer #1 


bearer #1 


bearer #2 


bearer # 


EPS QoS 


QCI 


1 


5 


2 


1 


(Note 1) 


(GBR QCI) 


(non-GBR QCI) 


(GBR QCI) 


(GBR QC 


Maximum bit rate for uplink 


384 kbps 


384 kbps 
(Note 2) 


432 kbps 


384 kbp 


Maximum bit rate for 
downlink 


384 kbps 


384 kbps 
(Note 2) 


432 kbps 


384 kbp 


Guaranteed bit rate for 
uplink 


128 kbps 


128 kbps 
(Note 2) 


432 kbps 


128 kbp 


Guaranteed bit rate for 
downlink 


128 kbps 


128 kbps 
(Note 2) 


432 kbps 


128 kbp 


Maximum bit rate for uplink 














(extended) 










Maximum bit rate for 














downlink (extended) 










Guaranteed bit rate for 














uplink (extended) 










Guaranteed bit rate for 














downlink (extended) 










TFT 


TFT operation code 


"create new TFT" 


"create new TFT" 


"create new TFT" 


"create new 


Ebit 














Packet filters 


1,2 


3 


3 


1,2 


(Note 5) 










Negotiated QoS 




Traffic Class 


conversational 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


conversational 


conversatit 


Delivery Order 


'yes' 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


'no' 


'yes' 


Delivery of erroneous SDU 


'no' 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


'no' 


'no' 


Maximum SDU size 


150 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


1400 


150 


Maximum bit rate for uplink 


384 kbps 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


432 kbps 


384 kbp 


Maximum bit rate for 
downlink 


384 kbps 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


432 kbps 


384 kbp 


Residual BER 


5*10"" 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


10" s 


5*10" 


SDU error ratio 


10* 


See "PDP 


7*10"" 


10* 
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ContextDchForLTE" 

(Note 3); 
See "PDP context3" 

(Note 6) 






Transfer delay 


80 ms 


See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 


130 ms 


80 ms 


Traffic Handling priority 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Guaranteed bit rate for 
uplink 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Guaranteed bit rate for 
downlink 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Signalling Indication 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Source Statistics Descriptor 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 





1 


Maximum bit rate for 
downlink (extended) 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Guaranteed bit rate for 
downlink (extended) 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Maximum bit rate for uplink 
(extended) 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Guaranteed bit rate for 
uplink (extended) 





See "PDP 
ContextDchForLTE" 

(Note 3); 
See "PDP context3" 
(Note 6) 








Negotiated LLC SAPI 


3 (Note 6) 


See "PDP context3" 
(Note 6) 




3 (Note f 


Radio priority 


1 (Note 6) 


See "PDP context3" 
(Note 6) 




1 (Note f 


Protocol configuration 
options 










Note 1 
Note 2 
Note 3 
Note 5 

Note 6 


For all non-GBR QCIs, the maximum and guaranteed bit rates shall be ignored. 
According to TS 24.301 , the UE ignores these parameters for a non-GBR QCI. 

Parameters included for UEs capable of UTRAN according to TS 34.123-3 clause 8.10 (table 8.10.1 and 8.10.2). 

This row refers to the reference packet filters defined in the tables below. For each reference dedicated EPS bearer conte 

of reference packet filter numbers is provided. 

Parameter included for UEs capable of GERAN; when value is not provided then value from TS 51 .01 subclause 40.5 is 
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Table 6.6.2-2: Reference packet filter #1 



Derivation path: 24.008 table 10.5.162 


Information Element 


Value/Remark 


Comment 


Condition 


Identifier 


0001 0000 


DLonly filter,ID=0 




Evaluation precedence 


(0 0) + EPS 
Bearer ID - 6 


0to7 




Component type 1 ID 


000 10000 


IPv4 remote 
address type 


remotelPv 
4 


00 100000 


IPv6 remote 
address type 


remotelPv 
6 


Component type 1 Value 


remoteAddress 
255.255.255.255 


See note 1 


remotelPv 
4 


remoteAddress 
ff:ff:ff:ff:ff:ff:ff:ff: 
ff:ff:ff:ff:ff:ff:ff:ff 


See note 1 


remotelPv 
6 


Component type 2 ID 


01010000 


Single remote port 
type 




Component type 2 Value 


31 160 + EPS Bearer ID - 
6 






Component type 3 ID 


1 1 


Protocol 
identifier/Next 
header type 




Component type 3 Value 


17 


UDP 




Note 1 : remoteAddress should be set to the address of an IP server able to send a flow of downlink IP/UDP 

packets to the UE. remotelPv4 applies if the UE has acquired an IPv4 address only, remotelPv6 applies if 
the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address. 



Table 6.6.2-3: Reference packet filter #2 



Derivation path: 24.008 table 10.5.162 


Information Element 


Value/Remark 


Comment 


Condition 


Identifier 


00 10000 1 


ULonly filter, 
ID=1 




Evaluation precedence 


(0 000000 0) + EPS 
Bearer ID - 6 + 8 


8 to 15 




Component type 1 ID 


000 10000 


IPv4 remote 
address type 


remotelPv 
4 


00 100000 


IPv6 remote 
address type 


remotelPv 
6 


Component type 1 Value 


remoteAddress 
255.255.255.255 


See note 1 


remotelPv 
4 


remoteAddress 
ff:ff:ff:ff:ff:ff:ff:ff: 
ff:ff:ff:ff:ff:ff:ff:ff 


See note 1 


remotelPv 
6 


Component type 2 ID 


10 10000 


Single remote port 
type 




Component type 2 Value 


61 000 + EPS Bearer ID - 
6 






Component type 3 ID 


1 1 


Protocol 
identifier/Next 
header type 




Component type 3 Value 


17 


UDP 




Note 1 : remoteAddress should be set to the address of an IP server able to process a flow of uplink IP/UDP 

packets received from the UE. When configured together with packet filter #1 , remoteAddress is the same 
as that for packet filter #1 . remotelPv4 applies if the UE has acquired an IPv4 address only, remotelPv6 
applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address. 
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Table 6.6.2-4: Reference packet filter #3 



Derivation path: 24.008 table 10.5.162 


Information Element 


Value/Remark 


Comment 


Condition 


Identifier 


00110010 


Bidirectional filter, 
ID=2 




Evaluation precedence 


1111 


Lowest priority 




Component type 1 ID 


000 10000 


IPv4 remote 
address type 


remotelPv 
4 


00 100000 


IPv6 remote 
address type 


remotelPv 
6 


Component type 1 Value 


remoteAddress 
255.255.255.255 


See note 1 


remotelPv 
4 


remoteAddress 
ff:ff:ff:ff:ff:ff:ff:ff: 
ff:ff:ff:ff:ff:ff:ff:ff 


See note 1 


remotelPv 
6 


Note 1 : remoteAddress should be set to the address of an IP server able to process a uplink IP packets from the 

UE and transmit downlink IP packets to the UE. remotelPv4 applies if the UE has acquired an IPv4 address 
only, remotelPv6 applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 
address. 



6.6A Default SMS over SGs message and information element 
contents 

The default SMS over SGs message and information element contents specified in this subclause apply to all SMS over 
SGs Signalling test cases defined in TS 36.523-1 [18] unless otherwise specified. All the messages and information 
elements are listed in alphabetical order. 

6.6A.1 CM-sublayer messages 
CP-ACK 

This message is sent between the SS and the UE, in both directions. 



Table 6.6A.1-1 : Message CP-ACK 



Derivation Path: 24.011 clause 7.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


'1001'B 


SMS messages 




Transaction identifier 


Any allowed value 






Message type 


'000001 00'B 


CP-ACK 





CP-DATA 

This message is sent between the SS and the UE, in both directions. 

Table 6.6A.1-2: Message CP-DATA 



Derivation Path: 24.011 clause 7.2.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


'1001'B 


SMS messages 




Transaction identifier 


Any allowed value 






Message type 


'00000001 'B 


CP-DATA 




CP-User data 


RP-ACK RPDU or RP- 
DATA RPDU (as 
specified in the test case) 
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6.6A.2 Short Message Relay Layer (SM-RL) messages 

RP-ACK RPDU 

This message is sent between the SS and the UE, in both directions. 



Table 6.6A.2-1 : Message RP-ACK RPDU 



Derivation Path: 24.011 clause 7.3.3 


Information Element 


Value/remark 


Comment 


Condition 


RP-Message Type 


'010'B 


RP-ACK_PDU 
uplink 


Uplink_SMS 




'011'B 


RP-ACK_PDU 
downlink 


Downlink S 
MS 


RP-Message Reference 


Same as in associated 
(preceding) RP-DATA 
RPDU 






RP-User Data 


Not present or any 
allowed value 




Uplink_SMS 




Not present 




Downlink S 
MS 



Condition 


Explanation 


Uplink SMS 


This condition applies when the message is sent by the UE to the SS. 


Downlink SMS 


This condition applies when the message is sent by the SS to the UE. 



RP-DATA RPDU 

This message is sent between the SS and the UE, in both directions. 

Table 6.6A.2-2: Message RP-DATA RPDU 



Derivation Path: 24.301 clause 8.2.23 


Information Element 


Value/remark 


Comment 


Condition 


RP-Message Type 


'001 'B 


RP-DATA_PDU 
downlink 


Downlink S 
MS 




'000'B 


RP-DATAPDU 
uplink 


Uplink_SMS 


RP-Message Reference 


Any allowed value 






RP-Originator Address 


Any allowed value 


originating Service 
Centre address 


Downlink S 
MS 




Not present 




Uplink_SMS 


RP-Destination Address 


Not present 




Downlink S 
MS 




Any allowed value 


destination 
Service Centre 
address 


Uplink_SMS 


RP-User Data 


SMS-SUBMIT or SMS- 
DELIVER (as set in the 
test case) 







Condition 


Explanation 


Uplink_SMS 


See the definition below table 6.6A.2-1 . 


Downlink SMS 


See the definition below table 6.6A.2-1 . 
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6.6A.3 Short Message Transfer Layer (SM-TL) messages 

SMS-DELIVER 

This message is sent by the SS to the UE. 



Table 6.6A.3-1 : Message SMS-DELIVER 



Derivation Path 


23.040 clause 9.2.2.1 






Information Element 


Value/remark 


Comment 


Condition 


TP-MTI 


'00'B 


SMS-DELIVER 




TP-MMS 




TB 


No more 
messages are 
waiting for the MS 
in this SC 




TP-RP 


Any allowed value 






TP-UDHI 


'0'B 






TP-SRI 


'0'B 






TP-OA 


Any allowed value 






TP-PID 


'00000000'B 






TP-DCS 


Any allowed value 






TP-SCTS 


Any allowed value 






TP-UDL 


160 






TP-UD(140 octets) 


text of message (160 
characters) 


The 160 

characters in TP- 
UD shall include 










at least one 










occurrence of 










each character in 










the default 










alphabet (see 
3GPP TS 23.038, 










clause 6.2.1). 





SMS-SUBMIT 

This message is sent by the UE to the SS. 

Table 6.6A.3-2: Message SMS-SUBMIT 



Derivation Path: 23.040 clause 9.2.2.2 


Information Element 


Value/remark 


Comment 


Condition 


TP-MTI 


'01 'B 


SMS-SUBMIT 




TP-RD 


Any allowed value 






TP-VPF 


Any allowed value 






TP-RP 


Any allowed value 






TP-UDHI 


Not present or any 
allowed value 






TP-SRR 


Not present or any 
allowed value 






TP-MR 


Any allowed value 






TP-DA 


Any allowed value 






TP-PID 


'00000000'B 






TP-DCS 


Any allowed value 






TP-VP 


Not present or any 
allowed value 






TP-UDL 


160 






TP-UD(140 octets) 


text of message (160 
characters) 
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6.6B Reference radio bearer configurations 

6.6B.1 SRB and DRB parameters and combinations 

6.6B.1 .1 SRB and DRB parameters 

6.6B.1 .1 .1 Physical Layer configurations 



Table 6.6B.1. 1.1-1: PhysicalConfigDedicated-DEFAULT 



Derivation Path: TS 36.508 clause 4.8.2.1 .6, Table 4.8.2.1 .6-1 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicated-DEFAULT ::= SEQUENCE { 








cqi-ReportConfig 


CQI-ReportConfig- 
DEFAULT using 
condition 
CQI_PERIODIC 


See subclause 
4.6.3 


SRB1 or 
RBC or 
RBC-HO or 
HO-TO- 
EUTRA 


soundingRS-UL-ConfigDedicated 


SoundingRS-UL- 
ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 or 
RBC or 
RBC-HO or 
HO-TO- 
EUTRA 


) 









Condition 


Explanation 


SRB1 


Used at configuration of SRB1 during RRC connection (re-)establishment 


RBC 


Used at configuration of a radio bearer combination during SRB2+DRB establishment 


2TX 


Used for cells with two antenna ports 


RBC-HO 


Used during Handover 


HO-TO-EUTRA 


Inter-RAT handover to E-UTRA 



6.7 Timer Tolerances 

The timer tolerances specified for the test environment in this subclause apply to all Signalling test cases defined in TS 
36.523-1 [18] unless otherwise specified 

All the timers used during testing are within a tolerance margin given by the equation below. If for a specific test a 
different tolerance value is required then this should be specified in the relevant test document (i.e. the document where 
the test is described). 

Timer tolerance = 10%, or 5 x RTT , whichever value is the greater. 

Where RTT = 8 TTIs for FDD, and RTT= Maximum RTT from Table 6.7-1 for TDD (see Note). 

NOTE: Since the exact RTT for TDD varies depending on the UL/DL configurations and sub frame number [29], 
the maximum RTT is defined in Table 6.7-1. 
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Table 6.7-1 : Maximum RTT for TDD UL/DL configurations 



UL/DL Configuration 


Maximum RTT (TTIs) 





10 


1* 


11 


2 


12 


3 


15 


4 


16 


5 


TBD 


6 


11 


*Note: Default UL/DL configuration defined in Table 4.6.3- 
23 of TS 36.508 



7 Test environment for RRM tests 

This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test 
cases defined in TS 36.521-3 [34], TS 34.121-1 [50] and TS 34.122[51]. Exceptions specified in clause 7 overwrite the 
parameter settings of clause 4; exceptions defined within the test cases overwrite parameter settings of clause 4 and 7. 

This clause describes UE test states which can be used in the initial condition for TS 36.521-3 [34], TS 34.121-1 [50] 
andTS 34.122[51]. 

7.1 Requirements of test equipment 

<void> 

7.2 RRM Reference system configurations 
7.2.1 Common parameters for simulated E-UTRA cells 

7.2.1 .1 Combinations of system information blocks 

<void> 

7.2.1.2 Scheduling of system information blocks 

<void> 

7.2.1 .3 Common contents of system information messages 

- SystemInformationBlockType2 
As defined in Table 4.4.3.3-1 with the following exceptions: 
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Table 7.2.1.3-1: SystemlnformationBlockType2 exceptions 



Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-1 SystemlnformationBlockType2 


inrormaiion Element 


value/ remarK 


LrOmmeni 


uonaition 


mbsfn-SubframeConfig ::= SEQUENCE { 






FDD 


radioframeAllocationPeriod 


n1 


Every radio frame 
is with MBSFN 
subframe 




radioframeAllocationOffset 









subframeAllocation CHOICE { 








oneFrame 


111111 


Subframe 1, 2, 3, 
6, 7, 8 is used for 
MBSFN 





- System lnformationBlockType3 

As defined in Table 4.4.3.3-2 with the following exceptions: 



Table 7.2.1.3-2: SystemlnformationBlockType3 exceptions 



Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-2 SystemlnformationBlockType3 


Information Element 


Value/remark 


Comment 


Condition 


neighCellConfig 


'10'B (The MBSFN 
subframe allocations of 
all neighbour cells are 
identical to or subsets of 
that in the serving cell) 




FDD with E- 
UTRA FDD 
neighbour 
cell 



- System lnformationBlockType5 

As defined in Table 4.4.3.3-3 with the following exceptions: 



Table 7.2.1.3-3: SystemlnformationBlockTypeS exceptions 



Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-4 SystemlnformationBlockType5 


Information Element 


Value/remark 


Comment 


Condition 


neighCellConfig[n] 


'10'B (The MBSFN 
subframe allocations of 
all neighbour cells are 
identical to or subsets of 
that in the serving cell) 




FDD with E- 
UTRA FDD 
neighbour 
cell 




'11'B (Different UL/DL 
allocation in neighbouring 
cells for TDD compared 
to the serving cell) 




FDD with E- 
UTRA TDD 
neighbour 
cell, 

TDD with E- 
UTRA FDD 
neighbour 
cell 



7.2.2 Common parameters for simulated GERAN cells 
7.2.2.1 Mapping of GERAN cells 

Unless otherwise stated, GERAN cells take the default values defined in Table 7.2.2.1-1. 
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Table 7.2.2.1-1: Mapping of GERAN cells with TS 51 .01 0-1 [25] 



GERAN cell 


Frequency 


GERAN cell in TS 51 .010-1 , clause 40 


Cell 24 


f11 


Cell A 


Cell 25 


f12 


Cell D 


Cell 26 


f13 


Cell B 



7.2A Generic RRM procedures 
7.2A.1 UE RRM test states 



Table 7.2A.1-1 : The E-UTRAN UE states 





RRC 


ECM 


EMM 


ESM 


UE Test 
Mode 


State 
2A 


Registered, 
Idle Mode, UE 
Test Mode 
Activated 


Refer to Table 4.5.1- 
1 


Refer to Table 4.5.1 - 
1 


Refer to Table 4.5.1 - 
1 


Refer to Table 
4.5.1-1 


Refer to 

Table 

4.5.1-1 


State 
3A-RF 


Generic 
Default RB 
Established, 
UETest Mode 
Activated 


Refer to Table 
5.2A.1-1 


Refer to Table 
5.2A.1-1 


Refer to Table 
5.2A.1-1 


Refer to Table 
5.2A.1-1 


Refer to 

Table 

5.2A.1-1 


State 
3B-RF 


Generic 
Default RB 
Established, 
UE Test Mode 
Activated, pre- 
registered on 
HRPD 


RRC_CONNECTED 
1 data radio bearer 
configured 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active 


Active 


State 

3A-RF- 

CA 


Generic 
Default RB 
Established, 
UETest Mode 
Activated 


Refer to Table 
5.2A.1-1 


Refer to Table 
5.2A.1-1 


Refer to Table 
5.2A.1-1 


Refer to Table 
5.2A.1-1 


Refer to 

Table 

5.2A.1-1 



7.2A.2 UE Registration, UE Test Mode Activated (State 2A) 

As described in clause 4.5.2A with following exceptions: 



Table 7.2A.2-1 : ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST 
(Step 16 in Table 4.5.2A.3-1) 



Derivation Path: Table 4.7.3-6 


Information Element 


Value/remark 


Comment 


Condition 


PDN address 








Length of PDN address contents 


5 octets 






PDN type value 


'001'B 


IPv4 




PDN address information 


IPv4 address 


The SS provides a 
valid IPv4 address 




ESM cause 


IF "PDN type" IE in step 
4is'IPv4v6' THEN 
'0011 001 0'B ELSE Not 
present 


"PDN type IPv4 
only allowed" 
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7.2A.3 Generic Default Radio Bearer Establishment, UE Test Mode 
Activated (State 3A-RF) 

As described in clause 5.2A.2. 

7.2A.4 Generic Default Radio Bearer Establishment, UE Test Mode 
Activated, pre-registration on HRPD (State 3B-RF) 

Editor's note: This section is incomplete. The following aspects are either missing or not yet determined: 
Other than UATI Request message and UATI Assignment message are FFS 

7.2A.4.1 Initial conditions 

System Simulator: 

- Cell 1 

Cell 1 is transmitting SystemInformationBlockType8 
User Equipment: 

- The Test USIM shall be inserted. 

7.2A.4.2 Definition of system information messages 

As described in clause 4.5.2B.2. 

7.2A.4.3 Procedure 

Table 7.2A.4.3-1 : UE registration with default EPS bearer establishment, test mode activation and 
HRPD pre-registration procedures (state 1 to state 3B-RF) 



Step 


Procedure 


Message Sequence 


u-s 


Message 


1 to 

18 


Same procedure for steps 1 to 18 as specified 
in the procedure in clause 4.5.2A.3 and 
7.2A.2 






19 to 
36 


Same procedure for steps 17 to 30D as 
specified in the procedure in clause 4.5.2B.3 







7.2A.4.4 Specific message contents 

As described in clauses 4.5.2B.4 and 7.2A.2. 

7.2A.5 Generic Default Radio Bearer Establishment, UE Test Mode 
Activated (State 3A-RF-CA) 

As described in clause 5.2A.4. 

7.2B Other generic RRM procedures 
7.2B.1 Tracking area updating procedure 

The procedure is defined in table 7.2B.1-1. 
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Table 7.2B.1-1 : Tracking area updating procedure 



Step 


Procedure 


Message Sequence 


U - S 


Message 


1 


The SS transmits system information on the 
cell specified in the test case. 


<-- 


RRC: SYSTEM INFORMATION (BCCH) 




i — \//m — ni"i/>K i 1.1 ii i — i i ■ ■ 

EXCEPTION: If all EPS bearer context is 
inactive in UE, for Rel-8 and Rel-9 steps 2 to 
8a are optional and depend on UE 
implementation. A Rel-10 UE directly starts 
attach procedure from step 8a. 






2 


The UE transmits an RRCConnectionRequest 
message on the cell specified in the test case. 


— > 


RRC: RRCConnectionRequest 


3 


The SS transmits an RRCConnectionSetup 
message. 


<- 


RRC: RRCConnectionSetup 


4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 
AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


-> 


RRC: RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 




EXCEPTION: If all EPS bearer context is 
marked as inactive in the EPS bearer context 
status IE included in the TRACKING AREA 
UPDATE REQUEST message then, events 
described in steps 5a to 24a. Otherwise, 
events described in steps 5 to 7. 






5 


~i~i ri(*i i ■ j.i Tn a /~\ i ✓ i k i /™\ a r~i i — a 

The SS responds with TRACKING AREA 
UPDATE ACCEPT message. 


<- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 

a /~i /~i i — r~n- 

ACCEPT 


6 


— |— 1 ill — ■ ■ ■ —i- r-~. a /~i I/IK 1 A 1 — \ | — A 

The UE transmits a TRACKING AREA 
UPDATE COMPLETE 


— > 


RRC: ULInformationTransfer 

K 1 A "T" r~l A l/IM /"\ A I - ! I~~ A 1 1 r~\ A "~ T~ 1~ 

NAS: TRACKING AREA UPDATE 
COMPLETE 


7 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to KHO lULt. 


<- 


RRC: RRCConnectionRelease 


5a 


The SS responds with TRACKING AREA 
UPDATE REJECT message. 


<— 


RRC: DLInformationTransfer 

K 1 A (~1 "IT"! A 1 ✓ 1 K 1 /~» A r~l 1 — A 1 1 l~» I - \ A — 

NAS: TRACKING AREA UPDATE 
REJECT 


6a 


EXCEPTION: Step 7a describes the behaviour 
that depends on UE behaviour (Note 3). 


_ 




7a 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<— 


RRC: RRCConnectionRelease 


8a 


IF NOT pc_Auto_Attach_after_TAU_Reject, 
the user initiates an attach by MMI or by AT 
command. 






9a- 
24a 


Steps 2 to 17 of the generic UE Registration 
procedure (4.5.2a.3 and 7.2A.2) are executed 
to successfully complete the Attach procedure. 







NOTE 1: The periodic tracking area updating timer T3412 is deactivated by default during the attach procedure (TS 
36.508 clause 4.7.2). 

NOTE 2: The SS does not initiate authentication and NAS SECURITY MODE COMMAND are not performed 
(reuse of keys allocated during the attach procedure). 

NOTE 3: The SS waits for 1 second to receive the Attach Request on the existing RRC Connection. In case Attach 
Request is not received within 1 second, existing RRC Connection is released. 
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7.3 Default RRC message and information elements contents 

7.3.1 Contents of RRC messages 

FFS. 

7.3.2 Radio resource control information elements 

Editor's note: Unless otherwise stated in the test parameters or messages exceptions in the respective test cases in 
TS 36.521-3 [34], PRACH configuration index and exceptional message as specified in Table 7.3.2-1 is 
used. 

As defined in clause 4.6.3 with the following exceptions: 



Table 7.3.2-1 : PRACH-Config-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-7 


Information Element 


Value/remark 


Comment 


Condition 


PRACH-Config-DEFAULT ::= SEQUENCE { 








prach-Configlndex 


3 




TDD 


} 









Condition 


Explanation 


TDD 


TDD cell environment 



Table 7.3.2-2: RadioResourceConfigCommonSCell-r10-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-1 3A 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommonSCell-r1 ::= 
SEQUENCE { 








ul-Confiquration-r10 


Not Present 






) 









Table 7.3.2-3: PhysicalConfigDedicatedSCell-r10-DEFAULT 



Derivation Path: Clause 4.6.3 Table 4.6.3-6A 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE { 








ul-Configuration-MO 


Not Present 






} 









7.3.3 Measurement information elements 

As defined in clause 4.6.6 with the following exceptions: 
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Table 7.3.4-1 : MeasObjectEUTRA-GENERIC (Freq) 



Derivation Path: Clause 4.6.6, Table 4.6.6-2 


Information Element 


Value/remark 


Comment 


Condition 


neighCellConfig 


10'B (The MBSFN 
subframe allocations of 
all neighbour cells are 
identical to or subsets of 
that in the serving cell) 




FDD with E- 
UTRA FDD 
neighbour cell 




'11'B (Different UL/DL 
allocation in neighbouring 
cells for TDD compared 
to the serving cell) 




FDD with E- 
UTRA TDD 
neighbour cell, 
TDD with E- 
UTRA FDD 
neighbour cell 
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Annex A (informative): 
Connection Diagrams 

Definition of Terms 

System Simulator or SS - A device or system, that is capable of generating simulated Node B signalling and analysing 
UE signalling responses on one or more RF channels, in order to create the required test environment for the UE under 
test. It will also include the following capabilities: 

1 . Measurement and control of the UE Tx output power through TPC commands 

2. Measurement of Throughput 

3. Measurement of signalling timing and delays 

4. Ability to simulate UTRAN and/or E-UTRAN and/or GERAN signalling 

Test System - A combination of devices brought together into a system for the purpose of making one or more 
measurements on a UE in accordance with the test case requirements. A test system may include one or more System 
Simulators if additional signalling is required for the test case. The following diagrams are all examples of Test 
Systems. 

NOTE 1 : The above terms are logical definitions to be used to describe the test methods used in the documents 
TS36. 521-1, TS 36.523-land TS36. 521-3 in practice, real devices called 'System Simulators' may also 
include additional measurement capabilities or may only support those features required for the test cases 
they are designed to perform. 

NOTE 2: Components in the connection diagrams: 

The components in the connection diagrams represent ideal components. They are intended to display the 
wanted signal flow. They don't mandate real implementations. An alternative to Figure. A3 is shown 
below as an example: It is nearer to real implementations. The signal levels are the same as in Figure A3. 
The signal flow cannot be displayed as detailed as in Figure A. 3. 



SS 



lor 



RX/TX 



1 fc- 


RX 


Sphtter/ 
combiner 


lor 


UE under Test 










RX/TX 



Alternative to Figure A.3 



Connection: Each connection is displayed as a one or two sided arrow, showing the intended signal flow. 

Circulator: The signal, entering one port, is conducted to the adjacent port, indicated by the arrow. The attenuation 
among the above mentioned ports is ideally and the isolation among the other ports is ideally oo. 

Splitter: a splitter has one input and 2 or more outputs. The signal at the input is equally divided to the outputs. The 
attenuation from input to the outputs is ideally and the isolation between the outputs is ideally go. 
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Combiner: a combiner has one output and 2 or more inputs. The signals at the inputs are conducted to the output, all 
with the same, ideally attenuation. The isolation between the inputs is ideally go. 

Switch: contacts a sink (or source) alternatively to two or more sources (or sinks). 

Fader: The fader has one input and one output. The MIMO fading channel is represented by several single faders (e.g. 
8 in case of a MIMO antenna configuration 4x2) The correlation among the faders is described in TS 36.521-1 clause 
B.2.2 

Attenuator: TBD 

General considerations on connections for CA testing 

Figures A.32<x> to A.37<x> contain connection diagrams for CA testing. Different options (<x> = a, b, c) have been 
defined for each connection, to consider different UE employments with respect to UE antenna connectors and signal 
mapping: 

- a: Separate antenna connectors for each CC. An optional Combiner may be used in case the UE employs one 
common wide band antenna only for the receive diversity for both CC-s. 

- b: Common antenna connectors for both CC-s with same UL transmitt antenna connector. 

- c: Common antenna connectors for both CC-s with different UL transmitt antenna connectors. 

The connections are refered in tests as Figure group which imply figures with the same arabic numeral in the number, 
but different latin letter extension (e.g. Figure A. 32a, A.32b etc). The selection of the connection option for testing is 
done according to the UE employment as appropriate. 

Following symbolic is used in the connection diagrams to distinguish CC-s and paths: 

- p: primary CC 

- s: secondary CC 

<j>: (integer) defines the receive antenna and the path to it <j> for a given CC 

<ixj>: (integer) defines the path between transmit antenna <;> and receive antenna <j> for a given CC 

The connections are general and support CA both in DL and UL. According to the test conditions, if the UL CA is not 
used, the "secondary CC of UL" in the connections may be ignored. 

For contiguous CA, AWGN_p and AWGN_s affecting the same UE antenna connector can be unified to a single 
AWGN_p/s with higher bandwidth. 

Figure A.1 : Void 
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ss 






TX 




RX 



splitter 



CW Gen 




s 
5" 



Splitter -4 



Spectrum 
Analyzer 



RX 

UE under Test 
RX/TX 



Figure A.2: Connection for Transmitter Intermodulation tests 



SS 






TX 




RX 



lor 



Splitter 




2 



lor 

H ► 



RX 

UE under Test 
RX/TX 



Figure A.3: Connection for basic single cell, RX and TX tests 
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Figure A.4: Connection for Receiver tests with E-UTRA-lnterference 



ss 






TX 




RX 



cw 

Signal Generator 



I, 



blocking 



lor lor 




Splitter 



Io 



RX 

UE under Test 



A ► RX/TX 



Figure A.5: Connection for Receiver tests with CW interferer 
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ss 


TX 




RX 




Interference 
Signal Generator 



Tone 



lor 



lor 




Splitter 



Io 

H ► 



RX 

UE under Test 
RX/TX 



Figure A.6: Connection for Receiver tests with both E-UTRA Interference and additional CW signal 



SS 






TX 




RX 




Figure A.7: Connection for TX-tests with additional Spectrum Analyzer 
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RX 

UE under Test 
RX/TX 



Spectrum 
Analyzer 



Figure A.8: Connection for RX-tests with additional Spectrum Analyzer 



SS TX 



RX 



. splitter . 



Fader 1 



Fader 2 



AWGN 
Gen 1 



AWGN 
Gen 2 




RX 



UE 

under 

test 



TX/RX 



Figure A.9: Connection for RX performance tests with antenna configuration 1x2 

(single antenna port) 
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SS TX1 



TX2 



RX 



. splitter . 

d 



Fader 1 



splitter 



Fader 2 





Fader 3 














Fader 4 









J. 



AWGN 
Gen 1 



AWGN 
Gen 2 




RX 



UE 

under 

test 



TX/RX 



Figure A.10: Connection for RX performance tests with antenna configuration 2x2 (transmit diversity) 



SS TX1 



TX2 



TX3 



TX4 



RX 



splitter 




Fader 1 







splitter 



Fader 2 



splitter 



Fader 3 



splitter 




Fader 4 







Fader 5 



Fader 6 



Fader 7 



Fader 8 



1 



AWGN 
Gen 1 



AWGN 
Gen 2 




RX 



UE 

under 

test 



TX/RX 



Figure A.11 : Connection for RX performance tests with antenna configuration 4x2 (transmit diversity) 



Figure A.12: Void 
Figure A.13: Void 
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RX 



AWGN 
Gen 1 



AWGN 
Gen 2 



UE 

under 
test 



. splitter 




0- 



TX/RX 



Figure A.14: Connection for 2 cells with static propagation and receive diversity 
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SS1 TX 



. splitter . 



Fader 1 



RX 



Fader 2 



AWGN 
Gen 1 



RX 



AWGN 
Gen 2 



. splitter 



0- 



UE 

under 
test 




TX/RX 



SS2 TX 



. splitter . 



Fader 3 



Fader 4 



RX 



Figure A.15: Connection for 2 cells with multipath fading propagation and receive diversity 
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UE under 
Test 

RX/TX 



Figure A.16: Connection for single cell Signalling tests 
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Further cells 
added in 
similar way 



Figure A.17: Connection for multiple cells Signalling tests 
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I 



AWGN 
Gen 1 



AWGN 
Gen 2 




RX 



UE 

under 

test 



TX/RX 



Figure A.18: Connection for 1 cell with antenna configuration 1x2 in static propagation conditions 
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SS1 TX 



. splitter . 



RX 



RX 



SS2 TX 



splitter 



Fader 1 



i k i k 



Fader 2 



RX 



SS3 TX 



splitter 




Fader 3 







Fader 4 



RX 



AWGN 
Gen 1 



AWGN 
Gen 2 



UE 

under 
test 



I 



splitter 




0- 



TX/RX 



Figure A.19: Connection for 3 cells with antenna configuration 1x2 in static (cell 1) and multipath 
fading (cell 2 and 3) propagation conditions and receive diversity 
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AWGN 
Gen 1 




TX/RX 



Figure A.20: Connection for 2 cells with static propagation and receive diversity with phase rotator 

(The frequency offset used in phase rotator is 5 Hz) 
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SS TX 



RX 



. splitter . 



Fader 1 



Fader 2 




Figure A.21 : Connection for frequency-selective interference with multipath fading propagation and 

receive diversity 



AWGN Origin 



SS Origin cell 
E-UTRA TX 



RX 



Splitter 



AWGN 
Origin 



SS Target 
4- E-UTRA 



AWGN Target 



1 




RX 

diversty 



UE 



RX/TX 



Splitter — 1 



AWGN Target 



Splitter 



Figure A.22: Connection for 2 cells with static propagation condition. Origin (E-UTRAN) and target 

cell E-UTRAN) received with RX diversity 
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SS Origin cell 
E-UTRA TX 



RX 



Splitter 



SS Target 
+ E-UTRA 



AWGN Origin 
3 



Fader 



Fader 



AWGN 
Origin 



AWGN Target 



Splitter 



Fader 
Fader 




RX 

diversty 



UE 



RX/TX 



Splitter — | 



AWGN Target 



Figure A.23: Connection for 2 cells with multipath fading propagation condition. Origin (E-UTRAN) 
and target cell E-UTRAN) received with RX diversity 
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RX 
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AWGN Target 
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Fader 4 
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UE 
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AWGN Target 



Figure A.24: Connection for 3 cells with antenna configuration 1x2 in static (cell 1) and multipath 
fading conditions (cell 2 and 3) and multiple RAT and receive diversity 
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Figure A.25: Connection for 3 cells with antenna configuration 1x2 in multipath fading (cell land 2) 

and multiple RAT (cell 3 static) and receive diversity 
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Figure A.26: Connection for 2 cells. Origin (E-UTRAN, multipath fading) and target cell E-UTRAN, 

static) received with RX diversity 
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Figure A.27: Connection for 3 cells with static propagation and receive diversity 
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Figure A.28: Connection for basic UL MIMO with receive diversity 
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Figure A.29: Connection for UL MIMO Receiver tests with E-UTRA-lnterference 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



405 



ETSI TS 136 508 V1 0.4.0 (2013-05) 




Figure A.30: Connection for UL MIMO Receiver tests with CW Interference 
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Figure A.31 : Connection for UL MIMO Receiver tests with both E-UTRA-lnterference and additional 

CW signal 
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Figure A.32a: Connection for basic Tx and Rx tests for CA (separate connectors) 
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Figure A.32b: Connection for basic Tx and Rx tests for CA (common connectors, same UL antenna) 
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Figure A.32c: Connection for basic Tx and Rx tests for CA (common connectors, different UL 

antennas) 
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Figure group A.33: Connection for Tx tests for CA with additional Spectrum Analyzer 
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Figure A.33a: Connection for Tx tests for CA with additional Spectrum Analyzer (separate 

connectors) 
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Figure A.33b: Connection for Tx tests for CA with additional Spectrum Analyzer (common 

connectors, same UL antenna) 
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Figure A.33c: Connection for Tx tests for CA with additional Spectrum Analyzer (common 

connectors, different UL antennas) 
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Figure group A.34: Connection for Rx tests for CA with additional Interferer / CW 
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Figure A.34a: Connection for Rx tests for CA with additional Interferer / CW (separate connectors) 
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Figure A.34b: Connection for Rx tests for CA with additional Interferer / CW (common connectors, 

same UL antenna) 
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Figure A.34c: Connection for Rx tests for CA with additional Interferer / CW (common connectors, 

different UL antennas) 
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Figure group A.35: Connection for Rx performance tests for CA with antenna configuration 1x2 
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Figure A.35a: Connection for Rx performance tests for CA with antenna configuration 1x2 (separate 

connectors) 
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Figure A.35b: Connection for Rx performance tests for CA with antenna configuration 1x2 (common 

connectors, same UL antenna) 
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Figure A.35c: Connection for Rx performance tests for CA with antenna configuration 1x2 (common 

connectors, different UL antennas) 
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Figure group A.36: Connection for Rx performance tests for CA with antenna configuration 2x2 
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Figure A.36a: Connection for Rx performance tests for CA with antenna configuration 2x2 (separate 

connectors) 
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Figure A.36b: Connection for Rx performance tests for CA with antenna configuration 2x2 (common 

connectors, same UL antenna) 
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Figure A.36c: Connection for Rx performance tests for CA with antenna configuration 2x2 (common 

connectors, different UL antennas) 
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Figure group A.37: Connection for Tx tests for CA with additional CW and Spectrum Analyzer 
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Figure A.37a: Connection for Tx tests for CA with additional CW and Spectrum Analyzer (separate 

connectors) 
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Figure A.37b: Connection for Tx tests for CA with additional CW and Spectrum Analyzer (common 

connectors, same UL antenna) 
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Figure A.37c: Connection for Tx tests for CA with additional CW and Spectrum Analyzer (common 

connectors, different UL antennas) 
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Figure A.38: Connection for UL Ml MO tests with additional Spectrum Analyzer 
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Figure A.39: Connection for Transmitter Intermodulation tests for UL-MIMO 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



426 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



Annex B (informative): 
Change history 



Meetin 
g-1st- 
Level 


Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 
-Current 


Version 
-New 


Doc-2nd- 
Level 


RAN5 
#37 


R5-073107 






Skeleton proposed for RAN5#37 Jeju 






0.0.1 




RAN5 
LTE 

worksh 
op 


R5w080007 






Proposed for RAN5 LTE workshop, Sophia Antipolis 




0.0.1 


0.0.2 




RAN5 
#39 


R5-081167 






Following proposals have been incorporated: 

R5w080046 

R5w080026 

R5w080036 




0.0.2 


0.0.3 




RAN5 
#39 


R5-081615 






Following proposals and many editorial corrections have 
been incorporated: 

R5-081564, R5-081561, R5-081248, R5-081530, R5- 
081126, R5-081443, R5-081382, R5-081200 




0.0.3 


0.1.0 




RAN5 
#39bis 


R5-082141 






Following proposals and many editorial corrections have 
been incorporated: 

R5-082149, "Updates of reference test conditions for TS 
36.508" 

R5-082148, "Addition of E-UTRA TDD Test frequencies 
for TS36.508" 

R5-082150, "Default downlink signal channel powers for 
LTE UE test" 

R5-082146, "Addition of Cell Environment for multi Cell 
Configuration" 

R5-082140, "Proposal of LTE reference system 
configurations for TS 36.508" 
R5-082204, "Addition of Cell and UE configuration for 
TS 36.508" 

R5-082090, "Update of default RRC message contents" 
R5-082100, "Proposal on Structure of Default Message 
Contents for TS 36.508" 

R5-082091 , "Addition of SRB and DRB radio bearer 
combinations to 36.508" 

R5-0821 73, "Connection Diagrams for TX and RX tests" 




0.1.0 


0.2.0 




RAN5 
#40 


R5-083399 






Following proposals have been incorporated: 
R5-083800, "Mapping of DL physical channels to 
physical resources for TS 36.508", NEC 
R5-083403, "Addition of New Cell Environment for multi 
Cell Configuration", NTT DOCOMO 
R5-083529, "Proposal on default system information 
contents for TS 36.508", NTT DOCOMO 
R5-083395, "Corrections to generic procedures in TS 
36.508", NTT DOCOMO 

R5-083623, "Update of RRC default message contents 
and RB combination parameters", Ericsson 
R5-083622, "Radio Resource Configuration 
specification forTS 36.508", NEC 
R5-083397, "Addition of Default NAS message contents 
in TS 36.508", NTT DOCOMO 




0.2.0 


1.0.0 




RAN5 
#40bis 


R5-0841 02 






Following proposals have been incorporated: 
R5-0841 01 , "Missing corrections to TS 36.508" 
R5-0841 10, "Updates of Test frequencies for TS 
36.508" 

R5-084144, "The mapping of DL physical channels to 
physical resources for TS 36.508" 
R5-0841 98, "Update of RA and RB power ratios 
definition in TS 36.508" 

R5-084199, "Update of Reference System Configuration 
in 36.508" 

R5-084109, "Addition of default RRC message contents 
to TS 36.508" 

R5-084202, "Update of RRC Message Contents and RB 
Configurations in 36.508" 

R5-084265, "Addition of default RRC message contents 
for handover" 

R5-084162, "Connection Diagrams for performance 




1.0.0 


1.1.0 





ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 427 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meet in 


Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 
-Current 


Version 
-New 


Doc-2nd- 
Level 










tests" 










RAN5 
#41 


R5-085145 






Following proposals have been incorporated: 
R5-085087, "Updates of Test frequencies for TS 
36.508" 

R5-085701 , "Cleaning up section 5 in TS 36.508" 
R5-085252, "Correction to Section 4.3.3.2 of TS 36.508" 
R5-085315, "Connection Diagrams: delete the editorial 
note" 

R5-085454, "Addition of timer tolerances" 
R5-085566, "Addition of default settings of suitable / 
non-suitable cells in TS 36.508" 
R5-085541 , "Update to default configurations of 
simulated cells in TS 36.508" 

R5-085514, "Update to default configurations of system 

information blocks in TS 36.508" 

R5-085472, "Addition of default settings of suitable / 

non-suitable cells in TS 36.508" 

R5-085394, "Update of Reference system 

configurations in 36.508" 

R5-085457, "Update to generic procedure in TS 36.508" 
R5-085458, "Addition of new generic procedure to 
check the UE does not answer to paging" 
R5-085523, "Update of default RRC message contents" 
R5-085381 , "Addition to default RRC IE contents for 
measurement configuration" 

R5-085469, "Update to default NAS message contents 

\m "TO OC CflO" 

in I b oo.oUo 

R5-085451 , "Parameter settings for reference RB 
configurations" 

DC OftCCCC "Crimmr\r\ tact I IQIM r\-a ra m ctcrc fnr CDC 

no-uooooo, oornrnon lesi uoiivi parameters tot cro 

+Qeti r\n " 

lesung 




1.1.0 


2.0.0 






RP nfi^i AR 

rir "UOO 1 ^fO 






Approval ot version ^.u.u ai r\r\\\ifH£L, uien upuaieu 10 v 




9 


ft n n 
o.u.u 




2 








ft 
o.u.u. 


















coiionai corrections. 




ft 


ft n 1 

O.U. I 




P AMC 


rc oftfiooi 


nnm 

UUU I 




1 1 lLlUUUOUUl 1 Ul lldll Lcll UUNIiy Ul dLIUf lb IN trU 1 riM OO 




ft 1 
O.U. I 


ft 1 n 

0. I .u 




UAi hie 
ifH I DIS 


















RANR 


nj-UOD I DO 


UUUc 




nfcrlllUvdl Ul ritrUUI lUdl 11 CI IVIIUI II 1 IUI lldl OUMUIUUMb 




ft 1 
O.U. I 


ft 1 n 

O. I .u 




#41 bis 


















rirtlNO 


DC AQCOOI 


UUUO 




K^r\ LU OO.OUO. UUlltrUUUM Ul Crtrirv^lN 




ft n 1 

O.U. I 


ft 1 
O. I .u 




#41 bis 


















nAINO 


□c nocooc 
rio-UOO^O 


UUU4 




Correction to the default system informations in TS 




ft n 1 
o.u. i 


ft 1 o 
o. 1 .U 




#41 bis 








36.508 










riMIMO 


DC OQROOC 
riO-UOOtiGO 


UUUO 




V_»Ullllfc;UUUll Uldyidlllb IUI ririlvl 




ft n 1 

O.U. I 


ft 1 
O. I .u 




#41 bis 


















DAMC 
rirtINO 

UA A hie 
ifH I DIS 


RR Oftf^Afi 


UUUD 




1 InHato nf tho Hofai lit moccano Al ITHFMTIPATIOM 
UpUdLc Ul lllc UfcrldUIL lllcbbdyt? HU 1 nCIM 1 lUn 1 I^IN 

PA || | IDC 
rMILUnL 




ft n 1 

O.U. I 


ft 1 
O. 1 .u 




DAMC 
rirtINO 

#A-\ hie 
■trH 1 Ulb 


rr oftf^f^p 


uuu / 




UpUdLU Ul 1 clUI cl IUU UUMIILjUldUUM bybLclllb IUI 
OL/IVIM^UUU III OD.OUO 




ft n 1 

O.U. I 


ft 1 
O. 1 .u 




RANR 
rirtINO 

#A1 hie 
ifH 1 DIS 


rr oftf^f^ 

riO UOOOOO 


UUUO 




UpUdLcU Ul UUIIIIIIUII dl IU UUIdUIL UdldlllcLclb IUI 

rrtK/iAonnn nolle 

^LilvlM^UUU CfcJIIb 




ft n 1 

O.U. I 


ft 1 
O. 1 .u 




RANR 
rirtINO 

HAA hie 
#M- I Ulb 


RR Oftf^fiA 


UUU3 




UpUdLc Ul OybLcl 1 1 II IIUI 1 1 IdllUI IDIUUrX 1 yptJO HI OU.UUO 




ft n 1 

O.U. I 


ft 1 
O. 1 .u 




DAMC 
rirtINO 


DC OQRQRQ 


nm n 

UU I u 




A^J/Hiti^n f"/-\f r\ r/~\ r\ C P O horror f*t~\ v+e 
MUUIUUll Ul IfcJItJlfcJMCfc; Cro UtJdltJl CUMLtJXLb 




ft n 1 

O.U. I 


ft 1 
O. I .u 




UAi hie 
ifH 1 DIS 


















DAMC 
rirtINO 


rc oftf^vn 

riO-UOOO/ U 


nm 1 

UU I I 




l\ l\ o r"\ r\ i r~i n r\T Hath i ilt X~*\\ Dh\/cir i Ql i* honnolc* f^r Tnn iki 

Ivldppiliy Ul UfcrldUIL UL rllyblUdl Ulldllllclb IUI 1 UU 111 




ft n 1 

O.U. I 


ft 1 
o. I .U 




£A1 hie 
trM- I Ulb 








OD.OUO 










DAMC 
rirtINO 


rc oft^Aon 

riu-UOO^-UU 


nm o 

UU I c. 




MUUIUUll Ul no CrnC pUWfcJlb LU UfcrldUIL UL blyildl Itrvtrlb 




ft n 1 

O.U. I 


ft 1 
O. I .u 




4+A1 hie 
ifH 1 DIS 


















DAMC 
rirtINO 


DC OQOOftA 


nm ^ 

UU I o 




i esi proceaure 10 verny uiai an cro Dearer coiuexi is 




ft n 1 

O.U. I 


ft 1 
O. I .u 












acuve 










DAMC 
rirtINO 


rc odo^o 


nm a 

UU I 4- 




WUllfcrUllUll LU LNfcr UtrllMILIUII Ul bllllUldlfcrU INMo Cfcrllb 111 1 o 




ft n 1 

O.U. I 


ft 1 
o. I .U 




HAO 








oo.ouo 










DAMC 
rirtINO 


DC OQOAf^A 


UU I 




uiean up ine lesi aigornnm Tor auirieruicaiion 




ft n 1 

O.U. I 


ft 1 
O. I .u 






















RAN5 


R'vOQO^Rfi 

1 1J v JUJUU 


001 6 




AHrl ^nprifir infnrmatinn plpmpnt^ fnr RRO 




8.0.1 


8.1 .0 




#42 








reconfiguration 










RAN5 


R5-090630 


0017 




Introduction of alternative DRX configurations 




8.0.1 


8.1.0 




#42 


















RAN5 


R5-090681 


0018 




Correction to the default NAS message contents in TS 




8.0.1 


8.1.0 




#42 








36.508 










RAN5 


R5-090682 


0019 




Correction to the definition of simulated cells in TS 




8.0.1 


8.1.0 




#42 








36.508 











ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 428 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meetin |Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 

uUI 1 CI 1 1 


Version 
■New 


Doc-2nd- 
Levei 


RAN5 
#42 


R5-090698 


0020 




1 Inrlatp of A ^ npnprio nrooprhirp^ in ^fi ^iDfi 




8.0.1 


8.1 .0 




RAN5 
#4? 


R5-090699 


nn?i 




TDn RT T oorrootion for timor tolornnoo 

1 UU n 1 1 UUI 1 UULIUI 1 1 Ul IN 1 Id IUIUI dl IUU 




q n 1 

O-U- I 


O. 1 .u 




RAN5 

HAO 


R5-090759 


0022 




Porrpotion to thp Hpf3iilt RRP mp^anp oontpnte in TS 

\_/VJ 1 1 CLillUI 1 LU 11 IC UCIaUll 1 11 1 V_y 1 1 1 COOuyC Wl 1 ICI 1 LO III 1 \J 

36.508 




8.0.1 


8.1 .0 




RAN5 

HAO 


R5-091000 






Pnrrootion to oIqiico A *3 *3 
UUIIUUUUII LU UldUbU H-.O.O.O 




q n 1 

O.U. I 


r 1 n 

O. 1 .u 




RAN5 

HAO 


R5-091001 






1 TF-RF - Plnrifioation to ^fi R0.fi Simiilatpo 1 PpIIq for RF 

l_l L nr. UldllllUdLIUII LU od. JUO Ol 1 1 1 UldLUU ucllo IUI i\i 

tests 




q n 1 

O.U. I 


r 1 n 

O. 1 .u 




RAN5 

irHO 


RP-090447 






Porrootion to Poll nff oowor 

UUIIUUUUII LU UUII Ull UUVVUI 




O. I -U 


r ? n 


no Ujiuou 


RAN5 

ttM-O 


RP-090447 






] XF Sionsillino Toctc 1 IF Ry sintpnnn oonnootion 

LllZOiyildlllliy 1 cblb . U L r\A dl ILUI II Id UUI II ItrULIUI 1 




O. I .u 


r ? n 


no Ujtuo/ 


RAN5 

ttM-O 


RP-090448 


nn?7 




PR to ^fi RDfi for QiiholniiQP A *3 1 ohnnnpl hnnHwiHth 

On LU OU.UUO IUI bUUUIaUoc H-.O. I Ul Idl II IUI UdilUWIULII 

clarification for RF tests (re-submit no changes) 




O. I .u 


r ? n 


RK_r)Q?1 ?4 


RAN5 
i*4T 

irHO 


RP-090448 






XPYt for A P P* Minimi im fi motional roni lirpmpntc 

I CAl IUI C . C. . I VI 1 1 II I I I U 1 1 1 lUIIUUUIldl I CUUI I Ul 1 IUI 1 Lb 




fi 1 n 

O. I .u 


r ? n 


nc;_nq?1 PR 


RAN5 

ttM-O 


RP-090448 






Annov A - trsincition from 1 to P RY antonna 

Mill IcA r\ . 11 dl Ibl LIUI I 1 1 Ul I I I IU c- nA dl I LUI II Id 




fi 1 n 

O. I .u 


r ? n 


nj U3t i o^ 


RAN5 

ttM-O 


RP-090447 


0030 




I Inrlatp of SN Ipnoth in I IM Rl P Hpfmilt oonfioi iration 
upudic ui oin luiiyLii mi kjivi ni_u uuiduu out inyui dLiui i 




8.1 .0 


8.2.0 


R5-0q??0? 


RAN5 

ttM-O 


RP-090448 


UUO I 




TP fr\ y cimiilotorJ I ITRA TRR i-«ci 1 1 nQromQ+Qr 
I r IUI bllllUldLUU U 1 nn 1 UU UUII pdldlllULUI 




fi 1 n 

O. I .u 


Qon 
o.^.u 


R^ AQ997^ 
no / o 


RAN5 

ttM-O 


RP-090447 






Porrpotion to coooifio rnoccano oontontc in cotim 

UUIIUUUUII LU bUUUMIU IllUbbdyU UUIILUIILb III bULUU 

procedure in TS 36.508 




fi 1 n 

O. I .u 


r ? n 




RAN5 

ttM-O 


RP-090447 


uuoo 




Porrpotion to tho Hpfinition of cimiilsitoH MiQ pollc in 

UUI 1 UUUUI 1 LU LI IU UUIIIIILIUII Ul call 1 1 U IdlUU INnO UU 1 lo III 1 O 

36.508 




fi 1 n 

O. I .u 


r ? n 




RAN5 

ttM-O 


RP-090447 


om4 

UUOH- 




PR on R 7 TRR Timor Tolprnnop in ^OP 

on Ull U.i 1 LSL/ 1 1 1 1 IUI 1 UlUldllUU III OD. uuo 




fi 1 n 

O. I .u 


r ? n 




RAN5 

ttM-O 


RP-090448 


0044 




1 InHato rtf A ^ OA in ^IR RAP /Ro ci ihmit nnt rhannol 
UUUdLU Ul M-.u.trt III OD.OUO ^nc bUUIIIIl IIUL ulldiiyu^ 




fi 1 n 

O. I .u 


con 
o.£.u 


R^ AQP4R7 
no uiiito / 


RAN5 

ttM-O 


RP-090448 






niofniilt \/nhio of o-RyI o\/Min for RF TPc 
L^uiduiL vdiuu ui u, nAi_u v i vi 1 1 1 i ui nn i 




fi 1 n 

O. I .u 


r ? n 


RS-OQPd^fi 


RAN5 

ttM-O 


RP-090598 






PR to ^fi RflR AHHition of toQt f rooi lonoioQ for hnnH 1 R 

On LU OU.UUO rtUUILIUII Ul LUol 1 1 ULjUUI lUIUo IUI Udl IU IO 

and band 1 9 




fi 1 n 

O. I .u 


r ? n 


RCI.AQp^QC; 

nj ustjoj 


RAN5 

ttM-O 


RP-090447 


uuoo 




I InHnto of tho Hofsiiilt MAS moccaoo oontontc in TS 

UjJUalc Ul U IU UUIdUIL INrtO II lUoodyU UUI I LUI I Lb II I IO 

36.508 




fi 1 n 

O. I .u 


r ? n 


RCAQp7AQ 
nj U3t / UO 


RAN5 
#43 


RP-090447 


uuo / 




Pj"irro/"*tif"in f/~i rofoconr'O rnri\/~i htoaroc ^r\nfini irotir\nc 
OUIIUUUUII LU lUlUiUIIUU IdUlU UUdlUi UUI II iyui dllUI lb 




fi 1 n 

O. I .u 


oon 
o.^.u 


R^ AQP7P1 
no uyt / c. i 


nAINO 

#43 


DP AQA/1/17 


uuoo 




niofinition of Hofniilt Toct Pontrol /TP\ moccanpc 

L/UIIIIILIUM Ul UUIdUIL 1 Ubl UUI III Ul ^ 1 O/ II lUbbdyUb 




fi 1 n 

O. I .u 


r ? n 


RC:_AQp7Q4 


DAMC 
nAINO 

#43 


DP AQA/1/1Q 


0039 


- 


Modification of procedures in section 4.5.2.3 /4.5.2A 




8.1.0 


8.2.0 


R5-092735 


nAINO 
ttM-O 


DP AQA/1/17 


0040 


- 


Addition of default physical layer parameters 




8.1.0 


8.2.0 


R5-092736 


RAN5 
it4T 

irHO 


RP-090447 


0041 


- 


Correction to default RRC message contents 




8.1.0 


8.2.0 


R5-092738 


RAN5 

if4^ 


RP-090447 


nn4? 




IntroHi lotion in of 3 oommon trciokino/roi itino 
II III UUUULIUI 1 III OU.UUO Ul d UUI 1 II 1 IUI 1 11 dUrXII iy/ 1 uuui ly 

area update procedure for Idle mode and RRC 
connection release tp^t rasps 




fi 1 n 

O. I -U 


r ? n 


no / oo 


RAN5 
#43 


RP-0Q0447 


0043 


- 


Corrections to default system configurations in TS 
36 508 




8.1.0 


8.2.0 


R5-092773 


RAN5 
#43 




0046 


- 


Max. resources for signalling test cases 




8.1.0 


8.2.0 


R5-092723 








- 


Editorial corrections and merging of all sections together 




8.2.0 


8.2.1 




damc; 

nAINO 

#44 


DP AQAQA9 


0047 




Porrpotion to thp Hpfm lit \/3li ip of i il-Rpnrlwirlth in TS 

UUI 1 UUUUI 1 LU LI IU UUIdUll ValUC Ul Ul OdllUVVIULII III IO 

36.508 


F 


8.2.1 


8.3.0 


R5-09405q 

no 


DAMC 

nAINO 

#44 


DP AQAQA9 


0048 


- 


UTRAN SIB scheduling for LTE interRAT test 


F 


8.2.1 


8.3.0 


R5-094072 


DAMC 

tiMINO 

#44 


Dp AQAfiAP 


0049 


- 


Correction to the default NAS message contents 


F 


8.2.1 


8.3.0 


R5-094141 


RAN5 
#44 


RP-090802 


0050 


- 


TDD fields in default physical layer parameters 


F 


8.2.1 


8.3.0 


R5-094279 


RAN5 
#44 


RP-090802 


0051 




Addition of UTRA reference radio bearer parameters 
and GERAN reference PDP context parameters for E- 
UTRA Inter-RAT testing 


F 


8.2.1 


8.3.0 


R5-094304 


RAN5 
#44 


RP-090801 


0052 




System information scheduling for RF testing 


F 


8.2.1 


8.3.0 


R5-09431 1 


RAN5 
#44 


RP-090801 


0053 




Connection for 1 cell with antenna configuration 1x2 in 
static propagation conditions 


F 


8.2.1 


8.3.0 


R5-094364 


RAN5 


RP-090801 


0054 




Correction to 4.3.1 .2.5 TDD reference test frequencies 


F 


8.2.1 


8.3.0 


R5-094373 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 429 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meetin |Doc-1st-Level 


pp 


Rev 


ouDjeci 


Pat 


-Current 


\/ai" c i o n 

-New 




itAA 








for Operating Band 37 










RAN5 

itAA 


RP-090801 


aar^ 
uuoo 




1 TP Pf ' Dhwci(~*Ql 1 Q\;or nr^nfirii ii"Qtir\nc fr^r /PPI\/1 

i_ i c nr. r nybiodi Ldyei uuiiiiguidiiuiib iui nr/nnivi 

testing 


F 


ft 1 
O.c.. I 


ft ft 
o.o.u 


DC piQA A Oi 


RAN5 

itAA 


RP-090802 


aacr 

UUOD 




Update of SN length in PDCP default configuration 


r 


ft 1 


ft ft n 
o.o.u 


DC AQ/ICOQ 

Ko-uy4ooo 


RAN5 

itAA 


RP-090802 


AAR7 
uuo/ 




oorrecTions to aeTauu nn^ message ana in coruerus 


r 


ft 1 


ft ft n 
o.o.u 


DC AQ/1CQQ 

no-uy4Doy 


RAN5 

itAA 


RP-090801 


AARft 
uuoo 




1 loo 1 '-i t o of "Tn^n^ r^f^^Qn^Q tGct f poo i lonoi^c for onorotino 

upoaie or i uu reTerence resi nequencies ior operating 
band 40 


r 


ft 1 


ft ft n 
o.o.u 


DC AQ/I70C 

Ho-uy4/ob 


RAN5 

itAA 


RP-090810 


aarq 
uuoy 




"TTM"^ ^noni^l c~ i i of ro m o n *n tt o rn i ir\H^to 

i uu special suoTrarne panern upoaie 


p 
r 


ft 1 


ft ft n 
o.o.u 


DC AQ/IQAi 

no-uy4yui 


RAN5 

itAA 


RP-090802 


aaka 

UUDU 




corrections to reference RB configurations 


p 
r 


ft 1 


ft ft n 
o.o.u 


Ho-uyouD4 


RAN5 

itAA 


RP-090802 


aa£1 

UUO 1 




Pnrra^tirin r\f tact nrn^aHi iro £ ^ O 7 in TQ ft£ CAP. 

oorrecuon ot lesi proceoure 0.4.^./ in io oo.ouo 


p 
r 


ft 1 


ft ft 

o.o.u 


DC AQCCnQQ 

no-uyouyo 


RAN5 

Mdd 


RP-090802 


aa£9 




A o' o* i n o n o\ a / Qlomo nt^n/ f i 1 o to t l*i o /Hrtfoiilt 1 1 C 1 IV VI 
MUUIIig New t?lt?l 1 1 tJl 1 Lcli y llieb LU Uie UeidUU UOllvl 

settings 


p 
r 


ft 1 
o.c.. I 


ft ft n 
o.o.u 


DC AQC1 AA 

no-uyo I uu 


RAN5 


RP-090802 


AA£ft 
UUOO 




V_»Ullfc;CllUll IU Ulc 1 col pruCtJUUlc IU UlltJCK. rirx^ IULl 

state 


p 
r 


ft 1 


ft ft 

o.o.u 


DC AQCH AO 

Ko-uyoi \)d 


RAN5 

Mdd 


RP-090802 


aa^a 

UUD4 




1 ntr/^/H i I i /~\ n of 1 1 C K™r™i a/Ha of Ar\Arn+iAn int/^ K 1 A W Hat m 1 1+ 

iiuroauciion ot uc riioae ot operanon inio inmo aeTaun 
message contents 


p 
r 


ft 1 


ft ft n 
o.o.u 


DC AQC 1 Op 

no-uyo I 00 


RAN5 

#4M- 


RP-090802 


UUDO 




1 UU MV_*rV INMv^rx ltJfc;UUdCr\ IIIUUc UpUdLtr 


p 1 
r 


ft 9 1 
O.^i. I 


ft ft n 
o.o.u 


DC AQC 1 CO 

nO-UyO I DeL 


RAN5 


RP-090802 


UUOO 




OUllfcJOUUIIo IU UtJIdUK blLjlldl IfcJVtJIb 


p 


ft 1 


ft ft n 

o.o.u 


DC AQCOAC 

Ho-uyo^ub 


RAN5 

itAA 


RP-090802 


AA£7 
UUD/ 




1 1 o + o to ^lAtoiilt m csc* c Annr iri ko o o r^*l to 1 D o o* o* ^oc* 

upoaie io aeTaun rnessages in regara io ir aaaress 
allocation 


p 
r 


ft 9 1 
0.*i. I 


ft ft n 
o.o.u 


DC AQCOH Q ^ 

no-uyo^i O 


RAN5 

tt40 


RP-091121 


UUDO 




^UllfcJCUUll LU H.O. 1 .^.D 1 UU 1 cl cltJl lCc ItJbL lltJyUcllClcb 

for Operating Band 38 


p 
r 


ft ft n 
o.o. u 


ft 4 n 
0.4 .u 


r\0-Uy040D 


RAN5 

ttA^ 


RP-091121 


aa^q 
uuoy 




uorrecnon ori to od.ouo. oei Tne ueTaun pararneTer tot 
offsetFreq in MeasObjectGERAN Information Element 


p 
r 


ft ft n 
o.o. u 


ft a n 

0.4 .u 


r\0-UyOO I 4 


RAN5 

#40 


RP-091470 


AA7A 

uu/ u 




A^J/Hiti^n of 1— 1 CPA 1 l~l~D A rof o ko ^ o o caHia o o o ro r 

MUUIUOll Ol norn U 1 r\M IcIclcilOc idUlU UtJdltJl 

parameters for E-UTRA Inter-RAT testing 


p 
r 


ft ft n 
o.o. u 


ft a n 

0.4.U 


DC AOCCCC 

no-uyoooo 


RAN5 

#40 


RP-091122 


UU/ I 




1 ritr/-\/H i i ot i o of DC oo\ a /o r ooo t i o o to kqo'i i o o 

inirouucTion ot no power DOOSTing to reuuce 
interference 


p 
r 


ft ft n 
o.o. u 


ft a n 

0.4.U 


DC AOCCQ/1 

Ho-uyooy4 


RAN5 

itA^ 
#40 


RP-091122 


AA79 
UU/ d. 




o rrnAti o o c* to o'^foiilt D D rvi ace* o o o AAn+ontc 

uorrecnons io ueTauiT ririo message conTenis 


p 
r 


ft ft n 
o.o. u 


ft A 
0.4.U 


DC AQCKCI 
r\0-UyODO 1 


RAN5 

#40 


RP-091122 


AA7ft 

UU / o 




1 o rifiootioo for o 1 1 o of i o i i ro t i o o lo'ootifioKC* io ^f\Q 
l_rldiMIUdLIUil 101 \-/&\\ OUI 11 iy Ui dtlUI 1 lucfUlllcib III OD.OUO 


p 
r 


ft ft n 
o.o.u 


ft a n 

0.4.U 


DC AQftAAC 
r\0-UyDUU0 


RAN5 

Md^i 


RP-091122 


AA7A 
UU / 




o rroot i o o to too nononA oroooo*i 1 KO f AC ID 1 1 oo o t i o o o o o 1 

uorrecnon to thg generic proceaure tot ir aiiocanon anu 
more 


p 
r 


ft ft n 
o.o.u 


ft A 
0.4.U 


DC AQ£1 '\ A 
riO-UyD I I 4 


RAN5 

#40 


RP-091122 


UU / 




A^I/HitiAo of nAvii AAfiAHA o roooo* i iro for ~l~ AI 1 o f to c i o to c 

Muuiuuii ui new yeiieiic proceuuie 101 inu diiei niiei- 
RAT HO from UTRA 


p 
r 


ft ft n 
o.o.u 


ft 4 A 
0.4.U 


DC AQC HC 

Ko-uyoi 1 


RAN5 

#40 


RP-091122 


AA7R 
UU / D 




UpUdLc UI llcdUei UlldpLtJI U.£. Ill OD.OUO 


p 


ft ft n 
o.o.u 


ft 4 


DC AQAOAO 
nO-UyD*iU(i 


RAN5 

itA^ 
#40 


RP-091122 


AA77 

UU / / 




o rroot i o o to too o^AT'^iilt K 1 A C rv^ o o o o o o oontootc* 

uorreciion to Trie aeTauir inmo niessage conierus 


p 
r 


ft ft n 
o.o.u 


ft A 
0.4.U 


DC AQft/IAft 
n0-UyD4U0 


RAN5 

irHJ 


RP-091122 


uu / o 




o O 1 1 f KO O 1 1 o o o w o 1 1 oo o t i o o 

ceii Trequency anocaTion 


p 
r 


ft ft n 
o.o.u 


ft 4 A 
0.4.U 


DC C\&&AAC\ 
r\0-UyD44U 


RAN5 

itA^ 
#40 


RP-091122 


AA7Q 
uu / y 




o rroot i o o for ID aHHcacp o 1 1 oo o t i o o 

uorreciion tot ir aauress anocaiion 


p 
r 


ft ft n 
o.o.u 


ft 4 A 
0.4.U 


DC AQC/I/I7 

H0-uyD44/ 


RAN5 

#40 


RP-091122 


Anftn 
uuou 




1 AI anH TM^I in ATTAPI-I APPFPT nnrl TAI 1 APPFPT 

Lnl dl IU 1 IvlOl 111 M 1 1 nOn nUv C r 1 dMU 1 MU nuuCr 1 

messages 


p 


ft ft n 
o.o.u 


ft A A 
O.M-.U 


DC AQft/1/1Q 
r\0-UyD44y 


RAN5 

irHJ 


RP-091122 


AAfti 

UUO I 




ArH/HitiAn of a AnAnA acaaqa 1 i ika for 1 D ^HHtacc 1 1 o o ot i o o / 

Moomon ot generic proceoure Tor ir aoaress anocaTion / 
configuration in U-plane 


p 
r 


ft ft n 
o.o.u 


ft 4 A 
0.4.U 


DC AQfMCC 
nO-UyD400 


RAN5 

itA^ 
#40 


RP-091122 


AAfto 

UUO*i 




o rroot i o o ot toot akaaaHi ikac in ~I~C ^f\Q 

uorreciion ot Tesi proceoures in i o od.ouo 


p 
r 


ft ft n 
o.o.u 


ft A A 
0.4.U 


DC AQnyicC 

Ho-uyD4ob 


RAN5 

#40 


RP-091122 


AAftft 
uuoo 




1 loo 1 o+a of h A A P o o of i o i i ration for Hi^^Klinn D 1— 1 D o o o 1 

upoaTe ot ivimo coriTiguraTion Tor oisaDiing rnn ano 
BSR for L2 test cases 


p 
r 


ft ft n 
o.o.u 


ft A A 
0.4.U 


DC AQC/ICQ 

nO-UyD4oo 


RAN5 
#45 


RP-091122 


AAftA 
uuo4 




A/H/Hitmn of o'^f'^iilt 1 l~l~D A m accaaa oontonto to ~1~C 

Moomon ot ueTaun u i r\M message coruerus to i o 
36.508 


p 
r 


ft ft n 
o.o.u 


ft 4 A 
0.4.U 


DC_AQfi4fi-1 


RAN5 
#45 


RP-091122 


AAftt^ 
uuoo 




i l^rifir^^ti/^n t o +aa m o o o i no of i — ^ D AM o o 1 1 aaH th a 

uiariTicaTion to Trie mapping ot ocnMiN cens ana ine 
default parameter values 


p 
r 


ft ft n 
o.o.u 


ft A A 
0.4.U 


R5-096462 


RAN5 
#45 


RP-091122 


0086 




Porrpption nf TFT^ for rpfprpnpp rlprlir?itprl FPP. hparpr 

\_/VJ 1 1 CljllUI \ \J\ II 1 O IUI ICICICIIOC VJCVJlOCllCiVJ 1 — 1 \J UCal CI 

contexts 


F 


8.3.0 


8.4.0 


R5-096464 


RAN5 
#45 


RP-091122 


0087 




Cleanup of default NAS message contents 


F 


8.3.0 


8.4.0 


R5-096465 


RAN5 
#45 


RP-091122 


0088 




LTE-Sig: Assignment of different rootSequencelndex for 
cells at the same frequency 


F 


8.3.0 


8.4.0 


R5-096641 


RAN5 
#46 


RP-100143 


0089 




Correction of SIB1 9 scheduling position in the 
neighbouring UTRA cell 


F 


8.4.0 


8.5.0 


R5-1 00086 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 430 



ETSI 



TS 136 508 V1 0.4.0 (2013-05) 



Meetin 


Doc-1st-Level 


CR 


Rev 




Cat 


Version 

vUl 1 CI 1 1 


Version 
■New 




RAN5 
#46 


RP-1 nm 4^ 

nr i uu i ho 


uut/ 1 




Correction of Quantity Configuration for EUTRA 


P 


ft 4 n 

O.H-.U 


ft S 
o.o.u 


R5-100110 


RAN5 
#46 


RP-1 nm 4^ 

Fir l UU l H-o 






Correction for the offset value of RSRP in EUTRA 


P 


ft 4 n 


ft S 
o.o.u 


R5-100111 


RAN5 
#46 


RP-1 (101 4^ 
nr i uu i h-o 


UUc/O 




SIB10 and SIB11 periodicity 


P 


ft 4 n 

O.H-.U 


ft S 
o.o.u 


R5-100112 


RAN5 
#46 


RP-1 001 4^ 

til l UU I H-O 






Assignment of rootSequencelndex for simulated NAS 
cells in different PLMNs 


P 


ft 4 n 


ft S 
o.o.u 


R5-1 00260 


RAN5 
#46 


RP-1 nm 4^ 

r\r l UU l H-o 






Editorial correction to the default value of 'p-a' 


P 


ft 4 n 


ft S 
o.o.u 


r\0- 1 UU*iD 1 


RAN5 
MdP, 


RP-1 001 42 


0096 


- 


New chapter! Test environment for RRM tests 


F 


8.4.0 


8.5.0 


no- 1 uuoyo 


RAN5 
itdP, 


RP-1 001 43 


0097 


- 


Remove UM in DRB reconfiguration 


F 


8.4.0 


8.5.0 


DC H f\f\A 07 

riO- 1 UU4o/ 


RAN5 
itdP, 


RP-1 001 43 


0098 


- 


Addition of default power allocation for two TX antennas 


F 


8.4.0 


8.5.0 


no- 1 UUO 1 o 


RAN5 

MdP, 


RP-1 001 43 


0099 


- 


Correction to TFT parameters used in ACTIVATE 

nf niriTt n cpo rearer pomt^yt rehi ieqt 
UtUIOM 1 tu tro dtHntn OWN 1 tA 1 KtUUto 1 

message 


F 


8.4.0 


8.5.0 


R5-1 00771 


RAN5 
MAP, 


RP-1 001 43 


0100 


- 


Update to RRC common messages for support of test 
cases for MIMO 


F 


8.4.0 


8.5.0 


no- 1 UU/oD 


RAN5 

ttM-D 


RP-1 001 52 


0101 


- 


ArJHinn KinH OA in *3C CAQ 

AuQing uana cxj in oo.ouo 


F 


8.4.0 


8.5.0 


DC 1 r\f\QA£ 

no- 1 UUo4D 


RAN5 
itdP 


RP-1 001 54 


0102 


- 


CR to 36.508; Update test frequencies with extended 
LTE1500 operating bands 


F 


8.4.0 


8.5.0 


DC H C\C\QA~7 

riO- 1 UUo4/ 


RAN5 
MdP 


RP-1 001 43 


0103 


- 


Defining default message contents for ATTACH/TAU 
REQUEST/ACCEPT messages according to UE 

^oria V\\\ 
UaUaUIMLy 


F 


8.4.0 


8.5.0 


dc h ni noi 

riO- I U I I 


RAN5 
#46 


RP-1 nm 

nr i uu i to 


U I UH- 




Limitation of simultaneous co-existence of intra-freq 

Ucllb IU IfcJUUUc 1 1 1 LfcJI 1 fcJI til lUfcJ 


p 


ft 4 

O.H-.U 


acn 
o.o.u 


R5-101029 


RAN5 
#46 


RP-1 nm 

nr i uu i to 


m o^ 

U 1 UJ 




An additional option for IP address allocation in test 

^acoc iicinn 1 IP- toct mnrlo 

udbco UbIMLJ KJC ItJbL IllUUti 


p 


ft 4 

O.H-.U 


o.o.u 


R5-101045 


RAN5 
#46 


RP-1 nm 

nr i uu i to 


U I uu 




Specify default UL NAS check 


p 


ft 4 

O.H-.U 


ft ^ 
o.o.u 


R5-101051 


RAN5 
#46 


RP-1 00143 

i ir i uu i 


0107 




Correct default requirement for some mandatory 

i nf cwrYt nti f\ n a lam q ntc 
II IIUI 1 1 IdllUI 1 olol 1 Icil lib 


p 


8.4.0 


8.5.0 


R5-101052 


RAN5 
#46 


RP-1 nm 4P 

n r i uu i '-tc. 


m or 

U I uo 




Addition of Tracking area updating procedure 


p 


r 4 n 

O.H-.U 


o.o.u 


R5-101 136 


RAN5 
#46 


RP-1 nm 4^ 

Fil l UU I H-O 


m oq 

U I Uu 




Clarification of Security Protection for NAS Messages 


p 


ft 4 n 

O.H-.U 


o.o.u 


R5-101147 


RANR 
rirtINO 

#46 


rp 1 nm 4^ 

rir I UU I HO 


U 1 I u 




Update to layer 2 UM test cases to increase the drx- 
Inactivity Timer to psf200 




ft 4 
o.m-.u 


ft c, n 
o.o.u 


DC 1 ni 1 "7Q 
HO-1 U1 1 / O 


RAN5 

ttM-D 


RP-1 001 43 


0111 


- 


Addition of new generic procedure for bearer 
establishment for MO call. 


F 


8.4.0 


8.5.0 


DC H nn ^ 0"7 

rib-1 U1 1 of 


RAN5 


RP-1 001 43 


0112 


- 


update of default bandwidth configuration for signalling 


F 


8.4.0 


8.5.0 


DC h rn or\"7 
rib-1 U1 tiUl 


RP#47 


- 


- 


- 


Moved to v9.0.0 with no change 


- 


8.5.0 


9.0.0 




RP#48 


RP-1 00510 


0143 


- 


Clarification of security protection when NAS security 
mode procedure has taken place outside of a TC 
sequence 


F 


9.0.0 


9.1.0 


dc i nortoc 
no-1 UoUoO 


RPif4ft 
rir H-H-O 


RP 1 00^9^ 
rir I UUOtO 


01 1 ^ 
U I 1 o 




CR to 36.508: Update of EARFCN for band 21 


p 

r 


y .u.u 


Q 1 
z). 1 .U 


R5-103101 


RP#4ft 
rir H-H-O 


rp 1 nnm n 

rir I UUO I U 


0114 
U I It 




Correction to the default message contents of 

tA I tNUtU otri V lot ritloiU to 1 


F 

r 


y .u.u 


Q 1 
z). 1 .U 


R5-103128 


RP#4ft 


RP-1 no^i n 

nr i uuo i u 


011 ^ 

U 1 1 o 




Removal of unrealistic network behaviour from generic 
procedures 


p 


q n n 

3.U.U 


Q 1 

C3. 1 -U 


R5-1 03223 


nrff40 


rp 1 no^i n 

rir - I UUO I U 


01 1 fi 
u I I 




Correction of table numbers in clause 6.2.3.1 


r 


q n n 
y .u.u 


y. i .u 


R5-1 03232 


rir #4-0 


rp 1 nnm n 

rir - I UUO I U 


0117 
U I I / 




Correction to default values for 

Phv^ir?iir^nnfirinprlipatprl anrl MIMO 

i 1 1 y oilmen uui 1 1 ly i— ' cvjivjCUCvj di ikj ivimviw 


r 


q n n 
y .u.u 


q 1 n 
y. i .u 


R5-1 03287 


RP#4ft 
rir #M-o 


rp 1 nn^i n 

rir 1 UUo 1 U 


011ft 
U I I o 




Correction to SR-Configlndex for LTE TDD signalling 
test cases 


F 

r 


y .u.u 


y. i .u 


R5-1 03290 


RP#48 


RP-1 00510 


0119 




Correction to MME Group ID to set MSB to 1 


F 


9.0.0 


9.1 .0 


R5-1 03298 


RP#48 


RP-1 00500 


0144 




Connection diagram for test 8.1 1 .2 (3 cells) 


F 


9.0.0 


9.1.0 


R5-1 03311 


RP#48 


RP-1 00510 


0120 




New combination of system information blocks for CSG 
Cell in TS 36.508 


F 


9.0.0 


9.1.0 


R5-1 03363 


RP#48 


RP-1 00510 


0121 




Clarification of security protection for detach request 
message 


F 


9.0.0 


9.1.0 


R5-1 03368 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 431 ETSI 



TS 136 508 V1 0.4.0 (2013-05) 



Meet in 


Doc-1st-Level 


CR 


Rev 




Cat 


Version 

vUl 1 CI 1 1 


Version 
■New 




rir #M-o 


rp 1 nnm n 

rir I UUO I U 


01 00 
U I C.C. 




Corrections to cell numbers for 3GPP2 Inter-RAT 

[IfcJlWUlrX bUfcJlldllUb 


r 


Qfin 

3 .U.U 


q 1 n 

S3. 1 .U 


R5-1 03374 


RPJMft 
r\r#M-0 


rp 1 nnm n 

rir I UUO I U 


01 AC\ 
\J I H-U 




Clarification to default message content for Modify EPS 

Dealer uUIUcaI ncU,UcbL illcbbaLjc 


r 


Q 


q 1 n 

S3. 1 .U 


R5-1 03625 


r\r#M-0 


rp 1 nn c i n 

rir I UUO I U 


01 AA 

\J I H I 




Clarification to default message content for RRC 
uonneciion necoriTiguraiion message 


r 




Q 1 
S3. 1 .U 


R5-1 03626 




RP 1 C\OROA 
rir I UUOtt 


01 9^ 




Addition of WLAN test cell 


F 
r 


q n n 


q 1 n 

S3. 1 .U 


R5-1 03647 


r\r#*+0 


RP 1 c\oroa 

rir I UUOtt 


01 OA 




Addition of default message contents for mobility 
riianagerrieru uaseu on L»oivMrvD lesung 


F 
r 


Qfin 
y .u.u 


q 1 n 

S3. 1 .U 


R5-1 03648 


RPifAft 
r\r#M-0 


rp 1 nnm n 

rir I UUO I U 


01 9 C 




Update default message contents for EPS attach 
oonuinons 


F 
r 


S3 .u.u 


q 1 n 

S3. 1 .U 


R5-1 03673 


RPifAft 
rir #M-0 


rp 1 nnm n 

rir I UUO I U 


01 PR 




Update default message with network support for IMS 
voice 


F 
r 


Qfin 

S3 .U.U 


Q 1 
S3. 1 .U 


R5-1 03674 


r\r H-H-O 


rp 1 nnm n 

rir I UUO I U 


01 07 




Correction to Generic Test Procedure in TS 36.508 


F 
r 


Qnn 
y .u.u 


q 1 n 

S3. 1 .U 


R5-1 03675 


r\r#M-0 


rp 1 nn c i n 

rir 1 UUO 1 U 


01 PP 




Default settings of suitable - non-suitable cells for 

1 ITRAM/I^FRAM 


F 
r 


y .u.u 


q 1 n 

S3. 1 .U 


R5-1 03677 


rir #*+ O 


rp 1 nn c i n 

rir 1 UUO 1 U 


01 PQ 




Correction to IE schedulingRequestConfig during 

rial lUUvtJi 


F 
r 


y .u.u 


q 1 n 

S3. 1 .U 


R5-1 03678 


r\r#M-0 


rp 1 nnm n 

rir I UUO I U 


01 ^0 
U I ou 




Update generic procedures for IMS 


F 
r 


y .u.u 


Q 1 
S3. 1 .U 


R5-1 03679 


nr -tf-H-o 


RP-1 nn c i n 
nr i uuj i u 


01 ^1 




Aligning E-UTRAN USIM parameters for multi-RAT 

(JfcJVIOcb 


p 


S3. U.U 


Q 1 

S3. 1 .U 


R5-1 03680 


nr#tO 


RP-1 nn c i n 


01 ^P 




Adding Additional Update Result handling to the default 

mace onac 
1 1 1 cb bay co 


F 


qnn 

S3. U.U 


Q 1 

S3. 1 .U 


R5-1 03681 


rir H-H-O 


rp 1 nn c nQ 

rir I 


01 ^ 




Connection diagram update for intra-freq measurement 

Willi pildbc lULaLUI 


F 
r 


Qnn 

S3. U.U 


Q 1 
S3. 1 .U 


R5-1 03770 


nr -tf-H-o 


RP-1 nn c nQ 

rir I 


01 ^A 

U I OH 




Update of default bandwidth configuration for Signalling 

IUi Dal IU OO 


p 


qnn 

S3. U.U 


Q 1 n 

S3. 1 .u 


R5-103813 


nr #*+o 


RP-1 nn c ?4 

rir I UvJtt- 


01 ^ c 
U I oo 




Addition of generic procedures for mobility management 

uabcu uii LJoivMrvo lubiiiiy 


p 


qnn 

S3. U.U 


Q 1 

S3. 1 .U 


R5-1 03858 


nr ■tf-'+O 


RP-1 nn c i n 

nr I UUJ I U 


01 ^fi 
U I oo 




Addition of new generic procedure for MO SMS over 

OOo dl IU Oldi 1 1 lOdllUI lb 


p 


qnn 

S3. U.U 


Q 1 n 

S3. 1 .u 


R5-1 03869 


rir H-H-O 


rp 1 nnm n 

rir I UUO I U 


01 ^7 
U I o / 




Addition of generic procedures for HRPD and 1xRTT 
pre-registration 


F 
r 


Qnn 

S3. U.U 


q 1 n 

S3. 1 .U 


R5-1 03870 


nr ■tf-'+O 


RP-1 nO c 1 n 


01 ^8 

\J I oo 




Introduction of reference information for test case 
postambles 


p 


qnn 

S3. U.U 


Q 1 

S3. 1 .U 


no- 1 UoO/ 


RP#48 


RP-1 00509 


0139 


- 


Physical layer parameter correction to DCI formats used 
in RF tests 


F 


9.0.0 


9.1.0 


no- 1 UoOoO 


RP#49 


RP-1 0081 2 


0145 


- 


Update of tested channel bandwidths for Bands 13, 14 
and 17 


F 


9.1.0 


9.2.0 


DC H fl/inBQ 
ha- 1 U4Uoy 


RP#49 


RP-1 0081 6 


0146 


- 


Correction to remove special configurations for UM 
Bearer test cases 


F 


9.1.0 


9.2.0 


DC ^ C\A A AC 

nO-1 U41 Uu 


RP#49 


RP-1 0081 6 


0147 


- 


Clarification to the procedure: UE triggered 
establishment of a default EPS bearer context 
associated with an additional PDN 


F 


9.1.0 


9.2.0 


DC ^ A/1 ^ OQ 

r\D-\ U41 £io 


nr#*+S3 


rp 1 nnfti r 

nr i uuo i d 


01 AP 




Correction to Inter-frequency carrier frequency list in 
oibo ana t-u i ha carrier Trequency list in oibi y 


F 
r 


q 1 n 

S3. I .U 


q o n 


R5-104169 


rir #4S7 


rp 1 nopi ft 

nr - I UUO I D 


01 AQ 




Update of 6.2.3 of 36.508 - description of default 
frequency for the single cell signalling test 


F 

r 


q 1 n 

S3. I .u 


q o n 


R5-1 04220 


nrff4y 


DPI AAQQ1 
nr - 1 UUoo 1 


01 




Update of default message contents for DSMIPv6 
testing 


F 

r 


q 1 n 

S3. I .u 


Q f\ 


R5-1 04392 


DD#/| Q 

nrff4y 


nr-1 UUoo/ 


AH CH 

Ul 01 




Addition of UE test state model for HRPD 


r 

r 


y.i .u 


Q O A 


R5- 104454 


rir ff^y 


rp 1 nnpi o 
nr- 1 uuo i d. 


01 RO 




Correction to Qrxlevmin in SIB 1 for RF and RRM 


F 

r 


q 1 n 

S3. I .u 




R5-1 04503 


rir ff^y 


rp 1 nnpi fi 

nr - 1 uuo I D 


01 R^l 
U I Oo 




Specification of HRPD specific values in SIB8 


F 

r 


q 1 n 

S3. I .u 


Q n 


R5-1 04547 




rp 1 nnpi fi 
nr- 1 uuo i d 


01 C A 
\J I 04 




Update of default bandwidth configuration for signalling 


F 

r 


q 1 n 

S3. I .u 


q o n 


R5-1 04685 


rir ff^-y 


rp 1 nnpi fi 
nr- 1 uuo i d 


01 cc 
U I 00 




Clarification to packet filter identifier and precedence in 
TFT 


F 

r 


q 1 n 

S3. I .u 


Q n 


R5-1 04702 


RP#49 


RP-1 00R1 fi 


0156 




Add P-CSCF method II for IMS 


p 


9.1 .0 


9.2.0 


R5-1 04703 


RP#49 


RP-1 0081 6 


0157 




Update generic procedures for IMS 


F 


9.1.0 


9.2.0 


R5-1 04704 


RP#49 


RP-1 0081 6 


0158 




Correction of clause 4.3.3.4 


F 


9.1.0 


9.2.0 


R5-1 04705 


RP#49 


RP-1 0081 6 


0159 




Correction to Downlink Frequency for N_DL 4850 


F 


9.1.0 


9.2.0 


R5-1 04706 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 432 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meet in 


Doc-1st-Level 


CR 


Rev 




Cat 


Version 

"OUI Icl 11 


Version 
■New 




nr ff^-y 


dp 1 nnpi ft 

nr I UUO I D 


01 £n 




L/eiauiT. message coruerus tot u i nRiN ana otnrtN 


F 

r 


q 1 n 
y. i .u 


q o n 


R5-1 04707 


r\r H-H- y 


r\r I UUO I fi 


01 £1 
U ID I 




AiHHition of thci n rrinnQ^tirin Hiarii'Qm fr\v tha / * 1 tact 
rtUUIUUM Ul IMc 1 IfcJVV UUI II 1UUUUI 1 Ulctyictlll IUI Lilt; UOI LfcibL 

case 


F 

r 


Q 1 
y. i .u 


oon 


DC H A/1 QO/1 

rib-l U4oo4 


RP#49 


RP-100816 


0162 


- 


Correction to reference end states 


F 


9.1.0 


9.2.0 


R5-1 05003 


RP#49 


RP-1 00837 


0163 


- 


Correction for Timer Tolerances 


F 


9.1.0 


9.2.0 


R5-1 05050 


RPifAQ 
r\r #M-y 


rir - I UUOOO 


U I DO 




II III UUUUUUI 1 Ul UclaUIL IllUboctyU UUIILUIILb IUI rlrirL' 

overhead messages 


F 

r 


Q 1 
y. i .u 


Q 




GP#49 


GP-101743 


0166 


- 


Update of Common parameters for simulated GERAN 

If* f r\r oi innnrhinri ("^ C D A M d ITD A M 1 r\tr\ r DAT r*r\\ 1 

cens Tor supporting (^ttnAN-tu i hain mier-nAi ceil 
reselection 


F 


9.2.0 


9.3.0 


GP-101743 


RP#50 


RP-1 01 138 


0167 


- 


MBSFN configuration for RRM tests using E-UTRA FDD 
cells 


F 


9.2.0 


9.3.0 


R5-1 06070 


RP#50 


RP-1 01 155 


0169 


- 


CR to 36.508: Update test frequencies for EUTRA TDD 

1 TF harnH A 1 

l 1 1 uano 4 I . 


F 


9.2.0 


9.3.0 


R5-106105 


RP#50 


RP-1 01 142 


0168 


- 


CR to 36.508: Correction to HRPD Overhead messages 
(subclause 4.4.7.1) 


F 


9.2.0 


9.3.0 


R5-106116 


nn#irn 

KrffOU 


nr-1 Ul 1 QtL 


Ul /U 




Addition of test frequencies for LTE-C2k interworking 
test cases 


r 


g o a 

y.^.u 


Q Q A 

y.o.u 


R5-1 06298 


hirffbU 


DD HftH HylO 


AH "70 

Ul 




Addition of UTRA reference radio parameters and 
combination for PS RB and Speech 


r 


a o a 

y.^.u 


A O A 

y.o.U 


R5-1 06383 


RP#50 


RP-1 01 142 


0175 


- 


Correction to EUTRA carrier frequency list in SIB1 9 


F 


9.2.0 


9.3.0 


R5-1 06421 


hirffbU 


dd h ah -i /i o 
rir-1 Ul 1 4^ 


ah ~7H 
Ul /l 




correction to the iubi\i 1 1 1 y KborUNob (with iMoi) 
message 


r 


n o a 

y.^.u 


a o a 
S.o.U 


R5-1 06551 


RP#50 


RP-1 01 142 


0178 


- 


Correction for DRX offset start time 


F 


9.2.0 


9.3.0 


R5-1 06552 


hirffbU 


dd h ah -i /i o 
rir-1 01 1 4^ 


a-i i~7 
Ul // 




Correction of specific message content for generic 
procedures (state 2 and state 2A) 


r- 

r 


y.^.u 


a o a 

y.o.u 


R5-1 06596 


RP#50 


RP-1 01 138 


0180 


- 


LTE-RF state 3A 


F 


9.2.0 


9.3.0 


R5-1 06597 


RP#50 


RP-1 01 142 


0176 


- 


Correction to security protection header for Identity 
Request message 


F 


9.2.0 


9.3.0 


R5-1 06611 


RP#50 


RP-1 01 142 


0173 


- 


Addition of new system information combinations 


F 


9.2.0 


9.3.0 


R5-106616 


RP#50 


RP-1 01 142 


0174 


- 


Remove SS requirement for IMS in UTRA 


F 


9.2.0 


9.3.0 


R5-1 06690 


HrffbU 


DD ^ AH H CO 

nr-1 Ul 1 oy 


AH "7Q 




Corrections to default settings for Elementary Files 
(EFs) on Test USIM 


r 


Q O A 


Q O A 

y.o.u 


R5-106819 


RP#50 


RP-1 01 138 


0181 


- 


Update of the RF exceptional RRC message 


F 


9.2.0 


9.3.0 


R5-1 06820 


RP#51 


RP-1 10161 


0182 


- 


Update of HRPD overhead message parameters 
AccessSignature, SectorSignature 


F 


9.3.0 


9.4.0 


R5-1 10069 


RP#51 


RP-1 10161 


0183 


- 


Add a new eUTRA sub-end state E2_T3440 


F 


9.3.0 


9.4.0 


R5-1 10105 


RP#51 


RP-1 10161 


0184 


- 


Correction for NAS message NOTE 


F 


9.3.0 


9.4.0 


R5-1 10229 


RP#51 


RP-1 10161 


0185 


- 


Addition of CSIM default contents 


F 


9.3.0 


9.4.0 


R5-1 10331 


RP#51 


RP-1 10161 


0186 


- 


Update of Table 4.4.2-1 with HRPD/1xRTT frequency 
range info 


F 


9.3.0 


9.4.0 


R5-1 10332 


RP#51 


RP-1 10157 


0187 


- 


Update of the RF exceptional RRC message 


F 


9.3.0 


9.4.0 


R5-1 10410 


RP#51 


RP-1 10161 


0188 




Editorial correction for IMS signalling 


F 


9.3.0 


9.4.0 


R5- 110433 


RP#51 


RP-1 10161 


0189 




Correction to SIB combinations related to HeNB Cells 


F 


9.3.0 


9.4.0 


R5- 110471 


RP#51 


RP-1 10161 


0190 




Correction to default message content for Detach 
Request message 


F 


9.3.0 


9.4.0 


R5- 110472 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 433 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meetin |Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 
-Current 


Version 
-New 




RP#51 


RP-110157 


0191 


- 


Removal of Lower Humidity Limit in Normal Conditions 


F 


9.3.0 


9.4.0 


R5-1 10534 


RP#51 


n n a a r\ a t~ ~7 

RP-1 10157 


01 9^ 




Correction of EARFCN numbers for band 41 


r- 

r 


n o n 

y.o.u 


9.4.0 


R5-1 10542 


RP#51 


RP-1 10161 


0193 


- 


Removal of "Modified contents of the EFs at the ISIM 
ADF (application DF) level" 


F 


9.3.0 


9.4.0 


R5-1 10593 


RP#51 


n n a a r\ a a 

RP-1 10161 


0194 




Correction of the lEs for compressed mode in table 
4.7B.1-5 


F 


9.3.0 


9.4.0 


R5-1 10601 


RP#51 


RP-1 10161 


0195 




Update to default message content for TRACKING 
AREA UPDATE REQUEST message 


F 


9.3.0 


9.4.0 


R5-1 10703 


RP#51 


n n a a r\ a a 

RP-1 10161 


0196 


- 


Add default APN for IMS 


F 


9.3.0 


9.4.0 


R5-1 10708 


RP#51 


RP-1 10161 


0197 




Introduction of over head messages for CDMA2000 
1 XRTT 


F 


9.3.0 


9.4.0 


R5-1 10710 


RP#51 


RP-1 10161 


0198 




Addition of default SMS over SGs message contents 


F 


9.3.0 


9.4.0 


R5-1 10875 


RP#51 


n n -i H f\-i C H 

Hr-1 1 01 bl 


0199 




Correction to 'Test procedure to check that UE is 
camped on E-UTRAN cell upon mobility from another 
RAT' 


F 


9.3.0 


9.4.0 


nc a a r\~7 A c 


RP#51 


n n a a r\ a a 

RP-1 10161 


0200 


- 


Correction of frequency allocations 


F 


9.3.0 


9.4.0 


R5-1 10788 


RP#51 


RP-1 10161 


0201 


- 


Update of Reference packet filters contents 


F 


9.3.0 


9.4.0 


R5-1 10789 


RP#51 


RP-110157 


0202 


- 


Correction to FDD Reference Test Frequencies for 
Operating Band 12 


F 


9.3.0 


9.4.0 


R5-1 10846 


RP#51 


RP-110157 


0203 


- 


LTE RF: state 3A-RF update 


F 


9.3.0 


9.4.0 


R5-1 10937 


RP#51 


RP-1 10172 


0204 




Add test frequencies for bands 42, 43 (3500MHz) 


F 


9.3.0 


9.4.0 


R5-1 10968 


RP#52 


RP-1 10647 


0205 


_ 


Correction to default message content of LOCATION 

1 inn ATIMO |-) r— /-"i 1 1 r— 0~T _■«_.___«_. 

UPDATING REQUEST message 


F 


9.4.0 


9.5.0 


R5-112114 


RP#52 


RP-1 10647 


0206 


_ 


Correction to default message content of TRACKING 

a n i — a i inn/\Ti — n i — /~» i 1 1 — o~r ______ 

AREA UrDA I E REUUEb I message 


F 


9.4.0 


9.5.0 


R5-1 12120 


RP#52 


n n a a r\f* a r\ 

RP-1 10643 


0207 


_ 


PRACH-Config-DEFAULT for RF-tests TDD: Correction 
to derivation path 


F 


9.4.0 


9.5.0 


r~\ i— a a r\ a a 

R5-1 12146 


RP#52 


RP-1 10643 


0208 




Correction to connection diagram for CQI with uneven 
interference test (A. 21) 


F 


9.4.0 


9.5.0 


R5-1 12147 


RP#52 


n n a a r\r* a~7 

RP-1 10647 


0209 


- 


Update to Common contents of system information 
blocks 


F 


9.4.0 


9.5.0 


nC A A O A Z" 1 A 

R5-1 12161 


RP#52 


RP-1 10647 


021 




Addition of missing labels in Figure 4.5.1-1 


F 


9.4.0 


9.5.0 


R5-1 12278 


RP#52 


RP-1 10647 


021 1 




_««__>;_«_ * _ ~r_ I-* i _. a o ~7 & 

corrections to 1 able 4.j./-b 


F 


9.4.0 


9.5.0 


R5-1 12279 


RP#52 


n n a a r\ a ~7 

RP-1 10647 


021 2 




1 U^n^n _f /"^OlUfl _!_{_■ il* _ _ >->4-_ L->4-_ 

Update of ObiM default contents 


F 


9.4.0 


9.5.0 


nc a a f\ r~ 

R5-1 12285 


RP#52 


nn a a f\f*t^r\ 

RP-1 10660 


0213 


- 


Add emergency bearer support 


F 


9.4.0 


9.5.0 


nc A A OAflA 

R5-1 12289 


RP#52 


nn a a r\/ m *r L ~7 

RP-1 10667 


0214 


- 


Band 24 Addition to TS 36.508 


F 


9.4.0 


9.5.0 


n C A A OO O A 

R5-1 12381 


RP#52 


RP-1 10643 


0215 


- 


New connection diagrams to Annex A 


F 


9.4.0 


9.5.0 


R5-1 12458 


RP#52 


RP-1 10647 


0216 


- 


Correction to Derivation Path for RB Setup on UTRA 
side (condition UTRA PS RB) 


F 


9.4.0 


9.5.0 


R5-1 12571 


RP#52 


RP-1 10647 


0217 




Update APN check at attach 


F 


9.4.0 


9.5.0 


R5-1 12598 


RP#52 


RP-1 10647 


0218 




Update of SIB7 default message contents 


F 


9.4.0 


9.5.0 


R5-1 12599 


RP#52 


RP-1 10647 


0219 




Clarification to conditions for IP address configuration 
over user plane 


F 


9.4.0 


9.5.0 


R5-1 12600 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 434 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



M Get in 


Doc-1 st-Level 


UK 


Rev 




uat 


Version 
-Current 


Version 
-New 


Doc-2nd- 


hirffO<i 


DD 11 ACCC 

hr-1 1 Ubbb 






iniroaucTion ot ut i esi Loop ivioae o tot l i t ivibivio 
testing 


h 


Q A A 

y.4.u 


Q C A 

y.o.u 


nc 1 1 OC7C 

hio-l 1 cXy i 


Hrffb^i 


hir-1 1 Ub4/ 


AOOO 




update ob.ouB uoo definition tor internal test cases 


h 


A A A 

y.4.u 


A C A 

y.o.u 


DC 1 1 OCAO 

hio-1 1 <ibyo 


hirffo*: 


DD -1 H ACCC 

hir-1 1 Ubbb 


AOOI 




Addition of some MBMS related message definitions in 
TS36.508 


h 


A A A 

y.4.u 


A C A 

y.o.u 


DC 1 1 07/10 

hio-1 1 eL /4o 


nn#ro 

Hrffb^i 


DD -1 H AC/1 "7 


AOOO 




Introduction of generic CS fall back procedures for 
UTRAN and GERAN 


h 


A A A 


A C A 

y.o.u 


DC 1 1 OTC 1 

hio-1 1 <i/o1 


D D-ffCO 


DD 11 AC/1 Q 

hir-1 1 Ub4o 


AOO/I 




Default Bandwidth Configuration for RF Testing 


h 


Q A A 

y.4.u 


A C A 

y.o.u 


DC ^ 1 07CA 

hio-1 1 tLiKA) 


RP#52 


RP-1 10643 


0225 


- 


Update for PRACH-Config-DEFAULT for the default 
TDD RRM message 


F 


9.4.0 


9.5.0 


R5-1 12872 


RP#52 


RP-1 10647 


0205 


- 


Correction to default message content of LOCATION 
UrUAHNu Hbuubb i message 


F 


9.4.0 


9.5.0 


R5-112114 


RP#52 


RP-1 10647 


0206 


- 


Correction to default message content of TRACKING 
AnbA UrUA i b hibtjubb i message 


F 


9.4.0 


9.5.0 


R5-1 12120 


RP#52 


RP-1 10643 


0207 


- 


PRACH-Config-DEFAULT for RF-tests TDD: Correction 
to derivation path 


F 


9.4.0 


9.5.0 


R5-1 12146 


nnjicn 

rirffo^ 


DD 11 AC/IO 

hir-1 1 Ub4o 


0^00 




Correction to connection diagram for CQI with uneven 
interference test (A. 21) 


h 


y.4.u 


fl r n 

y.o.u 


DC 1 1 01 A 1 

hio-1 1 £a 4/ 


RP#52 


RP-1 10647 


0209 


- 


Update to Common contents of system information 
blocks 


F 


9.4.0 


9.5.0 


R5-1 12161 




DD H 1 AC/17 

hr- 1 l Ub4/ 


\J£L I u 




Addition of missing labels in Figure 4.5.1-1 


h 


q a n 


y.o.u 


DC 1 1 O07P 
hiO - I I eLeLiO 




DD H 1 AC/17 
hr- 1 1 Ub4/ 


noi 1 

\JeL I I 




Corrections to Table 4.3.7-6 


h 


q a n 


y.o.u 


DC i 1 O07Q 
hiO - I I /y 




DP H 1 AC/17 
hr- 1 1 Ub4/ 


noi o 




upaaie ot oomvi aetauii contents 


n 
r 


q a n 


y.o.u 


DC 1 1 OOBC 
hiO - I I £L£-OD 


RP#52 


RP-1 10660 


0213 


- 


Add emergency bearer support 


F 


9.4.0 


9.5.0 


R5-1 12289 


RP#52 


RP-1 10667 


0214 


- 


Band 24 Addition to TS 36.508 


F 


9.4.0 


9.5.0 


R5-1 12381 


RP#52 


RP-1 10643 


0215 


- 


New connection diagrams to Annex A 


F 


9.4.0 


9.5.0 


R5-1 12458 


RP#52 


RP-1 10647 


0216 


- 


Correction to Derivation Path for RB Setup on UTRA 
side (condition UTRA PS RB) 


F 


9.4.0 


9.5.0 


R5-1 12571 


RP#52 


RP-1 10647 


0217 


- 


Update APN check at attach 


F 


9.4.0 


9.5.0 


R5-1 12598 


RP#52 


RP-1 10647 


0218 


- 


Update of SIB7 default message contents 


F 


9.4.0 


9.5.0 


R5-1 12599 




DD 11 AC/1 T 

hir-1 1 Ub4/ 


A01 A 




Clarification to conditions for IP address configuration 
over user plane 


h 


A A A 

y.4.u 


A C A 

y.o.u 


DC 1 1 OCAA 

hio-1 1 <ibUU 




DD H AC/I 7 

hir-1 1 Ub4/ 


AOOO 




Update 36.508 QoS definition for InterRat test cases 


h 


Q A A 

y.4.u 


Q C A 

y.o.u 


DC ^ ^ OCQQ 

hio-1 1 i^byo 


nnwco 

HrfFO-i 


DD 11 ACCC 

hir-1 1 Ubbb 


AOOI 

U^l 




Addition of some MBMS related message definitions in 
TS36.508 


h 


A A A 

y.4.u 


A C A 

y.o.u 


DC 1 1 0~7A O 

hio-1 1 d. /4o 




DD H AC/1 7 

hir-1 1 Ub4/ 


AOOO 

U^o 




Introduction of generic CS fall back procedures for 
UTRAN and GERAN 


h 


Q A A 

y.4.u 


Q C A 

y.o.u 


DC ^ i 07Ci 

hio-1 1 /Ol 


hirffb*: 


DD 11 AC/IO 

hir-1 1 Ub4o 


U^<i4 




Default Bandwidth Configuration for RF Testing 


h 


A A A 

y.4.u 


A C A 

y.o.u 


DC 1 1 OTCA 

hio-1 1 <i /bu 


D D-ffCO 


DD H AC/I Q 

hir-1 1 Ub4o 


AOOC 




upoaie Tor rnAOn-uonTig-ubhAUL i Tor me aeTauit 
TDD RRM message 


h 


Q A A 

y.4.u 


A C A 

y.o.u 


DC ^ i 0Q70 
hiO-1 1 eLol d. 


RP#53 


RP-1 11 138 


0226 




Correction for generic CS fallback procedures for 
UTRAN 


F 


9.5.0 


9.6.0 


R5-1 13033 


RP#53 


RP-1 11 138 


0227 




Correction to paging test procedure 


F 


9.5.0 


9.6.0 


R5-1 13163 


RP#53 


RP-1 11 138 


0228 




Deletion of 'EPSOnlyAttachForced' in common part 


F 


9.5.0 


9.6.0 


R5-1 13195 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 435 ETSI 



TS 136 508 V1 0.4.0 (2013-05) 



M Get in 


Doc-1 st-Level 


UK 


Rev 




uat 


Version 
-Current 


Version 
-New 




D D-ffCQ 


DD 1111 OC 

rir-1 ill oO 


AOOG 

u^y 




Deletion of 'EPSOnlyAttachForced' in RF part 


r 


o c n 

y.o.u 


Q C A 

y.o.u 


R5-1 13213 


nrffOo 


DD i -1 i -i on 

nr-1 ill oO 


noon 




Correction to PhysicalConfigDedicated-DEFAULT for 
HO case 


r 


o c n 

y.o.u 


Q C A 

y.o.u 


R5-1 13450 


RP#53 


RP-111138 


0231 


- 


Addition of the 'Expanded 1900 MHz band' as operating 

u. .-. i or j-_ Tf 1 oo roo 

band 25 to TS 36.508 


F 


9.5.0 


9.6.0 


R5-1 13500 


RP#53 


RP-111153 


0232 


- 


Band 24 Details for Signalling part of 36.508 


F 


9.5.0 


9.6.0 


R5-1 13521 


RP#53 


RP-111138 


0233 


- 


Add new SI combination 


F 


9.5.0 


9.6.0 


R5-1 13658 


RP#53 


RP-111138 


0234 




Update of HRPD/1xRTT test frequencies, pre- 
registration procedures and message contents 


F 


9.5.0 


9.6.0 


R5-1 13659 


rirffbo 


DD -1 H -1 H OO 

Hr-1 111 oo 


AOOC 

U^ob 




Correction to test procedures specific message contents 


r~ 

r 


n c n 

y.b.u 


o c n 

y.o.u 


R5-1 13660 


nnjjro 

KrffDo 


DD i -1 i -1 OQ 

nr-1 ill oo 


aooc 
U^iob 




Correction to 'Test procedure to check that UE is 
camped on E-UTRAN cell upon mobility from another 
RAT' 


r 


o c n 

y.b.u 


OCA 

y.b.u 


R5-1 13661 


RP#53 


RP-111138 


0237 


- 


Correction for the default NAS message contents 


F 


9.5.0 


9.6.0 


nr a a oooo 

R5-1 13662 


RP#53 


RP-111138 


0238 


- 


Update UTRA RRC messages 


F 


9.5.0 


9.6.0 


n t~ A A oooo 

R5-1 13663 


RP#53 


RP-111138 


0239 


- 


Update U 1 ka nas messages 


F 


9.5.0 


9.6.0 


DC H 1 OCC A 

rib-1 1 obb4 


RP#53 


RP-111138 


0240 


- 


Addition of default GERAN message PS HANDOVER 
COMMAND 


F 


9.5.0 


9.6.0 


R5-1 13665 


RP#53 


RP-111138 


0241 


- 


Update test procedure b.4.o\/.b 


F 


9.5.0 


9.6.0 


DC H H OCCC 

Kb-1 lobbb 


RP#53 


RP-111138 


0242 


- 


Update test procedure 6.4.3.7.5 


F 


9.5.0 


9.6.0 


R5-1 13667 


RP#53 


RP-111155 


0243 


- 


Update test frequencies for FDD LTE Band 23 in 36.508 


F 


9.5.0 


9.6.0 


R5-1 13749 


rirffbo 


nr-1 1 1 1 oo 


ao/i a 




Correction on the IE ReportConfigEUTRA-PERIODICAL 
definition 


r- 

r 


o c a 

y.b.u 


OCA 

y.b.u 


R5-1 13751 


RP#53 


RP-111148 


0245 




Correction to TS36.508 subclause 4.6.1 


F 


9.5.0 


9.6.0 


R5-1 13761 


RP#53 


RP-111145 


0246 


- 


Combined parallel procedures between EUTRA/EPC 
and IMS emergency call 


F 


9.5.0 


9.6.0 


R5-1 13801 


RP#53 


RP-111135 


0247 


- 


RF/RRM State 3A-RF: Editors note 


F 


9.5.0 


9.6.0 


R5-1 14037 


RP#54 


RP-111579 


0248 


- 


Correction of the default message contents of 
Transaction Identifiers in Activate Default EPS Bearer 
Context and Activate Dedicated EPS Bearer Context 
messages 


F 


9.6.0 


9.7.0 


R5-1 15091 


RP#54 


RP-111596 


0250 


- 


a '. i— — — -J oo /orooiifli i— i — nnw j-_ or coo 

Adding band 22 (3500MHz hDD) to 36.508 


F 


9.6.0 


9.7.0 


nr a a c a r>c 

R5-1 15185 


RP#54 


RP-111579 


0251 


- 


Update of UE Registration pre-registration on 1xRTT 
registrationPeriod 


F 


9.6.0 


9.7.0 


n r a a r oo a 

R5-1 15264 


r\rff04 


DD 1 1 1 ^70. 

nr- I I I 0/ y 


\JeLOeL 




Update UTRA RRC message for handover to UTRAN 


n 
r 


Q C n 

y.o.u 


Q 7 A 

y. / .u 


nr a a rroo 

R5-1 15533 


RP#54 


RP-111579 


0253 


- 


Add reference default EPS bearer context for QCI 5 


F 


9.6.0 


9.7.0 


nr a a rro~7 

R5-1 15537 


RP#54 


RP-111579 


0254 


- 


Correction of EPS Bearer Contexts 


F 


9.6.0 


9.7.0 


R5-1 15585 


RP#54 


RP-111579 


0255 


- 


Correction to ESM default messages 


F 


9.6.0 


9.7.0 


R5-1 15618 


nrttjt 


RP-1 1 1 

ni i i i u i z> 






Introduction of Combined Generic test procedure for 
IMS Speech call 


p 


q fi n 


q 7 n 


R5-1 15619 


RP#54 


RP-1 11 576 


0257 




default band configuration for RF testing in band 25 


F 


9.6.0 


9.7.0 


R5-1 15633 


RP#54 


RP-111579 


0258 




Complete the system configuration for dual mode 
network scenario 


F 


9.6.0 


9.7.0 


R5-1 15694 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 436 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



M Get in 


Doc-1 st-Level 


UK 


Rev 




uat 


Version 
-Current 


Version 
-New 


Doc-2nd- 


DD#C/1 

Krff04 


DD i 1 -I C7Q 

rir-1 1 1 0/ y 


u^oy 




Correction to IE PhysicalConfigDedicated-DEFAULT 
definition in Table 4.8.2.1 .6-1 


r 


oca 

y.b.u 


Q 7 A 

y./.u 


rio-1 1 obyb 


RP#54 


RP-111579 


0260 


- 


Updates for 1xRTT pre-registration scenario 


F 


9.6.0 


9.7.0 


R5-1 15708 


r(rffo4 


DD 1 1 1 C7Q 

rir-1 1 1 0/ y 


HOC 1 




ii i l £ i ii — a n~ i — |- * j.- r-\ _j ■ 

Update of UE 1xRTT registrationPenod in 
SystemlnformationBlock type8 


r 


q c n 

y.b.u 


Q "7 A 

y./.u 


DC ^ A C7CA 

HO-1 1 O/OU 


rirffo4 


DD -1 1 -1 CTA 

rir-1 1 1 0/y 






Correction to 1 xRTT Overhead Message contents 


r~ 

r 


n c a 

y.b.u 


A "7 A 

y./.u 


DC i H C7ft1 

rio-i i o/yi 


rirffoo 


DD H OA1 7C 


AOCO 

U^bo 




Correction to measurement control and report in default 
UTRA message 


r~ 

r 


n i a 

y./.u 


ADA 

y.o.u 


DC H OAO H ^ 

HO-1 ^Uol 1 


RP#55 


RP-120176 


0264 


- 


Update of E-UTRAN_QRXLEVMIN in SIB19 and SI2 
Quater 


F 


9.7.0 


9.8.0 


R5-120312 


RP#55 


RP-120176 


0265 


- 


Update of RF Reference system configurations 


F 


9.7.0 


9.8.0 


R5-120313 


RP#55 


RP-120179 


0266 


- 


Correction of Physical Layer configurations 


F 


9.7.0 


9.8.0 


R5-1 20497 


KrffOo 


DD H TA 

rir-1 <iU1 /y 


AOC7 

U^b/ 




Correction of E2_T3440 state definition 


r~ 

r 


ATA 

y. / .u 


ADA 

y.o.u 


DC H OACCC 

riO-1 ^UObb 


KrffOo 


DD H TA 

rir-1 td\)\ /y 


AOCQ 

U^bo 




Correction of default PCO value in some ESM 
messages 


r 


ATA 

y. /.u 


ADA 

y.o.u 


DC H OACTO 

KO-1 dOofd 


KrffOO 


DD ^ OrH TO 

nr-1 ^Ul / y 


AOCQ 

u^by 




Correction to the default message content of GERAN 
carrier frequency group list for E-UTRA cells 


r 


Q 7 A 

y./.u 


Q D A 

y.o.u 


DC ^ OACA/1 

HO-1 ^UoU4 


DD#cn 
nrffOO 


DD ^ OAi "7Q 

nr-1 ^Ul / y 


AOTA 




Update of SystemlnformationBlockTypel 


r 


Q 7 A 

y./.u 


Q D A 

y.o.u 


DC ^ OACi C 

HO-1 (lUol O 


nrffOO 


nr- 1 d\) I / y 


\J£Ll \ 




Update the default configuration of channel bandwidth 
for Band 39 for signalling testing 


r 


q 7 n 
y. / .u 


Q P. A 

y.o.u 


PC 1 OflRI 7 
HO- 1 £-\jK> \ 1 


Krffbo 


dd h OA^ "7(1 
rir-1 <iU1 /y 


AO"70 




Correction for UE pre-registration on CDMA2000 
system 


r~ 

r 


ATA 

y. /.u 


ADA 

y.o.u 


DC H OACH O 

HO-1 ^Ubl o 


RP#55 


RP-120179 


0273 


- 


Update to Reference default EPS bearer context #2 


F 


9.7.0 


9.8.0 


R5-120619 


RP#55 


RP-120179 


0274 


- 


Correction to the default (UTRA) Physical Channel 
Reconfiguration message 


F 


9.7.0 


9.8.0 


R5-1 20620 


KHffOO 


DD H OA H 7Q 

nr- 1 (iU I /y 


A97C 




Correction of default measurement gap offset 


r 


q 7 n 
y. / .u 


Q P. A 

y.o.u 


DC 1 OACOi 
HO" 1 £L\JO£L 1 


RP#55 


RP-120179 


0276 


- 


Correction to carrier bandwidth 


F 


9.7.0 


9.8.0 


R5-1 20677 


RP#55 


RP-120192 


0277 


- 


Update generic procedure 4.5A.4 


F 


9.7.0 


9.8.0 


R5-1 20693 


RP#55 


RP-120192 


0278 


- 


Update generic procedure 4.5A.5 


F 


9.7.0 


9.8.0 


R5-1 20694 


rirffoo 


DD H OAOAA 

nr-1 <L\j<L\j\j 


aoo a 
U^oU 




Addition of the default value of Carrier Aggregation 
parameters 


r- 

r 


n i a 

y./.u 


A O A 

y.o.u 


DC H OA"70C 

riO-I^U/^b 


RP#55 


RP-120179 


0282 




Correction of UE Release in UE capability 


F 


9.7.0 


9.8.0 


R5-1 20752 


RP#55 


RP-120179 


0283 


- 


Introduction of generic test procedure for SRVCC call 
handover to UTRA 


F 


9.7.0 


9.8.0 


R5-1 20753 


RP#55 


RP-120179 


0284 


- 


Correction to test procedure sequence 6.4.2.7A for 
check that UE is camped on E-UTRAN cell upon 
mobility from another RAT 


F 


9.7.0 


9.8.0 


R5-1 20754 


RP#55 


RP-120179 


0285 


- 


Addition of Default UTRA RRC Connection Request 
message 


F 


9.7.0 


9.8.0 


R5-1 20756 


RP#55 


RP-120176 


0286 


- 


TS 36.508: Band 23 test frequencies correction 


F 


9.7.0 


9.8.0 


R5-1 20800 


RP#55 


RP-120179 


0287 




Remove IPv4viaNAS_TestMode 


F 


9.7.0 


9.8.0 


R5-1 20908 


RP#55 


GP-1 20009 


0288 




Section 4.4.5 Common parameters for simulated 
GERAN cells - Correction to SI2 Quarter 


F 


9.7.0 


9.8.0 


GP-1 20009 


RP#55 


RP-1 20203 


0279 




Addition of two MBMS counting related messages in TS 


F 


9.8.0 


10.0.0 


R5-1 20723 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 437 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meetin |Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 
-Current 


Version 
-New 


Doc-2nd- 
Level 










36.508 










RP#55 


RP-120199 


0281 


- 


Introduction of new RRC default messages for Rel-10 
and MD I 


F 


9.8.0 


10.0.0 


R5-1 20737 


RP#56 


RP-1 20644 


0290 




Correction of power ratio allocation on PDSCH for 
common logical channels 


F 


10.0.0 


1 0.1 .0 


riO-1 21 Uo9 


RP#56 


RP-1 20644 


0291 


- 


Correction to default mobilityParameters message 
contents 


F 


10.0.0 


10.1.0 


R5-121 121 


RP#56 


RP-1 20644 


0292 




Corrections to default overhead messages for HRPD 


F 


10.0.0 


10.1.0 


n C A i"1 A A o/~i 

R5-121 122 


RP#56 


RP-1 20644 


0293 




Corrections to default overhead messages for 1 xRTT 


F 


10.0.0 


10.1.0 


n r- 4 r\A A oo 

R5-121 123 


RP#56 


RP-1 20644 


0294 




1 1 1 -i- £ 

Update of 

CSFBParametersRequest/ResponseCDMA2000 
process in Registration 


F 


10.0.0 


10.1.0 


nc a r\A riTf* 

R5-121276 


RP#56 


RP-1 20641 


0295 


- 


RRM: Definition of parameters for simulated GSM cells 


F 


10.0.0 


10.1.0 


R5-121357 


RP#56 


RP-1 20662 


0296 


- 


SIB Combination for CA test scenarios 


F 


10.0.0 


10.1.0 


R5-121383 


RP#56 


RP-1 20644 


0297 


- 


Addition of default value of RSRQ Cell Reselection 
parameters 


F 


10.0.0 


10.1.0 


R5-121384 


RP#56 


RP-1 20641 


0298 




Test frequencies for inter-band cells in RRM tests 


F 


1 0.0.0 


1 0.1 .0 


on a f^A a r\~7 


RP#56 


RP-1 20644 


aoaa 
U29» 




Update generic procedure 4.5A.6 


r- 

r 


^ A A A 

1 0.0.0 


H A ^ A 

1 U.l .u 


DC H OH A H O 
Hb-1 CA 41 O 


RP#56 


nn a f\t\/^ a a 

RP-1 20644 


AO An 
OoOU 




Update generic procedure 4.5A.7 


r- 

r 


^ A A A 

1 0.0.0 


H A ^ A 

1 u.l .u 


DC H OH A H A 
rib-1 CA 41 4 


RP#56 


RP-1 20644 


0301 


- 


Update generic procedure 4.5A.3 


F 


10.0.0 


10.1.0 


R5-121439 


RP#56 


RP-1 20644 


0302 


- 


Correction to RadioResourceConfigCommon-DEFAULT 


F 


10.0.0 


10.1.0 


R5-121447 


RP#56 


RP-1 20641 


0304 




Removing 5.2A.3 for State 2A 


F 


10.0.0 


10.1.0 


nc a r\A c f~*A 

R5-121521 


RP#56 


nn a t~\r\r* a a 

RP-1 20641 


0305 


_ 


Addition of A-GNSS testing to Test frequencies clause 
4.3.1 


F 


10.0.0 


10.1.0 


R5-121543 


RP#56 


RP-1 20641 


AO AC 

OoOb 




Ensuring all SS TX antennas are in use for whole test 
sequence 


r- 

r 


^ A A A 

1 0.0.0 


H A ^ A 

1 u.l .u 


DC H OH CA A 

rib-1 cA b44 


RP#56 


RP-1 20641 


0307 




Connection diagram for RRM 3 cell TCs with static 
propagation 


F 


10.0.0 


1 0.1 .0 


DC HOHCCC 

Kb-1 £a bob 


RP#56 


RP-1 20644 


0308 


- 


Correction of Physical Layer configurations tables 


F 


10.0.0 


10.1.0 


R5-121665 


RP#56 


RP-1 20644 


0309 




Update of default bandwidth configuration for E-UTRA 
FDD band 11 and 18 


F 


10.0.0 


1 0.1 .0 


OCT H H 7H 1 

Ko-1 21/12 


RP#56 


D D A 1AC A A 

Hr-1 ^0b44 


0310 


- 


Correction to default SIB4 contents for CSG cells 


F 


10.0.0 


10.1.0 


R5-121733 


RP#56 


nn a f\r\/^ a a 

RP-1 20644 


0311 


- 


Update of CDMA2000 Band Class data and addition of 
ouivia^uuu t»ana oiass iu 


F 


10.0.0 


10.1.0 


R5-121734 


RP#56 


RP-1 20644 


AO H O 

Ool 2 




Update to Reference dedicated EPS bearer context #3 


r 


^ A A A 

1 0.0.0 


H A ^ A 

1 U.l .u 


DC H OH "70C 

rib-1 cA /ob 


RP#56 


RP-1 20644 


AO H O 

Ool O 




Add generic procedure MO video call 


r- 

r 


^ A A A 

1 0.0.0 


H A ^ A 

1 U.l .u 


DC H OH 70C 

rib-1 cA /ob 


nrtFOD 


rir - I 


0314 




Add generic procedure MT video call 


F 


10.0.0 


1 0.1 .0 


DC H O H "70"7 

Hb-1 £a /of 


RP#56 


RP-1 20644 


0315 


- 


Clarifications to UICC requirements for LTE-C2K testing 


F 


10.0.0 


10.1.0 


R5-121809 


RP#56 


RP-1 20644 


0316 




Update UE capability information 


F 


10.0.0 


10.1.0 


R5-121847 


RP#56 


RP-1 20658 


0317 




Introduction of System information for PWS 


F 


10.0.0 


10.1.0 


R5-121854 


RP#56 


RP-1 20662 


0318 




Update of the default value of Carrier Aggregation 
parameters 


F 


10.0.0 


10.1.0 


R5-121856 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 438 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meetin |Doc-1st-Level 


UK 


Rev 


Subject 


uat 


Version 
-Current 


Version 
-New 


Doc-2nd- 


RP#56 


RP-1 20644 


0319 


- 


Correction to reference system configurations for dual 
mode scenarios 


F 


10.0.0 


10.1.0 


R5-121888 


RP#56 


RP-1 20667 


0320 


- 


Adding operating band 26 to TS 36.508 


F 


10.0.0 


10.1.0 


R5-121905 


RP#56 


RP-1 20641 


0321 


- 


Addition of State 3B-RF in 36.508 


F 


10.0.0 


10.1.0 


R5-121919 


RP#56 


RP-1 20641 


\JOC.C. 




Correction to Tracking area updating procedure in 
36.508 


r 


H A A A 


h a h a 


DC -I OH OQC 

Hb-i ca yob 


RP#56 


RP-1 20662 


0323 


- 


Addition of Test mode call procedure for CA test cases 


F 


10.0.0 


10.1.0 


R5-121982 


RP#56 


RP-1 20641 


AO AO 

0303 




Correction to Handover to UTRAN commands for UTRA 
RRC messages in 36.508 


r~ 

r 


^ A A A 

1 0.0.0 


H A ^ A 
1 U.l .U 


DC H OOAH O 

Hb-l ccXjx o 


RP#56 


RP-1 20662 


03^4 




3b.oUc3 - i est trequencies tor ua_i u and oa_4UU 


r~ 

r 


^ A A A 

1 0.0.0 


H A ^ A 
1 U.l .U 


DC H OOI O/l 

Hb-l ccA o4 


RP#56 


RP-1 20649 


0289 


- 


Removal of technical content in 36.508 v9.8.0 and 
substitution with pointer to the next Release 


F 


10.0.0 


10.1.0 


R5-121078 


RP#56 


RP-1 20644 


noon 




Correction of power ratio allocation on PDSCH for 
common logical channels 


r 


H A A A 

1 u.u.u 


H A H A 

1 U.l .u 


nc -( OH ADO 

Hb-i ca uoy 


RP#56 


RP-1 20644 


0291 


- 


Correction to default mobilityParameters message 
contents 


F 


10.0.0 


10.1.0 


R5-121 121 


RP#56 


RP-1 20644 


0292 




Corrections to default overhead messages for HRPD 


r~ 

r 


1 0.0.0 


10.1.0 


DC H OH H OO 

rib-1 cA 1 c.c 


RP#56 


RP-1 20644 


AAAQ 




Corrections to default overhead messages for 1 xRTT 


c 
r 


H A A A 

1 u.u.u 


H A H A 

1 U.l .u 


DC -1 OH H OO 
Hb-l CA 1 CO 


RP#56 


RP-1 20644 






Update of 

CSFBParametersRequest/ResponseCDMA2000 
process in Registration 


c 
r 


H A A A 

1 u.u.u 


H A H A 

1 U.l .u 


DC H OH 0"7C 

Hb-l CA c/o 


RP#56 


RP-1 20641 


0295 


- 


RRM: Definition of parameters for simulated GSM cells 


F 


10.0.0 


10.1.0 


R5-121357 


RP#56 


RP-1 20662 


0296 


- 


SIB Combination for CA test scenarios 


F 


10.0.0 


10.1.0 


R5-121383 


RP#56 


RP-1 20644 


0297 


- 


Addition of default value of RSRQ Cell Reselection 
parameters 


F 


10.0.0 


10.1.0 


R5-121384 


RP#56 


RP-1 20641 






Test frequencies for inter-band cells in RRM tests 


r 


1 A A A 
I U.U.U 


I U. I .u 


DC Hon A(Y7 
Hb~ I c. I 4U/ 


RP#56 


RP-1 20644 


AOQG 

u^yy 




Update generic procedure 4.5A.6 


c 
r 


H A A A 


h a h a 
1 U.l .U 


DC 101/110 

Hb-l CA 41 o 


RP#56 


nn a f\r\/^ a a 

RP-1 20644 


AQAA 




Update generic procedure 4.5A.7 


c 
r 


H A A A 


h a h a 
1 U.l .U 


DC 101/11/1 

Hb-l CA 41 4 


RP#56 


RP-1 20644 


0301 


- 


Update generic procedure 4.5A.3 


F 


10.0.0 


10.1.0 


R5-121439 


RP#56 


RP-1 20644 


0302 


- 


Correction to RadioResourceConfigCommon-DEFAULT 


F 


10.0.0 


10.1.0 


R5-121447 


RP#56 


RP-1 20641 


AO A/1 

0304 




riernoving o.^A.o tor btate c.fk 


r~ 

r 


^ A A A 

1 0.0.0 


H A ^ A 
1 U.l .U 


DC H OH COH 

Hb-l CA b<il 


RP#56 


nn a f\t\/^ a a 

RP-1 20641 


0305 


- 


Addition of A-GNSS testing to Test frequencies clause 

A o ^ 
4.0.1 


F 


10.0.0 


10.1.0 


R5-121543 


RP#56 


RP-1 20641 


AOAC 




Ensuring all SS TX antennas are in use for whole test 
sequence 


r 


H A A A 


h a h a 
1 U.l .U 


DC H OH CAA 

Hb-l *il b44 


RP#56 


RP-1 20641 


AOA"7 

UoU/ 




Connection diagram for RRM 3 cell TCs with static 
propagation 


r~ 

r 


H A A A 


H A H A 

1 U.l .u 


DC H OH CCC 

Hb-l ca bbb 


RP#56 


RP-1 20644 


0308 


- 


Correction of Physical Layer configurations tables 


F 


10.0.0 


10.1.0 


R5-121665 


RP#56 


RP-1 20644 


\JO\J<J 




I InHnto nf rlofmilt hnnHiA/irlth pnnfini irntiAn fnr F-l ITRA 

UUUdlc Ul UtrlaUIL UdllUVVIUUI LUII 1 ILJ U 1 dUUl 1 IUI C- U 1 i\r\ 

FDD band 11 and 18 


p 


10 


1 n 1 n 


nj i c i / i £_ 


RP#56 


RP-1 20644 


0310 




Correction to default SIB4 contents for CSG cells 


F 


10.0.0 


10.1.0 


R5-121733 


RP#56 


RP-1 20644 


0311 




Update of CDMA2000 Band Class data and addition of 
CDMA2000 Band Class 10 


F 


10.0.0 


10.1.0 


R5-121734 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 439 ETSI TS 1 36 508 V1 0.4.0 (201 3-05) 



Meetin 


Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 
-Current 


Version 
-New 




nrffob 


DD H OAC/1 A 


Ool 2 




Update to Reference dedicated EPS bearer context #3 


r 


1 0.0.0 


1 U.l .U 


R5-121735 


rirffob 


hir-1 (i(Jb44 


Ool o 




Add generic procedure MO video call 


r 


-i r\ r\ r\ 
1 0.0.0 


1 U.l .U 


R5-121736 


rirffob 


DD H OAC/1 A 

hir-1 ^Ub44 


Ool 4 




Add generic procedure MT video call 


r- 

r 


1 0.0.0 


l U.l .u 


n t~ A A "70 ~7 

R5-1 21 737 


RP#56 


RP-1 20644 


0315 


- 


Clarifications to UICC requirements for LTE-C2K testing 


F 


10.0.0 


10.1.0 


R5-121809 


RP#56 


RP-1 20644 


0316 


- 


Update UE capability information 


F 


10.0.0 


10.1.0 


R5-121847 


RP#56 


RP-1 20658 


031 7 




Introduction of System information for PWS 


F 


10.0.0 


10.1 .0 


R5-121854 


RP#56 


RP-1 20662 


031 8 




Update of the default value of Carrier Aggregation 
parameters 


F 


10.0.0 


10.1 .0 


R5-121856 


RP#56 


RP-1 20644 


0319 


- 


Correction to reference system configurations for dual 
mode scenarios 


F 


10.0.0 


10.1.0 


R5-121888 


RP#56 


RP-1 20667 


0320 


- 


Adding operating band 26 to TS 36.508 


F 


10.0.0 


10.1.0 


R5-121905 


RP#56 


RP-1 20641 


0321 


- 


Addition of State 3B-RF in 36.508 


F 


10.0.0 


10.1.0 


R5-121919 


RP#56 


KP-1 20641 


0322 




Correction to Tracking area updating procedure in 
36.508 


F 


10.0.0 


1 0.1 .0 


R5-121936 


RP#56 


RP-1 20662 


0323 


- 


Addition of Test mode call procedure for CA test cases 


F 


10.0.0 


10.1.0 


R5-121982 


RP#56 


hir-1 <£0b41 


0303 




Correction to Handover to U I KAN commands tor U I HA 
RRC messages in 36.508 


F 


10.0.0 


1 0.1 .0 


R5-1 2201 8 


RP#56 


RP-1 20662 


0324 




36.508 - Test frequencies for CA_1 C and CA_40C 


F 


10.0.0 


10.1 .0 


R5-122134 


RP#57 


RP-1 21 098 


0325 


_ 


Correction to default message content of UTRA NAS 
attach accept message 


F 


10.1.0 


10.2.0 


R5-1231 14 


RP#57 


RP-1 21 098 


0326 




Correction default message content for Tracking Area 
Update Request message 


F 


10.1.0 


1 0.2.0 


R5-123117 


RP#57 


RP-1 21 095 


0327 


- 


RF: Addition of messages and SIB combination 
informations for RF MBMS tests 


F 


10.1.0 


10.2.0 


R5-1 23211 


RP#57 


RP-1 21 098 


0328 


- 


Clarify requirements for ROHC 


F 


10.1.0 


10.2.0 


R5-1 23259 


RP#57 


RP-1 21 098 


0329 


- 


Updates to cl 6.x regarding use of MIMO 


F 


10.1.0 


10.2.0 


R5-1 23304 


RP#57 


nn A t~\A A A r\ 

RP-121 1 13 


0330 




Update of default parameters for Carrier Aggregation 


F 


10.1.0 


1 0.2.0 


R5-1 23305 


rirffo/ 


rir-1 21 Uy8 


Oool 




Addition of default value of Additional update 
parameters 


r- 

r 


1A H ri 

1 0.1 .0 


h n o n 
1 U.2.U 


R5-1 23306 


RP#57 


RP-1 21 098 


0332 


- 


Addition of default value of Explicit Signalling Indication 
parameters 


F 


10.1.0 


10.2.0 


R5-1 23307 


RP#57 


RP-1 21 095 


0333 


- 


Update of NeighCellConfig for RRM tests 


F 


10.1.0 


10.2.0 


R5-1 23328 


RP#57 


RP-1 21 095 


0334 




Correction to HO commands for UTRAN TDD 


F 


10.1.0 


10.2.0 


R5-1 23329 


RP#57 


RP-121 116 


0335 


- 


Addition of new connection diagrams for UL-MIMO 
Testing 


F 


10.1.0 


10.2.0 


R5-1 23390 


RP#57 


RP-1 21 098 


0336 


- 


Correction to generic test procedure CS fallback to 
ijbHAN with redirection or CCO / M 1 call(D 1 M not 
supported) 


F 


10.1.0 


10.2.0 


R5-1 23629 


RP#57 


RP-1 21 098 


0337 


- 


Correction to RRC Connection Reconfiguration 

mace q n o Hiicin/i 1— 1 q nHrw/Qf f y/~i m 1 ITR A to ^1 ITR A 

nicbbdyt! uuiiiiy nainjuvci iiuiii u i r\r\ lu eu i riM 


F 


10.1.0 


10.2.0 


R5-1 23630 


RP#57 


RP-1 21 098 


0338 




Update to Reference dedicated EPS bearer context #3 


F 


10.1.0 


10.2.0 


R5-1 23632 


RP#57 


RP-1 21 098 


0339 




Update generic procedure 4.5A.6 


F 


10.1.0 


10.2.0 


R5-1 23633 


RP#57 


RP-1 21 098 


0340 




Update generic procedure 4.5A.7 


F 


10.1.0 


10.2.0 


R5-1 23634 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 440 



ETSI 



TS 136 508 V1 0.4.0 (2013-05) 



Meetin |Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 
-Current 


Version 
-New 




RP#57 


RP-121098 


AO/I A 




Update generic procedure 4.5A.8 


r 


1 a ^ a 
1 U.l .U 


^ n o n 


R5-1 23635 


RP#57 


RP-121098 


AO/1 O 




Update generic procedure 4.5A.9 


c 
r 


1 a ^ a 
1 U.l .U 


^ n o n 


R5-1 23636 


RP#57 


RP-121098 


AO/l Q 

(Jo4o 




Update the default value of IE 
RadioResourceConfigCommon and IE 
additionalSpectrurn Emission 


c 
r 


1 U.l .U 


^ n o n 


R5-123712 


RP#57 


RP-121098 


Uo44 




Correction to test procedure 6.4.2.10 


c 
r 


1 a ^ a 
1 U.l .U 


^ n o n 


R5-1 23720 


RP#57 


RP-121098 


0345 


- 


Corrections to CDMA2000 message sequences 


F 


10.1.0 


10.2.0 


R5-1 23728 


RP#57 


r~\ r~\ j a -J AAA 

RP-121098 


0346 


- 


Update of UE Capability Information 


F 


10.1.0 


10.2.0 


l~\ {— j A A ~ 7 A A 

R5-1 23729 


RP#57 


RP-121098 


0347 


- 


Update of Paging test procedure (for NAS test cases) 


F 


10.1.0 


10.2.0 


R5-1 23730 


RP#57 


RP-121098 


0348 


- 


Addition of guard timer to the procedure for IMS 
signalling 


F 


10.1.0 


10.2.0 


R5-1 23731 


RP#57 


RP-121098 


0349 


- 


Update to cl. 6.4.2.7A and 7.2B.1 


F 


10.1.0 


10.2.0 


R5-1 23734 


RP#57 


RP-121113 


Uool 




Extension of cell configurations for Carrier Aggregation 


r~ 

r 


i u.i .u 


H A O A 
1 U.i.U 


R5-1 23751 


RP#57 


RP-121 113 


aoco 
UOO^ 




Maximum number of cells simultaneously used in 
Carrier Aggregation test cases 


r~ 

r 


1 U.l .u 


H A O A 
1 U.i.U 


R5-1 23752 


RP#57 


RP-121098 


Uo5o 




Update of default MSPL and MLPL contents in Test 
UICC 


r~ 

r 


1 U.l .u 


H A O A 
1 U.i.U 


R5-1 23767 


RP#57 


n a a a a a ft 

RP-121 113 


0354 




Correction to the CA test state references 


F 


10.1.0 


10.2.0 


r~\ {— -J AAA ^ A 

R5-1 23949 


RP#58 


RP-121 681 


0356 


- 


Addition of new connection diagram for UL-MIMO 
testing 


F 


10.2.0 


10.3.0 


R5-125107 


RP#58 


RP-121 659 


0357 


- 


Update to test procedure sequence 6.4.2.7A for check 
that UE is camped on E-UTRAN cell upon mobility from 
another RAT 


F 


10.2.0 


10.3.0 


R5-125116 


RP#58 


RP-121 677 


UoDO 




Introduction of connection diagrams for CA tests 


r~ 

r 


-1 A O A 

1 u.^.u 


H A O A 
1 U.O.U 


R5-125187 


RP#58 


RP-121 685 


uooy 




Addition of default message contents for ESM 
NOTIFICATION message 


r~ 

r 


-1 A O A 

1 u.^.u 


H A O A 
1 U.O.U 


R5-125219 


RP#58 


RP-121 659 


aoc a 
UobU 




Modification of measurement configuration for UTRAN 
FDD SIG 


r~ 

r 


-1 A O A 

1 u.^.u 


H A O A 
1 U.O.U 


R5-1 25283 


RP#58 


nn a i~\a a rr a 

RP-121 659 


0361 


- 


Clarification of table 6.6.2-1 


F 


10.2.0 


10.3.0 


nc A A C A O ~7 

R5-1 25287 


RP#58 


RP-121 656 


0362 


- 


Addition of channel bandwidth tested for E-UTRA FDD 
Dana i y 


F 


10.2.0 


10.3.0 


nc a a rr o a a 

R5-1 25303 


RP#58 


nn a f\A a rr a 

RP-121 656 


UOOO 




Correction of circulator in connection diagrams 


n 
r 


"1 A O A 


I U.O.U 


nC A A C O ~7 A 

R5-1 25370 


RP#58 


RP-121 656 


0364 


- 


Correction to test channel numbers for Band 26 


F 


10.2.0 


10.3.0 


nC A A fT A ~7 A 

R5-1 25372 


RP#58 


nn a f\A a rr a 

RP-121 656 


0365 


- 


Update of Chw Bw Parameters for 1 .4MHz and 3MHz 


F 


10.2.0 


10.3.0 


nc A A fT A ~7A 

R5-1 25373 


RP#58 


RP-121 659 


0366 


- 


Update generic procedure 4.5A.7 


F 


10.2.0 


10.3.0 


R5-1 25530 


RP#58 


RP-121 659 


0367 


- 


Update of default ROUTING AREA UPDATE REQUEST 
message 


F 


10.2.0 


10.3.0 


R5-1 25545 


RP#58 


RP-121 690 


0368 


- 


CA_38: Addition of new test frequency for CA band 38 


F 


10.2.0 


10.3.0 


R5-1 25573 


RP#58 


RP-121 689 






rtUUIUUM Ul Dell I U C-\J UwlllllUUII 


p 


1 n ? n 


1 n i n 

1 U.O.U 


R5-1 25778 


RP#58 


RP-121 685 


0370 




Add generic procedure for IMS MO speech and 
aSRVCC 


F 


10.2.0 


10.3.0 


R5-1 25792 


RP#58 


RP-121 677 


0371 




Modification to state 3A-RF-CA initial conditions of 
clause 5.2A.4 


F 


10.2.0 


10.3.0 


R5-1 25800 



ETSI 



3GPP TS 36.508 version 1 0.4.0 Release 1 441 ETSI 



TS 136 508 V1 0.4.0 (2013-05) 



M Get in 


Doc-1 st-Level 




Rev 




uat 


Version 
-Current 


Version 
-New 




hrffOo 


DD ^ Oi CQQ 

rir-l ca boo 


AQ"70 

Uo/*-. 




Introduction of Band 27 to TS 36.508 


r 


1 A O A 
1 U.-l.U 


1 n o n 
1 U.O.U 


R5-1 25832 


RP#58 


RP-121677 


0373 


- 


Update of RF Reference system configurations in 
36.508 


F 


10.2.0 


10.3.0 


R5-1 25933 


RP#58 


RP-121659 


0374 


- 


Using not null integrity protection and ciphering 
algorithms by defaul 


F 


10.2.0 


10.3.0 


R5-1 26020 


rirffbo 


DD H OH C"7"7 

Hr-1 b// 


UoYb 




Introducing default channel bandwidth for CA signalling 
testing 


r~ 

r 


1 U.^.O 


h n o n 
1 U.O.U 


R5-1 26053 


RP#59 


RP-130156 


0377 


- 


Addition of new connection diagram for UL-MIMO 
testing 


F 


10.3.0 


10.4.0 


R5-130136 


RP#59 


RP-130145 


0378 


- 


AWGN Level uncertainty for Signalling test cases 


F 


10.3.0 


10.4.0 


R5-1 30201 


□ D#CQ 

Hrffoy 


DD H QAH A A 

nr-1 OU1 44 


uo/y 




Correction to CDMA2000Parameters message contents 


r 

r 


H A O A 
1 U.O.U 


1 n a n 
1 U.4.U 


R5-1 30202 


rirffby 


DD H Q AH C"7 

nr-1 oUl b/ 


AOOA 

UooU 




Addition of SCell configuration type 


r~ 

r 


H A O A 
1 U.O.U 


H A A A 
1 U.4.U 


R5-1 30311 


nrffoy 


DD H QAH /I C 

nr-1 OUl 40 






Addition of default message contents of measurement 
information elements for event A4 and A5 measurement 
test cases 


r 

r 


H A O A 
1 U.O.U 


1 A A A 

1 U.4.U 


R5-1 30363 


RP#59 


RP-130144 


0383 




Correction to ncc-Permitted value to TS 36.508 


F 


10.3.0 


10.4.0 


R5- 130453 


RP#59 


RP-130167 


0384 


- 


Correction to EARFCN definition for CA_40C 


F 


10.3.0 


10.4.0 


R5-1 30477 


RP#59 


RP-130144 


0385 


- 


Addition of combination A2+A1 1 and condition "UTRA 
Speech + Packet RAB Setup after Speech RAB Setup 
in ObLL UGH in I able 4. 7B. 1-1 : HANDOVER IO 
UTRAN COMMAND 


F 


10.3.0 


10.4.0 


R5-1 30561 


nrffoy 


DD H OA H A A 

v\r- I OU I 44 


UOob 




Update of Band 18 configuration 


r 


HA O A 

I U.O.U 


i n a n 

1 U.4.U 


R5-130619 


nrffoy 


RP H QA1 A A 

nr- 1 OU 1 44 


UOo/ 




Update generic procedure 4.5.2 


n 
r 


HA O A 

I U.O.U 


1 A A A 

1 U.4.U 


R5-1 30620 


r\r ffOc7 


DD 1 OA H A A 
rtr - I OU I 4^f 


UOOO 




Update generic procedure 4.5.2A 


r 


I U.O.U 


1 n a n 

I U.4.U 


R5-1 30621 


RP#59 


RP-130144 


0389 


- 


Add generic procedure MO add video 


F 


10.3.0 


10.4.0 


R5-1 30622 


RP#59 


RP-130144 


0390 


- 


Add generic procedure MT add video 


F 


10.3.0 


10.4.0 


R5-1 30623 




nr i ou i o / 


uoy i 




Correction of test frequencies for CA signalling tests 


r 


1 n °. n 

I U.O.U 


1 n a n 

I U.*+ .U 


R5-1 30692 


RP#59 


RP-130146 


0395 




Addition of simulated cell for E-UTRA dual mode multi 
cell network scenarios 


F 


10.3.0 


10.4.0 


R5-1 30709 


RP#59 


RP-130167 


0397 




Corrections to Annex A general considerations on 
connections for CA testing 


F 


10.3.0 


10.4.0 


R5-1 30900 



ETSI 



3GPP TS 36.508 version 10.4.0 Release 10 



442 



ETSI TS 136 508 V1 0.4.0 (2013-05) 



History 



Document history 


V10.0.0 


April 2012 


Publication 


V10.1.0 


August 2012 


Publication 


V10.2.0 


October 2012 


Publication 


V10.3.0 


February 2013 


Publication 


V10.4.0 


May 2013 


Publication 



ETSI 



